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Chnpter 5 

GERMAN PROJECTILES 


INTRODUCTION 

Classes of German Ammunition 

German ammunition may be divided into the 
following classes: 

Class No. 1 (fixed ammunition). Ammunition, 
the complete round of which, can be loaded into 
the weapon in one operation. The cartridge case, 
containing a primer and propelling charge is per¬ 
manently crimped to the projectile. 

Examples: 2 cm, 2.8/2.0 cm, 3 cm. 3.7 cm, 4 cm, 
4.2/2.8 cm, 5 cm, 7.5 cm gun, 7.62 cm, 8.8 cm, 
10.5 cm A. A. gun. 

Class No. 2. Ammunition, the complete round 
of which, is loaded in two operations. 

The cartridge case, containing a primer and a 
propellant charge is not crimped to the projectile. 
The propelling charge is in bags and the charge 
can be varied at the point of firing. 

The projectile is packed and shipped separately, 
and the cartridge case and propellant are packed 
as one unit. 

The Germans employ cartridge cases in all their 
artillery ammunition. The cases are employed 
for the main purpose of preventing the escape of 
gas to the rear. 

Examples: 7.5-em Howitxer, 105-cm Howitzer, 
15-cm gun and Howitzer, 17-cm gun, 21-cm, 24* 
cm ammunition. 

Designation of Artillery Projectiles 

The Germans designate a round of artillery 
ammunition by the caliber, type of ammunition 
(model number of the round), type of weapon 
fired from, and (model number of the weapon). 

The caliber of German artillery ammunition is 
measured in centimeters. The Germans, refer to 
calibers approximately; for instance, the 10.5-cm 
gun is always known as the “s 10-cm K. 18” (heavy 
10-cm model No. 18). 

In naming the various types of projectiles, the 
Germans employ the word, “Granate” (abbrevi- 
titcd “gr.” or “Gr.”). “Granate” is used as a base 


word for all the various types of rounds. By add¬ 
ing a prefix and/or a suffix to the word, the exact 
nature of the projectile is indicated. 

Prefix Added to the Word “Granate” 

P**rrx Auuv. Conmnid Won 

epceng- Bpr Bpreng-fTmmt* Bpr.cr. B.E.lbtU. 

N«bel. Nb Nobet-fr&oau. Nbfr. Bmok? iheli. 

r*n«f. Pi. . .... Pier_ A.P.shell. 

In order to differentiate between the various 
types of Armor Piercing Rounds, numbers are 
added after the word Pzgr. 

Panzergrnnate 39, Pzgr. 39—APCBCHE (Ar¬ 
mor Piercing Cap, Ballistic Cap [Winshield] 
[High Explosive]). 

Panzergrunate 40, Pzgr. 40—A. P. Shot with a 
tungsten carbide core. 

Panzergranate 41, Pzgr. 41—A. P. Shot with 
a tungsten carbide core for tapered bore gun (Ger- 
lich round). 

Sprenggranate 41, Sprgr. 41—II. E. Shell for 
a tapered bore guu. 

Suftix Added after “Granate" 

Amii*. Counts Wots Attticis Tyt« 

B«too ... Be... Q mute Be ton .. Or. Be. AaUooocrfte shell. 

HI Granite Hi. Or. HI. .. Hallow cfairff sbel) 

For the most part the Germans do not give model" 
numbers to their artillery ammunition. In several 
of the old rounds model numbers are indicated. 

The numbers used are the last two of the year 
in which the round was made standard. These are 
only used in (he nomenclature when there is more 
than one model of any specific type. In the case 
of the “Pzgr.” (Armor Piercing) rounds, the num¬ 
bers appearing after the word merely indicates 
the type of Armor Piercing round and are not 
model numbers. 

Rot. or L’spur. (Leuchtspur) included in the 
designation indicates tracer. 

This nomenclature is followed by the word 
“Patronen" abbreviated Patr., meaning cartridge. 
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A NUMBER INDICATES THE NATURE 
OF THE HE. FILLING NUMBER 


location; day, month ano year; 

WORKMARX (SHELL ASSEMBLY) 
e g Lg 4 11 39 Ab 


WEIGHT CLASSIFICATION 


Tp (FOR TROPICAL AMMUNITION) 
Ub (FOR PRACTICE AMMUNITION) 
Nb (FOR SMOKE AMMUNITION) 


LOCATION; DAY,MONTH ANO YEAR; 
WORKMARK. (FIXING OF SHELL) 
e g. Ab &I.40 X« 


flgurm 31 6 —Projectile Stamping s 


This is the German way of indicating a complete 
round. It is similar to the British nomenclature, 
in that the British use the word “cartridge” to 
designate all their complete rounds. 

Weapon Type. The Germans include the name 
of the type of the weapon in designating their am¬ 
munition. This nomenclature is given in the form 
of an abbreviation. 


Autifunon 

r.*. 

ru*. 

Kwk.. 

Pnk. 

a*. 

at*, a. 

8t*Q. (cebber).... 


Tr»t 

PddkaaoM. 

**"«*'—iMiriw_ 

Cimpt«i|akuui».. _ 
Praam •bvtfcrtiaaw.. 


Sturm Quchaa 


Amuc am XqtrtTiun 
PWd r»s. 

Aatialrcnfl run 
Tut |QB. 

Aitiuni run 
NeraJ fua. 

Atmult run 
AamuJt run 


Anumnor Tin amucu mcirum 

Oebtrpbaubttaa_ Mouatala havttmr. 

Oeb. K. (moded So.).. OeWrmtajaotM. Mountain (an 


Lr H. Utebte Feldbnabilaa U«b« IMd bowftam 

(BrltiJ* equlmlaat 
Ona howjtMf). 

*• r. H...Mtl NttmUm... Henry laid bawttaar. 

LLO.. Lalebta (afaaterla Ufht Infantry hunllau. 

Qmfeoa 

8. LQ.... Scbtrar Intentarte O*. Henry Infantry bertt- 

ecbutn Mr. 

n (eaL)X..Scbwer Orechuu.. Henry rat. 

t^O. LetebtaOmebota_ Ufbt raeoiSam (tm 

k. (model No.) IX)- Xmimm (Eleababa)_ Rattray gun. 

Foreign Origin Designation. In some in¬ 
stances a letter in parenthesis is added to the 
nomenclature after the word indicating the type 
of projectile. These letters are used to indicate 


346 


RESTRICTED 





















PROJECTILES 


material of foreign origin. The following are 
some of the letters used for this purpose: (t) 
Czech, (f) French, (p) Polish, (r) Russian, (6) 
Austrian. 

In some cases the following may be included in 
the nomenclature: 

Oaiaia *»«u«a 

NA -New pattern. 

■m*-*-Modified. 

Bt-Steel. 

Stenciled Code. The identification of German 
projectiles can be made by the following means; 

Stenciled code figures on the ogive and body 
of projectile, the color of the projectile, and the 
stamping marks on the projectile body. 

The following details of stenciling on projec¬ 
tiles are arranged in the sequence in which the 
markings are normally found commencing at the 
nose of the projectile. 

Z. F. Hbgr. (in black) on the windshield of an 
H. E.-B. C. projectile indicates the use of a nose 
fuze under the windshield. 

R or Mr (in black near the tip) indicates the 
presence of a smoke box. 

Arabic numerals (in black on the head of the 
projectile just below the fuze hole, or on the body 
of the projectile) indicates the type of H. E. 
filler. The more common of these follow: 

Stenciling Indication 

*-TNT in cardboard carton 

packed with magnesium 

putty. 

^---TNT in cardboard carton 

packed with paper. 

2-Picric acid in cardboard carton 

packed with magnesium 

putty or wax. 


5.-TNT/VVar 95/5 in paper or 

cardboard carton. 

- TNT/Wax 90/10 in paper or 

cardboard carton. 

13 -Amatol 40/60, cast 

14 --TNT, cast 

82- PETN/Wax 90/10. 

86/38-PETN/Wax 60/40 or 65/35. 

-—— Cyclonite/Wax 95/5. 

95...-Cyclonite/TNT. 


The following are some examples of German 
ammunition nomenclature. 

4.7-cm Sprgr. Patr. Pak(t)—47-mm H. E. pro¬ 
jectile for the A. T. gun of Czech make. 


3.7- cm Pzgr. Patr. 40 Pak—37 mm A. P. Shot- 
tungsten carbide core for A. T. gun. 

7.62-cm Pzgr. Patr. 40 Pak. 36(r)—76.2 mm (3 
inch) A. P, shot—tungsten carbide core for A. T. 
gun 36 (Russian design). 

8.8- cm Sprgr. Patr. Flak 86—88-mm H. E. pro¬ 
jectile for the antiaircraft gun 36. 

In the following instances the type of projectile, 
and to some extent the nature of filling, is indi¬ 
cated by 2.4-inch letters stencilled at two positions 
round the shell midway between the rotating band 
and bourrelet. (See fig. 316.) 

Sttnciuno Indication 

A or L£ (White)-Base ejection shell with flash- 

producing charge 

A1 (Black)---Filling includes aluminum pow¬ 

der to produce flash. 

B1 (White)-Inert filling. 

Ex (Red)-Drill projectile. / 

NB (White)..-Smoke abell. 

Db (White).-Practice projectile, filled gun¬ 

powder. 

Cb.B (White)..—- Practice projectile, filled TNT. 

Vp (Black)- -— Dummy projectile. 

Bo (1-lnch lettering mid- Indicates a rotating band of the 
way between the ro- bimetal type. Iron covered with 
taring band and shoal- copper, 
der). 

P (Black)-Shell to be fired with super 

Charge F only. 

8tg (2.4-lnch lettering. Indicates a light cane shell of 
in black, at a short cast steel, 
distance from the ro¬ 
tating band). 

KPS (White or red let- Indicates a rotating band of the 
terlng above the rotat- bimetal type, iron covered with 
log band). copper. 

FES (White or red let- Indicates a sintered iron rotaf- 
tering above the rotat- ing band. 

Ing band). 

The place and date of assembly, followed by a 
lot number, are stencilled in 4-inch black or red 
lettering above the rotating band, e. g., u Lr 4.640L.” 

Color or the Projk-tile. The following color 
scheme is always used: 

Pzgr.—A. p. shot: Black. 

A. P. C. projectile: Black. 

A. P. C. projectile (H. E.): Black. 

Sprgr.—H. E. projectile (except A. A. and 
Naval): Deep olive green. 

Nbgr.—Smoke projectile: Deep olive green. 

Gr. Be.—Anticoncrete: Deep olive green. 

Gr. (Hi)—Hollow: Deep olive green. 

Naval and flak (antiaircraft) H. E projectile: 
Yellow. 
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— ACCEPTANCE STAMP (I ST TEST) 


DELIVERY NUMBER, FIRM, YEAR 
OF MANUFACTURE 


— mark of ASSEMBLY firm 


ACCEPTANCE STAMP 
(WATER PRESSURE TEST) 


- ACCEPTANCE STAMP (2 NO TEST) 
ACCEPTANCE STAMP (HARDNESS) 

- SHELL DESIGN NUMBER 

- ACCEPTANCE STAMP (RELEASE) 

- DELIVERY NUMBER, firm, YEAR 
OF MANUFACTURE 

ACCEPTANCE STAMP OF RELEASE 



-- DELIVERY NUMBER, FIRM, YEAR 
OF MANUFACTURE 

_PROJECTILE DESIGN NUMBER 

—-ACCEPTANCE STAMP 


ACCEPTANCE STAMP FOR FITTED 
BASE 


Flgur* 317 —Pro/«cM* Stampings 


3.7-cm. projectile with s two-compartment cavity, 
one filled H. E. and the other filled with tracing 
composition: Aluminum color—yellow band 
midway between the rotating band and fuie hole. 

Projectiles of the latter type are sometimes 
painted white. This color appears to be used for 
projectiles in the experimental stage supplied for 
trial by the Army in the field. 

Band marking is not in common use except for a 
red band above the rotating band in some sheila, 


indicating a tracer, and a yellow band for the 3.7- 
cm aluminum colored H. E. tracer shell. 

The place and date of the filling of the projectile, 
followed by lot number in black, is on the shoulder 
of the projectile in the form of an abbreviation. 

The weight zone of the projectile is indicated by 
Roman numerals, black in color near the bo urre let. 

Stamping on the Projectile. The following 
are stamped on the ogive in the order in which they 
appear. (See fig. 317.) 

1. Acceptance teat number. 
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7.5 CM.PAK 40 


FIXED 

CARTRIDGE CASE 


7.5 CM.KWK 40 



Figure 318—Fixed Cartridge Cates 


2. Delivery number, firm and year of manufac¬ 
ture. 

3. Finn's proof mark. 

The following appear on the body of the pro¬ 
jectile : 

1. An acceptance stamp, water pressure test 
and an acceptance stamp, second test. 

2. Acceptance stamp (Hardness). 


3. Shell model number. 

4. Delivery number, firm, year of manufacture, 
acceptance stamp of.release. 

The following appear on the base: 

1. Delivery number, firm, year of manufacture. 

2. Projectile model number. 

3. Acceptance stamp for fitted base. 

4. Acceptance stamp. 
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Identification of th« Fixed Cartridge Cases 
and Charges 

Stf.nciixino on Sib* of Case. The following 
details are arranged in the sequence in which the 
markings are normally found between the ap¬ 
proximate center of the case and flange at the 
base. (See fig. 318.) 

1. The caliber, types, and model numbers of 
the weapons for which the round is suitable are 
stenciled in the form: 7.5-cm KWK +0 (7.5-cm 
tank gun model 40). Where a round is suitable 
for more than one equipment, the designation of 
the equipment is stenciled in sequence with the let¬ 
ter “u” signifying “and” as a conjunction. 

2. The weight of the propellant charge in grams 
is stenciled in the form of numerals, followed by 
the letter “g” below the nomenclature of the am¬ 
munition (e. g., “164 g”). 


3. The nature, shape, and sire of the propellant 
are stenciled below the marking indicating the 
charge weight 

The following markings are used to indicate the 
nature of the propellant: 


Stcnciuno Indication 

Digl- Double base propellant of di¬ 

ethylene glycoldinat and ni¬ 
trocellulose. 

Gu.- Double base propellant with 

the addition of nitroguani- 
dine (Gudol). 

Ngl- Double base propellant of ni¬ 

troglycerine and nitrocellu¬ 
lose. 

Nz-- Nitrocellulose. 


'These letters, in the case of double base propel¬ 
lant, are followed by figures or letters which also 


(SEMI-FIXED 
CARTRIDGE CASE) 


7.9 0 £8 K I 3 



10.3 CM.L.F.H.I8 


4Va-4 



10.3 CM.LO 40 
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appear to relate to the composition. The shape 
of propellant is indicated by the following letters 
added to those used to indicate the nature: 

BL P. —Blatchen Pulver: Flake. 

Rg. P.: Perforated disk (resembling a wash¬ 
er). 

R. P.—Rohren Pulver: Tubular. 

Str. P.—Striefen Pulver: Strip. 

In the case of a double base powder the number 
outside the brackets indicates the percentage of ex¬ 
plosive base added to nitrocellulose. The size of 
the propellant is given by a statement of the di¬ 
mensions in millimeters following the letters used 
to indicate the shape. The dimension figures are 
enclosed in a bracket and are arranged as follows, 
with commas serving as decimal points: 

Flake (length -breadth-thickness) (3.3.0.8). 

Perforated disk (thickness, external diame- 
ter/intemal diameter) (1.9 x 15/4). 

Tubular (length with minus tolerance, exter¬ 
nal diameter/internal diameter) (175-2/0, 
85). An “x” is sometimes used instead of 
the 4 5 *-” between the length and the tolerance 
(length-breadth-thickness, e. g. (125 x 5 x 
0.5). 

Examples: Digl. R. P. 8, 2 (175-2, 2/0, 85). 
Gu. Bl. P. A. O. (4,4, 0, 6). Ngl. Bl. P. 12.5 
(40 x 40 x 0,2). Nz R. P. (135-5, 5/2). Digl. 
Str. P.-9.2-( 125x5x0,5). 

4. The place and year of manufacture of the 
propellant, followed by a lot number are stenciled 
below the marking relating to nature, shnpe, and 
size. The following is a typical example: 

dbg 1942/3 

5. The place and date of the filling of the pro 
peiling charge, followed by a lot number are sten¬ 
ciled below the marking relating to the manufac¬ 
ture of the propellant: 

(on 17.642 xv) 

The red stenciling used to indicate propellant 
charges of a reduced weight for hot climates nuiy 
be found near the base of the case, just above the 
flange, or higher up the side of the case, above the 
other stenciling. The marking used: 

Tp-25° C. 

Indicates that the normal or standard charge tem¬ 
perature on which the weight of the charge is based 


is 25° C. (77° F.). The German standard charge 
temperature for normal European temperatures is 
lO* C. (50° F.). 

7. In some instances cases are stenciled: 

“Abgebr Ldg” in red. 

This marking is found near the base (correspond¬ 
ing to the position of the Tp—25° C. marking) 
and probably refers to the propelling charges of 
low stability which are to be given priority in 
expenditure. 

Stenciling on the Base or Fixed Cahthidge 
Cases. Type of the projectile is stenciled in white 
or black to the left above the primer hole. 

In some instances the Roman numerals indicat¬ 
ing the weight classification of the projectile are 
stenciled in white to the right below the primer 
hole. 

Stampings on the Base of Fixed' Cartridge 
Cases. Model number of case: 

SL—after model number of case—indicates a 

steel case. 

Model, cal., and type of weapon. 

Manufacture’s initial. 

Delivery number. 

Year of manufacture. 

Mabkings on Cabtbidge Bags in Fixed Kocnds. 
The markings are the same as those stenciled on 
the side of the case except that the caliber, type 
and model number of the equipment are not in¬ 
cluded. 

Identification of Semifixed Cartridge Cases 
and Charge 

A cardboard or leatherboard cup is used to close 
the mouth of the cartridge case in a round where 
the cartridge case is packed separately. (See Fig. 
319.) 

A label, found on the closing cup, contains in¬ 
formation corresponding to the stenciling on the 
side of the fixed cartridge case. The information 
is as follows: 

Details of the weapon. 

Charge weight. 

Kind. 

Type (size and shape of the charge). 

Place and date of manufacture of propel¬ 
lant. 

Place and date of filling. 

Indication of propellant charges for hot cli¬ 
mates. 
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Cases with steel covers for packing and trans¬ 
port, which are removed before loading, have 
neither labels nor stenciling relating to the pro¬ 
pellant charge except the stenciling “Tp 25° C.” 
imprinted on the base where applicable. Details 
of the propellant are available, however, from the 
stenciling on the charge bags. 

Stamping on the base of the cose is the same 
as that on the base of a fixed round, except that the 
caliber of the equipment is sometimes omitted. 

Makkixos on the Cartridge Bags or a “Semi¬ 
fixed’’ Round. These bags are marked similarly 
to the markings on fixed bags, except that the 
designation of the weapon is included. In some 
cases the caliber is not included. Bleidraht im 
Beutel indicates lead wire is included in the bag 
as a decoppering agent. 

The number indicating the charge is marked 
prominently in black. The letter D often follows 
this number and in some instances the marking 
is encircled by a red ring. 

Sondebkart — Sctehcharoe. With certain 
weapons additional charge sections, to be used for 
long ranges in place of those in the cartridge case, 
are supplied in cylindrical cardboard packages. 
These sections are numbered in continuation of 



those supplies for use at normal ranges in the 
case. Cardboard packages containing these addi¬ 
tional charge sections are marked “Sonderkart” 
followed by the numeral of the section. 

Marking of Primors for “FixocT and “Somt- 
flxed" Ammunition 

Designation—C followed by number. 

Example: C/33 
NA—New Pattern 
St—Steel 

Markings of Flash Reducing Charges 

This charge is found in a flat circular silk bag 
and is identified by the words Kart. Vorl., fol¬ 
lowed by the abbreviation indicating the weapon 
with which used and the weight of the charge in 
grams. , 

PERCUSSION PRIMER C/12nA 

EMPLOYMENT. German Percussion Primer 
used in the 5-cm Q. R., H. E. Cartridge. (See fig. 
320.) 

DESCRIPTION: 

1.25 inches, diameter of lip. 

1.0 inch, diameter of body. 




Flgun 320 —Electric Prtmert </J2nA and t/22 
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0.75 inch, length of body. 

0.281 inch, threaded length. 

0.188 inch, thickness of lip. 

Number of threads, 5 RH. 

CONSTRUCTION. The primer is of the nor¬ 
mal German type consisting of a brass body with 
the enclosed cap and brass anvil plug. The cap 
filling is shaped to fit around the anvil and con¬ 
sists of: 

28 percent Mercury fulminate. 

34 percent potassium chlorate. 

32 percent antimony sulphide. 

6 percent glass powder. 

The cap is a push fit in the underside of the 
anvil plug. The magazine contains a 1.44-gram 
pellet of black powder over a 0.65-gram of granu¬ 
lar black powder. The primer is closed by a brass 
washer and a varnished fiber disk. 

ACTION. The cap is pressed against the anvil 
by the firing pin. The flash from the primer fires 
the two chambers of black powder and these in 
turn fire the propelling charges. 

ELECTRIC PRIMER C/22 

EMPLOYMENT. German Electric Primer used 
in the 7.5-cni Q. F. H. E. Cartridge. (See fig. 320.) 

DESCRIPTION. 1.25 inches, diameter at lip. 
1.0 inch, diameter of body. 0.28 inch, threaded 
length. 0.19 inch, thickness of lip. 0.75 inch, 
lengt h of body. Number of threads, 5 RH. 

CONST RUCTION. The primer houses an igniter 
bridge which consists of lead styphnate dipped in 
gelatin. This bridge has a resistance of approxi¬ 
mately 2.2 ohms and is in the circuit with the in¬ 
sulated contact plug, the spring washer, and the 
primer body. A 31 grain black-powder filling, in 
both pellet and granular forms, is housed in the 
upper recess of the primer. The top of the primer 
is closed by an aluminum disk and disks of paper 
or varnished fiber. 

ACTION. An electric current is passed through 
the insulated contact plug in the base of the car¬ 
tridge case. The current passes through the igniter 
bridge, igniting it, and back to the source by way 
of the spring washer and primer body. The flash 
from the igniter bridge ignites the black powder 
and this, in turn, sets off the propelling charge. 


PERCUSSION PRIMER C/13nA 

EMPLOYMENT. German Percussion Primer 
used on Q- F. Cartridges. (See fig. 321.) 

DESCRIPTION: 0.63 inch, diameter at lip. 0.50 
inch, diameter of body. 0.56 inch, length of 
body. 0.25 inch, threaded length. 0.09 inch, 
thickness of lip. Number of threads, 5 RH. 

CONSTRUCTION. A brass cap is positioned 
under'the anvil in the base of the primer. The cap 
contains: 

23.0 percent potassium chloride. 

52.0 percent mercury fulminate. 

19.7 percent antimony sulphide. 

5.3 percent abrasives. 

The composition is sealed by a covering of var¬ 
nish without the addition of a foil disk. 

The anvil, which is screwed into the primer, has 
a flash channel through its center. ’ 

The upper recess of the primer houses 8.7 grains 
of black powder. The top of the primer is sealed 
by a brass washer and a plastic disk. 

ACTION.. The cap is forced against the anvil by 
the firing pin. The resulting flash passes through 
the anvil firing the black powder and this, in turn, 
fires the propelling charge. 

PERCUSSION PRIMER C/33 

EMPLOYMENT. German Percussion Primer 
used on Q. F. Cartridges. (See fig. 321.) 

DESCRIPTION: 

0.56 inch, over-all length. 

0.63 inch, diameter at lip. 

0.50 inch, diameter of body. 

0.31 inch, threaded length. 

0.09 inch, thickness of lip. 

Number of threads, 5 RH. 

CONSTRUCTION. A brass cap is positioned 
under the anvil in the base of the primer. The cap 
contains: 

24.6 percent mercury fulminate. 

37.6 percent potassium chlorate. 

29.6 percent antimony sulphide. 

8.2 percent abrasives. 

The cap is sealed by a tinfoil disk without 
varnish. 

The anvil, which is screwed into the primer, has 
two flash channels, diametrically opposite along its 
sides. 

The upper recess of the primer houses an 8-grain 
black-powder charge. The top of the primer is 
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HEAD OF ANVIL PLUG 


FLASH 

SLOT 



_ FLASH 

SLOT 

-CAP 



sealed by a plastic disk inserted over a brass 
washer.* 

ACTION. Tlie cap is forced against the anvil by 
the firing pin. The resulting flash passes through 
the two channels in the anvil firing the black 
powder and this, in turn, fires the propelling 
charge. 

PERCUSSION PRIMER 42/M 

EMPLOYMENT. Russian Primer from German 
7.62-cm round. (See fig. 322.) 

DESCRIPTION: 

0.875 inch, over-all length. 

1.188 inches, diameter of lip. 

0.938 inch, diameter of body. 

0.375 inch, threaded length. 

0.094 inch, thickness of lip. 

Number of threads, 5 RH. 


CONSTRUCTION. The brass body of the primer 
houses a percussion cap which fits in the base below 
■ brass anvil. The cap consists of: 

21 percent mercury fulminate. 

40.3 percent potassium chlorate. 

37.8 percent antimony sulphide. 

The brass anvil is screwed into the primer body 
and houses a copper sealing cone. Through the 
center of the anvil and the sealing cone is a flash 
channel leading to a black-powder charge in the 
top of the primer. This 99-grain charge fills the 
whole upper recess of the primer and extends 
slightly below the upper end of the anviL 
The top of the primer is sealed by a brass clos¬ 
ing ring and the whole primer, except the base, 
is coated with black varnish. 

ACTION. The cap is forced against the anvil by 
the firing pin. The flash is then transmitted 
through the anvil igniting the black powder which, 
in turn, fires tlie propelling charge. 
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projectiles 


BRASS BODY 


43 GRAINS 

GUNPOWDER 

PELLET 


BRASS ANVk. PLUG 
COPPER 
SEALING CONE 

SCREWED COLLAR 



BRASS CLOSING DISC 


PAPER DISC 

42 GRAINS 
GUNPOWDER 
PELLET 
W GRAINS 
GRANULAR 
GUNPOWDER 


PAPER DISC 



BASE MARKINGS 


Figure 322 —Percussion Frimit 42/M 


PERCUSSION PRIMER M33 

EMPLOYMENT. Percussion Primer used on 
the German 47-mm cartridge case. (See fig. 323.) 

DESCRIPTION: 

2.438 inches, over-all length. 

Number of holes, 30. 

0.094 inch, diameter of holes. 

0.625 inch, body diameter. 

0.875 inch, lip diameter. 

0.250 inch, threaded length. 

Number of threads, 6 RH. 

CONSTRUCTION. Into the base of this primer 
is screwed an extra 3.1-gram charge of black 
powder. The brass body contains the standard 
anvil with a flash hole and a cap consisting of: 

29.1 percent potassium chloride. 

16.7 percent mercury fulminate. 

43.4 percent antimony sulphide. 

10.8 percent abrasives. 

ACTION. The firing pin hits the rear of the 
primer forcing the cap against the anvil. The 
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FJgur* 324A —20-mm Ammunition 
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flash passes through the anvil firing the black- 
powder charge which then fires the propelling 
charge. 

20-MM AMMUNITION 

DESCRIPTION. The identification of various 
types of 20 mm ammunition, both high-explosive 
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and armor-piercing rounds, is shown in figs. 324A 
and 324B. 

The armor-piercing type projectile body is 
painted black over-all and contains no color bands. 
However, if the armor-piercing round contains an 
incendiary mix, or high explosive, corresponding 
color bands arl marked on the projectile body. 
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Figure 324B — 20-mm Ammunition 


Ko fuzing is employed in either the oeriikon, Z. Z. 1505 fuzes ere normally employed in 20-mm 

mauser, or solothum armor-piercing ammunition. high-ex plosive oeriikon, mauser and solothurn 

The high-explosive type projectile body is ammunition and are discussed in detail in the 
painted yellow over-all with the corresponding fuze section. 

color bands indicating a high-explosive/tracer, a A chart showing the type projectile, projectile 
high-explosive/incendiary or a high-explosive/in- markings, material, filling, trace, penetration at 
cendiary/tracer. The AZ 1502, AZ 1504, and 100 yards, normal impact, and fuzing for 20-mm 
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Figure 325A—Gv/mon Ffoiige Geichots 


mauser and oerlikon ammunition is given at the 
end of this chapter. 

GERMAN FLANGE GESCHOSS 

INTRODUCTION. From the start of the war 
in 1939, German research personnel worked on the 
projects of developing high-velocity guns and pro¬ 
jectiles. In the high-velocity projectile field sub¬ 
caliber projectiles were judged by the Germans to 
show the most possibilities of increasing range and 
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decreasing the time of flight in comparison to 
standard type projectiles. 

Three types of sub-caliber projectiles were used: 
The Pfielgeschoas which is a fin stabilized projec¬ 
tile fired from a smooth bored gun, the Triebspiegel 
geschoss of Sabot projectile which is fired from a 
normal rifled gun and the flange geschoss. The 
flange geschoes is fired from a cylindrical, rifled 
barrel to which a smooth bored, tapered muzzle ex¬ 
tension is attached. This type of projectile is 
called a “Littlejohn” by the British and a “Squeeze- 
bore” by other services. 

The projectiles fired from guns of the type with 
the tapered muzzle extension resemble the projec¬ 
tiles which are fired from the Gerlich gun which 
is a tapered bore, rifled gun. German personnel 
hove stated that projectiles could be interchanged 
between Gerlich and squeeze-bore guns as the basic 
problem is the same. This statement is then modi¬ 
fied, however, by storing that the projectile fired 
from a tapered bore gun must be stronger than 
that fired from the squeeze-bore gun as maximum 
setback force occurs at the same time that the pro¬ 
jectile is being squeezed. 

Development find testing of the squeeze-bore 
projectiles was handled primarily by the private 
firms in Germany, although all branches of the 
service were interested in and advised of the devel¬ 
opments. The principal firm working on this 
project was the Rhinemetall-Borsig Co., although 
the Krupp Co. and Bochumer Verein Co. both built 
experimental projectiles. The firm of Polte, AG 
in Magdeburg also built projectiles of this type but 
had worked only on sizes 5.0 cm and smaller al¬ 
though they were going to build the 5.5/Ll pro¬ 
jectiles which were contemplated. 

Projectiles of this type were designated to show 
the original caliber and end caliber of the gun. 
Thus the 10.5/8-cm squeeze-bore projectile is one 
which is fired from a 10.5-cm gun to which is 
attnehed a conical muzzle extension tapered to an 
emergent caliber of 8 cm. 

Tlie principal advantage of the squeeze-bore 
projectile in comparison to the other sub-caliber 
projectiles is that it lias no discarding parts. 

CONSTRUCTION. The principal source of in¬ 
formation on construction details of the German 
squeeze-bore projectiles was Dr. Werner Banck. 
Dr. Banck was in charge of this project for the 
Rheinmetall-Borsig Co. for the period from late 
1939 through until the end of the war. In the 
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organization chart for the company, Dr. Banck was 
in charge of the Army high-velocity projectile 
subsection of the weapons construction and ballis¬ 
tic department of Rheinmetall-Borsig. 

Additional information has been gained from 
interrogation of proving ground personnel at the 
German Army Proving Grounds at Hillersleben 
and interrogation of Rheinmetall-Borsig and Ger¬ 
man Navy ordnance personnel. 

Two Flanges. The first type of construction 
developed employed two solid flanges, forward and 
rear, as Bourrelet and rotating band respectively. 
This was modified slightly by drilling holes in the 
forward flange but this type of construction was 
abandoned in sizes 8.8 cm and above since it proved 
to be unsatisfactory. 

This type of construction proved to be unsatis¬ 
factory because it was found that the propellant 
guses leaked past the rear flange. Then when the 
projectile passed through the conical muzzle ex¬ 
tension the gas was compressed and, even in spite 
of the drilled holes in the forward flange, large gas 
pressures were built up (gas pressures up to 6,000 
atmospheres were recorded). This resulted in 
destruction or deformation of the projectile body. 
Also it was found that at the moment when the 
projectile left the barrel the extra pressure caused 
the deformed forward flange to tear and fly off. 
Several methods of providing a possibility of es¬ 
cape for the enclosed gases were tried other than 
drilling of the flanges. In the end it was recog¬ 
nized that, in principle, an improvement could be 
achieved only by splitting up the forward guide 
into individual supports. 

Forward Bolt6 and Rear Flange. The first 
type of individual forward supports that was at¬ 
tempted involved the use of three individual bolts 
in place of the forward flange. They were so 
placed and arranged that they were pressed into 
the projectile body when the projectile passed 
through the muzzle squeeze. On the base of the 
bolts’ ribs were arranged so that once the bolts 
were pressed into the projectile body, the ribs 
caught and the bolts could not be thrown out by 
centrifugal force. 

Since these bolts actually extend into the ex¬ 
plosive cavity of the projectile, production of the 
projectile was considerably complicated. Projec¬ 
tiles were actually built in two parts with the ex¬ 
plosive cavity divided. This made uncertain the 
complete detonation of the high-explosive filler 


and impaired the efficiency of armor-piercing pro¬ 
jectiles since the cap and nose were weakened. 

In an attempt to be able to use normal projec¬ 
tiles an attempt was made to enclose the bolts in 
individual casings which were screwed or attached 
to drilled holes in the projectile bodies. This 
eliminated none of the disadvantages of this type 
of construction and considerably weakened the 
projectiles due to the drilled holes. 

Both of these constructions were made up and 
fired, in small quantities, in calibers 24/17-cm and 
10.5/5-cm sizes. This construction was aban¬ 
doned, however, because of the disadvantages. No 
drawings are available for this type of construc¬ 
tion. 

To attempt to eliminate the disadvantages in¬ 
volved in the use of long bolts various attempts 
were made with telescoping bolts of various types. 
Some of these constructions were fired but this con¬ 
struction was also abandoned early in 1942 in favor 
of the hollow support studs which have been recog¬ 
nized as the best type of forward support. 

Hollow Support Studs. The final type of pro¬ 
jectile which was built for the squeeze-bore guns 
was the type with the so-called hollow support 
studs. Construction of projectiles of this type was 
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begun in May 1042. Figures 325A and 325H show 
the 24/21 -cm projectile with hollow support studs. 

In this type of construction the stud, of soft 
steel, is pressed into a drilled hole in the projectile 
body. A sharp edge on the lower portion of stud 
engages a recess in the drilled hole and thus the 
stud is secured. Then when the projectile is fixed 
and passes through the muzzle squeeze the studs 
are forced down into the drilled holes in the pro¬ 
jectile body. 

In smaller sizes such as the 8.8/7.0-cm round 
only three studs were used, whereas, in larger 
sizes such as the 24/21-cm projectiles five studs 
were used. In all cases the studs were wider than 
the grooves of the rifling with the Germans using 
a figure of 1/5 caliber for the width of the stud. 

The advantages claimed for this type (hollow 
support stud), are as follows: 

Considerably less wear of the conical muzzle 
squeeze. 

Use of normal projectile bodies because: 

No gas is compressed, consequently there is no 
pressure on the projectile body. 

Because of the small depth of the attached studs 
the projectile body does not need to be thicker 
than normal. 

If the muzzle extension is worn and studs not 
completely collapsed. The increase in air resist¬ 
ance caused by the protuberance of the studs is 
considerably less than that caused by a forward 
flange not being completely collapsed. 

Studs weigh less and use less material than the 
flange. 

Less irregular wear in the cone. 

Less sensitive to steep cones in the muzzle piece. 

No space is taken from the explosive chamber. 

In armor-piercing projectiles the projectile nose 
is not weakened. 

No special machines are necessary to drill the 
holes for the studs. An ordinary lathe can be used. 

All studs for these projectiles were made of 
soft steel. The most satisfactory method of man¬ 
ufacture wns found to be pressing them from 
sheets and then further pressing of the studs into 
drilled holes in the projectile body. In this press¬ 
ing, the material is strained beyond the elastic 
limit and, for equal thicknesses, it was the German 
claim that the studs could be constructed lighter 
and better since the strength is increased. 

Reab Fittino. In all cases the rear fitting was 
of soft iron. This was the only material made 


available for experimentation due to the German 
copper shortage. No experimental work was done 
with copper or copper alloys. German jiersonnei 
who have been interrogated have stated that U 9 e 
of copper might be advantageous and feel that it 
might allow a larger reduction in caliber. All of 
them pointed out that the material of the forward 
studs and rear flange should be the same or trouble 
would be experienced with heavy erosion in the 
muzzle extension. 

The first method of attaching the rear fitting 
was to machine a groove around the base of the 
projectile body, then heat the projectile and press 
the cold flange in. Trouble was experienced with 
this system doe to the projectile base cracking after 
cooling and it was abandoned. 

The most satisfactory method of attaching the 
rear flange was found to be that of heating the 
rear flange to a temperature of 1,120° C. and form¬ 
ing it while pressing the flange into the projectile 
body with a hydraulic press. Pressure used on 
the 24/21-cm projectile was 400 tons and on the 
I0.5/8-cm projectile 150 tons. For projectilea 
ranging up to 8.8/7.0-cm in size it was expected 
to press the flanges on without heating them. 

Rheinmetall-Borsig shop personnel stated that 
from the manufacturing standpoint it was found 
that this system of hot pressing the rear flange 
on was cheaper than the assembly of ordinary ro¬ 
tating bands. 

No manufacturing tolerances were available for 
either the studs or the rear fittings as no quantity 
production of these projectiles had been made. 

In the conversion of existing projectiles dif¬ 
ficulty wa3 encountered only when boat-tailed 
projectiles were worked on. Rotating bands, of 
course, had to be removed. 

Explosive Loadino. High explosive loaded pro¬ 
jectiles were built and fired in all sizes. Wall 
thickness was the same as ordinary H. E. projec¬ 
tiles and jn some cases such as the 24/21-cm projec¬ 
tile, existing projectiles were built up by the addi¬ 
tion of studs and a rear flange. No special H. E. 
filler was used. Normal loading (same as ordinary 
H. E. projectiles) was used. 

Fuzing. In the 24/21-cm size the fuzing was a 
sensitive impact fuze. The 10.5/8 cm was fuzed 
with the standard 30-second time fuze. Other pro¬ 
jectilea were fuzed with impact fuzes and an im¬ 
pact fuze with self-destroying device was report¬ 
edly under test. The effect of the muzzle squeeze 
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on the rotation of the projectile was stated to be 
very little if the squeeze dropped on a ratio of 1-mm 
with per 30 mm in length. However, if this ratio 
was changed to 1/50 the revolutions per minute 
of the projectile was slowed down. Other changes 
in construction necessary before converting stand¬ 
ard fuzes into service in high velocity projectiles 
were not ascertained. 

EXTERIOR BALLISTICS. Mczzle Velocity. 
The maximum muzzle velocity attained with this 
type of projectile was stated to be 1,400 m/s; 1,150 
to 1,120 m/s was believed, however, to be the most 
feasible service velocity. 

Dispession. Dispersion with this type of pro¬ 
jectile was expected to be as good as that obtained 
with normal projectiles. Range dispersion of 1 
percent was expected and deflection of around 
1.5 mm. Actual service tests showed frequent wild 
shots, however. 

Change in Form Factor. Lift of the gun was 
stated as being determined by actual wear on the 
muz 2 le extension. For example, the 10.5/8-cm 
muzzle extension was changed when 2 mm of wear 
could be measured. As the muzzle extension wears 
the studs and rear flange are not completely forced 
down so a change in form factor results. This 
change, even if muzzle velocity remained constant, 
means a decrease in range and an increase in flight 
time. 

German personnel stated that the hollow space 
formed at the base of the projectile due to the 
folding of the flanges had an effect of increasing 
the stability. 

Conclusions. The following conclusions have 
been formed on the German high velocity pro¬ 
jectiles of this type designed to be fired from guns 
with tapered smooth bored muzzle extensions: 

Only the 7.5-cm Pak (antitank) gun had been 
introduced to Bervice. The 10.5/8-cm gun and 
projectiles were believed to be ready for service 
but had never gone into production. 

Favored construction is the type with collapsing 
(hollow support) studs forward and soft iron 
flange pressed on the rear as rotating band. 

No material other than soft iron had been made 
available for manufacture of studs and flanges. 
German personnel feel that copper or a copper 
alloy might be more satisfactory. 

High explosive loaded projectiles were designed 
for all sizes and fired in all sizes which reached 
test status. Standard types of H. E. fillers were 


used and well thickness of the projectiles was 
the same as projectiles fired from normal guns. 

SABOT PROJECTILES 

GENERAL. The German Army began work on 
the sabot type of projectile better than a year 
before the end of the war. Most of their work 
was done at the Hillersleben Proving Ground. 
The projectiles of this type that were found at 
the proving ground were neither loaded nor fuzed. 
In many instances the projectiles were fitted with 
dummy fuzes and were ready for test firing. It 
is obvious from the collection of different kinds 
and types that an attempt was being made to 
achieve the most satisfactory and economical dis¬ 
carding sabot elements, and at the same time ob¬ 
tain a profitable increase in muzzle velocity. Dif¬ 
ferent methods of discarding or ejecting the sabot 
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Figure 3268—Sabot Projectile Typ e A 

dements were tested, particular attention being 
paid to the design of the contour or streamlining 
of the projectile in order to obtain better flight 
characteristics. 

It was, in most instances, impossible to obtain 
the nomenclature of the projectiles, therefore the 
following illustrations will be identified by types 
A., B, C, D, E, F, G, H, I, and J respectively and 
“*oh type will have the caliber and subcaliber 
«iven. 

DESCRIPTION. In Tito A (see fig. 326 A) the 
discarding bourrelet element, divided into.'three 
pieces, is held in position by a soft iron band. 
Tins band is cut by the rifling of the projector, 
allowing the segments to fall free due to centri¬ 
fugal action, after leaving the muzzle. The single 
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piece discarding base element is held in position 
by three shear pins and is ejected by trapped 
gases in the base gaa trap. The gases from the 
propellant powder enter the gas trap by a small 
hole (see fig. 326B) and are contained therein 
until the projectile leaves the muzzle of the pro¬ 
jector. Upon leaving the muzzle, the projectile is 
then subject to atmospheric pressure. Since the 
high pressure gas within the trap cannot escape 
quickly enough through the small opening, the 
entire after sabot element is blown free, shearing 
the three pins. 

In Tm B (see fig. 327) the discarding bour¬ 
relet element of pressed steel ia divided into three 
separate segments held together in a groove in 
the bourrelet by 90 ft iron wire. This retaining 



Figure 327—Sobol Projectile Type 0 
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wire is cut by the rifling of the projector, allowing 
the segments to fall free due to centrifugal action 
after leaving the tnuule. The single piece dis¬ 
carding base element is held in position by a single 
shear pin through the base of the projectile. 
Same type of gas pressure ejection as in type A. 

Ix Tm C (see fig. 328) the discarding bourre- 
let element is a single piece of soft iron, partially 
divided to break into three segments by centrifugal 
force. The element is held in position by the 
nose cap which screws into the main body of the 
projectile. The single piece base element is held 
to the base of the projectile with four shear pins. 
This type also has the same type of base gas 
pressure ejection as type “A 

In Ttpe D (see fig. 329) the discarding bourre- 
let element is a single piece of fibre material par- 
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tially divided to break into four segments. The 
forward element is positioned on the body of the 
projectile by four wooden plugs extending 
through the element and into the body. These 
plugs are retained by soft wire bands which are 
cut by the rifling of the projector, allowing the 
segments to fall free due to centrifugal action. 
The base element is divided into three segments 
which are held to the body by six steel pins. 
These segments are held together by a single soft 
iron rotating band. Both the bourrelet and the 
base sabot elements are discarded by centrifugal 
action. 

Ix Type E (see fig. 330) the arrangement is the 
same as type D except for the bourrelet discarding 
element. This forward element of pressed steel is 
partially divided to break into three segments and 
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Figure 330—Sabot Projectile Type f 


be discarded by centrifugal action. These seg¬ 
ments are retained by three steel balls located in 
holes in the body of the projectile and secured by 
set-screws. 

fw Type F the bourrelet discarding element for 
type F (see fig. 33LA.) is the same as that for type 
E. The base discarding element for F-l, con¬ 
structed by plywood with steel inserts, is base gas 
pressure ejected the same as type A. In projectile 
F-2 the base element of fibre material is held in 
position by two small shear pins. The rotating 
band is an integral part of the base element on 
both of these projectiles. (See fig. 331B.) 

In Type G (see fig. 332) the discarding bourre¬ 
let element is of three sections fitting into a groove 
in the ballistic cap of the projectile and secured by 
four turns of iron wire. Method of discarding is 


the same as that described for type A.. The three 
segments of the base element are positioned on 
the body by steel pins and secured by a single iron 
rotating band. 

In Type H (see fig. 333A) the discarding bour¬ 
relet element is divided into six separate pressed 
steel segments held together with copper wires. 
The copper wires are soldered together to form 
rings. An after discarding sabot element i8 
effected by eight separate segments located on the 
body of the projectile above the boat taiL These 
segments, the details of which are shown in figure 
333B, are locked in position by grooves and slots in 
the body of the projectile and secured by two turns 
of copper wire. Further obturation is effected by 
gaskets located off the rear element. Both of 
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Figaro 331B S obot frojic/ilt Typo F—2 
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Figaro 333A —labor Projectile Typo H 


the sabot elements are freed by the rifling of the 
projector cutting the wire bindings. These seg¬ 
ments are then discarded by centrifugal action. 

In Type I the discarding bourrelet element is 
constructed of pressed steel and is in five separate 
segments. The segments are held together in 
grooves in the projectile by soft iron wire. The 
method of discarding is the same as in type A- 
There is no base discarding element. 

In Type J (see fig. S34) the projectile is fitted in 
a light metal case welded to a base element. This 
case forms the bourrelet and the base element forms 
the rotating band. After leaving the muzzle of 
the projector, the metal case is ejected by the 
resistance of the air. 
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FORWARD OISCARDING SABOT ELEMENT 
44 SEGMENTS OF 6) 



REAR DISCARDING SABOT ELEMENT 
<5 SEGMENTS OF 8) 



OBTURATOR GASKET RING 
< STEEL 1 



lCARDBOARD I 

Figure 333B —Sabot Pro/ectife Typ • H 


A. P. *'SAB0r’ PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: 75/58-mm 
Brandt “Sabot” A. P. projectile. (See fig. 335.) 

WEAPONS: 

French field gun: 7.5-crn F. K. 231 (f) Model 
97. 

French gun: 7.5.-cm K. 232 (f) Model 97/33. 

PROJECTILE: 

Caliber: 75/58 mm. 

Kind: “Sabot” projectile. 

Type: A. P. 

Weight: Total weight: 5.93 pounds. 

Weight of discarding sabot: 1.171 pounds. 
Weight of A. P. core: 4.2 pounds. 

Color: Aluminum body, with black ballistic cap. 


BURSTER CHARGE 


DISCARDING SABOT 
ELEMENT- 


Figure 334—Sabot Frojecf/U Type J 
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Figvr* 33S — A. P. Sabot Profoctilo 75-mm; 
7S/58-mm Brandt Sabot 

CHARGE: No rharge present. 

TRACER: None. 

BOOSTER: None. 

FUZE: None. 

REMARKS: 

Note 1 .—It is believed that the 75/58-mm pro¬ 
jectile is fired from the above listed weapons. 

Note 2.— This projectile is a development by the 
French establishment of Edgar Brandt. 

Note 3.—The aluminum body is disassociated 
from the A. P. core and ejected in the shape of 
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small fragments at a short distance in front of 
the nozzle. 

Note 4.— The ballistic cap is of magnesium, 
thereby causing a flash when striking the armor 
of a tank, thus indicating a hit. 

H. E. PROJECTILE WITH DISINTEGRATING 
BANDS, 105-MM 

GERMAN DESIGNATION: Not known. (See 

fig. 336.) 

EMPLOYMENT: Not known. 

PROJECTILE, painted yellow: 

23.1 pounds, total weight. 

1.1 pounds, weight of bursting charge, 

TNT, type of bursting charge. 

Zdlg. C/98 Np booster. 

CARTRIDGE CA£E: Not known., 

FUZE: Nose percussion fuze, AZ 23 v. 
PACKAGING: One in a wooden crate. 

REMARKS. At the shoulder of the projectile is 
a detachable guide band. This band is trisected 
by cuts almost completely through the band and 
the complete band, which is a push fit on the 
shoulder, is held in position by three ball bear¬ 
ings. These are seated in cavities spaced equally 
round the periphery of the shoulder of the shell 
and project into cylindrical drillings through each 
segment of the guide band. The drillings are 
threaded toward the outer circumference and the 
ball bearings after insertion are finally located 
by screws which seat the outer surface of the 
bearings. After insertion of the balls and the 
positioning of the three screws, therefore, the 
guide band is firmly attached to the shell body, 
but should trisection of the guide band be com¬ 
pleted, each segment, together with its retaining 
ball, would therefore be free to fall away from 
the shell body. 

The rotating band holder is located at the base 
of the shell, which is keyed to receive it. The 
holder itself is in three detached segments held 
in position only by the soft iron driving band. 
Movement is prevented by three cylindrical pieces 
fitting into cavities located in the shell body and 
the driving band holder. There are also three 
cylindrical pins between the segments. 

It is believed that after leaving the gun the 
guide band and the rotating band holder are each 
6 plit into three separate segments, which, together 
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with the ball bearings, pins and cylindrical pieces 
retaining them are flung off. The remaining pro¬ 
jectile is then of much better aero dynamic shape 
than is possible with a conventional projectile. 

H. E. PROJECTILE WITH DISINTEGRATING 
ROTATING BANDS (SABOT TYPE), 150-MM 

GERMAN NOMENCLATURE: Not known. 
(See fig. 337.) 

EMPLOYMENT: Not known. 


PROJECTILE: 

23.6 inches, over-all length. 

5.84 inches, diameter of bourrelet 
Soft iron, composition of rotating band. 
6.01 inches, diameter of base. 

63,14 pounds, total weight. 

7.48 pounds, weight of bursting charge. 
Smoke box present beneath booster. 
Zdlg. 36 booster. 

“156” Stamped on base. 

“R 9” stenciled on body. 
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CARTRIDGE CASE: Not known. 

FUZE: Nose Percussion Pure AZ 23v. 

REMARKS : At the shoulder of the projectile is 
* detachable guide band. This band is trisected 
by cuts almost completely through the band and 
the complete band, which is a push fit on the 
shoulder, is held in position by three ball bear¬ 
ings. These are seated in cavities spaced equally 
round the periphery of the shoulder of the shell 
and project into cylindrical drillings through each 
segment of the guide band. The drillings are 
threaded toward the outer circumference and the 
bell bearings after insertion are finally located 
by screws which seat the outer surface of the bear¬ 
ings. After insertion of the balls and the posi¬ 
tioning of the three screws, therefore, the guide 
band is firmly attached to the shell body, but 
should trisection of the guide band be completed, 
each segment, together with its retaining ball, 
would therefore be free to fall away from the shell 
body. 

The rotating band holder is located at the base 
of the shell, which is keyed to receive it. The 
holder itself is in three detached segments held 
in position only by the soft iron driving band. 
Movement is prevented by three cylindrical pieces 
fitting into cavities located in the shell body and 
the driving band holder. There are also three cy¬ 
lindrical pins between the segments. 

It is believed that after leaving the gun the 
guide band and the routing band holder are each 
split into three separate segments which, together 
with the ball bearings, pins and cylindrical pieces 
retaining them are flung off. The remaining pro¬ 
jectile is then of much better aerodynamic shape 
than is possible with a conventional projectile. 

H. E. PROJECTILE FOR TAPERED BORE 

GUN, 28.20-MM 

GERMAN NOMENCLATURE: Sprgr. Patr. Pi. 
B41 (Spreng-granate patrone Panzerbuchse 41) 
(See fig. 888.) 

EMPLOYMENT : s. Pi. B41 (schweres Panicr- 
buchse 41)—Gerlich type tapered bore gun. 

COMPLETE BOUND: 8.5 inches, over-all 
length. 

PROJECTILE, painted black: 

2.531 inches, over-all length. 

I. 129 inches, diameter of bourrelet. 


0.752 inch, diameter of body midway. 

1.128 inches, diameter of base. 

3.1 ounces, total weight. 

1.8 ounces, weight of bursting charge. 
PETN/Wax, type of bursting charge. 

Tracer present. 

CARTRIDGE CASE (German nomenclature, 

P 345.): 

7.375 inches, over-all length. 

1.175 inches, diameter of neck. 



Flffvra 337 — H. E. fraftcWi (Sabot Typm), 150-mm 
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Figure 338 — H. E. Projectile ter Tapered Bore Gun, 
28-20-mm Sprgr. fair. Ft. BA J 


1.567 inches, diameter of shoulder. 

1.885 inches, depth of extracting groove. 

5.3 ounces, weight of propellant. 

^ ^ (tubular nitrocellulose) type of pro¬ 
pellant. 

C/I3nA primer. 

FUZE: A Z 5072. 


A. P. SHOT WITH CORE, FOR TAPERED 
BORE GUN, 28-20-MM 

GERMAN NOMENCLATURE: Pxgr. Patr. Px. 
B 41 (Panzergranate patrone Panzerbuchea 41). 
(See fig. 339.) 

EMPLOYMENT: s. Px. Bu 41 (schwerea Pan* 
zerbuchse 41)—Gerlich type—Tapered bore gmv 

COMPLETE ROUND: 8.5 i n c h e a, over-all 
length. 

PROJECTILE: black with red band: 

2.531 inches, over-all length. 

1.129 inches, diameter of bourrelet. 

0.752 inch, width of body midway. 

1.128 inches, diameter of base. 

4.6 ounces, total weight. 



Figure 339—A. F. Shot with Core , for Tapered Sore 
Gun, 28-20 Pzgr. FZ. 841 
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Figure 340—A. F. 7ro/*cfil* with Cor* Urrowh.orf D«*ignl, 37-mm, 3.7-tm 7xgr. 

Pafr. 40 


1.593 inches, length of core. 

0.430 inch, diameter of core. 

Tracer present. 

CARTRIDGE CASE (German nomenclature, P 
345): 

7.375 inches, over-all length. 

1.175 inches, diameter of neck. 

1.567 inches, diameter of shoulder. 

1.685 inches, depth of extracting groove. 

5.4 ounces, weight of propellant. 

Tubular nitrocellulose, type of propellant. 
C/13nA primer. 

FUZE: None. 


A. P. PROJECTILE WITH CORE (ARROW¬ 
HEAD DESIGN), 37-MM 

GERMAN NOMENCLATURE: 3.7-cm. Pxgr. 
Patr. 40 (Panzergranate Pateonen 40) (see 
fig. 340.) 

EMPLOYMENT: 3.7-cm. Pak (Panterabwehr- 
kanone). 

COMPLETE ROUND: 11.95 inches, over-all 
length. 2.1 pounds, total weight. 

PROJECTILE: 8.531 inches, over-all length. 
1.447 inches, diameter of bourrelet. 

0.375 inch, width of rotating band. 
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1.456 inches, diameter of base. 

1*2.34 ounces, total weight. 

*2.*2fl inches, tungsten carbide core. 

0.62 inch, diameter of tungsten carbide core. 
Tracer is present 

0.937 inch, diameter of body midway. 

Markings: “Am 7a40.” 

CARTRIDGE CASE (German nomenclature, 

6331): 

9.75 inches, over-all length. 

1.5 inches, diameter of neck. 

1.6*25 inches, diameter of shoulder. 

2.0 inches, diameter of rim. 

5.0 ounces, weight of propellant 
Tubular double base propellant (nitroglycerine 
and nitrocellulose). 

FUZE: None. 





Figure 34?— H. S, ProfoctUo tot Toporod Boro Gun, 
42-21-mm, 4 .2-2.1 Sprgr. Pott. 1 . Pak. 41 


H. E. PROJECTILE FOR TAPERED BORE 

GUN, 42-28-MM 

GERMAN NOMENCLATURE : 4.2-2.8-cra 
Sprgr. Patr. LP&k. 41 (SprenggranatePatro- 
nen L Pak. 41.) (See fig. 341.) 

EMPLOYMENT: L Pak. 41 (L Panzerabwehrk- 
anone 41). 

COMPLETE ROUND: 17.875 inches, over-all 
length. 2.99*2 pounds, total weight 

PROJECTILE: 4.031 inches, over-all length w/o 
fuze. 1.125 inches, diameter of body midway. 

I. 656 inches, diameter of base. 9.87 ounces, 
total weight. 0.98 ounce, weight of bursting 
charge. Cyclonite/Wax (90/10), type of burst¬ 
ing charge. 

CARTRIDGE CASE (German nomenclature, 
6329): 15.748 inches, over-all length. 1.45 
inches, diameter of neck. 1.6 inches, diameter of 
shoulder. 2.0 inches, diameter at extracting 
groove. 10.94 ounces, weight of propellant 
Digl. R. P. (tubular diethylene glycoldinitrate 
and nitrocellulose) type of propellant C/13nA 
primer. 

FUZE: AZ5072 (similar to AZ5045). 

A. P. PROJECTILE WITH CORE FOR 
TAPERED BORE GUN, 42-28-MM 

GERMAN NOMENCLATURE: 4.2-cm—2.8- 
cm PzgT. Patr. L Pak. 41 (Panzergranate 
Patronen L Panzerabwehrk&none 41). (See 
fig. 342.) 

EMPLOYMENT: L Pak. 41 (L Panzerabwehr- 
kanone 41). 

COMPLETE ROUND: 

18.1 inches, over-all length. 

3.34 pounds, total weight 

PROJECTILE, painted black: 

3.70 inches, over-all 

1.062 inches, diameter of body midway. 

I. 65 inches, diameter of base. 

2.25 inches, length of Tungsten carbide core. 
0.594 inch, diameter of Tungsten carbide core. 

II. 86 ounces, total weight 
Tracer present 

CARTRIDGE CASE (German nomenclature, 

6329): 

15.748 inches, over-all length. 
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1.45 inches, diameter of neck. 

1.6 inches, diameter of shoulder. 

2.0 inches, depth of extracting groove. 

15.32 ounces, weight of propellant. 

Tubular Gudol, type of propellant. 

C/13nA primer. 

A. P. PROJECTILE WITH TUNGSTEN CARBIDE 
CORE (ARROWHEAD DESIGN), 47-MM 

GERMAN NOMENCLATURE: 4.7-cm Pzgr. 
Patr. 40 (Panzergranate Patronen 40). (See 
fig. 343.) 


EMPLOYMENT: 4.7-cm Pak. (t) (Panzer- 
abwehrkanone (t)). 

4.7-cm K 36 (t) (Kanone 36 (t)). 

COMPLETE ROUND: 18.94 inches, over-all 
length. 2.50 kg, total weight. 

PROJECTILE painted black: 

5.375 inches, over-all length with tracer. 

1.187 inches, diameter of body midway. 

0.51 inch, width of rotating band. 

1.81 pounds, total weight. 

3,0 inches, length of Tungsten carbide core. 
0.812 inch, diameter of Tungsten carbide core. 
Tracer present. 


PLASTIC VENT 
HOLE 


ALUMINIUM ALLOY 
BALLISTIC CAP 


DARK RED PHENOLIC 
PLASTIC FILLING 


10 EQUI-SPACED HOLES 


TUNGSTEN CARBIDE 
CORE 


TRACEN COMPOSITION 


TRANSPARENT - 
DISC 


3.76 



figure 342 —A. P. Pro/acfifa with Cora for Tap*rad Bora Cun, 42—26-mm, 
4.2-2.6-cm figr. Petr. 1. Pak. 41 
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figur* 343 —A. P. Pro/acHta with Tung*tan Corbida Cora (Arrowhead 

Datign), 47-mm 


CARTRIDGE CASE (German nomenclature, 

M 36): 

15.944 inches, over-all length. 

1.98 inches, diameter of neck. 

2.12 inches, diameter of shoulder. 

2.52 inches, depth of extracting groove. 
Tubular propellant. 

M 33 primer. 


A. P. PROJECTILE WITH TUNGSTEN 
CARBIDE CORE (ARROWHEAD), 50-MM 

GERMAN NOMENCLATURE: 5-cm Pzgr. 
Patr. 40 KwK (Panzergranate Patrone 40 
Kampfwagenkanone). (See fig. 344.) 

EMPLOYMENT: 5-cm KwK Kampfwagen¬ 
kanone—Tank Gun. 
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OJ ivamprwagenkanone 39— -Tank 

Gun 39. 

5-cm Ptk 38 Panzerabwehrkanone 38—^Anti¬ 
tank Gun 38. 

COMPLETE ROUND ; Description of c/r is for 
5-cm KwK. 14.48 inches, over-all length. 5 
pounds 3 ounces, total weight. 

PROJECTILE painted black: 

6.75 inches, over-all. 
length w/traccr. 

1.95 inches, diameter of bourrelet. 

2.269 inches, diameter of rotating band. 

0.5 inch, width of rotating band. 

1.258 inches, diameter of body midway. 


STEEL CAP — 


1 . 0*7 


pvumib, uiiai weignt. 


BOOT 



2.937 inches, length of tungsten carbide core. 
0.81 inch, diameter of core. 

0.74 pound, weight of core. 

Tracer in cup at base. 

CARTRIDGE CASE (German nomenclature 
6317 (fixed)): ’ 

11.342 inches, over-all length. 

2.035 inches, diameter of neck. 

2-668 inches, diameter of shoulder. 

3.085 inches, diameter of base. 

1.87 pounds, weight of case. 

1.2 pounds, tubular diglycol propellant. 

C/22 31 grain electric primer. 

FUZE: No fuze is employed. 


PLASTIC NOSE 


515’ 


PAINTED 

Black 


tungsten core 


Figure 


TRACER assembly—^ 

344 wHh Tvngttmn Carbide Cora (Arrowhead), SO- 


mm 


O 47—rol. 


restricted 
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Figvrt 345 — A. P. Pro/vcfif* with Tungtttn Cor* (Arrowhead), 75-mm, 

7J~tm Pxgr. Pair. 41 


REMARKS : Cartridge oases for other weapons 
are as follows: Pak 38—6360 (fixed); KwK 
39—6360 (fixed). 

A. P. PROJECTILE WITH TUNGSTEN CORE 
(ARROWHEAD), 75-MM 

GERMAN NOMENCLATURE. Pzgr. Patr. 41 
(Panzergran&te Patrone 41). (See fig. 345.) 

EMPLOYMENT: Pak 41 (Pangerabwehrkanone 
41) anti-tank Gun 41. 
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COMPLETE ROUND: 29.8 inches, over all 
length. 

16.65 pounds, total weight. 

PROJECTILE, painted black: 

5.68 pounds, total weight. 

2.01 pounds, weight of tungsten carbide core. 
1.16 inches, diameter of core. 

Tracer is present. 

CARTRIDGE CASE (German nomenclature, 
6344): 

5.43 pounds, tubular Diglycol propellant. 
C/12nA primer. 
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FUZE: No fuse is employed. 

REMARKS: This round his not been recovered 
to date. Information is from captured docu¬ 
ment. 

INERT-LOADED PROJECTILE FOR AIRCRAFT 
CANNON, 30-MM 

GERMAN NOMENCLATURE: 3 cm. (See 
fig. 346.) 

EMPLOYMENT: 3-cm. Solothum—Aircraft 
Cannon). 

COMPLETE ROUND: 11.719 inches, over-all 
length. 

PROJECTILE, painted grey, yellow band above 
rotating band: Two cannelures "below rotating 
band. 5.25 inches, over-all length w/fuze. 1.187 
inches, diameter, of bourrelet. 0.312 inch, 
width of rotating band. 1.125 inches, diameter 
of base. 0.781 inch, base to band. Filled with 
inert Bituminous composition. Tracer present. 

CARTRIDGE CASE, {German nomenclature, 
K2): 7125 inches, over-all length. 1125 inches, 
diameter of neck. 1.375 inches, diameter of 



flgvr* 346 — Inert-Loaded Projectile for Aircraft 
Cannon, 30-mm, 3-tm 



Figure 347—A. F. Projectile with Core tor Aircraft 
Cannon, 30-mm, 3-cm Pzgr. 40 

shoulder. 1.5 inches, diameter of rim. Smoke¬ 
less powder, type of propellant. C/33 St 
primer. “Wb K2 41”, makings. 

FUZE : Dummy. 

A. P. PROJECTILE WITH CORE FOR 
AIRCRAFT CANNON, 30-MM 

GERMAN NOMENCLATURE: 3-cm. Pzgr. 40 
(Panzergranate 40.) (See fig. 347.) 

EMPLOYMENT: 3-cm Solothum—(Aircraft 
cannon). 

COMPLETE ROUND: 11.625 inches, over all 
length. 

1 pound 12.5 ounce total weight. 

PROJECTILE painted black; white tip: 

1.75 inches long. 

5.0 inches, over-all length. 

1.187 inches, diameter of bourrelet. 
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0.312 inch, width of routing band—bimetallic. 

1.156 inches, diameter of base. 

0.375 inch, width of bourrelet 
0.625 inch, base to band. 

13.5 ounces, toUl weight Tungsten carbide core. 
Stenciled in white “UNT 1C” and date. 

CARTRIDGE CASE (undesignated Solothurn 
type) : 

7.25 inches, over-all length. 

1.25 inches, diameter of neck. 

1.375 inches, diameter of shoulder. 

1.5 inches, depth of extracting groove. 

Smokeless powder, type of propellant. 

C/33 St primer. 

“Wb K2 41”, markings. 

H. E. PROJECTILE FOR AIRCRAFT 
CANNON, 30-MM 



Figure 343—N. f. fro/*ct/U for Aircraft Cannon, 
30-mrn, 3.cm Sprgr. 


EMPLOYMENT: 3cm solothurn (Aircraft). 

COMPLETE ROUND: 11.75 inches, over-all 
length. 

PROJECTILE painted yellow; white band above 
routing band, black band below screwed-in 

nose piece: 

5.375 inches, over-all length. 

1.156 inches, diameter of bourrelet. 

0.156 inch, width of routing band. 

1.156 inches, diameter of base. 

0.875 inch, base to band. 

No tracer present. 

CARTRIDGE CASE (German nomenclature, 
K2): 

7.25 inches, over-all length. • 

1.25 inches, diameter of neck. 

1.375 inches, diameter of shoulder. 

1.5 inches, depth of extracting groove. 
Smokeless powder, type of propellant. 

C/33 St primer. 

“Wb K2 41,” marking. 

REMARKS: This projectile has a hollow, recess 
at its base 0.5 inch in depth. There is one 
cannelure below the routing band. 

H. E. PROJECTILE WITH TRACER FOR 
AIRCRAFT CANNON, 30-MM 

GERMAN NOMENCLATURE: 3-cm Sprgr. 
L’spur (Sprenggranate Leuchtspur). (See fig. 
348.) 

EMPLOYMENT: 3-cra Solothurn (Aircraft 
Cannon). 

COMPLETE ROUND: 11.718 inches, over-all 
length. 

PROJECTILE, painted yellow; aluminum fuze: 

5.25 inches, over-all length w/fuze. 

1.156 inches, diameter of bourrelet. 

0.312 inch, width of routing band. 

1.125 inches, diameter of base. 

0.781 inch, base to band. 

Tracer present (not self-destroying). 

CARTRIDGE CASE (German nomenclature. 
K2) : 

7.25 inches, over-all length. 

1.25 inches, diameter of neck. 

1.375 inches, diameter of shoulder. 

1.5 inches, depth of extracting groove. 

Smokeless powder, type of propellant. 
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flgurm 349 — H. E. Frojoctllo with Tracer for Aircraft 
Cannon, 30-mm, 3-cm Sprgr. L’tpvr 


C/33 St primer. 

“Wb K 2 41,” markings. 

FUZE: A Z 1504. 

REMARKS . Two cannelures below rotating band. 

A. P. PROJECTILE FOR AIRCRAFT 
CANNON, 30-MM 

GERMAN NOMENCLATURE: 3-cm Pzgr. 
(Panaergranate). (See fig. 850.) 

EMPLOYMENT: 3-cm Solothurn (Aircraft 
Cannon). 

COMPLETE ROUND: 12.218 inches, over-all 
length. 

PROJECTILE, painted black; yellow band above 
bourrelet, red band above routing band: 

6.656 inches, over-all length w/fuze. 

6.187 inches, over-all length w/o fuze. 


1.187 inches, diameter of bourrelet. 

0.25 inch, width of routing band. 

1.156 inches, diameter of base. 

0.687 inch, base to band. 

TNT, type of bursting charge. 

Tracer present. 

CARTRIDGE CASE (German nomenclature 
■ K2): 

7.25 inches, over-all length. 

1.25 inches, diameter of neck. 

1.375 inches, diameter of shoulder. 

1.5 inches, depth of extracting groove. 
Smokeless powder, type of propellant 
C/33 St primer. 

FUZE: Base fuze for 3-cm Pxgr. 

REMARKS: Two cannelures below rotating 

band. > 



Figaro 350—A. F. Frojodil, for Aircraft C 
30-mm, 3-cm figr. 
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Figure 351—-H. 5.(1, ProjotHIo for Naval Gan C/30, 
37-mm, 3.7o-tm Spigr. L'Spur 

H. E./T. PROJECTILE FOR NAVAL GUN 
C/30, 37-MM 

GERMAN NOMENCLATURE: 3.7-cm Sprgr. 
L’spur {Spenggranate Leuchtspur). (See fig. 
351.) 

EMPLOYMENT: 3.7-cm Naval C/30. 

COMPLETE ROUND: 20.0 inches, over-all 
length. 4.5 pounds, total weight. 

PROJECTILE: Yellow body with black and red 
rings. 

Three, number of rotating bands—Bimetallic. 

CARTRIDGE CASE : German Nomenclature, P 
397. C/13 n A primer. 

FUZE: C/30. 


A. P. PROJECTILE WITHOUT CAP FOR 
POLISH A.T. GUN, 37-MM 

GERMAN NOMENCLATURE: 3.7-cm Pzgr. 
Panzergranate). (See fig. 352.) 

EMPLOYMENT: 3.7-cm Pak. (P) (Panzer- 
abwehrkanone) (Polish). 

COMPLETE ROUND: 13.3 inches, over-all 
length. 

2.97 pounds, total weight. 



Flgvm 353 — A. P. Profottifo without Cap for Polish 
A, T. Gun, 37-mm, 3.7-cm Pzgr. 


O 
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Fl 9 vn 353—*oddod Bomb for A. T. Gun 4 1,37. mm, 
3.7-tm Fak. 41 


PROJECTILE painted yellow, red band below 
nose: 

4.625 inches, over all length with fuze. 

1.375 inches, diameter of bourrelet 
0.437 inch, width of rotating band. 

0.562 inch, diameter of base. 

0.812 inch, base to band. 

1 pound 7.98 ounces, total weight. 

0.44 ounce, weight of bursting charge. 

TNT, type of bursting charge. 

No tracer present. 

Stamped : C-21 PK-2I-38. 

CARTRIDGE CASE (German nomenclature 
37 wz 36 Pk 39): 

10.125 inches, over-all length. 

1.5 inches, diameter of neck. 


1.687 inches, diameter of shoulder. 

2.187 inches, depth of extracting groove. 

6.5 ounces, weight of propellant. 

Strip propellant, type of propellant. 

Markings: 3.7 WZ 36. 

There is a deep cannelure 0.437 inch from the 
mouth of this case. 

FUZE: 3.7 WZ 36. 

RODDED BOMB FOR A. T. GUN 41, 
37-MM 

GERMAN NOMENCLATURE: 3.7 cm. Stiel- 
granat 41. (See fig. 353.) 

EMPLOYMENT: 3.7-cm Pak 41 (Panzerabwehr- 
kanone 41). 


RESTRICTED 


383 






GERMAN EXPLOSIVE ORDNANCE 


OP 1666 


Ngl R. P. (tubular double base propellant 
nitroglycerine and nitrocellulose) type of 
propellant. 

FLZE: AZ 5075 (as in German rifle grenade) 
and BdZ 5130. 


PROJECTILE: 

27.362 inches, total length. 

10.826 inches, length of bomb body. 

5.708 inches, diameter of bomb body. 

18.26 pounds, total weight. 

5.28 pounds, weight of bursting charge. 

Cyclonite/TNT (60/40, 2 blocks in wax paper 
wrapping cemented to interior wall of bomb) 
type of bursting charge. 

Two boosters Kz. Zdlg. 

34 Np end to end, one detonator facing forward, 
the other aft 

CARTRIDGE CASE (German nomenclature, 
6331): 

Standard cartridge case closed by two cork disks. 

6.61 ounces, weight of propellant 



FIgura 354—A. P. Projectile without Cap toe A. A. 
Gun, 37.mm, 3.7-tm hgr. Pair. It 


REMARKS : The rodded bomb is fitted with both 
nose percussion and base fuzes and incorporates 
the hollow charge principle. The bomb has a rod 
which fits into the bore, and a concentric per¬ 
forated sleeve which fits over the barrel of the gun. 

A. P. PROJECTILE WITHOUT CAP FOR 
A. A. GUN, 37-MM 

GERMAN NOMENCLATURE: 3.7-cm Pr.gr. 
Patr. 18 (Panzergranate Patronen 18). (See 
fig. 354.) 

EMPLOYMENT: 

3.7-cm Flak. 18. (Flugabwehrkanone 18). 
3.7-cm Flak. 36. (Flugabwehrkanone 36). 

COMPLETE ROUND (C/H is identical for 
both weapons): 

12.519 inches, over-all length. 

3.478 pounds, total weight 

PROJECTILE: 

4.055 inches, over-all length. 

1.49 inches, diameter of bourrelet. 

0.312 inch, width of rotating band. 

1.437 inches, diameter of base. 

24.68 ounces, total weight 

4.58 ounces, weight of bursting charge. 

PETN/Wax, type of bursting charge. 

Tracer is present 

CARTRIDGE CASE (German nomenclature, 
6348): 

10.156 inches, overall length. 

1.594 inches, diameter of neck. 

1.625 inches, diameter of shoulder. 

1.844 inches, depth of extracting groove. 

6.52 ounces, weight of propellant 
Digl R. P. (tubular dietbylene glycoldinatrate 
and nitrocellulose) type of propellant 

FUZE :Bd.Z. 5103. 

H. E. PROJECTILE FOR A. A. GUN, 37-MM 

GERMAN NOMENCLATURE: 3.7-cm Sprgr. 
Patr. 18 (Sprenggranate Patronen 18), (See 
fig. 355.) 
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EMPLOYMENT: 3.7-cm Flak. 18 (Flugab- 
wehrkanone 36). 

COMPLETE ROUND (C/R is identical for both 
weapons): 

13.779 inches, over-all length. 

3.32 pounds, total weight. 

PROJECTILE, painted yellow; two deep canne¬ 
lures below rotating band: 

6.0 inches, over-all length. 

1.469 inches, diameter of bourrelet. 

0.375 inch, width of rotating bands. 

Two, number of rotating bands. 

1.437 inches, diameter of base. 

1.0 inch, base to band. 

21.943 ounces, total weight. 

0.856 ounce, weight of bursting charge. 
PETh/W ax, type of bursting charge. 

Tracer is present. 

CARTRIDGE CASE (German nomenclature 
6348): 

10.156 inches, over-all length. 

1.594 inches, diameter of neck. 

1.625 inches, diameter of shoulder. 

1.844 inches, depth of extracting groove. 

6.7 ounces, depth of propellunt. 

Ngl. R. P. (tubular nitroglycerine and nitro¬ 
cellulose) type of propellant. 

C/13nA primer. 

FUZE: 3.7-cm Kopf. Z. Zed P. or 3.7-cm Kopf. 
Z. Zerl Fg. 

H. E, PROJECTILE (TYPE 40) FOR 
A.T. GUN, 37-MM 

GERMAN NOMENCLATURE: 3.7-cm Sprgr. 
Patr. 40 (Sprenggranate Patronen 40). (See 
fig. 356.) 

EMPLOYMENT: 3.7-cm Pak. (Panzerabwehrka- 
none). 

COMPLETE ROUND: 

13.937 inches, over-all length. 

2.90 pounds, total weight. 

PROJECTILE painted silver-grey, no colored 
bands: 

6.039 inches, over-all length. 

1.448 inches, diameter of bourrelet. 

1.599 inches, diameter of rotating band. 

0.33 inch, width of rotating band. 

23.454 ounces, total weight 

1.587 ounces, weight of bursting charge. 


__ PROJECTILES 

PETN/Wa* (90/10), type of bursting charge. 
Small tracer present. 

CARTRIDGE CASE (German nomenclature 

6331): 

9.75 inches, over-all length. 

1.5 inches, diameter of neck. 

1.625 inches, diameter of Bhoulder. 

2.0 inches, diameter at rim. 

6.17 ounces, weight of propellant 



flgvn 355—-H. f. Profarftfa for A. A. Gun, 37-mm, 
3.7-cm Sprgr. fair. It 
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FUZE 


DETONATOR 


BURSTING 

CHARGE 


— TRACER 


Figurm 356—H. E. Ffojotlilo (Type 401 for A. T. Gun , 
37-mm, 3.7-cm Sprgr. Patr. 40 

Digl. R. P. (tubular diethylene diglyeoldi- 
nitrate and nitrocellulose) type of pro¬ 
pellant. 

C/13 n A primer. 

FUZE: AZ 39. 

A. P. PROJECTILE WITHOUT CAP FOR 
A.T. GUN, 37-MM 

GERMAN NOMENCLATURE: 3.7-cm Pzgr. 
Patr. (Panzergranate Patronen). (See fig. 
357.) 

EMPLOYMENT: 3.7-cm Pak. (Panzer&bwehrka- 
none). 


COMPLETE ROUND: 13.27 inches, over-all, 
length. 

2.9 pounds, total weight. 

PROJECTILE painted black: 

3.897 inches, over-all length. 

1.447 inches, diameter of bourrelet. 

1.502 inches, diameter of copper rotating band. 
0.437 inch, diameter of base. 

0.562 inch, base to band. 

1.5 pounds, total weight. 

0.46 ounce, weight of bursting charge. 
PETN/Wax (82/18), type of bursting charge. 
Tracer present. 

Stenciled in red: “Co 7.741 G Tp 33 11 Cw. G. 
1.40.” Stamped on base: “G251 DL 608 
1939C.” 

CARTRIDGE CASE (German nomenclature, 
6331): 

9.75 inches, over-all length. 

1.5 inches, diameter of neck. 

2.0 inches, depth of extracting groove. 

6.66 ounces, weight of propellant. 

Digl. R. P. or 177 gm Ngl. R. P. (tubular di¬ 
ethylene glycoldinitrate and nitrocellulose) or 
(tubular nitroglycerine and nitrocellulose) 
type of propellant. 

C/13nA primer. 

FUZE: 5103. 

H. E. PROJECTILE, TYPE 18, FOR A.T. 

GUN, 37-MM 

GERMAN NOMENCLATURE: 3.7-cm Sprgr. 
Patr. 18 umg (Sprenggranate Patronen 18 
umgeandert). (See fig. 358.) 

EMPLOYMENT: 3.7-cm Pak. (Panxerabwehr- 
kanone). 

COMPLETE ROUND: 

13.503'inches, over-all length. 

2.838 pounds, total weight. 

PROJECTILE, painted silver-grey, yellow band: 
5.093 inches, over-all length. 

1.448 inches, diameter of bourrelet. 

I. 599 inches, diameter of rotating band. 

0.33 inch, width of rotating band. 

21.767 ounces, total weight. 

0.917 ounce, weight of bursting charge. 
PETN/Wax (90/10), type of bursting charge. 
Large tracer present. * 
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CARTRIDGE CASE (German nomenclature 
6331): 

1.51 inches, diameter of neck. 

1.61 inches, diameter of shoulder. 

1.80 inches, diameter of flange. 

6.17 ounces, weight of propellant. 

Digl. R. P. (tubular diethylene glycoldinitrate 
and nitrocellulose)—type of propellant. 



figure 359— H. f. FrojteHU for Gun C/30, 37- 
3.7-«ro Sprgr. fair. C/30 


C/13nA primer. 

Stamped in base: “P 180 G d. 7 cm Pak. 6331.” 

FUZE: 3.7-em Kopf Z. Zerl P. (red tip); AZ 39 
(yellow tip). 

PACKAGING: 12 rounds to a metal carrier, 20.0 
kg. 

H. E. PROJECTILE FOR GUN C/30, 37-MM 

GERMAN NOMENCLATURE: 3.7-cm. Sprgr. 
Patr. C/30 (Sprenggranate Patronen 30). (See 
fig. 359.) 

EMPLOYMENT: 3.7-cm C/30. 

COMPLETE ROUND: 20.3 inches, over-all 
length. 

4 pounds, total weight 

PROJECTILE: Yellow body with white bands 
and black lettering. 

Three copper rotating bands. 

CARTRIDGE CASE: 15 inches, over-all length. 
2.28 inches, diameter of base, 
asr/amp. 3.7 cm 30 st stamped on base. 

FUZE : C/30. 

H. E. PROJECTILE FOR ANTIAIRCRAFT 
GUN, 40-MM 

GERMAN NOMENCLATURE: 4-cm Sprgr. 
Patr. (Sprenggranate Patronen). (See fig, 
360.) 

EMPLOYMENT: Flak. 28 (Flugagwehrkanone 
28). 

COMPLETE ROUND: 17.7 inches, over-all 
length with fuze. 

1.571 inches, diameter of bourrelet. 

1.437 inches, width of rotating band—Bimetal¬ 
lic. 

0.75 inch, diameter of base. 

2.2 pounds, total weight. 

1.38 ounces, weight of bursting charge. 

TNT, type of bursting charge. 

Tracer present (11- to 12-second self-destroy¬ 
ing). 

CARTRIDGE CASE (German nomenclature, 
4-cm 28): 

12.25 inches, over-all length. 

I. 6 inches, diameter of neck. 

1.88 inches, diameter of shoulder. 

2.44 inches, diameter of extracting base. 

9.7 ounces, weight of propellant. 


mm, 

RESTRICTED 


« 


o 


c ? 

•- y 


388 



PROJECTILES 



Figure 360—H. £. frojtclil* for Antiaircraft Gun, 
40-mm, 4-cm Sprgr. Pair, 


Ngl. R. P. (tubular nitroglycerine and nitro¬ 
cellulose) type of propellant. 

C/13nA primer. 

FUZE: KZ 38. 

REMARKS: Similar to British Quickfiring H. 
E. 40-mm Bofors, Mark 1—T shell except for 
the following differences: 

1. Larger streamlining at base. 

2. Larger tracer. 

3. Smaller bursting charge. 

Fuze same as British DA No. 250. 


H. E. FOR ANTIAIRCRAFT GUN, 40-MM 

GERMAN NOMENCLATURE: . 4-cm B r . 
Sprgr. Patr. (Sprenggranate Patronen). (See 
fig. 361.) 

EMPLOYMENT: Flak. 28 (Flugabwehrkanone 
28). 

COMPLETE ROUND: 17.75 inches over-all 
length. 

PROJECTILE, painted yellow, black lettering, 
red band: 

I. 56 inches, diameter of bourrelet. 

0.70 inch, width of rotating band (iron D. B.) 
1.63 inches, diameter of rotating band. 

Tracer present. 



Figaro 361—H. f. Fro/octilo for Antiaircraft Gun, 
40-mm, 4-cm ■ r. Sprgr. Fotr. 
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CARTRIDGE CASE (German nomenclature, 4- 

cm 28st): 

12.20 inches, over-all length. 

2.44 inches, diameter of extracting base. 

1.6t inches, diameter of neck. 

FUZE: KZ 38. 

H. E. PROJECTILE TYPE 36 (CZECH 
DESIGN), 47-MM 

GERMAN NOMENCLATURE: 4.7-cm Sprgr. 


Patr. 38 (t) (Sprenggranate Patronen .16 [t]). 
(See fig. 362.) 

EMPLOYMENT: 

4.7-cm Pak. (t) (Panzerabwehrkanone [t]). 
4.7-cm K 38 (t) (Kanone 36 [t]). 

COMPLETE ROUND: 

22.44 inches, over-all length. 

6.25 pounds, total weight 

PROJECTILE: 

7.36 inches, over-all length w/o fuze. 



362—H. B. Projectile Type 3d (Czech. Design) 4 7-mm, 4.7-cm 
Sprgr. Patr. 36 (I) 
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1.84 inches, diameter of bourrelet. 

0.67 inch, width of rotating band. 

1.625 inches, diameter of base. 

3.3 pounds, total weight. 

6.348 ounces, weight of bursting charge. 

TNT, type of bursting charge. 

CARTRIDGE CASE (German nomenclature, M 

38): 

15.944 inches, over-all length. 

1.98 inches, diameter of neck. 

2.12 inches, diameter of shoulder. 

2.52 inches, depth of extracting groove. 

1 pound 15.35 ounces, weight of propellant 
Strip nitroglycerine and nitrocellulose—type of 
propellant 

FUZE: Czech time or S/D. 

H. E. PROJECTILE FOR B0HLER GUN 
(AUSTRIAN DESIGN), 47-MM 

GERMAN NOMENCLATURE: 4.7-cm. Sprgr. 

Patr. (0) (Sprenggranate Patronen [0]). 
(See fig. 363.) 

EMPLOYMENT: 4.7-cm. Bolder K. (0). 

COMPLETE ROUND: 16.312 inches, over-all 
length. 

PROJECTILE: 

81.625 inches, over-all length. 

0.376 inch, width of rotating band. 

1.594 inches, diameter of base. 

No tracer present. 

CARTRIDGE CASE (German Nomenclature 

M 35): 

9.25 inches, over-all length. 

1.875 inches, diameter of neck. 

2.187 inches, diameter of extracting groove. 

193.0 grams, weight of propellant 
Strip propellant (nitroglycerine and nitrocel¬ 
lulose). 

Markings: 

4.7-cm Pak. 0. 

4.7-cm J. K. 85/36 0. 

FUZE: 4.7-cm M 35. 

REMARKS: Fuse is marked 4.7 Pak. 35 or 4.7 

M 35. 

Fuze is similar to AZ 23 except that it has no 
optional delay. 

There is an AP round which is the 47/32 Italian 
round in an M 85 case. 


A. P. PROJECTILE FOR A.T. GUN 
(AUSTRIAN DESIGN), 47-MM 

GERMAN NOMENCLATURE: 4.7-cm Pzgr. 
Patr. 35 (0) (Panzergranate Patronen 35 [0]). 
(See fig. 364.) 

EMPLOYMENT: 

4.7-cm Pak. (t) (PanzerabwehrkHnone [t]). 

4.7-cm K 36 (t) (Kanone 36 [t]). 


COLOR, DARK 
GREY GREEN 



Figure 363 — H. f. f ro)*cf/J« for ioMor Gun (Austrian 
Ootignl, 47-mm, 4.7-cm Sprgr. Fatr. (6) 
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Ffgvr* 364 — A. P. Pro/«crtf« for A. T. Gun (Auttriaa Design), 
47-mm, 4.7 -cm Pigr. fatr. 35 (5) 


COMPLETE ROUND: 

19.48 inches, over-all length. 

6.7 pounds, total weight. 

PROJECTILE, black tip. Cnpainted projectile, 
blued from rotating band to beginning of 
% inch boat-tailing: 

5.312 inches, over all length. 

1.844 inches, diameter of bourrelet. 

0.687 inch, width of copper rotating band. 

1.719 inches, diameter of base. 

1.25 inches, base to band. 

3.14 pounds, total weight. 

0.74 ounce, weight of bursting charge. 

TNT, type of bursting charge. 

Tracer present. Stenciled in red: “ENZ.” 

CARTRIDGE CASE (German nomenclature 
M 36): ’ 

15.944 inches, over all length. 

1.98 inches, diameter of neck. 


2.12 inches, diameter of shoulder. 

2.52 inches, depth of extracting groove. 

15.43 ounces, weight of propellant 
Strip propellant (nitroglycerine and nitro¬ 
cellulose). 

M 33 primer. 

REMARKS: Same projectile is used in the Bohler 
gun except that driving band is narrower and has 
two grooves instead of three. 

A red band is painted around the shoulder. 

A. P. C. PROJECTILE TYPE 36 
(CZECH DESIGN), 47-MM 

GERMAN NOMENCLATURE: 

4.7-cm Pzgr. Patr. 36 (t) (Panxergranate Pat- 
ronen 36 ft)). (See fig. 365.) 
EMPLOYMENT: 

4.*-cm Flak. 37 (Flugabwehrkanone 37). 4.7- 
cm Pak (t) (Panzerabwehrkanone [t]). 
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COMPLETE ROUND: 21.069 inches, over-all 
length. 

PROJECTILE, painted black, capped: 

6.625 inches over-all length w/o tracer. 

1.844 inches, diameter of bourrelet. 

0.625 inch, width of copper rotating band. 

1.625 inches, diameter of base. 

1.5 inches, base to band. 

8.64 pounds, total weight. 

0.74 ounce, weight of bursting charge. 

TNT, type of bursting charge. 

Tracer present in fuze. 

Stenciled in red: “pla”, lot number, “1”. 


Projectile curved in toward base. 

CARTRIDGE CASE (German nomenclature 
M 36): 

15.944 inches, over-all length. 

1.98 inches, diameter of neck. 

2.12 inches, diameter of shoulder. 

2.52 inches, diameter of extracting groove. 

15.49 ounces, weight of propellant. 

Strip propellant (nitroglycerine and nitrocel¬ 
lulose). 

M 33 primer. 

FUZE: Base fuze (2 steel balls). Set screw in 
projectile holds fuze in place. 



Figure 365 — A. P. C. Projectile frpe 36 (Ciech. Oetignl, 47-mm, 
4.7-cm Fagr. Fofr. 36 01 


•#*7*4 O—47—eel. 
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figure 366~-A. f. Projottila Without Cap far Tanfc Gun, 50-mm, 5-<m Pz gr. 

fait. KwK. 


A. P. PROJECTILE WITHOUT CAP FOR 
TANK GUN, 50-MM 

GERMAN NOMENCLATURE: 

5-cm. PzgT. Patr. KwK. (Panzergranate Patrone 
Kampwngenksnone). (See fig. 366.) 

EMPLOYMENT: 5-cm KwK. (Kampwagenka- 
none) tank gun. 

COMPLETE ROUND: 

16.357 inches, over all length. 

7 pounds 10 ounces, total weight. 

PROJECTILE, painted black: 

7.5 inches, over all length. 


1.156 inches, distance from base to band. 

1.963 inches, diameter of bourrelet. 

I. 938 inches, diameter of base. 

0.406 inch, width of rotating band—soft iron. 

4 pounds 8.25 ounces, total weight. 

0.58 ounce, PETN/Wax bursting charge. 

Tracer present in fuze. 

Stamped in base: “164DL 608 1940, C FES.” 

CARTRIDGE CASE (German nomenclature, 
6317) (fixed): 

II. 342 inches, over all length. 

2.035 inches, diameter of neck. 
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2.668 inches, diameter of shoulder. 

3.085 inches, diameter of base. 

1 pound 12.76 ounces, weight of case. 

Diglycol propellant C/22 primer. 

FUZE: Base'detonating fuze—Bd. Z. 5103. There 
are no markings on this fuze. 

H. E. PROJECTILE. TYPE 38, 50-MM 

GERMAN NOMENCLATURE: 5-cm Sprgr. 
Patr. 38 KwK—Sprenggranate. Potrone 38 
Kampfwagenkanone. (See fig. 367.) 


H E. FILLING 



- SOFT IRON 


figure 367—H. f. Froftclllt, 7 yp* 36, 50-mm, J-cm 
Sprgr. Fair. 38 KwK. 


EMPLOYMENT: 

5-cm KwK Kampfwagenkanone—tank gun. 
5-cm Pak 38 Panzerabwehrkanone—antitank 
gun 38. 

5-cm KwK 39 Kampfwagenkanone—tank gun 
39. 

COMPLETE ROUND (description of c/r is for 
5-cm. KwK): 

18.61 inches, over-all length. 

6.85 pounds, total weight. 

PROJECTILE, painted green: 

8.82 inches, over-all length with fuze. 

1.55 inches, distance from base to band. 

0.376 inch, width of rotating band—soft iron. 

I. 873 inches, diameter of base. 

4.16 pounds, total weight. 

5.87 ounces, TNT with red phosphorus smoka 

box. • 

PETN/Wax booster. 

Stenciled in black in two places on body: “L R. 
25.10.40.9.” 

CARTRIDGE CASE (German nomenclature, 
6317) (fixed): 

II. 34 inches, over-all length. 

2.035 inches, diameter of neck. 

2.668 inches, diameter of shoulder. 

3.085 inches, diameter at rim. 

1.87 pounds, total weight of case. 

0.332 pound, flaked gudol propellant. 
c/22 31 grain electric primer. 

FUZE: Nose percussion fuze AZ 39. Red band 
around fuze. 

REMARKS: Cartridge cases for other weapons 
as follows: KwK 39—6360 (fixed); Pak 38—6360 
(fixed). 


A. P. PROJECTILE WITH CAP FOR 
TANK GUN, 50-MM 

GERMAN NOMENCLATURE: 5-cm Pzgr. Patr. 
KwK (Panzergranate Patrone Kanipfwngen- 
kanone). (See fig. 368.) 

EMPLOYMENT: 

5-cm KwK Kampfwagenkanone—tnnk gun. 
5-cm KwK 39 Kampfwagenkanone 39— tank 
gun 39. 

5-cm Pak. 38 Panzerabwehrknnone 38— antitank 
gun 38. 


RESTRICTED 


395 



GERMAN EXPLOSIVE ORDNANCE 


OP 1666 



Frgtira 368—A. P. Projactila with Cap far Tank Gan, 
50-mm, J-cm Pzgr. Patr. KwK. 

COMPLETE ROUND (description of c/r is for 
5-cm KwK): 

16.683 inches, over-all length. 

7.7 pounds, total weight. 

PROJECTILE, painted bluck, unpainted band at 
nose: 

6.51 inches, over-all length. 

1.969 inches, diameter of bourrelet. 

1.156 inches, distance from base to band. 

1.312 inches, diameter of base. 

0.406 inch, width of rotating band—soft iron. 
4.56 pounds, total weight. 

0.87 ounce, PETN/Wax, 87/13 bursting charge. 


Tracer present in fuze. 

CARTRIDGE CASE (German nomenclature, 
6317) (fixed): 

11.34 inches, over-all length. 

2.035 inches, diameter of neck. 

2.668 inches, diameter of shoulder. 

3.985 inches, diameter of base. 

187 pounds, weight of case. 

1.1 pounds, tubular diglycol propellant. 

C/22 31 grain electric primer. 



Figura 369—Inendiary with H. E. Projactila, 
50-mm, 5-cm Br. Sprgr. PaH. 41 L'Spur 
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Flgurm 370 — H. E. FrofacHh. Typ» 34, 75 -mm S prgr. Fair. KwK. 134) 


FUZE: Base detonating fuze—Bd. Z. 5103. This 
fuze has no distinguishing markings. 

REMARKS: Cartridge cases for other weapons as 
follows: Pak. 38—6360 (fixed); KwK 39—6360 
(fixed). 

INCENDIARY WITH H. E. PROJECTILE, 
50-MM 

GERMAN NOMENCLATURE 5-cm Br. Sprgr. 
Patr. 41 L’s pur. (See fig. 369.) 

EMPLOYMENT: Flak 41 (Flugabwehrkanone 
41). 

COMPLETE ROUND: 

20.9 inches, over-all length. 


9 pounds 7 ounces, total weight (not scaled). 

PROJECTILE, painted yellow, black lettering: 
1.97 inches, diameter of bourrelet. 

2.04 inches, diameter of band. 

CARTRIDGE CASE (German nomenclature, 
Patr. St. 5-cm Flak 41): 

13.65 inches, over-all length. 

2.68 inches, diameter of base. 

2.80 inches, diameter of shoulder. 

H. E. PROJECTILE, TYPE 34, 75-MM 

GERMAN NOMENCLATURE: Sprgr. Patr. 
KwK (34) (Sprenggranate Patrone Kampf- 
wagenkanone 34). (See fig. 370.) 
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EMPLOYMENT: 

7.5-cm KwK (Kampfwagenkanone) Tank Can- 
non. 

7.5-cm Stu. G. (Stunn Geschutz) Assault Gun. 

7.5-cm KwK 40 (Kampfwagenkanone 40) Tank 
Cannon 40. 

7.5-cm Stu. G. 40 (Sturm Geschutz 40) Assault 
Gun 40. 

7.5-cm Pak 40 (Panzerabwehakanone 40) Anti¬ 
tank Cannon 40. 



--2 94* 


Flgvn 371—A. P. Pnfactila with BaHitlic Cap and 
Pifdng Cap, Typa 39, 75-mm Pigr. Pafr. 39 
KwK. 40 


7.5-cm Geb. G. 36 (Gebirgs Geschutz 36) Moun¬ 
tain Gun 36. 

7.5-cm L. G. 40 (Leuelites Geschutz 40) Re- 
coilless Gun for Airborne Troops. 

7.5-cm L. F. K. 18 (Leuchtes Feld Kanone 18) 
Light Field Cannon 18. 

COMPLETE ROUND: Description of c/r is for 
KwK (Stu. G.), painted green. 

13.5 inches, over all length w/fuze. 

11.6 inches, over-all length w/o fuze. 

2.187 inches, distance from base to bund. 

0.7 inch, width of bimetallic rotating band. 

2.5 inches, diameter of base. 

12.6 pounds, total weight. 

30.0 ounces, amatol 40/60 bursting charge plus 
smoke box of red phosphorus (TNT/Amatol 
90/10 when used for Geb; G. 36) Zdlz. C/98 
booster. 

CARTRIDGE CASE (German nomenclature, 
6354 or 6354 St.) (fixed): 

9.56 inches, over-all length. 

2.93 inches, diameter of neck. 

3.01 inches, diameter of shoulder. 

3.60 inches, diameter of base. 

12.25 ounces, tubular nitrocellulose propellant. 
C/22 31 grain electric primer. 

FUZE: Nose percussion fuze FI Az 23. 

PACKAGING: Two rounds to a metal container 
46.64 pounds. 

REMARKS: The projectile as used in the Pak. 40 
is identical except that its rotating band is soft 
iron. Cartridge cases for other weapons are as 
follows: 

Puk. 40-6340 (fixed). 

KwK 40 (Stu. G. 40)—6339 (fixed). 

Geb. G. 36—(semifixed). 

Leuchtes Geschutz 40—plastic base case (S-F). 
L. F. K. 18—6316—(semifixed). 

A. P. PROJECTILE WITH BALLISTIC CAP AND 
PIERCING CAP, TYPE 39, 75-MM 

GERMAN NOMENCLATURE: Pzgr. Patr. 39 
KwK 40 ( Panzergranate Patrone 39 Kampfwa¬ 
genkanone 40). (See fig. 371.) 

EMPLOYMENT: 

7.5-cm KwK 40 (Kampfwagenkanone 40) Tank 
Gun 40. 

7.5-cm Stu. G. 40 (Sturm Geschutz 40) Assault 
Gun 40. 
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7.5-cm Pak. 40 (Punzerabwehrk&none 40) Anti¬ 
tank Gun 40. 

COMPLETE ROUND (description of c/r is for 
KwK 40) : 

29.3 inches, over-all length. 

29.4 pounds, total weight. 

PROJECTILE painted black with red band and 
red stenciling: 

9.625 inches, over-all length, w/o tracer. 

0.98 inch, distance from base to band. 

0.67 inch, width of bimetallic rotating band. 

2.94 inches, diameter of base. 

Cyclonite bursting charge. 

Tracer is present in fuze. 

PETN/Wax booster. 

CARTRIDGE CASE (German nomenclature, 
6339 (fixed) : 

19.4 inches, over-all length. 

3.15 inches, diameter at mouth. 

3.8 inches, diameter at shoulder. 

4.0 inches, diameter at base. 

5.35 pounds, tubular diglycol propellant. 

C/22 electric, primer. 

FUZE: Bd. Z. 5103. 

PACKAGING: Two round to a metal container. 

REMARKS: The bursting chnrge is in an alumi¬ 
num container which is a tight fit in the projec¬ 
tile cavity. This projectile mny or may not have 
a cannelure on the cap. A round exists for the Pak. 
40 designated “Pzgr. Patr. 40 Pak. 40,” which is an 
A. P. projectile with a tungsten carbide core. It 
has not been recovered as yet but is reported to 
weigh 7.06 pounds. 

HOLLOW CHARGE PROJECTILE, TYPE 39, 
75-MM 

GERMAN NOMENCLATURE: 7.5-em Gr. 39 
(Granate 39). (See fig. 372.) 

EMPLOYMENT: Geb. K. 15 (Gebirgs. Kanone 
15) Mountain Gun 15. 

COMPLETE ROUND: 14.68 inches, over-all 
length. 

PROJECTILE painted green: 

11.181 inches, over-all length w/fuze. 

0.7 inch, distance from base to band. 

0.43 inch, width of bimetallic rotating band. 
2.95 inches, diameter of base. 



i 

! Jq 35.400 ‘ . 

F~~ --=~ : 

Figure 372—Hollow Charge Profetfile Type 39, 
75-mm, 7.5-cm Gr. 39 

9.9 pounds, total weight. 

Cyclonite/Wax/TNT bursting charge. 

CARTRIDGE CASE (German' nomenclature, 
6335) (semi-fixed): 

5.078 inches, over-all length. 

3.03 inches, diameter at mouth. 

No shoulder. 

3.34 inches, diameter at base. 

11.6 ounces, flaked nitroglycerine and nitrocel¬ 
lulose with Nitroguanadine C/12n/A primer. 

FUZE: Nose percussion fuze A. Z. 38. 

PACKAGING: Three projectiles and three car¬ 
tridges in a wicker basket. 

REMARKS: When fired, the projectile will be 
found with 28 grooves in the baud. 
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Figvrm 373—Hollow Charge Projectile lor Tank Gun, 
75-mm, 7.5-tm G r. Pott. 36 KwK. (M. LI 



HOLLOW CHARGE PROJECTILE FOR TANK 
GUN, 75-MM 

GERMAN NOMENCLATURE: 7.5-cm Gr. 
Patr. 38 KwK (H. L) (Gran&te Patrone 38 
Kampfwagenkanone) (Hohl Ladung). (See 
fig. 373.) 

EMPLOYMENT: 

7.5- cnj. KwK (Kampfwagenkanone) Tank Can¬ 
non. 

7.5- cm Stu. G. (Sturm Geschutz) Assault Gun. 

7.5-cm KwK 40 (Kampfwagenkanone 40) Tank 

Cannon 40. 


7.5-cm Stu. G. 40 (Sturm Geschutz 40) Assault 
Gun 40. 

7.5-cm L. F. K. 18 (Leuchtes Felf Kanone 18) 
Light Field Cannon 18. 

7.5-cm Geb. G. 36 (Gebirgs Geschutz 36) Moun¬ 
tain Gun 36. 

7.5-cm L. G. 40 (Leuchtes Geschutz 40) Recoil¬ 
less Gun for Airborne Troops. 

COMPLETE ROUND (description of c/r is for 
KwK (Stu. G.)): 

18.5 inches, over-all length. 

12.0 pounds, 14.0 ounces, total weight 
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PROJECTILE painted green: 


11.2 inches, over-all length, w/fuze. 

2.2 inches, distance from base to band. 

•0.66 inch, width of bimetallic rotating band. 

2.55 inches, diameter of base. 

9.75 pounds, total weight. 

1.22 pounds, cyclonite war. 

TNT bursting charge Zdlg. 40 booster. 

CARTRIDGE CASE (German nomenclature, 
6354 or 6354 St.) (fixed): 

9.56 inches, over-all length. 

2.93 inches, diameter of neck. 

3.01 inches, diameter of shoulder. 

3.60 inches, diameter of rim. 

2 pounds, 1.79 ounces, weight of case. 

12.61 ounces, tubular nitrocellulose propellant. 
C/22 31 grain electric primer. 

FUZE: Nose percussion fuze A. Z. 38. 

PACKAGING : Two rounds to a metal container. 

REMARKS: Hollow charge projectiles are made 
in two pieces, the male nose being threaded into 
the body. There are two spanner flats on the nose 
piece. Cartridge cases for other weapons are as 
follows: ' 

KwK 40 (Stu. G. 40) 6339 (fixed). 

Pak. 40 6340 (fixed). 

Geb. G. 36 (semifixed). 

L. Cx. 40—Plastic base (semifixed). 

L. F. K. 18--6316 (semifixed). 

HOLLOW CHARGE PROJECTILE FOR TANK 
GUN, TYPE B, 75-MM 

GERMAN NOMENCLATURE: 7.5-cm Gr. Patr. 
"wK (H. L/B) (Grannte Patrone Kampf- 
wagenkanone (Hohl Ladung/B). (See fic 
374.) ^ 

EMPLOYMENT: 

7.5-cm KwK (Kampfwagenkanone) Tank Can- 
non. 

7.5-cm Stu. G. (Sturm Geschutz) Assault Gun. 
7.5-cm Pak. 40 (Panzerabwehrkanone 40) Anti- 
Tank Cannon 40. 

7.5-cm L. F. K. 18 (Leichte Feld Kanone 18) 
Light Field Cannon 18. 

7.5-cm Geb. G. 36 (Gebirgs Geschutz 36) Moun¬ 
tain Gun 36. 

7.5-cm L. G. 40 (Leuchtcs Geschutz 40) Recoil¬ 
less Gun for Airborne Troops. 


COMPLETE ROUND: Description of c/r is for 
KwK 19.36 inches, over-all length; w/fuze. 

PROJECTILE (painted green) : 

12.00 inches, over-all length; w/fuze. 

2.2 inches, distance from base to band. 

0.63 inch, width of rotating band (bimetallic or 
sintered iron). 

2.48 inches, diameter of base. 

Cyclonite/Wax/TNT bursting charge. 

M HL/B” stenciled in black on nose. 

CARTRIDGE CASE (German nomenclature, 
6354 or 6354 St.) (fixed) : 

9.56 inches, over-all length. 

2.93 inches, diameter of neck. 

3.01 inches, diameter of shoulder. 

3.60 inches, diameter of rim. 

2 pounds, 1.79 ounces, weight of case. 



Figure 37 4—H ollow Charge Projectile for Tank Gun, 
Typo B, 75-mm, 7J-em Gr. Bair. KwK. IH.L/BI 
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12.61 ounces, tubular nitrocellulose propellant, 
C/22 31 grain electric primer. 

FUZE: Nose percussion fuze A. Z. 38. 
PACKAGING: Two rounds to & metal container. 

REMARKS: Hollow charge projectiles are made 
in two pieces, the male nose being threaded into 
the body. There are two spanner fiats on the nose 
piece. Cartridge cases for other weapons are as 
follows: 

KwK 40 (Stu. G. 40 ) 6339 (fixed). 

- Pak. 40 6340 (fixed). 

Geb. G. 36 (Semifixed). 

L. G. 40 plastic base (semifixed). 

L. F. K. 18 6316 (semifixed). 

SMOKE PROJECTILE FOR TANK GUN, 
75-MM 

GERMAN NOMENCLATURE: 7.5 cm Nbgr. 



Flguro 375—-5moka Projmelilo for Tank Gun, 75-mm, 
7.5-crn Nbgr. Fatr. KwK. 


Patr. KwK. (Nebelgranate Patrone Kampfwa¬ 
genkanone). (See fig. 375.) 

EMPLO YM ENT: 

7.5-cm KwK (Kampfwagenkanone) Tank Can* 
non. 

7.5-cm Stu. G. (Sturm Geschutz) Assault Gun. 

7.5-cm KwK (Kampfwagenkanone 40) Tank 
Cunnon. 

7.5-cm Stu. G. 40 (Sturm Geschutz 40) Assault 
Gun 40. 

7.5-cm L. F. K. 18 (Leichte Feld Kanone 18) 
Light Field Cannon 18. 

7.5-cm L. G. 40 (Leuelites Geschutz 40) Recoil¬ 
less Gun for Airborne Troops. 

COMPLETE ROUND (description of c/r is for 
KwK): 

20.9 inches, over-all length. ' 

PROJECTILE, painted green: 

13.5 inches, over all length, w/fuze. 

11.6 inches, over-ull length, w/o fuze. 

2.187 inches, distance from base to band. 

0.67 inch, width of rotating band. 

2.5 inches, diameter of baise. 

13.6 pounds, total weight. 

2.0 ounces, picric acid burster charge. 

80/20 Oleum impregnated in pumice, smoke 
mixture. 

PETN/Wax booster. 

“Nb” stenciled on body in white. 

CARTRIDGE CASE (German nomenclature, 
6354 or 6354 St, (fixed) : 

9.56 inches, over-all length. 

2.93 inches, diameter of neck. 

3.01 inches, diameter of shoulder. 

3.60 inches, diameter of rim. 

2 pounds, 1.79 ounces, weight of case. 

12.61 ounces, tubular nitrocellulose propellant. 
C/22 31 grain electric primer. 

FUZE: Nose percussion fuze Kl A. Z. 23 Nb. 
PACKAGING: Two rounds in a metal box. 

REMARKS: This projectile is machined to the 
same design as the IL E. projectile. Type 34, with 
the exception of a recess one inch in diameter, 
0.08 inch in depth provided at base of cavity for 
seating lower end of burster tube. There is a 
threaded plug in the side wall used to close the 
filling hole. Cartridge cases for other weapons 
are as follows: 

L. F. K. 18—6316 (semifixed). 






'i 


V 


402 


RESTRICTED 






KwK 40 (Stu. G. 40) 6339 (filed). 

Pak. 40 6340 (filed). 

L. G. 40 plastic base (semifixed). 

A. P. C. TANK GUN PROJECTILE, 75-MM 

GERMAN NOMENCLATURE: Pzgr. Patr. 
KwK (Panzergranate Patroue Kampfwagen- 
kanone). (See fig. 376.) 

EMPLOYMENT: 

7.5-cm KwK (Kampfwagenkanone) Tank Can¬ 
non. 

7.5-cm Stu. G (Sturm Geschutz) Assault Gun. 

7.5-cm L. F. K. 18 (Leuchtes Feld Kanone) 
Light Field Cannon 18. 

7.5-cm L. G. 40 (Leuchtes Geschutz 40) Re¬ 
coil] ess Gun for Airborne Troops. 

COMPLETE ROUND: Description of c/r is for 
KwK. 19.89 inches, over-all length. 
PROJECTILE, painted black: 

11.312 inches, over all length, w/o tracer. 

0.98 inch, distance from base to band. 

0.67 inch, width of rotating band (bimetallic). 
2.93 inches, diame.ter of base. 

15.5 pounds, total weight. 

2.92 pounds, TNT and PETN/Wax bursting 
charge. 

Tracer is present in fuze. 

CARTRIDGE CASE (German nomenclature, 
6354 or 6354 St. (fixed)) : 

9.56 inches, over-all length. 

2.93 inches, diameter of neck. 

3.01 inches, diameter of shoulder. 

3.60 inches, diameter of base. 

12.39 ounces, tubular nitrocellulose'—propellant. 
Case will be stamped on base: “6354 7.5-cm 
KwK.” 

FUZE: Bd. Z. F. 7.5-cm (so marked). 
PACKAGING: Two rounds to a metal container. 

REMARKS: There are two cannelures below the 
rotating band. Cartridge cases for other weapons 
are as follows: 

L. F. K.—18-6316 (semifixed). 

L. G.—40-plastic base case. 

H. E. PROJECTILE FOR MOUNTAIN GUN, 
75-MM 

GERMAN NOMENCLATURE: Geb. G. 15 Al. 
(Gebirgs Granate 15 Aluminum). (See fie 
377.) 8 


_ PROJECTILES 

EMPLOYMENT: 7.5-cm Geb. K. 15 (Gebirgs 
Kanone 15) Mountain Gun 15. 

COMPLETE ROUND: 15.75 inches, over-all 
length. 

PROJECTILE, painted green: 

12.99 inches, over-all length, w/fuze. 

0.687 inch, distance from base to band. 

0.433 inch, width of rotating band. 

2.95 inches, diameter of base. 

12.0 pounds, total weight. 

TNT/Aluminum, 90/10 and red phosphorus 
smoke box bursting charge. 

C/98 Np. Booster. 

CARTRIDGE CASE (German nomenclature, 
6335) (semifixed): 

5.078 inches, over-all length. 



COMPOSITION COAL 
TAR BITUMEN 

PELLET TNT CAST 

CONTAINER ALUMINUM 

PELLET PETM 
WAX PRESSED 

- PELLET TNT CAST 

- WASHER CARDBOARD 

WASHER ALUMINUM 
WASHERS 

FUZE 


Figure 376 — A. F. C. Tank Cun Projectile, 7 S-mm 
Pzgr. Petr. Kwk. 
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Figvrm 377 —H. E. PrajictiU for Mountain Gun, 75-mm Gob. Gr. 15 At. 


3.03 inches, diameter of neck. 

No shoulder. 

3.34 inches, diameter of rim. 

11.6 ounces, flaked nitroglycerine and nitrocel¬ 
lulose with nitroguanadine. 

C/12nA primer. 

FUZE: Nose percussion fuze A. Z. 23 Geb. Time 
and percussion fuze Dopp Z. s/60 Geb. 

PACKAGING: Three projectiles and three car¬ 
tridges in a wicker basket 

REMARKS: There is round designated: “Geb. 
Gr. 15 rot” which is identical with the above except 
that it does not contain any alumin um 


HOLLOW CHARGE PROJECTILE FOR 
INFANTRY GUN, 75-MM 

GERMAN NOMENCLATURE: 7.5-cm Igr. 38 
(lager 38). (See fig. 378.) 

EMPLOYMENT: 

7.5-cm L. I. G. 18 (Leichte Infanterie GeschuU 
18) Light Infantry Gun 18. 

7.5-cm L. Geb. I. G. 18 (Leichte Gebirgs Infan¬ 
terie Geachutz 18) Light Mountain Infantry 
Gun 18. 

COMPLETE ROUND : Description of c/r is iden¬ 
tical for both weapons. 11.562 inches, over-all 
length. 
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PROJECTILE, painted green: 

9.134 inches, over-all length w/o fuze. 

1.125 inches, distance from base to band. 

0.236 inch, width of bimetallic rotating band. 
2.875 inches, diameter of base. 

6 pounds 10 ounces, total weight. 

Cyclonite bursting charge. 

Zdlg. 40 booster. 

CARTRIDGE CASE (German nomenclature, 
6341 or 6341 St.) (semi-fixed): 

3.5 inches, length. 

3.0 inches, diameter at mouth. 

No shoulder. 

3.375 inches, diameter at base. 

2.52 ounces, nitroglycerine. 

Disk powder. 

C/12nA primer. 

FUZE: Nose percussion fuze A. Z. 33. 

PACKAGING: Three projectiles and three car¬ 
tridges in a wicker basket. 

REMARKS: This is evidently an H. L. type 
projectile. An H. L/A type is to be introduced. 

H. E. PROJECTILE FOR INFANTRY GUN, 

75-MM 

GERMAN NOMENCLATURE: Igr. 18 A. Z. 
23nA (lager 18 Aufschlag Zunder neu Abtei- 
lung). (See fig. 379.) 

EMPLOYMENT: 

L. I. G. 18 (Leichte Infanterie Geschutz 18) 
Light Infantry Gun 18. 

L. Geb. I. G. 18 (Leichte Gebirgs Infanterie 
Geschutz 18) Light Mountain Infantry Gun 
18. 

COMPLETE ROUND (description of c/r is for 
L. I. G. 18): 

15.49 inches, over-all length. 

13 pounds 10 ounces, total weight. 

PROJECTILE painted green: 

12.99 inches, over-all length w/fuze. 

I. 102 inches, distance from base to band. 

0.236 inch, width of rotating band, bimetallic 

or sintered iron. 

2.95 inches, diameter of base. 

1.21 pounds, Amatol 40/60 bursting chnrge. 
Stenciled: u 7.5-cm Igr. 18, L. Igr. Z, 23 ilA. w 
G r. Zdlg. C/98 Np. Booster. 


_■ _ PROJECTILES 

CARTRIDGE CASE (German nomenclature 
6341 or 6341 St.) (semi-fixed): 

3.5 inches, over-all length. 

3.0 inches, diameter of neck. 

No shoulder. 

3.375 inches, diameter of base. 

2.52 ounces, nitroglycerine. 

Disk powder, 

C/12nA primer, 

FUZE: Nose percussion fuze L. Igr. Z. 23nA. 

PACKAGING: Three projectile and three car¬ 
tridges in a wicker basket with metal bottom 
and metal cradle—49 pounds. 

REMARKS: This projectile is sometimes filled 
TNT/ Amatol —90/10. Cartridge case for L Geb. 
I. G. 6341 (semi-fixed). When this projectile has 
been fired from the L. I. G. 18, the Rotating band 
will show 24 riflings. 



Figuro 379—Hollow Charge Frojoctilo for Infantry 
Gun, 75-mm, 7^5-cm Igr. 38 
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H. E. PROJECTILE FOR DUAL-PURPOSE 
SKODA GUN, 75-MM 

GERMAN NOMENCLATURE: Sprgr. Fair. 
75/50 (Sprenggranate Patron* 75/50). (See 
fig. 380.) 

EMPLOY MENT: 75/50 Skoda dual-purpose gun. 
COMPLETE ROUND: 27.5 pounds, total weight. 

PROJECTILE, red banded, stenciled in red: 
14.96 inches, over-all length w/fuze. 

2.948 inches, diameter of bourrelet. 

0.472 inches, width of rotating bands 2, number 
of rotating bands. 

510.0 grams, TNT bursting charge. 

0.511 inches, width of bourrelet. 


CARTRIDGE CASE (German nomenclature, not 
known): 

This is a brass case. 

22.8,3 inches, over-all length. 

3.15 inches, diameter of neck. 

3.228 inches, diameter of shoulder. 

3.740 inches, diameter at rim. 

4.201 pounds, tubular propellant. 

M39s percussion primer (f). 

Stamped-on base: “1941 38 75AA”. 

FUZE: Time fuze of combustion type is fitted. 
A brass game attached to fuze in distinction 
from German system contains detonator. 

REMARKS: This projectile is the most common 
of a number of types seized by the Germans for 




Figure 379—H. E. Fro/e<t//e for Infantry Gun, 75-mm, 7J-cm It A. Z. 23nA 
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PROJECTILES 
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—RED BAND 


Figure 380 —H. E. Projectile for Dual-Pvrpote Skoda 
Gun, Sprgr. Petr. 75/SO 

use in captured French 75/50 dual-purpose guns, 
of which one authority estimates there may be 
20,000 pieces on the Continent. 

HOLLOW CHARGE PROJECTILE, TYPE 38, 
75-MM 

GERMAN NOMENCLATURE: 7.5-cm Gr. 38 
HL/A. (See fig. 381.) 

WEAPONS: 7.5-cm light field gun 18. ]. F. K. 18. 
FUZE: A.Z. 38. 


COLOR: Light gray—dark olive green below 
rotating band. 

REMARKS: Experimental shell, 2 wrench 
grooves in Ogive. Bimetallic or iron routing 
band. 1 row vertical serrations. 



Figure 381—Hollow Charge Projectile, Type 38, 
75-mm, 7.5-cm Gr. 38 HL/A. 
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Figure 382 — A. P. Prajaclila 75-mm, 7.5-cm Pzgr. 
40 <W) Pack. 40 

A. P. PROJECTILE, 75-MM 

GERMAN NOMENCLATURE: 7.5 cm Pzgr. 40 
(W) Puck. 40 (Panzergranate Patron* 40.) 
(See fig. 382.) 

EMPLOYMENT: Pac. 40 (Panzerabwehr-Ka- 
none 40) Antitank Gun 41. 

COMPLETE ROUND: 20.25 pounds total 
weight. 

PROJECTILE, painted black with white W sten-- 
ciled on body: 


9.125 pounds, total weight. 

240 mm, total length. 

CARTRIDGE CASE, propellant charge: 

(а) An igniter containing 25 gm of the usual 

German igniter powder. 

(б) 2.25 kg tubular “diglykol” propellant size: 

Length: 6.25 mm. 

External diameter, 4 mm. 

Internal diameter, 1.8 mm. 

(c) A flash reducer containing 35 gm of potas¬ 
sium sulphate. 



Figure 383—A. P. C. Tank Gun Projuctitu, 75-mm 
Fxgr. Patr. IKwK. 31) 
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APC TANK GUN PROJECTILE, 75-MM 

GERMAN NOMENCLATURE: Pigr. Patr. 
(KwK 38). Panzergranate Patrone Kampfwa- 
gen Kanone. (Sec fig. 383.) 

WEAPONS: 

7.5-cm Tank Cannon—KwK. 7.5-cm Assault 
Gun—Stu. G* f 

7.5-cm Light Field Cannon 18-1. F. K. 18. 

7.5-cm Recoilless Gun for Airborne Troops_ 

L. C. 40. 


fuze 



burster 

CHARGE 


ROTATING 

BAND 


Figaro 384—Hollow Charge Projoelilo for Tank Gun, 
75-mm, 7 J-cm Gr. Pair. 38 HI/A KwK. 


FUZE: Base fuze Bd. Z. f., 7.5-cm. Pzgr. 
COLOR: Black. 

WEIGHT: 15.4 pounds. 

BURSTING CHARGE: TNT and Petn/wax 
2.02 pounds. 

REMARKS: One row of vertical serrations. 

HOLLOW CHARGE PROJECTILE FOR 
TANK GUN, 75-MM 

GERMAN NOMENCLATURE : 7.5-cm Gr. Patr. 
38 HL/A KwK. (See fig. 384.) 

WEAPONS: 

7.5-cm Tank Cannon 38—KwK 38. 

7.5-cm Tank Cannon 40—KwK 40. 

7.5-cm Light Field Cannon 18 I. F. K. 18. 

7.5-cm Mountain Gun 36—Geb. G. &6. 

7.5-cm Recoilless Gun for Airborne Troops 40— 
L. G. 40. 

7.5-cm Assault Gun 40—Stu. G. 40. 

7.5-cm Antitank Gun 40—Pak. 40. 

7.5-cm Field Gun 16 (new type)—F. K. 16. 

FUZE: A. Z. 38. 

COLOR: Dark olive green. 

REMARKS: One vertical row of serrations. 
Threads: Fuze hole 6. Adaptor hole 11. Iron 
rotating band. Width of bourrelet 1.36 inches. 
Gr. Patr. 38 HL/B has same external dimensions 
as this shell. 

H. E. PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: 7.5-cm. Sprgr. 
2432 (h). (See fig. 385.) 

WEAPONS: 

Dutch field grm: 7.5-cm. F. K 243 (h), model 
L 30. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 13.5 pounds (loaded and fuzed). 
Color: Green with black band nt rotating band. 

CHARGE: 

Number: T. 
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Figurm 385 —H. f. Shall for 75-mm Gun, 7.5-cm 
Sprgr. 3432 (M 


Weight; 0.75 pounds. 

Kind: TNT. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Zunder Nr. 13 28. 
Type: P. D. 


A. P. C. PROJECTILE FOR 75-MM GUN 


GERMAN NOMENCLATURE: 7.5-cm Pzgr. 39 
FES. (See fig. 386.) 

WEAPONS: 

German antitank gun: 7.5-cm Pak 40, 40/1, 
40/2, 40/3 (Sf). 

German tank gun: 7.5-cra KwJL 40. 

German assault gun: 7.5-cm Stu. K. 40 (L/43). 


charge: 


FUZE AND TRACER 



Figuro 386—A. F. C. Shall for 75-mm Gun, 7.5-<m 
Fxgr. 39 FES 


410 


RESTRICTED 



PROJECTILES 


PROJECTILE: 

Caliber: 75 mm. 

Kind: Shell. 

Type: A. P. C. 

Weight: 15.13 pounds (loaded and fuzed). 
Color: Black with red markings. 

CHARGE: 

Number: 92. 

Weight: 2.92 ounces. 

Kind: R. D. X./wax (90/10) pressed in 
blocks—wrapped in wax paper. 

TRACER: Nr. 1 in fuze. 

BOOSTER: Petn/wax. 

FUZE: 

Nomenclature: Bd. Z 5103. 

Type: Base. 

HOLLOW CHARGE PROJECTILE FOR 
7S-MM GUN 

GERMAN NOMENCLATURE: 7.5-cm Gr. 38 
HL/B. (See fig. 387.) 

WEAPONS: 

German Antitank Gun: 7.5-cm Pak. 40. 

German Antitank Gun: 7.5-cm Pak. 40/1. 
German Antitank Gun: 7.5-cm. Pak. 40/2. 
German Antitank Gun: 7.5-cm Pak. 40/3 (Sf). 
German Antitank Gun: 7.5-cm KwK 40. 
German Assault Gun : 7.5-cm Stu. K. 40 (L/43). 
German Assault Gun: 7.5-cm Stu. K. 40 (L/48). 
German Light Airborne Gun (recoilless): 
7.5-cm L. G. 40. 

PROJECTILE:' 

Caliber: 75 mm. 

Kind: Shell. 

Tyi*: Hollow charge. 

Weight: 10 pounds (loaded and fuzed). 

Color : O. D. 

CHARGE: 

Number: 91. 

Weight : 1.25 pounds. 

Kind: Cyclonite/wax (95/5) pressed in blocks 
wrapped in waxed paper. 

TRACER: None. 

BOOSTER: None. 


» 



Figure 387 —Hollow Charge Shall for 75-mm Gun, 
7.5-cm Gr. J« HL/B 


FUZE: 

Nomenclature : A. Z. 38. 

Type: P. D. 

H. E. PROJECTILE FOR 7 5-MM GUN 

GERMAN NOMENCLATURE : 7.5-cm Sprgr. 42. 
(See fig. 388.) 

WEAPONS: 

German Tank Gun: 7.5-cm KwK. 42. 

German Assault Gun: 7.5-cm Stu. K. 42 (L/70). 
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FUZE 


booster 


BURSTER 
CHARGE - 




Figur* 388 — H. f. Shell for 75-mm Gun, 7.5-cm 
Sprgr. 42 


PROJECTILE: 

Caliber: 75 mm. 

Kind : Shell. 

Type: H. E. 

Weight: 12.7 pounds (loaded and fuzed). 
Color: OD. 

CHARGE: 

Number: 13. 

Weight: 1.44 pounds. 

Kind: Amatol 60/40 (poured). 

412 


TRACER: None. 

BOOSTER : wlf. Np. 10. 

FUZE: 

Nomenclature: K3. A. Z. 23 (0.15). 

Type: P. D. 

H. E. PROJECTILE FOR 75-MM HOWITZBt 

GERMAN NOMENCLATURE: 7.5-cm Jgr. 18 
FES. (See fig. 389.) 



Figure 389 —H. f. Shull for Howi/tor 75, 7.5-cm 
Jgr. 18 res 
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WEAPONS: 

German Light Infantry Howitzer: le J. G. 18. 
German Light Infantry Mountain Howitzer: 
le Geb. J. G. 18. 


PROJECTILE: 

Caliber: 75 mm 
Kind: Shell. 

Type: H. E. 

Weight: 12.03 pounds with fuze I. Jgr. Z. 23 n. 
A. (loaded and fuzed) 13.23 pounds, with fuze 
I. Jgr. Z. 23. 

Color: O. D. 


CHARGE: 

Number: 14. 

Weight: 1.25 pounds. 

Kind: TNT poured. 

BOOSTER: wlf. NP 10. 

FUZE: 

Nomenclature : I. Jgr. Z. 23 n. A.: 1. Jgr. Z. 23 
Type: P. D. 

HOLLOW CHARGE PROJECTILE FOR 
75-MM GUN 


FUZE 


BURSTER 
CHARGE- 


GAINE 


TRACER 



flaun 390—Hollow Charg, ih •// for 75-mm Gun, 
7.5-cm Gr. 39 HL/C Hi) 


GERMAN NOMENCLATURE: 7.5-cm Gr. 38 
HL/C (h). (See fig. 390.) 

WEAPONS: 

Dutch field gun: F. K. 243 (h)—holi. L/30. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Shell. 

Type: Hollow charge. 

Weight: 11 pounds (loaded and fuzed). 

Color: 0. D. with white markings. 

CHARGE: 

Number: 25. 

Weight: 2 pounds. 

Kind: Cyclonite/wax (60/40) pressed in blocks 
wrapped in waxed paper. 

TRACER: This round may or may not have a 
tracer. 

BOOSTER: None. 

FUZE: 

Nomenclature: A. Z. 38. 

Type: P. D. 

REMARKS: 

J»ote 1 . —An “f” is stenciled in white on shell 
body. Its meaning is unknown. 

H. E. PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: 7.5-cm Sprgr. 
231(f). (See fig. 391.) 

WEAPONS: 

French Mountain Gun: 7.5-cm Geb. K. 238 (f) 
Model 1928. 

French Tank Gun: 7.5-cm KwK. 251 (f) 
Model 1935. 
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BOOSTER 


BURSTER CHARGE 



Flgur* 391 —H. E. Shelf for 75-mm Gun, 7.5-cm 
Sprgr. 231 II) 

* 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 12 pounds (loaded and fuzed). 
Color: Yellow. 

CHARGE: 

Number: MF. 

Weight: 2 pounds. 

Kind: Cast melinite. 

TRACER: None. 


BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: 


Goman 


Punch 


(1) A. Z. 269 (f) (1) 24/31 RYG 21. 
o. V. m. Sto. 

(2) A. Z. 335 (f). (2) 24/31 99. 

(3) A. Z. 237 (f). (3) 24/31 99-08. 


Type: (1) P. D. (2) P. D. (3) P. D. 



Figure 392 — H. E. Shall lor 75-mm FleM Gun, 7-S-c m 
K. Gr. Rot FES 
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H. E. PROJECTILE FOR 75-MM FIELD GUN 

GERMAN NOMENCLATURE: K. Gr. Rot 
FES. (See fig. 392.) 

WEAPONS: German Field Gun; 7.5-cm F. K. 38. 

PROJECTILE: 

Caliber: 75 mm. 

♦Kind: Shell. 

Type: H. E. 

Weight: 12% pounds (loaded and fuzed). 

Color: O. D. with red band above rotating band. 

CHARGE: 

Number: lb. 

Weight: % pound. 

Kind: TNT pressed in blocks in cardboard con¬ 
tainer packed with montan wax in a metal 
container. 

TRACER: None. 

BOOSTER: Gr. Zdlg. C/98 Np. 

FUZE: 

Nomenclature: Z. Z. 23. 

Type: P. D. 

HOLLOW CHARGE PROJECTILE FOR 75-MM 
GUN 

GERMAN NOMENCLATURE: 7.5-cm Gr. 
15/38 HL/B (f). (See fig. 393.) 

WEAPONS: 

Belgian Field Gun: 7.5-cm F. K. 234 (b) Model 
G. P. II. 

Jugoslav Field Gun: 7.5-cm F. K 249 (i) 
Model 12. 

French Field Gun: 7.5-cm F. K. 231 (f) Model 
1897. 

French Field Gun: 7.5-cm F. K. 232 (f) Model 
1897-1933. 

German Antitank Gun: 7.5-cm Pak. 97/38. 
German Antitank Gun: 7.5-cm Pak. 97/40. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Shell. 

Type: Hollow charge. 

Weight: 10.3 pounds (loaded and fuzed) 

Color: O. D. 



Figw 393—Hollow Chorgo Sholl for 75-mm Cvn, 
7-5-cn, Gr. IJ/3« HL/B (f) 


CHARGE: 

Number: 91. 

Weight: 1 pound. 

Kind: Cyclonite/wax (95/5) pressed in blocks. 
BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: A. Z. 38. 

Type: P. D. 

Note 1 . — This projectile of German manufac¬ 
ture for use in the weapons listed above. 
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F/gwr« 394— H. £. Shall lor 75-mm Mountain Gun, 
7JS-tm K. Or. Hot Al. Dopp. Z. 


H. E. PROJECTILE FOR 75-MM MOUNTAIN 
GUN 

GERMAN NOMENCLATURE: K. Gr. Rot AL 
Dopp. Z. (See fig. 394.) 

WEAPONS: German Mountain Gun, Geb. G. 36. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Shell. 

Type: H. E. 


Weight: 13% pounds (loaded and fuzed). 
Color: O. D. with red and yellow bands around 
body. 

CHARGE: 

Number: 15. 

Weight: 1% pounds. 

Kind: TNT/ Aluminum powder (90/10) poured. 
TRACER: None. 

BOOSTER, Gr. Zdlg. c/98 Nitropenta: 


FUZE ANO 
BOOSTER WELL 


BURSTER 
CHARGE - 




Flguro 39 5— H. E. Shall lor Fra nth 75-mm A. A, 
7- 5-om Sprgr. 28 Ifl 



<J 
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FUZE: 

Nomenclature: Dopp. Z. S./60s. 

Type: T. and P. 

REMARKS: 

Note 1.—R S smoke box contained in shell. 
Note 2.—KPS rotating band. 

H. E. PROJECTILE FOR FRENCH 75-MM A. A. 
GUN 

GERMAN NOMENCLATURE: 7.5-cm Sprgr. 28 
(f). (See fig. 395.) 

WEAPONS: 

French A. A. Gun 7.5-cm Flak M. 36 (f). 

French A. A. Gun 7.5-cm Flak M 17/34 (f)_ 
75-mm sur plateforme Mle 17/34. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Shell. 

Type: H. E. 

Color: Yellow with black markings. 

CHARGE: 

Number: MDN. 

Weight: 2 pounds. 

Rand: Melinite with dinitronaphthaline added. 
TRACER: None. 

BOOSTER: Separate, but unknown. 

FUZE: 

Nomenclature: Unknown. 

Type: Time. 

REMARKS: Upper band at bourrelet. 

H. E. PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: 7.5-cm Sprgr. 34. 
(See fig. 396.) 

WEAPONS: 

German Assault Gun: 

7.5-cm Stu. K. 40 (L/43). 

7.5-cm Stu. K. 40 (L/48). 

German Tank Gun: 7.5-cm KwK. 40. 

German Anti-Tank Gun: 7.5-cm Pak 40, 40/1, 
40/2, 40/3 (Sf). 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Shell. 

Type: H. E. 

Weight (loaded and fuzed) 9% pounds. 

Color: Shell, O. D.; fuze, machined metal. 



Figure 396—H. £. Projectile tor 75-mm Gun, 7.5-cm 
Sprgr. 34 


CHARGE: 

Number: 13. 

Weight: I pound. 

Kind : Amatol (60/40) poured. 

TRACER: None. 

BOOSTER: Zdlg.Np. 10. 

FUZE: 

Nomenclature: Kl. A. Z. 23 umg ( 0 . 15 -second 
delay). 

Type: P. D. 
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Figure 397—Hollow Charge Shell for How Uxor 
75-mm, 7.5-cm Jgr. 38 HL/B 


HOLLOW CHARGE PROJECTILE FOR 75-MM 
LIGHT INFANTRY HOWITZER 

GERMAN NOMENCLATURE: 7.5-cm Jgr. 38 
HL/B. (See tig. 397.) 

WEAPONS. German Light Infantry Howitzer_ 

le J. G. 18. German Mountain Infantry How¬ 
itzer—le. Geb. J. G. 18. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: ShelL 


Type: Hollow charge. 

Weight (loaded and fuzed): 7i£ pounds. 
Color: O. D. 

CHARGE: 

Number: 97. 

Weight: 1 pound. 

Kind: Unknown (believed to be a cyclonite/wax 
mixture). 

TRACER: None. 

BOOSTER: None. 



Figvro 398 —Hollow Charge Projectile 
7J-cm Or. 38/97 HI/C If) 
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FUZE: 

Nomenclature: A. Z. 38 St. 

Type: P. D. 

REMARKS: 

Note 1 . —The A. Z. 38 St. Fuze is essentially the 
same as the standard A. Z. 38, except that a steel 
body has replaced the older aluminum one. 

HOLLOW CHARGE PROJECTILE FOR 75-MM 
GUN 

GERMAN NOMENCLATURE: 7.5-cra Gr. 38/97 
Hl/c (f). (Seefig. 398.) 

WEAPONS: 

French Field Gun: 

7.5-cm F. K. 231 (f) Mle 1897 (“97”). 

7A-cm K. 232 (f) Mle 1897-1933. 

Belgian Field Gun: 

7.5-cm F. K. 234 (b) G. P. H. II. 

7.5-cm F. K. 296 (b) 16 G. P. III. 

German Antitank Guns: 7.5-cm Pak. 97/38, 
97/40. 

Polish Field Gun: 

7.5-cm F. K. 97 (p) Model 97 (French “97”). 

7.5-cm F. K. 02/26 (p) Model 02/26. 

Jugoslav Field Gun: 7.5-cm F. K. 249 (j) Model 
12 (Schneider). 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Projectile. 

Type: Hollow charge. 

CHARGE : 

Number: 97. 

Weight: % pound. 

Kind: Lnknown (believed to be a cyclonite/wax 
mixture). 

TRACER: Yes, no markings. 

BOOSTER: None. 

FUZE: 

Nomenclature: A. Z. 38. 

Type: P. D. 

H. E. PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: 7.5-cm Sprrrr 
231/1 (f). (See fig. 399.) • 



figure 399 — H. £. Shull for 75-mm Gun, 7.5-cm 
Sprgr. 231/1 (f» fit 


WEAPONS: 

French Field Guns: 

Omu« Oiuoisal 

.NOMncumi Moo CL 

(7.5-cm F. K. 231 Model 1897. 

(f). 

(7.5-cm F. K. 232 3todel 1897-1933. 

(f). 

PROJECTILE: 

Caliber: 75 mm. 
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Kind: ShelL 
Type: H. E. 

Weight (loaded and fuzed): 12*4 pounds. 
Color: Yellow. 

CHARGE: 

Number: M. C. P. 

Weight: 1 % pounds. 

Kind: Pressed melinite. 

TRACER: None. 

BOOSTER: Integral with fuze. 



figuf 400—H. E. Shall lor 75-mm Gun, TJ-tm 
Sprgt. 1900/15(11 


H. E. PROJECTILE FOR 75-MM GUN 


GERMAN NOMENCLATURE: 7.5-cm Sprgr 
1900/15 (f) (See fig. 400.) 

WEAPONS: 

NaMJEir<xa.me Moam. 

French Field Gun: 

7.5-cm F. K. 231 (f) Model 97 97/3. 

232 (f) 

Polish Field Gun (also 
on A. A. mount) : 

7.5-cm F. K. 97 (p) Model 97 (fr.) 

Polish Field Gun: 

7.5-cm F. K. 02/26 Model 02/06 
(P) 

Belgian Field Gun: 

7.5-cm F. K. 234 (b) Model GP II 
Belgian Field Gun: 

7.5-cm F. K. 236 (b) Model 16 GP II 
Jugoslav Field Gun: 

7.5-cm F. K. 249 (j) Model 12 
German Antitank Gun: 

7.5-cm Pak. 97/38 

7.5-cm Pak. 97/40. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Projectile. 

Type: H. E. 

Weight {loaded and fuzed) 12 pounds. 

Color: Brick-red body, yellow ogive. 

CHARGE: 

Number: S. C. P. 

Weight: 1 y 2 pounds. 

Kind: TNT with pressed pellet of ammonium 
nitrate and dinitro nepthalene. 

TRACER: None. 


BOOSTER: Integral with fuze. 
FUZE: 

Designation: 

N O M CXATU RZ 


(1) A. Z. 229 (f) o. V. 

(2) A. Z. 235 (f) 

(3) A.Z. 237 (f) 

(4) A. Z. 245 (f) 

(5) A.Z. 247 <f) 

(6) A. Z. 251 (f) o. V. 

(7) A.Z.253 (f) kz. V. 

(8) A.Z.259 (f) o. V. 

(m. verst. F.) 


noci 

frz 24/31 Schn 16 B SB 
frz 24/31 99 
frz 24/31 99/08 
frz 24/31 TCAL 17 
frz 24/31 TCAL 18 
frz 24/31 RYG 18J 
frz 24/31 RYG 18 CB 
frz 24/31 RY 17 SB 
(a.r. r.) 
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(9) A.Z.261 (f) 

(10) A.Z.277 (f) 

kz. V. 

(11) A.Z.281 (f) o. V. 

(12) ZT.Z. 415 (f) 

(13) Zt.Z.416 (f) 

(14) Dopp. Z. 448 (f) 

(15) Dopp.Z.449 (f) 

Type: 

(1) P. D. 

(2) P. D. 

(3) P. D. 

(4) P. D. 

(5) P. D. 

(6) P. D. 

(7) P. D. 

(8) P. D. 


Fiewch 
frz 24/31 JAL 16 
frz 24/31 TCAL 26 CR 

frz 24/31 TCAL 26 3 
frz 24/31 15 
frz 24/31 A 16 
frz 24/31 16 
frz 24/31 A 18 

(9) P. D. 

(10) P.D. 

(11) P- D. 

(12) Time 

(13) Time 

(14) T.&.P. 

(15) T. & P. 


Weight (loaded and fuzed): 11 pounds. 
Color: O. D. 


H. E. PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: k. Gr. rot KPS. 
(See fig. 401.) 

WEAPONS: 

German Field Gun (new model): F. K. 16 n/A. 
German Field Gun : F. K. 16/1. 

Dutch Field Gun: 7.5-cm F. K. 243 (h) L30. 
German Light Field Gun: le. F. K. 18. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Projectile. 

Type: H. E. 

Weight (loaded and fuzed): 15 pounds. 

Color: Dark O. D. with yellow and red bands 
around shell body. 

CHARGE: 

Number: 14. 

Weight: I pound. 

Kind: TNT poured. 

TRACER: None. 

BOOSTER: Gr. Zdlg. C/98 Nitropenta. 

FUZE: 

Nomenclature: Dopp. Z. S/60. A. Z. 23 (0.15). 
Type: T. and P.; P. and D. 


H. E. PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: 7.5-cm Sprgr. 
240/2 (b). (See fig. 402.) 

WEAPONS: Belgian Field Gun: 7.5-cm F K 
235 (b) belgOCTR. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Projectile. 



Figure 401 — H. B. Projectile, 75-mm, 7J-cm. K. Gr. 
Mot KBS 
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Flgur* 402 — H. E. P reject//*, 75-mm, 7.5-cm Sprgr. 
240/2 (b) 


Type: H. E. 

Weight (loaded and fuzed): 12 pounds. 

Color: Yellow with black band above rotating 
band. 

CHARGE: 

Number: None. 

Weight: 2V* pounds. 

Kind: Unknown. 

TRACER: None. 

BOOSTER: Integral with fuze. 


FUZE: 

Nomenclature: Unknown. 

Type: Unknown. 

REMARKS: 

Not* 1 . —This projectile was not fitted with a 
fuze but from the adapter it appears that French 
fuzes of the 24/31 series may be used. 



Figure 403—-H. E. Prefect//*, 75-mm, 7_5-e m Sprgr^ 
264 (ji 


H. E. PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: 7.5-cm Sprgr. 
264 (}). (See fig. 403.) 
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WEAPONS: 

French Field Gun: 7.5-cm F. K. 231 (f) Mle 
1897. 

French Field Gun: 7.5-cin F. K. 232 (f) Mle 
1897-1933. 

Jugoslav Field Gun: 7.5-cm F. K. 249 (j) Jug 

PROJECTILE: 

Ctliber; ?5 mm. 

Kind: Projectile. 

Type: H. E. 

Weight (loaded and fuzed): Iiy 2 pounds. 
Color: Body, red; ogive, yellow. 

CHARGE: 

Number: None. 

Weight: 2 pounds. 

Kind: Unknown. 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: A. Z. 237 (f) 24/31 99-08. 

Type: P. D. 

ARMOR PIERCING PROJECTILE FOR 75-MM 
GUN 

GERMAN NOMENCLATURE: 7.5-cm Pzgr. 
39/42. (See fig. 404.) 

WEAPONS: 

German Tank Gun : 7.5-cm KwK. 42. 

German Assault Gun: 7.5-cm Stu. K. 42 (L/70). 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Projectile. 

Type: A. P. 

Weight (loaded and fuzed): 16 pounds. 

Color: Black with red markings. 

CHARGE. 

Number: 92. 

Weight: y 4 pound. 

Kind : Cyclonite/wax (90/10) pressed in blocks 
wrapped in waxed paper. 

TRACER: No. 1A. 

BOOSTER: Integral with charge. 

FUZE: 

NOMENCLATURE: Bd. Z. 5103 
Type: B. D. 


ARMOR PIERCING PROJECTILE FOR 75-MM 
TANK AND FIELD GUN 

GERMAN NOMENCLATURE: K. Gr rot P 2 
(See fig. 405.) 

WEAPONS: 

German Light Field Gun: le F. K. 18. 

German Field Gun (new model): F. K. 16 n./a. 
F. K. 16/1. 

Dutch Field Gun: 7.5-cm F. K. 243 (h) mit 
aufgeb. Model L 30 Ldgs. Raum. 

German Tank Gun: 7.5-cm KwK. 

German Assault Gun: 7.5-cm Stu. G. 



Figure 404 — A. P. ProfictiU, 75-mm, 7.5-cm Pxgr. 
39/42 
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figure 405— A. P. Project)/* for Tank and Fimld Cun, 
75-mm, 7.5-tro If. Gr. Mol Px. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Projectile. 

Type: A. P. 

Weight (loaded and fuzed): 15^4 pounds. 

Color: Black with red band. 

CHARGE: 

Number: 16. 

Weight: Vi pound. 

Kind: TNT poured in aluminum container and 
PETN/wax (90/10) as exploder. 


TRACER: No. 2a. 

BOOSTER: Integral with charge. 

FUZE: 

Nomenclature: Bd. Z. f 7.5-cm Pzgr. 

Type: B. D. 

HOLLOW CHARGE PROJECTILE FOR 75-MM 
LIGHT INFANTRY HOWITZBt 

GERMAN NOMENCLATURE: 7.5-cm Jgr. 38 
HL/A. (See fig. 406.) 



Figaro 406 Hollow C Sorgo Shall for light Infantry 
Howitzor, 75-mm, 7.5-cm Jgr. 3$ Hl/A 
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WEAPONS: 

German Light Infantry Howitzer: le J. G. 18. 
German Mountain Infantry Howitzer: le Geb. 
J. G. 18. 

PROJECTILE: 

Caliber: 75 mm. 

Kind: Projectile. 

Type: Hollow charge. 

Weight (loaded and fuzed): 6% pounds. 
Color: O. D. 

CHARGE: 

Number: 91. 

Weight: 1% pounds. 

Kind: Cyclonite/wax (95/5) pressed in blocks 
wrapped in waxed paper. 

TRACER: None. 

BOOSTER: None. 

FUZE: 

Nomenclature: A. Z. 38 St. 

Type: P. D. 

REMARKS: 

Note 1 . —The A. Z. 38 St. fuze is essentially 
the same as the standard A. Z. 38 except that a 
steel body has replaced the older aluminum one. 

H. E. PROJECTILE FOR 75-MM GUN 

GERMAN NOMENCLATURE: 7.5-cm Sprgr. 
230/1 (f) (French 1900). (Sec fig. 407.) 

WEAPONS: 

French Field Gun: 7.5-cm F. K. 231 (f), 232 
(f). Model 97, 97/33. 

Belgian Field Gun: 7.5-cm F. K. 234 (b), Model 
G. P. II. 

Belgian Field Gun: 7.5-cm F. K. 236 (b), Model 
16 G. P. III. 

German Antitank gun: 7.5-cm Pak. 97/38. 
PROJECTILE: 

Caliber: 75 mm. 

Kind: Projectile. 

Type: H. E. 

Weight (loaded and fuzed) ; 12 pounds. 

Color: 1 ellow with black markings. 
CHARGE: 

Number: M. 

Weight: iy 2 pounds. 

Kind: Melinite. 

TRACER: None. 

BOOSTER: Integral with fuze. 



Figure 407—H. E. Projectile, 75-mm, 7.5-cm. Sprgr. 
230/1 (f) (French 1900) 


FUZE: 


Nomenclature 


German 

(1) A. Z. 229 (f) o. V. 

(2) A. Z. 235 (f) 

(3) A. Z. 237 (f) 

(4) A. Z. 245 (f) 

(5) A. Z. 247 (f) 

(6) A. Z.251 (f) o. V. 

(7) 


French 

frz 24/31 Schn 16 B. 
frz 24/31 99 
frz 24/31 99,, OS 
frz 24/31 T0AL17 
frz 24/31 TCAL18 
frz 24/31 RYG 18.1 


A.Z.253 (f) kz. V. frz21/31 RYG 18CK 
(8) A. Z. 259(f) o. V. frz 24/31 RY 17 SR 
(m. verst. F.) (n.r. r.) 


•891*4 O—47—rol. 2- 
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Cm<Ajr Ftanca 

(9) A. Z. 261(f) frz24/31 JAL 16 

(10) A. Z. 277 (f) frz 24/31 TCAL26 CR 

kz. V. 

(11) A. Z. 281 (f) o. V. frz 24/31TCAL 26 3 


(12) ZT.Z. 415(f) 

frz 24/31 15 

(13) Zt. Z. 416 (f) 

frz 24/31 A 16 

(14) Dopp.Z.448 (f) 

frz 24/31 16 

(15) Dopp.Z.449 (f) 
Type: 

frz 24/31 A 18 

(1) P. D. 

(9) P.D. 

(2) P.D. 

(10) P. D. 

(3) P.D. 

(11) P. D. 

(4) P.D. 

(12) Time 

(5) P.D. 

(13) Time 

(6) P.D. 

(14) T. & P. 

(8) P.D. 

(15) T. & P. 



Flgur* 401—H. E. Projectile, Type 284 Russian, 
76£-mm, 7.62-tm Sprgr. Pair. 294 (ri 


H. E. PROJECTILE FOR 76.2-MM MOUNTAIN 
GUN 

GERMAN NOMENCLATURE: 7.62-cm Sprgr. 
284/4 (r). (See fig. 408.) 

WEAPONS (German nomenclature original 
model): 

Russian Mountain Gun: 7.62-cm Geb. EL 307 
(r)—ruse 38. 

PROJECTILE: 

Caliber: 76.2 mm. 

Kind; Projectile. 

Type: II. E 

Weight (loaded with fuzed): 13^ pounds. 
Color: O. D. with black markings. * 

CHARGE: 

Number: T. 

Weight: 1 y 2 pounds. 

Band: TNT. 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: A. Z, 388 (r) (Russian-KTM- 
!)■ 

Type: P. D. 

REMARKS: 

Note 1 . —Shell has second bourrelet just for¬ 
ward of rotating band. 

H. E. PROJECTILE TYPE NO. 39, 76.2-MM 

GERMAN NOMENCLATURE: 7.62-cm Sprgr. 
Patr. 39 (Sprenggr&nate Patrone 39): (See fig. 
409.) 

EMPLOYMENT: 

7.62- cm F. K. 36 (r) (Feld Kanone 36 [rusa]) 
Field Gun 36 (Russian). 

7.62- cm. Pak. 36 (r) (Panzerabwehrkanone 36 
(russ)) Antitank gun 36 (Russian). 

COMPLETE ROUND: 

39.52 inches, over-all length. 

22.0 pounds, total weight. 

PROJECTILE painted green, white band below 
nose fuze: 

13.97 inches, over-all length. 

3.187 inches, distance from base to band. 

2.95 inches, diameter of bourrelet. 

0.687 inch, width of rotating band—soft iron. 
2.312 inches, diameter of base. 
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nose fuze 


- BOOSTER 


-BURSTER CHARGE 


Figure 409 — H. E. FrojacliU, I>p* 39, 76.2-mm, 

7.62-cm Sprgr. Fair. 39 

12.64 pounds, total weight. 

568.0 grams, Amatol bursting charge. 

Gr. Zdlg. C/98 Np booster. 

CARTRIDGE CASE (German and Russian des¬ 
igns! ions, 37r or 42M [ fixed]) : 

15.16 inches, over-all length. 

3.07 inches, diameter of neck. 

3.11 inches, diameter of shoulder. 

3.44 inches, diameter of base. 

775.0 grams, Flaked Gudo) propellant plus. 

20.0 grams, potassium sulphate flash reducer. 
42M or 33 primer. 



FUZE: Nose percussion fuze—Kl A. Z. 23. 

PACKAGING : One round to a metal container, 
28 pounds. 

REMARKS: This German projectile may also be 
found (fixed) in the cartridge case 6340 for use 
in rebored Russian equipment. 

A. P. PROJECTILE WITH TUNGSTEN CARBIDE 
CORE, 76.2-MM 

GERMAN NOMENCLATURE: Pzgr. Patr. 40 
(r) (Panzergranate Patrone 40 [russ]). (See 
fig. 410.) 

EMPLOYMENT: 

7.62- cm F. K. 296 (r) (Feld Kanone 296 [russ]) 
Field Gun 296 (Russian). 

7.62- cm. F. K. 36 (r) (Feld Kanone 36 [russ]) 
Field Gun 36 (Russian). 

7.62- cm Pak. 36 (r) (Panzerabwehrkanone 36 
(russ)) Antitank Gun 36 (Russian). 

COMPLETE ROUND: (description of c/r is for 
projectile in Russian cartridge case): 

24.28 inches, over-all length. 

14.74 pounds, total weight. 

PROJECTILE, painted black: 

10.157 inches, over-all length. 

1.0 inches, distance from base to band. 

0.687 inch, width of rotating band. 

2.91 inches, diameter of base. 

9.13 pounds, total weight. 

4.344 inches, length of tungsten carbide core. 

1.125 inches, diameter of core. 

4.921 inches, length of ballistic cap. 

Tracer present in base of projectile. 

Stamped on body: 

“41 CYW 

Cob 75 

CARTRIDGE CASE (German and Russian no¬ 
menclature. 42m or 37r (fixed): 

15.125 inches, over-all length. 

3.07 inches, diameter of neck. 

3.062 inches, diameter of shoulder. 

3.531 inches, diameter of base. 

364.0 grams, tubular Diglycol propellant. 

42/ni or 33 primer. 

FUZE: No fuze is employed. 

PAC KAGING: Either five rounds to a box—110 
pounds or six rounds to a box— 145 pounds. 
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REMARKS: There is a bakelite sheath forward 
of the core, and a setscrew forward of the hour- 
relet This German projectile may be found 
(fixed) in the German case 6340 for use in cap¬ 
tured weapons which the Germans hare rebored. 

A. P. PROJECTILE WITH CAP TYPE 39, 
76.2-MM 

GERMAN NOMENCLATURE: 7.62-cm. Pzgr. 
Patr. 39 (r) rot (Panzergranate Patrone 39 
(russ) rot). (See fig. 411.) 

EMPLOYMENT: 7.62-cm Pak. 36 (r) (Panzer- 
abwehrkanone 36 (russ)) Antitank Gun 36 
(Russian). 

COMPLETE ROUND: 

*26.219 inches, over-all length. 


28.6 pounds, total weight 

PROJECTILE, painted black, with white tip: 
12.062 inches, over-all length. 

0.969 inch, distance from base to band. 

0.687 inch, width of rotating band. 

2.906 inches, diameter of base. 

16.72 pounds, total weight 

2.519 pounds, Russian nitrocellulose powder; or 

2.886 pounds, tubular diglycoL 

Tracer is present in fuze. 

CARTRIDGE CASE (German and Russian 
nomenclature, 42m or 37r (fixed) : 

15.125 inches, over-all length. 

3.07 inches, diameter of mouth. 

3.062 inches, diameter of shoulder. 

3.44 inches, diameter of base. 

775.0 grams, flaked Gudol propellant plus. ' 



Figvra 410— A. P. Projec tilt With Tungifen Carbide Core, 76.2-mm. 
7.62-<m Ptgr. Patr. 40 (rl 
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Figure 411— A. P. Projectile With Cap. Type 39, 
76.2-mm, 7.62-cm Pxgr. Patr. 39 (r) Mot 

20.0 grams, potassium sulphate flash reducer. 

33 or 42m or C/12nA primer. 

FUZE; Base detonating fuze—Bd. Z. f 7.5-cm. 

PACKAGING: One round to a metal container— 
34.32 pounds. 

REMARKS: This German projectile may also 
be found (fixed) in the cartridge case 6340 for 
use in rebored Russian equipment. A 7.62 A. P. 
projectile with a small bursting cavity contain¬ 
ing RDX is also made. Bd. Z 5103 will be found 
in this type. 


H. E. PROJECTILE FOR 76.2-MM GUN 
HOWITZER 

GERMAN NOMENCLATURE: 7.62-cm Sprgr 
280/2 (r). (See fig. 412.) 

WEAPONS: 

Russian Infantry Gun Howitzer: 7.62-cm J. EL 
H., 290 (r)—russ 27. 

PROJECTILE. 

Caliber: 76.2 mm. 



Figure 412 — H. f. Shall for Howitzer, 76.2-mm, 
7 .62-cm Sprgr. 230/2 (r) 
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Kind: Projectile. 

Type: H. E. 

Weight (loaded and fuzed): 14% pounds. 
Color: Grey with black markings; bourrelets 
unpainted. 

CHARGE: 

Number: T, 

Weight: 2% pounds. 

Kind: TNT. 



Flguro 413 — H. E. Shall for Mountain Gan, 76.2-mm, 
7.62-<m Sprgr. 294/4 (r) 


TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: A. Z. 367 (r) (Russian—KT- 

l>. 

Type: P. D. 

REMARKS: 

Note 1 . —Shell has a second bourrelet just for¬ 
ward of rotating band. 

H. E. PROJECTILE FOR 76.2-MM MOUNTAIN 
GUN 

GERMAN NOMENCLATURE: 7.62-cm Sprgr. 
284/4 (r). (See fig. 413.) 

WEAPONS: 

Russian Mountain Gun: 7.62-cm Geb. K. $07 
(r) russ 38. 

PROJECTILE: 

Caliber: 76.2 mm . 

Kind: Shell. 

Type: H. E. 

Weight (loaded and fuzed): 13^ pounds. 
Color: O. D. with black markings. 

CHARGE: 

Number: T. 

Weight: Iy 2 pounds. 

Kind: TNT. 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: A. Z. 368 (r) (Russian-KTM- 

1 ). 

Type: P. D. 

REMARKS: 

Norm 1.—Shell has second bourrelet just for¬ 
ward of rotating band. 

HOLLOW CHARGE PROJECTILE FOR 
76.2-MM HOWITZER 

GERMAN NOMENCLATURE: 7.62-cm Or. 38/2 
HL/B. (See fig. 414.) 

Russian Infantry Gun Howitzer: 7.62-cm J. K. 
H. 290 (r), Model 27. 

PROJECTILE: 

Caliber: 76.2 mm. 

Kind: Projectile. 

Type: Hollow charge. 
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Figur* 414—Hollow Charge FrojoctiU for Howitoor, 
76 J-rnm, 7.62-cm Gr. 36/2 HL/6 

Weight (loaded and fuzed): 10y 2 pounds. 
Color: 0. U. with white band below fuze. 
CHARGE: 

Number: 61, 

Weight: 1 pound. 

Kind: Cyclonite/wax (95/5) pressed in blocks 
wrapped in waxed paper. 


FUZE: 

Nomenclature: A. Z. 38. 
Type: P. D. 


H. E. PROJECTILE FOR 76.2-MM GUN 
HOWITZER 


GERMAN NOMENCLATURE: 7.62-cm Sprgr. 
39/2 (r). (See fig. 415.) 


WEAPONS: 

Russian Infantry Gun Howitzer: 7.62-cm 
J. K. H. 290 (r), Model 27. 



TRACER: Yes, but un-numbered, 
BOOSTER: Integral with fuze. 


Flguro 4)5—H. E. Shell for Howitzer, 76J2-mm. 
7.62-cm. Sprgr. 39/2 (r) 


RESTRICTED 


431 




GERMAN EXPLOSIVE ORDNANCE 


OP 1666 


PROJECTILE: 

Caliber: 76.2 ram. 

Kind: Projectile. 

Type: H. E. 

Weight (loaded and fuzed): 13.75 pounds. 
Color: O. D. 

CHARGE: 

Number: 13. 

Kind: Amatol 60/40 (poured). 

TRACER: cpn 43, 

BOOSTER: Np 10 ldn. 



FUZE 


GAINE 


BURSTER 

CHARGE 


ROTATING 

BAND 


Figure 41 6 H. £. Projectile lor Field Gun, 76J-mm, 
7.65-tm Sprgr. (Dopp. ZJ 276 (j) 


FUZE: 

Nomenclature: Kl. A. Z. 23 umg. (0.15). 

Type: P. D. 

HIGH EXPLOSIVE PROJECTILE FOR 76.5-MM 
FIELD GUN 

GERMAN NOMENCLATURE: 7.65-cm Sprgr. 
(Dopp. Z.) 278 (j). (See fig. 416.) 

WEAPONS: 

Jugoslav Field Gun: 7.65-cm F. K. 404 (k), 
Model 28 Skoda. 

PROJECTILE: 

Caliber: 76.5 mm. 

Kind: Projectile. 

Type: H. E. 

Weight (loaded and fuzed): 18 pounds., 
Color: Yellow. 

CHARGE: 

Number: TTT. 

Weight: l>/ 2 pounds. 

Kind: TNT! 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Dopp. Z. VQ—SKR (t); Dopp. 

Z. VG—CR (t). 

Type: T. and P.; T. and P. 

HIGH EXPLOSIVE PROJECTILE FOR 76.5-MM 
FIELD GUN 

GERMAN NOMENCLATURE: 7.65-cm Sprgr 
(A. Z.) 275 (j). (See fig. 417.) 

WEAPONS: 

Jugoslav Field Gun: 7.65-cm F. K. 304 (j), 
Model 28 Skoda. 

PROJECTILE: 

Caliber: 76.5 mm. 

Kind: Projectile. 

Type: H. E. 

Weight (loaded and fuzed) : 18 pounds. 

Color: Yellow. 

CHARGE: 

Number: T. 

Weight: 2^4 pounds. 

Kind: TNT! 

TRACER: None. 

BOOSTER: Integral with fuze. 
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Figure 417 — H. i. Projectile for Hold Gun, 76 J>mm, 
7.65-cm Sprgr. (A. 2.) 275 Ij) 


FUZE: 

Nomenclature: A. Z. CHZR (t) or A. Z. 

SKHZR (t). 

Type: P. D. 

A. P. PROJECTILE FOR 76.5-MM GUN 

GERMAN NOMENCLATIVE: 7.65-cm Prgr. 
277 (j). (See fig. 418.) 

WEAPONS: Jugoslav Field Gun: 7.65-cm F. K. 
304 (j), 28 Skoda. 


PROJECTILE: 

Caliber: 76.5 mm. 

Kind: Projectile. 

Type: A. P. 

Weight (loaded and fuzed): 18 pounds. 
Color: Machined metaL 

CHARGE: 

Number: T. 

W T eight: y 2 pound. 

Kind : TNT in cardboard container (!) 



Figure 419 — A. F. Projectile for 7 6.5-mm, 7.65-cm 
Pxgr. 277 (j) 
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TRACER: None. 

BOOSTER: Integral with fuze, 

FUZE: 

Nomenclature: Unknown. 

Type: B. D. 

H. E. PROJECTILE FOR 7.65-CM GUN 

GERMAN NOMENCLATURE: 7.65-cm Zt Z. 
Gr. M 19 (t). (See fig. 419.) 



Ftgvf 419—H. B. Fro/.Oi/. f or 7.65-cm Gun, 
7.65-cm Zl. Z. Gr. M 19 (H 


WEAPONS: 

Czech Field Gun: 7.65-cm F. K. 5/8 (t), Model 
5/8. 

Austrian Field Gun: 7.65-cm F. EL 5/8 (o). 
Model 5/8. 

Austrian Field Gun: 7.65-cm F. K. 17 (o) 
Model 17. 

Czech Field Gun: 7.65-cm F. K. 17 (t), Model 
17. 

Jugoslav Field Gun: 7-65-cm F. K. 300 (j), 
Model 5/8 (Skoda), 

Jugoslav Field Gun: 7.65-cm F. K. 303 (j), 
Model 17 (Skoda). 

PROJECTILE: 

Caliber: 7.65 mm. 

Kind: Projectile. 

Type: II. E. 

Weight (loaded and fuzed): 19 pounds. 

Color: Unpainted with red and black markings 
and red band around body. 

CHARGE: 

Number: TR. 

Weight: 2 y £ pounds. 

Kind: Cast TNT. 

TRACER: None. 

BOOSTER: Integral with fuze—without bore 
safety device. 

FUZE: 

Nomenclature : VZ 19. 

Type: Time (powder train). 

REMARKS: Very slight, if any, bourrelet. 

H. E. PROJECTILE FOR 76.5-MM GUN 

GERMAN NOMENCLATURE: 7.65-cm Sprgr. 
M25 (j). (See-fig. 420.) 

WEAPONS : 

Czech Field Gun: 7.65-cm F. K. 5/8 (t), Model 
5/8. 

Austrian Field Gun: 7.65-cm F. K. 5/8 (o), 
Model 5/8. 

Austrian Field Gun: 7.65-cm F. K. 17 (o), 
Model 17. 

Czech Field Gun: 7.65-cm F. K. 17 (t), Model 
17. 

Jugoslav Field Gun: 7.65-cm F. K. 300 (j), 
Model 5/8 (Skoda). 

Jugoslav Field Gun: 7.65-cm F. K. 303 (j), 
Model 17 (Skoda). 




o 


1 
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fuze plug 


GAINE. 


BURSTER 

CHARGE 


ROTATING 

BAND 


figure 420—H. f. Fro/tchT* for 76.5-mm Gun, 
7.65-cm Sprgr. M 25 (j) 

PROJECTILE: 

Caliber: 76.5 mm. 

Kind: Projectile. 

Type: H. E. 

Weight {loaded and fuzed): 12 pounds. 

Color: Brick red with bright red band below 
bourrelet. 

CHARGE; 

Number: None. 

Weight: 2 pounds. 


Kind : Unknown (believed to be picric acid). 
TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Unknown. 

Type: Unknown. 

H. E. PROJECTILE FOR 76.5-MM GUN 

GERMAN NOMENCLATURE: 8-cm A. Z. Gr. 
M. 30 (t) or 8-cm A. Z. Gr. 30 (t). (See 
fig. 421.) 


FUZE 


ACAMEP 


GA'NE 



SUPc-rc CHARGE 


ROTATING BANC 


Figur* 42 f—H. E. Frejtdilt lor 76.5-mm Gun, 8-cm 
A. Z. Gr. M 30 M or t-«n A. Z. Gr. 30 <f) 
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WEAPONS: 

Czech Field Gun: 8-cm F. K, 30 (t), Model 30. 

PROJECTILE: 

Caliber: 76.5 mm 
Kind: ShelL 
Type: H. E. 

Weight (loaded and fuzed): 18.2 pounds. 

Color: Machined metal or O. D. 

CHARGE: 

Number: 14 or TP. 



fiflwa 422—A. P. p ro/ertfle for «3_S-mm Gun, 
®.35-<nt Pigr. (f) 


Weight: 2.5 pounda. 

Kind: TNT poured. 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: A. Z. CHZR (t) or Z. Z. SKHZR 

( 0 . 

Type: P. D.; P. D. 

REMARKS: 

Non 1. This projectile is of German manufac¬ 
ture for the 8-cm F. K. 30 (t). 

Not* 2.— This projectile may have either Ger¬ 
man or Czech markings. 

A. P. PROJECTILE FOR 83.5-MM GUN 

GERMAN NOMENCLATURE: 9.45-cm P*gr. 
(t). (See fig. 422.) 

WEAPONS: 

Czech A. A. gun: 8.35-cm Flak M/22 (t), Model 

22 . 

PROJECTILE: 

Caliber: 83.5 mm. 

Kind : Shell. 

Type: A P. 

Weight (loaded and fuzed) : 22Vi pounds. 

Color: Black. 

CHARGE: 

Number: 16. 

Weight: Vi pound. 

Kind: TNT poured in aluminum container 
PETN/WAX (90/10) as exploder. 

TRACER: Yea. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Bd. Z. f 7.5-cm Pzgr. 

Type: B. D. 

H. E. PROJECTILE FOR 83.5-MM GUN 

GERMAN NOMENCLATURE: 8.35-cm. Gr. 

. 23/30 (t) ; 8.35-cm Gr. (t). (See fig. 423.) 
WEAPONS: 

Czech AA. Gun: 8.35-cm. Flak M/22 (t). Model 

22 . 

PROJECTILE: 

Caliber: 83.5-mm. 

Kind: ShelL 
Type: H. EL 



V 
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Hgvr* 423 H. F. Shot! for «JA-mm Gun, 83.5-mm 
® r 23/30 (l) or Mi-mm Gr. {/I 


Weight (loaded and fuzed) : 22.5 pounds. 
Color: Yellow or machined metal with red 
markings. 

CHARGE: 


Vj , CttCH OttKAN 

1Sumber .TTRP 13 

Weight-3.2 pounds. 

Kind: TNT pressed; Amato] (60/40) poured. 
TRACER: None. 


BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Dopp. Z. 23/30 (t). 

Type: Time. 

REMARKS; 

Note. 1 . — -This projectile may have either Czech 
or German markings and color. 

A. P. C. PROJECTILE, TYPE 39, 88-MM 

GERMAN NOMENCLATURE: Pzgr. Patr. 39 
Panzergranate Patrone 39), (See fig. 424 .) 



Figure 424 A. F. C. Frojecf/fe, Type 39, 88-mm 
Fz gr. Fo tr. 39 
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EMPLOYMENT: 8.8-cm Flat. 41 (Flugabwehr¬ 
kanone 41). Antiaircraft Gun 41. 

COMPLETE ROUND: 

45.5 inches, over-all length. 

46.0 pounds, total weight. 



Figure 425— H. E. Froj*<fiU, Typ* 1/4.5, 48-mm 
Sprgt. Fatr. 1/4 J IK*,J 


PROJECTILE, painted black with white tip. 

13.5 inches, over-all length. 

I. 037 inches, distance from base to band. 

0.469 inch, width of rotating bands. 

Two, number of rotating bands. 

3.437 inches, diameter of base. 

22.44 pounds, total weight 

2.12 ounces, Cyclonite bursting charge. 

Tracer present in fuze. 

. CARTRIDGE CASE (German nomenclature 

8.8-cm Flak. 41 (fixed). 

33.687 inches, over-all length. 

3.562 inches, diameter of neck. 

4.094 inches, diameter of shoulder. 

4.844 inches, diameter of base. 

II. 91 pounds, tubular Gudol propellant. 

C/22 primer. ' 

FUZE: Rase detonating fuze—Bd. Z. r 8.8-cm 
(unmarked). 

REMARKS: This is the “small cavity” type of 
German APCBCHE with Cyclonite bursting 
charge and & spring-loaded fuze. 

H. E. PROJECTILE TYPE 1/4.5, 88-MM 

GERMAN NOMENCLATURE: Sprgr. Patr. 
L/4.5 (Kz) (Sprenggranate Patrone Ladung/ 

4.5 [Kopfzunder]). (See fig. 425.) 

EMPLOYMENT: 

8.8-cm Flak 18 (Flugabwehrkanone 18), Anti¬ 
aircraft Gun 18. 

8.8-cm Flak 36 (Flugabwehrkanone 36), Anti¬ 
aircraft Gun 36. 

8.8-cm Flak 37 (Flugabwehrkanone 37), Anti¬ 
aircraft Gun 37. 

PROJECTILE, painted yellow or green: 

15.51 inches, over all length. 1.375 inches, dis¬ 
tance from base to rotating band. 

0.531 inch, width of lower rotating band. 

0.469 inch, width of upper rotating band. 

Two, number of rotating bands. 

3.446 inches, diameter of bourrelet. 

3.447 inches, diameter of base. 

20.35 pounds, total weight. 

1.9 pounds, weight of bursting charge. 

40/60 Amatol, type of bursting charge. 

C/98 booster. 

No tracer is present 
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CARTRIDGE CASE (German nomenclature 

6347 (fixed)): 

22.4 inches, over-all length. 

3.625 inches, diameter of neck. 

3.812 inches, diameter of shoulder. 

4.02 inches, diameter of base. 

11.625 pounds, weight of case. 

5.03 pounds, weight of propellant. 

Tubular Diglycol, type of propellant. 

C/12 nA primer. 

FUZE: Nose percussion fuze—A. Z. 23/28 or 
Mechanical time fuze—Zt. Z. 3/30. 

PACKAGING: 

Three rounds in wicker basket—123.0 pounds. 
One round in metal cylinder—47.3 pounds. 

REMARKS: All three weapons employ the same 
cartridge case. 

There are two types of this projectile. One has 
a screwed-in base plate and a bursting charge in 
a cardboard container. The other has a solid base 
and is poured filled. 

A. P. PROJECTILE FOR 88-MM ANTITANK 
GUN 

GERMAN NOMENCLATURE: 8.8-em Pzgr. 
Patr.41 (Panzergranate Pat rone 41). (Seefig. 
426.) 

EMPLOYMENT: 

8.8-cm Flak 36 (Flugabwchrkanone 36), Anti¬ 
aircraft Gun 36. 

8.8-cm Flak 41 (Flugabwehrknnone 43), Anti¬ 
aircraft Gun 41. 

PROJECTILE: 13.0 inches, over all length with¬ 
out fuze. 

1.375 inches, distance from rotating bands to 
base. 

0.48 inch, width of rotating bands. 

3.45 inches, diameter of base. 

22.8 pounds, total weight. 

CARTRIDGE CASE (German nomenclature 8.8 
cm Flak 41): 

33.625 inches, over-all length. 

3.55 inches, diameter of neck. 

4.1 inches, diameter of shoulder. 

4.65 inches, diameter of base. 

5.38 kg, weight of propellant. 

Type of propellant—Tubular Diglycol. 

C/22 electric primer. 

FUZE: Bd. Z. 5127. 


A. P. PROJECTILE WITH TUNGSTEN CARBIDE 
CORE (TYPE 40), 88-MM 

GERMAN NOMENCLATURE: 8.8-cm Pzgr. 40 
(Panzergranate 40). (See Fig. 427.) 

EMPLOYMENT: 

8.8-cm Flak 36 (Flugabwehrkanone 36), Anti¬ 
aircraft Gun 36. 

8.8-cm Flak 36 (Flugabwehrkanone 36). Anti¬ 
aircraft Gun 41. 

COMPLETE ROUND: Description of c/T is for 
Flak 36. 33.99 inches, over-all length. 



Figure 426 — A. P. Praiaetila for M-mm Antitank 
Gun, 88-cm Pxgr. Patr. 41 


RESTRICTED 


439 



/ 


GERMAN EXPLOSIVE ORDNANCE 



figure 427— A. F. FrojactiU with Tungsfn Carbide 
Core ( Typ e 40), flfl-mm, 8.8-cm Fxgr. 40 


PROJECTILE, painted black: 

12.75 inches, over-all length. 

1.166 inches', distance from base to band. 

0.437 inch, width of rotating bands. 

Two, number of rotating bands. 

3.437 inches, diameter of bourreJet 
3.562 inches, diameter of base. 

5.437 inches, length of tungsten carbide core. 

I. 406 inches, diumeter of core. 

4.25 pounds, weight of core. 

16.0 pounds, total weight. 

Tracer is present in base of projectile. 

CARTRIDGE CASE (German nomenclature. 
6347 (fixed)): 

22.4 inches, over-all length. 

3.625 inches, diameter of neck. 

3.812 inches, diameter of shoulder. 

4.02 inches, diameter of base. 

II. 625 pounds, weight of case. 


OP 1666 
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Diglycol, type of propellant. 

C/22 electric primer. 

FUZE: No fuze is employed. 

REMARKS: The cartridge case employed for 
Flak 41 is “8.8-cm Flak 41” (fixed). 

H. E. PROJECTILE, TYPE L/4.7, 88-MM 

GERMAN NOMENCLATURE: Sprgr. Patr. 
L/4.7 FES (Sprenggranate Patrone Ladung/ 
4.7 FES). (See fig. 428.) 

EMPLOYMENT': 

8.8-cm Flak 41 (Flugabwehrkanone 41), Anti¬ 
aircraft Gun 41. 

8.8-cm Flak 43 (Flugabwehrkanone 43), Anti¬ 
aircraft Gun 43. 

COMPLETE ROUND (description of c/r is for 

Flak 41): 

47.0 inches, over-all length. 

46.42 pounds, total weight. 

PROJECTILE, painted yellow: 

16.35 inches, over-all length. 

2.905 inches, distance from base to rotating 
band. 

0.51 inch, width of rotating bands—soft iron. 
Two, number of rotating bands. 

3.425 inches, diameter of bourrelet. 

3.031 inches, diameter of base. 

20.68 pounds, total weight. 

1.9 pounds, 40/60 Amatol bursting charge. 

CARTRIDGE CASE (German nomenclature 8.8- 
cm Flak 41 (fixed)): 

33.687 inches, over-all length. 

3.562 inches, diameter of neck. 

4.094 inches, diameter of shoulder. 

4.844 inches, diameter of base. 

Tubular Gudol propellant. 

C/22 electric primer. 

FUZE: Nose percussion fuze—A. Z. 23/2Rv or 
Mechanical time fuze—Zt. Z. s/30. 

REMARKS: No information is available on car¬ 
tridge case for Flak 43. 

. A. P. C. PROJECTILE FOR A. A. GUN 18, 
88-MM 

GERMAN NOMENCLATURE: Pzgr. Patr. m. 
Bd. Z. (Panzergranate Patrone mit Boden Zun- 
der). (See fig. 429.) 



figure 429—A. P. C. Projoctilo for A. A. Gun 18, 
88 -mm Pigr. Patr. m. Bd. 2. 


EMPLOYMENT: 

8.8-cm Flak 18 (Flugnbwehrkanone 18). Anti¬ 
aircraft Gun 18. 

8.8-cm Flak 36 (Flugabwehrkanone 36), Anti¬ 
aircraft Gun 36. 

8.8-cm Flak 37 (Flugabwehrkanone 37). Anti¬ 
aircraft Gun 37. 

COMPLETE ROUND: 

34.25 inches, over-all length. 

35.2 pounds, total weight. 


*WTB4 O—47 —to! 2 - 
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PROJECTILE painted black: 

13.25 inches, over-all length. 

0.469 inch, width of bimetallic rotating bands. 
Two, number of rotating bands. 

3.437 inches, diameter of base. 

•20.75 pounds, total weight. 

5.5 ounces, weight of bursting charge. 
TXT/WAX, type of bursting charge. 

Tracer is present in fuze. 



Figure 430—H. E. Shell for H-mm Gun, 
Sprgr. 43 


CARTRIDGE CASE (German nomenclature 
6347 (fixed)): 

22.4 inches, over all length. 

3.625 inches, diameter of neck. 

3.812 inches, diameter of shoulder. 

4.02 inches, diameteT of base. 

5.65 pounds, weight of propellant. 

Tubular Diglycol, type of propellant. 

FUZE: Base detonating fuze—Bd. Z. f. 8.8-cm. 
PACKAGING: Three rounds to a wicker basket. 
One round to a metal container. 

REMARKS: This projectile is the large cavity 
design of German A. P. C. 

H. E. PROJECTILE FOR 88-MM GUN 

GERMAN NOMENCLATURE: 8.8-cm 'Sprgr. 
43. (See fig. 430.) 

WEAPONS: 

German Tank Gun: 8.8-cm kw. K. 43. 

German Assault Gun:8.8-cm Stu. K.43 (L/71). 
German Antitank Gun: 8.8-cm Pak. 43, 43/41 
(L/71). 

PROJECTILE: 

Caliber: 88 mm. 

Kind: Shell. 

Type: II. E. 

Weight (loaded and fuzed): 21 pounds. 

Color: O. D. 

CHARGE: 

Number: 13. 

Weight: 2% pounds. 

Kind: Amatol 60/40 poured. 

TRACER: None. 

BOOSTER: Zdlg. Np. 10. 

FUZE: 

Nomenclature: A. Z. 23/28 ( 0.15); Dopp. Z. 
Type: P. D.; T. and P. 

A. P. PROJECTILE FOR 88-MM GUN 

GERMAN NOMENCLATURE: 8.8-cm Pzgr. 
39/43. (See fig. 431.) 

WEAPONS: 

German Antitank Gun: 8.8-cm Pak. 43. 
German Antitank Gun: 8.8-cm Pak. 43/41 
(L/71). 

German Tank Gun: 8.8-cm Kw. K. 43. 

German Assault Gun: 8.8-cm Stuka 43 (L/71). 
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Figuro 431 — A. P. Projmctiia for 88-rrm Gun, 6.8-cm 
Pzgr. 39/43 


PROJECTILE: 

Caliber: 88 mm. 

Kind: Shell. 

Type: Armor piercing. 

Weight (loaded and fuzed): 22.8 pounds. 
Color: Black with white nose. 

CHARGE: 

Number: 92. 

Weight: 0.3 pound. 

Kind: Cyclonite/wax (890/10) pressed in 
blocks wrapped in waxed paper. 


TRACER: Yes, in fuze. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Bd. Z. 5127. 

Type: B. D. 

H. E. PROJECTILE FOR 88-MM GUN 

GERMAN NOMENCLATURE: 8.8-cm Sprgr. 
Flak 41. (See fig. 432.) 



Figuro 432 — H. C. Projmctilt for 86-mm Gun, 
8.8-cm Sprgr. Flak 41 
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WEAPONS: 

German A. A. Gun: 8.8-cm Flak 41. 

PROJECTILE: 

Caliber: 88 mnj. 

Kind: Shell. 

Type: H. E. 

Weight (loaded and fuzed) :'20% pounds. 
Color: Yellow with black markings. 

CHARGE: 

Number: 13. 


fuze 


9URSTER 
CHARGE - 


GAINS 


tracer 



Figure 433 —Hollow Charge Projectile for 88-mm 
Tank Gun, 8.8-cm Gr. 39 H.L. 


Weight: l\/ 2 pounds. 

Kind: Amatol 60/40 poured. 

TRACER: None. 

BOOSTER? Np 10. 

FUZE: 

Nomenclature: Zt. Z. S/30 Fg 1 . 

Type: Time. 

REMARKS: 

Note 1 . —FES rotating band. 

Note 2.—Controlled fragmentation. 

HOLLOW CHARGE PROJECTILE FOR 88-MM 
TANK GUN 

GERMAN NOMENCLATURE: 8.8-cm Gr. 39 
H. L. (See fig. 433.) 

WEAPONS: 

German Tank Gun: 8.8-cm Kw. K 36 (L/56). 

PROJECTILE: 

Caliber: 88 nun. 

Kind: Shell. 

Type: Hollow charge. 

Weight (loaded and fuzed) : 17 pounds. 

Color: O. D. 

CHARGE:- 

Number: 91. 

Weight: 2 pounds. 

Kind: Cyclonite/wax (95/5) pressed in blocks 
wrapped in waxed paper. 

TRACER: Yes. 

BOOSTER: None. 

FUZE: 

Nomenclature: A. Z. 38. 

Type: P. D. 

H. E. PROJECTILE FOR 88-MM GUN 

GERMAN NOMENCLATURE: 8.8-cm Sprgr., 
L/4.5. (See fig. 434.) 

WEAPONS: 

German Tank Gun: 8.8-cm Kw. K 36. 

German A. A. gun: 8.8-cm Flak 18. 

German A. A. Gun: 8.8-cm Flak 36. 

German A. A. Gun: 8.8-cni Flak 37. 

Modified Russian A. A. Gun: 18.5/8.8-cm Flak 
39 (r). 

PROJECTILE: 

Caliber: 88 mm. 

Kind: Shell. 
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Figuro 434— H. £. Shall for 88-mm Gwn, 8.8-cm 
Sprgr. 1/4 J 

Type: H. E. 

Weight (loaded and fured): 20.5 pounds. 
Color: Yellow. 

CHARGE: 

Number: 13. 

Weight: 2 pounds. 

Kind: Amatol 60/40 poured. 

TRACER: None. 

BOOSTER: WlfNp 10. 

FUZE: 

Nomenclature: A. Z. 23/28. 

T^jrpe: P. D. 


REMARKS: 

Note 1.—FES rotating band. 

HIGH EXPLOSIVE PROJECTILE FOR 88-MM 
A. A. GUNS 

GERMAN NOMENCLATURE: 8.8-cm Sprgr. 
L/4.5 Zt. Z (Controlled Fragmentation). (See 
fig. 435.) 

WEAPONS: 

German Tank Gun: 8.8-cm Kw. K. 3G (L/56). 



Figure 435 —High Explotlva Frojactil* for 88-mm 
A. A. Gun», 8.8-cm Sprgr. 1/4.5 Zr.Z. 
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German A. A. Gun (Modified Russian): 8.S/8.8- 
cm Flak 39 (r). 

German A. A. Guns 8.8-cm Flak 18. 36, 37. 

PROJECTILE: 

Caliber: 88 mm. 

Kind: Shell. 

Type: EL E. 

Weight (loaded and fuzed) : 21 pounds. 

Color: Yellow. 



figure 436—Armor-Piercing Projectile for 0 8-mm 
Gun, 8.6 -cm Pzgr. 


CHARGE: 

Number: 13. 

Weight: 2 pounds. 

Kind: Amatol 60/40 poured. 

TRACER: None. 

BOOSTER: Gr. Zdlg. C/98 Np. 

FUZE: 

Nomenclature: Zt. Z. S/30. 

Type: Time. 

REMARKS: 

Note 1.— Shell has a circumferential groove just 
to rear of bourrelet, and 15 longitudinal grooves, 
equally spaced, extending from rotating band to 
just forward of bourrelet. Assumed purpose of 
grooves is to control fragmentation. Grooves may 
vary slightly between different shells. 

Not* 2—Rotating bands for this shell may be 
KPS or soft steel (FES), with two different con¬ 
tours. 

ARMOR PIERCING PROJECTILE FOR 88-MM 
GUN 

GERMAN NOMENCLATURE: 8.8-cm Pzgr. 

(See fig. 436.) 

WEAPONS: 

German A. A. Guns: 8.8-cm Flak 18,36, 37. ' 
German A. A. Gun (Modified Russian) 8.5/B.8- 
cm Flak 39 (r). 

PROJECTILE: 

Caliber: 88 mm. 

Kind: Projectile. 

Type: Armor-piercing. 

Weight: 21 pounds (loaded and fuzed). 

Color: Black with red markings. 

CHARGE: 

Number: 28. 

Weight: V& pound (approximately). 

Kind: TNT/WAX (90/10> and PETN/WAX 
(90/10) pressed in blocks in aluminum con¬ 
tainer. 

TRACER: Yes. but no number. 

BOOSTER: Integral with charge. 

FUZE: 

Nomenclature: Bd. Z. f. 8.8-cm Pzgr. 

Type: B. D. 

A. P. PROJECTILE FOR 88-MM A. A. GUN 

GERMAN NOMENCLATURE: 8.8-cm Pzgr. 
39/1. (See fig. 437.) 
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TfiACER UNIT 


figure 437— A. F. Projoctil* for 68-mm Gun, 8.8-tm Pxgr. 39/1 


WEAPONS: 

German Antitank Gun: 8.8-cm Pak. 43. 

German Antitank Gun (self propelled) : 8.8-cm 
Pak. 43/41<L/71). 

German Tank Gun: 8.8-cm Kw. K. 43. 

German Antitank Gun (Self propelled): 8.8-cm 
Stu. K. 43 (L/71). 

PROJECTILE: 

Caliber: 88 i»m. 

Kind: Projectile. 

Type: A. P. 


Weight: 22y 2 pounds (loaded and fuzed). 
Color: Black with red markings and white tip 
at nose. 

CHARGE: 

Number: 92. 

Weight: ^ pound. 

Kind: Cyclonite/wax (90/10) pressed in blocks 
wrapped in waxed paper. 

TRACER: Yes. Marked U L”. 

BOOSTER: Integral with charge. 
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figure 438 — A. 9. Projectile for 81-miti Gun, 8.8-cm 
Pigr. 39 

FUZE: 

Nomenclature: Bd. Z. 5127. 

Type: B. D. 

REMARKS: FES rotating band. 

ARMOR PIERCING PROJECTILE FOR 88-MM 
GUNS 

GERMAN NOMENCLATURE: 8.8-cm Pzgr. 
•39. (See fig. 438.) 

WEAPONS: 

German A. A. Guns: 8.8-cm Flak 18, 36, 37. 


German Tank Gun: 8.8-cm Kw. K. 36 (L/56). 
German A. A. Gun (Modified Russian): 8.5/ 

8.8-cm Flak 39 (r). 

PROJECTILE: 

Caliber: 88 mm. 

Kind: Projectile. 

Type: Armor-piercing. 

Weight: 22 pounds (loaded and fuzed). 

Color: Black with red markings. 

CHARGE: 

Number: 92, 

Weight: y 4 pound. 

Kind: Cyclonite/wax (90/10) pressed in blocks 
wrapped in wax paper. 

TRACER: Yes, marked “AB.” 

BOOSTER: Integral with charge. 

FUZE: 

Nomenclature: Bd. Z. 5103 or Bd. Z. 5103/1. 
Type: B. D. 

INCENDIARY SHRAPNEL PROJECTILE FOR 
88-MM A. A. GUN 

GERMAN NOMENCLATURE: 8.8cm Gr. Br. 

Schr. Flak. (See fig. 439.) 

WEAPONS: 

German Antiaircraft Gun: 

8.8-cm Flak 18. 

8.8-cm Flak 36. 

8.8-cm Flak 37. 

PROJECTILE: 

Caliber: 88 min. 

Kind: Shell. 

Type: Incendiary shrapnel. • 

Weight: 20 pounds (loaded and fuzed). 

Color: 

Body—blue, ogive—red. 

Fuze—unpainted with green tip. 
EXPELLING CHARGE: 

Weight: 2 ounces (approximately). 

Kind: Smokeless powder. 

BURSTING CHARGE: 

Number: 

Weight: 4 ounces (approximately). 

Kind: TNT or Amatol and Wax pressed in 
pellets. 

INCENDIARY CHARGE: 

Dimensions: 

Length: 1.14 inches. 

Diameter: 0.58 inch. 

Number of pellets: 72. 
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f/ 8 w. 439_/„c.nd;or,r Shrapn*1 Shall for 88-mm A. A. Gun, Gr. Br. Schr. F/ofc 


Composition: 

Barium nitrate, 48 percent. 
Magnesium alloy, 24.G percent. 
Aluminum alloy, 24.6 percent. 
Acid insoluble, 2.8 percent. 


1 RACER: None. 

BOOSTER: None. 

FUZE: 

Nomenclature: Zt. Z. S/30 Kurz. 
Type: Time. 
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Figuro 440—Hollow Charge FrojoctHo, 100 -mm, 10-em 39 Rot HI/B 1FH It 


Hl/B HOLLOW CHARGE PROJECTILE 10-CM 

GERMAN NOMENCLATURE: 39 rot Hl/B 
1FH 18 (Sprengladung). (See fig. 440.) 

PROJECTILE: 18.9 inches, over-all length. 
Semi-Spherical cone. 

Steel cavity liner. 

Filling. RDX, 95.1 percent; Wax, 4.9 percent 
FUZE: A. Z. 38. 

REMARKS: Performance against homogeneous 
armour; 155-mm (static) 100-mra (dynamic). 


Label on shipping box: Sprengladung d.lO-ciu 
Gr. 39 Hl/B, Versch. H5 42 cwg 91 541/42. 

HT/C HOLLOW CHARGE PROJECTILE 10-CM 

GERMAN NOMENCLATURE: 39 rot Hl/C 
lFH 18 (Sprengladung). (See fig. 441.) 

PROJECTILE: 18.9 inches, overall length. 
Semiphericnl cone. 

Steel cavity liner. 

Filling, RDX, 95.1 percent; Wax, 4.9 percent 
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T-MAIN FILLING 
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I*-ALUMINUM TUBE 


PLASTIC WASHER 


Figura 441—H. E. Hollow Charga Pnjactlla, 
100-mm, 10-cm 39 Hot HI/C 1FH IB 

FUZE : A. Z. 38. 

REMARKS : Performance against homogeneous 
armour; 155-mm (static) 100-mm (dynamic). 
Label on shipping box: Sprengladung d.lO-cm 
Or. 39 Hl/B, Versch. Ho 42, cwg 91 55/43. 

H. E. PROJECTILE FOR 100-MM HOWITZER 

GERMAN NOMENCLATURE: 10-cm Dopp. Z. 
Gr. M. 21 (t) or 10-cm Dopp. Z. Gr. 21 (t). 
(See fig. 442.) 



! 


WEAPONS: 

Czech Light Field Howitzer: 10-cm le. F. H. 
14/19 (t), Model 14/19. 

Polish Light Field Howitzer: 10-cm le. F. H. 
14/19 (p), Model 14/19. 

Jugoslav Light Field Howitzer: 10-cm le. F. H 
31C (j), Model 14/19 (Skoda). 

Jugoslav Light Field Howitzer: 10-cm le. F H 
317 (j), Model 28 (Skoda). 



Flgvra 442 — H. E. Profactila for 100-mm Howtliar, 
10-cm Dopp. Z. Qr.M. 21 (f) 
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PROJECTILE: 

Caliber: 100 mm. 

Kind: Shell. 

Type; H. E. 

Weight: ilS.3 pounds (loaded and fuzed). 
Color: Machined metal with red markings. 

CHARGE: 

Number: TTR. 

Weight: 3.5 pounds. 

Kind: TXT pressed. 


TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Dopp. Z. 21 (t). 

Type: T. and P. 

REMARKS: 

Note I. — Red band around body of projectile at 
ogive indicates T. and P. fuze. 

Note 2.—This round may also be fired from the 
10-cra Geb. H. M. 16/19 (t) which is a Czech moun¬ 
tain Howitzer. 



fu ze 


BUHSteR CHARGE 


ROTATING 

BAND 


H. E. PROJECTILE FOR 10O-MM HOWITZER 

GERMAN NOMENCLATURE: 10-cm Sprgr. 
(Dopp. Z) 311 (j). (See fig. 443.) 

WEAPONS: 

Jugoslav Light Field Howitzer: 10-cm le. F. H. 

317/1 (j), Model 28 (Skoda). 

Jugoslav Mountain Howitzer: 10-cm Geb. H. 

317/2, Model 28 (Skoda). 

Czech Light Field Howitzer: 10-cm le. F. H. 
14/19 (t), Model 14/19. 

Polish Light Field Howitzer: 10-cm le. F. H. 

14/19 (p), Model 14/19. 

Jugoslav Light Field Howitzer: 10-cm le. F, EL 
316 (t), Model 14/19 (Skoda). 

PROJECTILE: 

Caliber: 100 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 36.75 pounds (loaded and fuzed). 
Color: Yellow—unpainted on the boat tail and 
bourrelet. 

CHARGE: 

Number: T. 

Weight: 3.50 pounds. 

Kind: TNT (?). 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Dopp. Z. VG-Skr (t); Dopp. Z. 
VC-Cr (t). 

Type: T. and P.; T. and P. 

H. E. PROJECTILE FOR TOO-MM HOWITZER 


Figure 443 —H. f. f rtj/ecfii* for ? 00-mm Howitzer, 
10-cm Sprgr. {Dopp. Z.) 31 ? (j! 


GERMAN NOMENCLATURE: 10-cm Sprgr. 
(A. Z.) 310 (j). (See fig. 444) 


i 


[ 

I 
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Figure 444 — H. E. Projectile tor JOO-mm Howitzer, 
10-cm Sprgr. IA. Z.l 310 (j) 

WEAPONS: 

Czech Light Field Howitzer: 10-cm le. F. H. 
14/19 (t). Model 14/19. 

Polish Light Field Howitzer: 10-cm le. F. H. 

14/19 (p), Model 14/19. 

Jugoslav Light Field Howitzer: 10-cm le. F. H. 

316 (j), Model 14/19 (Skoda). 

Jugoslav Light Field Howitzer: 10-cm le. F. H 
317/1 (j), Model 28 (Skoda). 

Jugoslav Mountain Howitzer: 10-cm Geb. H. 
317/2 (j), Model 28 (Skoda). 


PROJECTILE: 

Caliber: 100 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 32 pounds. 

Color: Yellow. 

CHARGE: 

Number: T. 

Weight: 4.5 pounds. 

Kind: TNT( ?) 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: A. Z. CHZR (t): A. Z. SKHZR 
(t). P. D.;P.D. 

REMARKS: 

Note 1.—The two Czech P. D. fuzes listed above 
are identical to the fuzes in the Jugoslav pro¬ 
jectile, 10-cm Sprgr. (A. Z.) 310 (j). 

H. E. PROJECTILE FOR 700-MM HOWITZER 

GERMAN NOMENCLATURE: 10-cm Dopp. Z. 
Gr. 30(t). (See fig. 445.) 

WEAPONS: 

Czech Light Field Howitzer: 10-cm le. F. H. 

14/19 (t). Model 14/19. 

Polish Light Field Howitzer: 10-cm le F H 
14/19 (p), Model 14/19. 

Jugoslav Light Field Howitzer: 10-cm le. F. H. 

316 (j). Model 14/19 (Skoda). 

Jugoslav Light Field Howitzer: 10-cm le. F. H. 

317 (j), Model 28 (Skoda). 

Czech Light Field Howitzer: 10-cm le. F. H. 30 
(t). Model 30. 

PROJECTILE: 

Ooliber: 100 mm. 

Kind: Shell. 

Type: H. E. 

Weight : 35.3 pounds (loaded and fuzed). 
Color: O. I). or machined metnl with red mark¬ 
ings. 

CHARGE: 

Number: 14. 

Weight: 3.5 pounds. 

Kind: TNT poured. 

TRACER: None. 

BOOSTER: Integral witli fuze. 
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Figure 445 — H. F. Profacfi/a for I OO-mm Howllzor, 
10-c«n Dopp. Z. Gr. 30 If) 

FUZE: 

Nomenclature: Dopp. Z. VG-SK R (t); Dopp. 

Z. VG-CR(t). 

Type: T. and P. ; T. and P. 

REMARKS: 

Note 1.—Red band on projectile indicates T. and 
P. fuze. 

H. E. PROJECTILE FOR 10O-MM HOWITZER 

GERMAN NOMENCLATURE: 10-cm Spr. Gr. 
38 rum. (See fig. 446.) 


WEAPONS: 

Czech Light Field Howitzer: 10-cm le. F. H. 
14/19 (t), Model 14/19. 

Polish Light Field Howitzer: 10-cm le. F. H. 
14/19 (p), Model 14/19. 

Jugoslav Light Field Howitzer: 10-cm le. F. H. 

316 (j), Model 14/19 (Skoda). 

Jugoslav Light Field Howitzer: 10-cm le. F. H. 

317 (j), Model 28 (Skoda). 



Flgur* 444—H. E. Projectile for 10O-mm Howitsor, 
10-cm. Spr. Gr. 36 rvm 
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PROJECTILE: 

Caliber: 100 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 30.0 pounds (loaded and fuzed). 

Color: O. I). 

CHARGE: 

Number: 13A. 

Weight: 3 pounds. 

Kind: Amatol 50/50. 

TRACER: None. 

BOOSTER: hlu Np 10 or wlf Np 10. 

FUZE: 

Nomenclature: AZ. 23. 

Type: P. D. 

REMARKS: 

Note 1.—Bimetallic rotating band—FEW. 

Note 2.— This projectile is of German manu¬ 
facture and apparently made to supplement the 
diminishing supply of rounds for the above 
weapons. 

H. E. PROJECTILE FOR 100-MM HOWITZER 

GERMAN NOMENCLATURE: 10-cm Stg. Gr. 

(p). (See fig. 447.) 

WEAPONS: 

Czech Light Field Howitzer: 10-cm le. F. H. 

14/19 (t). Model 14/19. 

Polish Light Field Howitzer: 10-cm le. F. H. 

14/19 (p), Model 14/19. 

Jugoslav Light Field Howitzer: 10-cm le. F. H. 

316 (j), Model 14/19 (Skoda). 

Jugoslav Light Field Howitzer: 10-cm le. H. 

317 (j). Model 2S (Skoda). 

PROJECTILE: 

Caliber: 100 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 32 pounds (loaded and fuzed). 
COLOR: Yellow. 

CHARGE: 

Number: Tt. 

Weight: 5 pounds. 

Kind: TNT (f) 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: 

(1) A. Z. 24/31 R. Y.GM. 18. 

(2) A. Z. 24/31 M. 99/15 B. Z. 

(3) A. Z. 24/31 M, 9/15 K. Z. 



Figure 447 — H. E. Projectile for 100-mm Howitzer, 
10-cm Stg. Gr. (p) 

(4) A. Z. 24/31 M. 99/15 D. Z. 

(5) Dopp. Z. 24/31. AM 18. 

(6) Dopp. Z. 24/31, LDM 31. 

Type: 

(1) P. D. (4) P. D. 

(2) P. D. (5) T. and P. 

(3) P. D. (6) T. and P. 

REMARKS: 

Note 1 . —The marking ‘‘Tt" for shell charge is 
believed to denote TNT. 
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Figure 448 — H. E. Shell for lOJ-mm G an, 10-em 
Gr. IP 

H. E. PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: 10-cm Gr. 19. 

(Sec fig. 448.) 

WEAPONS: 

German Gun : S. LO-cm K 18. 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 

W eight: 34.4 pounds (loaded and fuzed). 

Color: O. D. 


CHARGE: 

Number: 13A. 

Weight: 3.5 pounds. 

Kind: Amatol 50/50. 

TRACER. None. 

BOOSTER: hlu Np 10 St. 

FUZE: 

Nomenclature: A. Z. 23 v (0.25), (0.15); Dopp 
S/60 p. D. 



Figvro 449 — A. P. Shell for 105~mm Howitzer, 
J0-tm Pzgr. 
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REMARKS: 

Note 1 . —Projectile has two rotating bands. 

A. P. PROJECTILE FOR 105-MM HOWITZER 

GERMAN NOMENCLATURE: 10-cm Pzgr. 

(See fig. 449.) 

WEAPONS: 

German Light Field Howitzer: 
le. F. H. 18. 
le. F.H. 18/1. 
le. F. H. 18/2. 
le F. H. 18 mM. 
le. F. H. 18/39. 
le. F. H. 18/40. 
le. F. H. 16. 

PROJECTILE: 

Caliber: 105 mm 
Kind: Shell. 

Tj-pe: A. P. 

Weight: 30.9 (loaded and fuzed). 

Color: Black with red markings. 

CHARGE: 

Number: 16. 

Weight: 1.5 lbs. 

Kind. TNT poured in aluminum container plus 
PETN/wax 90/10) as exploder. 

TRACER: In base of fuze. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Bd. Z. Fiir 10-cm. Pzgr. 

Type: Base. 

H. E. PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: F. H. Gr. rot. 

(See fig. 450.) 

WEAPONS: 

German Gun: 

10-cm K 17/04 n A. 

10-cm K 17. 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 33.07 pounds, (loaded ami fuzed). 
Color: O. D. with red band at rotating band 
CHARGE: 

Number: la. 

Weight : 3 pounds. 

Kind : TNT pressed in blocks in cardbonrd con¬ 
tainer. 



Figure 450 —H. B. Projectile tor 105-mm Gun, F. H. 
Gr. Rot 

TRACER: None. 

BOOSTER: wlf Np. 10. 

FUZE: 

Nomenclature: A. Z. 23v, (0.25), (0.15); Popp. 
Z. S/60s. 

Type: P. D. or T. and P. 

REMARKS: 

Note 1.—Red band around the projectile at ro¬ 
tating bund indicates high velocity round. 


689704 O—67—tol. 2-8 
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figuro 451 —Hollow Chargm Projoctilo for 105-mm 
Howitior, 10.5-em K. HL/C Granof* 39 FES 

HOLLOW CHARGE PROJECTILE FOR 105-MM 
HOWITZER 

GERMAN NOMENCLATURE: 10.5-cm K. 
HL/C Granule 39 FES (f). {See fig. 451.) 

WEAPONS: 

French Light Field Howitzer: le. F. H. 324 
(f), Model: CHS; 324 {£) C35B. 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 


Type: Hollow charge. 

Weight: 26.45 pounds (loaded and fuzed). 
Color: O. D., red bund around body of rotating 
band. 

CHARGE: 

Number: 91. 

Weight: 3.3 pounds. 

Kind: Cyclonite wax (95/5). 

TRACER: None. 

BOOSTER: Integral with fuze. 



Figuro 452 — A. P. Projmttilm, f 05-mm, JO-cm Pxgr. 
Pot FES 
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FUZE: 

Nomenclature : A. Z. 38; A. 2. 38 St. 

Type: P. D. 

ARMOR PIERCING PROJECTILE FOR 105-MM 
GUN 

GERMAN NOMENCLATURE: 10-cm Pzgr. rot 
FES. (See fig. 452). 

WEAPONS: German Medium Gun: s. 10-cm K 
18. 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: A. P. 

Weight: 34% pounds (loaded and fuzed). 
Color: Black. 

CHARGE: 

Number: 86. 

Weight: % pound. 

Kind: Ethyl/enediamine dinitrate/eyclonite/ 
wax (46/18/36) pressed in blocks wrapped in 
waxed paper in aluminum container. 
TRACER: Yes. 

BOOSTER: Integral with charge. 

FUZE: 

Nomenclature: Bd. Z. F. 10-cm Pzgr. 

Type: Base. 

ARMOR PIERCING PROJECTILE FOR 105-MM 
GUN 

GERMAN NOMENCLATURE: 10-cm Pzgr. 

(f). (See fig. 453). 

WEAPONS: 

French Medium Gun: 10.5-om K 331 (f) 1013 S. 
Polish Medium Gun: 10.5-cm K 13 (p) 13. 
Belgian Medium Gun: 10.5-cm K 333 (b) L 
13 S. 

Jugoslav Medium Gun: 10.5-cm K 338 (j) 13 

(Schneider). 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Projectile. 

Type: A. P. 

Weight: 31 pounds (loaded and fuzed). 

Color: Black with red markings. 

CHARGE: 

Number: 16. 

Weight: ^ pound. 

Kind: TNT poured in aluminum container 
PETN/W ax (90/10) as exploder. 



Figure 453 —A. P. Projectile, 105-mm, 10-cm 
Pigr. 1/1 

TRACER: No. 5. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Bd. Z. f. 10-cm Pzgr. 

Type: B. D. 

REMARKS: 

Note 1 .— KPS rotating band. 

H. E. PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: 10.5-cm Sprgr. 
43 (PG). (See fig. 454.) 
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Figure 454 — H. E. Projectile, 105-mm, 10-tm Sprgr. 
43 (PGI 

WEAPONS: 

German Light Field Howitzer: le. F. II. 18, 18/1, 
18/2, 18 rn.M, 18/39. 18/40. 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 32% pounds (loaded and fuzed). 
Color: Brick red. 

CHARGE: 

Number: 9. 


Weight: 3 pounds. 

Kind: Unknown (believed to be TNT/Wax). 
TRACER: None. 

BOOSTER: Np 10. 

FUZE: 

Nomenclature: A. S. 23 (0.15). 

Type: P. D. 

REMARKS: 

Note 1,—Contains R 11 smoke box. 



Figure 455 — H. E. Projectile lor 105-mm Light Field 
Howitzer, F. H. Cr. 39 Stg. FES 
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H. E. PROJECTILE FOR 105-MM LIGHT FIELD 
HOWITZER 

GERMAN NOMENCLATURE : F. H. Gr. 38 Stg. 
FES. (See fig. 455.) 

WEAPONS: 

German Light Field Howitzer: le. F. H. 16. 
le. F. H. 18,18/1, 18/2 18 m.M., 18/39, 18/40. 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 33V£ pounds (loaded and fuzed). 

Color: O. D. 

CHARGE: 

Number: 13A. 

Weight: 4 pounds. 

Kind: Amatol (50/50). 

TRACER: None. 

ROOSTER: Np 10. 

FUZE: 

Nomenclature: 

(1) A. Z. 23 (0.15 or 0.25). 

(2) Dopp. Z. S/60s, 

(3) Dopp. Z. S/60 FI. 

(4) A. Z. 1 (0.15). 

Type: 

(1) P. D. 

(2) T. and P. 

(3) T. and P. 

(4) P. D. 

REMARKS: 

Note 1.—Shell contains R U smoke box. 

H. E. PROJECTILE FOR 105-MM HOWITZER 

GERMAN NOMENCLATURE: 10.5-cm Gr. 324 
(f). (See fig. 456.) 

WEAPONS: 

French Light Field Howitzer: 
le.F. H. 324 (f),Model C 34 S. 
le. F. H. 344 (f), Model C 35 B. 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 



Frgvrt 456—H. f. frojectile for 105 -mm Howitzer, 
10.5-cm Gr. 324 If) 

W eight: 34.6 pounds (loaded and fuzed). 

Color: Yellow-brown or red body with yellow 
olive. 

CHARGE: 

Number: 13 (German); or MF (French). 
Weight : 3.5 pounds. 

Kind : Amatol 60/40 (German); picric acid, cast 
(French). 

TRACER: None. 

BOOSTER: Booster integral with fuze. 
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FUZE: 


XoMENCLATlJUt: 

(itlHil FlCXCH 

24/31 RYG 18 I 


(1) A. Z. ‘251 (f) 
oV 

(2) A. Z. 253 (f) 
(Kz. V.) 

( 3) Dopp. Z. 445 

(ft 

(4) Zt. Z. 417 (f) 
Type: 

(1) P. D. 

(2) P. D. 
REMARKS: 


24/41 RYG 18 CR 
•24/31 LD 17 
•24/31 LD 18 

(3) T. and P. 

(4) T. 


Note l.—Insert band on bourreiet. 

Note *2.—The le. F. H. 324 (f) and 325 (f) 
weapons are actively being used by German manu¬ 
factured projectiles. 


PROPAGANDA PROJECTILE FOR 105-MM 
HOWITZER 

GERMAN NOMENCLATURE: 10-cm Weiss 
Rot Gesehoss. (See fig. 457.) 

WEAPONS: 

German Light Field Howitzer: 
le. F. H. 18. 
le. F. H. 18/1. 
le F. H. 18/2. 
le. F. H. 18m. M. 
le. F. H. 18/39. 
le. F. H. 18/40. 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: Propaganda. 

Weight: 28% pounds (loaded and fuzed). 

Weight less leaflets—27% pounds. 

Color: Red bodv, white ogive. 

CHARGE: 

Number: None. 

Weight: % pound. 

Kind: Black powder in wooden block. 
TRACER: None. 

BOOSTER: None. 

Nomenclature : Dopp. Z. s/60 FI. 

Type: T. and P. 

REMARKS: 

Note l.—Shell contained roll of two types of 
leaflets. 

Note 2. Marking ‘‘El* in black letters on op¬ 
posite sides of shell body. 


H. E. PROJECTILE FOR 105-MM ITALIAN GUN 

BRITISH NOMENCLATURE: Italian 105-mm 
28-cal H. E. Shell. (See fig. 458.) 

WEAPONS: 

Italian Gun: 10.5-sm K338 (i) 105/28.. 
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Figaro 457—Propaganda Projottilo fat 105-mm 
Howitzer, JO-cm Waits, Pol Gtidion 
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Figurt 458— H. E. Sh nil lor 105-mm Italian Gun, 
Italian 105-mm, 28-C at. H. E. 


PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 30 |>oundx (loaded mid fuzed). 

Color: Gray with orange ogive and green band 
just forward of rotating band. 

CHARGE: 

Weight: 6 pounds. 

Kind: Tritolo (TNT) or Amatolo (Amatol) 
80/20. 

TRACER: None. 


__ PROJECTILES 

BOOSTER: Det. Sec. AE No. 2 Mod 38. 

FUZE: 

Nomenclature : I. O. Mod 40 P. C. 

Type: P. D. 

H. E. PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: l0.3-cm Sprgr. 
348 (f) (French 3ti). (See fig. 459.) 



Figuro 459—H. E. Frojoctilo, 105-mm, 10.5-cm 
Sprgr. 348 </> (French 36) 
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WEAPONS: 

French Gun: 10.5-cm K 322 (f), Model L-36 S. 


PROJECTILE: 

Caliber: 105 mm. 

Kind : Shell. 

Type: H. E, 

Weight: 34.5 pounds (15.48 kg). Empty, 
28.75 pounds. 



Figure 460 —Sfor Shmll, 105 -mm, 10.5-cm Li. G*. F£S 


Color: Yellow, 

CHARGE: 

Number: DM (French). 

Weight: 5.75 pounds. 

Kind: Dinitronaphthaline. 

TRACER; None. 

BOOSTER: Integral with fuze. 

ADAPTER: LJT. Mle. 1915 Tvpe B. 

FUZE: 

Nomenclature 

Ooican French 

( 1 ) A. Z. 251 (f) (1) 24/31 RYG 18 I 

o. V. 

(2) A. L. 253 (f) (2) 24/31 RYG 18 CR 

Kz- V. (3) 24/31 LD 17 (a. r. 

(3) Dopp. Z. 446 r.) 

(f) m. verst F. 

Type: (l) P. D. (2) P. D. (3) T. and P. 

STAR PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: 10.5-cm Lt. Gs. 

FES. (See fig. 460.) 

WEAPONS: 

French Gun: 10.5-cm K. 331 (f), Model L Mle 
1913 S. 

Polish Gun: 10.5-cm K. 13 (p), Model 13. 
Belgian Gun: 18.5-cm K. 333 (b),Model L13 S. 
Jugoslav Gun: 10.5-cm K. 331 (j), Model 13 S. 
PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Weight: 31.3 pounds (loaded and fuzed). 
Color: Light green. 

CHARGE: 

Kind: Small expelling charge. 

TRACER: None. 

BOOSTER: Primer relay to ignite expelling 
charge. 

FUZE: 

Nomenclature: Dopp. Z. S/'60 v. 

Type: T. and P. 

REMARKS: 

Note l.—The parachute and illuminating con¬ 
tainer are base ejected, 

H. E. PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: F. H. Gr. 38 
FES. (See fig. 461.) 

WEAPONS: 

German Light Field Howitzer: 
le. F. H. 18. 
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Figure 461—4i. E. Pro jet tile, 105-mm, 10.5-cm f. H. 
Gr. 38 FES 


le. F. H. 18/1. 
le. F. H. 18/2. 

le. F. H. in. m. (muzzle brake), 
le. F. H. 18/39. 
le. F. H. 18/40. 

PROJECTILE: 

Caliber: 105 min. 

Kind: Shell. 

Type: H. E. 

Weight: 33,08 pounds (loaded and fuzed). 
Color: O. D. 


__ PROJECTILES 

CHARGE: 

Number: 13. 

Weight: 3 pounds. 

Kind: Amatol 50/50. 

TRACER: 

BOOSTER: Grid Np. 10. 

FUZE: 

Nomenclature: A. S. 23 (0.15) or (0.25); Dopp 
Zs/00 F. IT. 

Type: P. D. 


H. E. PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: 10.5-cm Gr. 

340(f). (See fig. 462.) 

WEAPONS: 

French Gun: 10.5-cm K. 331 (f), Model L Mle 
1913S. 

Polish Gun: 10.5-cm K. 13 (p), Model 13. 
Belgian Gun: 10.5-cm K. 333 (b), Model L 13 
S. 

Jugoslav Gun: 10.5-cm K. 338 (j), Model S. 
PROJECTILE. 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 35.5 pounds (loaded and fuzed). 
Color: Bodv, brick red, olive-yellow. 
CHARGE: 

Number: S. 

Weight: 7 pounds. 

Kind: Tolite. 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 


Nomenclatvke 

Grams 


Fmca 


(1) A. Z. 235 (f) 

(2) A. Z.237 (f) 

(3) A. Z.251 (f) o. 
V. 


(1) 24/31 99 

(2) 24/31 99-08 

(3) 24/31 RYG 18 


(4) A. Z. 253 (f) 
Kz. V. 

(5) n A. Z. 257 (f) 
Kz. V. 

(«) A.Z. 261 (f) 
(7) A. Z. 277 (f) 
Kz. V. 


(4) 24/31 RYG 18 CR 

(5) 24/31 RY 17 CR 

(6) 24/31 JAL 16 

(7) 24/31 JAL Hi 


(8) 281 (f) o. V. 

(9) Dopp. Z. 445 
(0 

(10) Zt.Z. 417 (f) 


(8) 24/31 TCAL20 J 

(9) 24 '31 LI) 17 

(10) 24/31 LI) 18 
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Figurt 462—H. E. ProjpcMf* for French lOS-mm 
How Uxor, 10.5 -cm Gr. 346 (#1 

Type (l) P. D. (*2) P. D. (3) P. D. (4) P. D. 
<•'») P. D. ((») P. D. (7) P. D. (8) P. D. 
(9) T. and P. (10) T. 

H. E. PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: 10.5-cm K. Spr 
38 (f). (See fig. 463.) 

WEAPONS: 

French Gun:K. 331 (f),LlD13S. 

Polish Gun: K. 13 (p), 13.. 


Belgiun Gun: K. 333 (h), L 13 S. 

Jugoslav Gun: K. 3<'J« (j), 13 S. 

PROJECTILE: 

Caliber: 105 nun. 

Kind: Shell. 

Type: H. E. 

Weight: 33.016 pounds (loaded and fuzed). 
Color: O. D. 

CHARGE: 

Number: 13 A. 



Flgvro 463 — H. E. Project//*, (05-mm, 10.5-cm K. 
Spr. 34 (f) 
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Weight : 4.0 pounds. 

Kind: Amatol 50/50. 

TRACER: None. 

BOOSTER: None. 

FUZE: 

Nomenclature: A. Z. 23 (0.15) Dopp. s/f>0 T. 

and P. 

Type: P. D. 

REMARKS: 

Note 1 . —This round is of German manufacture 
for the above-listed weapons. 

Note 2. The FEW stenciled on the body of the 
projectile in white letteTs denotes a soft iron ro¬ 
tating band. 


H. E. PROJECTILE FOR 105-MM GUN 

GERMAN NOMENCLATURE: 10.5-cm FES 
Gr. 345 (f). (See fig. 464.) 

WEAPONS: 

French Gun: 10.5-cm K. 331 (f), L Mle 1913 S. 
Polish Gun: 10.5-cm K. 13 (p), Model 13. 
Belgian Gun: 10.5-cm K. 333 (b). Model L 13 

s. 

Jugoslav Gun: 10.5-cm K. 338 (j), Model 13 S 
PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 34 pounds (loaded and fuzed). 

Color: Yellow with white band around body, 
black markings. 

CHARGE: 

Number: M. 

Weight • 5^4 pounds. 

Kind: Melinite. 

TRACER: None, 

BOOSTER : Integral with fuze. 

FUZE: 


XoMEN CI.A TURK 

Gebuan 


(1) A. Z. 235 (f) 

(2) A. Z. 237 (f) 

(3) A. Z. 251 (f) 
o. V. 

(4) A. Z. 253 (f) 
Kz. 

(5) A. Z. 257 (f) 
Kz. V 

(6) A. Z. 261 (f) 

(7) Dopp. Z. 445 

(f) 


F’mnch 

(1) 24/31 99 

(2) 24/31 99-08 

(3) 24/31 RYG 18J 

(4) 24/31 RYG 18CR 

(5) 24/31 RY 17CR 

(6) 24/31 JAL 16 

(7) 24/31 DI) 17 



Figur* 464 — H. f. Frojetfih, 10.5-cm FES 

Gr. 345 HI 


Type: 

(1) P. D. (5) P. D. 

(21 P. D. (6) P. D. 

(3) P. D. (7) T. and P. 

(4) P. D. 

H. E. PROJECTILE FOR 105-MM 
ANTIAIRCRAFT GUN 

GERMAN NOMENCLATURE: 10.5-cm Sprgr. 
L/4.4. (See fig. 405.) 
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Figure 46S — H. B. Pro'fdiU fot 105-mm A. A. Gun, 
10.5-cm Sprgr. L/4.4 

WEAPONS: German Antiaircraft Gun, 10.5- 
cm Flak 38, 

PROJECTILE: 

Caliber: 105 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 33 pounds (loaded und fuzed). 
Color: Yellow with black markings. 

CHARGE: 

Number: 13. 

Weight: 3i/ 2 pounds. 


Kind: Amatol (r.u 40 ) (pnuml). 

1 RACER: None. 

ROOSTER: No. 10. 

FUZE: 

Nomenclature: A. Z. 23/28 ZT. Z. Z./tiO. 

Type : P. D. time. 

A. P. C. PROJECTILE WITH TRACER, 105-MM 

GERMAN NOMENCLATURE: 10-cm Pzgr. 
rot ( Panzergraiiate rot). (See fig. 466.) 

EMPLOYMENT: 

10-cm Flak 38 (Flugabwehrkanone 38) Anti¬ 
aircraft Gun 38. 

10-cm Flak 39 (Flugabwehrkanone 39) Anti¬ 
aircraft Gun 39. 

» 10-cm K. T. (Schvveres Kanone Turren) Heavy 
Turret Gun. 

s 10-cm K. 18 (Schweres Kanone 18) Heavy 
Gun 18. 

COMPLETE ROUND (Description of c/r is for 
Flak 38 and Flak 39): 

44.25 inches, over-all length. 

3i.625 pounds, total weight. 

PROJECTILE (painted black with 0.5 inch red 
band above rotating baud): 

15.4 inches, over-all length, 
w/o fuze. 

1.15 inches, distance from base to band. 

0.905 inch, width of rotating band. 

4.125 inches, diameter of bourrelet. 

4.133 inches, diameter of base. 

34.7 pounds, total weight- 
TNT in aluminum container, type of bursting 
charge. 

0.812 inch, width of bourrelet. 

Tracer is present in fuze. 

CARTRIDGE CASE (German nomenclature 
0307 (fixed)): 

30.17 inches, over-all length. 

4.204 inches, diameter of neck. 

4.028 inches, diameter of shoulder. 

5.450 inches, diameter of base. 

12.85 pounds, weight of propellant. 

Tubular Diglycol, tyj* of propellant. 

C/2'2 primer. 

FUZE: Base detonation fuze—Bd. Z. f. 10-cm (so 
marked). 

REMARKS: There are two cannelures below the 
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SHELL PAINTED BLACK 


• - this cannelure 
painted white 


-TRANSPARENT 

OISC 


Figure 467 A. P. Projictil* tor Light Fiold Hewittor. 105-mm Pzg,. Hot L'Spur 


rotating bund. C artridge cases for other weapons 
as follows: 

10-cm K. T.—6356 (semifixed). 

10-cm K. 18—-fi34S) (semifixed). 

A. P. PROJECTILE FOR LIGHT FIELD 
HOWITZER, 105-MM 

GERMAN NOMENCLATURE: Pzgr. rot L’- 
Spur (Panzergranate rot Leuchtspur). (See 
fig. +87.) 

EMPLOYMENT: 

10-cm LFH 16 (Leichte Feld Haubitze 16) 


Light Field Howitzer 16. 

10-cm LFH 18 (Leichte Feld Haubitze 18) 
Light Field Howitzer 18. 

10-cm LFH IhM (Leichte Feld Haubitze 18 
Munduiigsbrrmse) Light Field Howitzer 18 
Muzzle Brake. 

10-cm K. K. (Kunone Kasematte) Casemate 
Cannon. 

10-cm K. T. (Kanone Turren) Turret Cannon. 

COMPLETE ROL T ND: Description of c/r is for 
LF H 16. 37.441 inches, over-all length. 
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PROJECTILE (painted black with red stencil¬ 
ling: 

11.5 inches, over-all length w/fuze. 

10.285 inches, over-all length w/o fuze. 

2.579 inches, distance from base to band. 

0.625 inches, width of rotating band. 

4.062 inches, diameter of base. 

34.62 pounds, total weight. 

8.11 ounces, weight of bursting charge. 

TNT, type of bursting charge. 

Tracer present in fuze. 

CARTRIDGE CASE (German nomenclature, 
6342 [semifixed]): 

6.125 inches, over-all length. 

4.375 inches, diameter of neck. 

4.5 inches, diameter of shoulder. 

4.937 inches, diameter of base. 

1.54 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

FUZE: Base detonating fuze—Bd. Z. f. 10-cm. 

REMARKS: There are two cnnnelures below the 
rotating band. Cartridge cases for other weapons 
aTe as follows: 

LFH 18—6342 (semifixed). 

LFH 18 M—6342 (semifixed). 

K. K.—6356 (semifixed). 

K. T.—6356 (semifixed). 

When projectile has been fired from LFH 16 
there will be 32 engravings on the band. 

H. E. PROJECTILE FOR FIELD HOWITZER, 
105-MM 

GERMAN NOMENCLATURE: F. H. Gr. (Feld 
Haubitze Granate). (See fig. 468.) 
EMPLOYMENT: 

10-cm LFH 16 (Leiclite Feld Haubitze 16) Light 
Field Howitzer 16. 

10-cm LFH 18 (Leichte Feld Haubitze 18) Light 
Field Howitzer 18. 

10-cm LFH 18 M (Leiclite Feld Haubitze 18 
Mundungsbremse) Light Field Howitzer 18 
Muzzle Brake. 

10-cm Stu. H 42 (Sturm Haubitze 42) Assault 
Howitzer 42. 

10-cm LG 40 (Leuchtes Geschutz 42) Recoilless 
Gun for Airborne Troops. 

10-cm IJj 42 (Leuchtes Geschutz 42) Rccoilless 
Gun for Airbonie Troops. 

COMPLETE ROUND: Description of c/r is for 
LFH 16. 25.295 inches, over-all length. 



- 4 s*__ 

Figure 468 — H. E. Projectile for Field Howitzer, 
105-mm f. H. Gr. 

PROJECTILE, painted green: 

19.17 inches, over-all length w/fuze. 

15.55 inches, over-all length w o fuze. 

3.385 inches, distance from base to rotating 
band. 

0.59 inch, width of single rotating band. 

33.08 pounds, total weight. 

3.0 pounds, weight of bursting charge plus. 

4.0 ounces, red phosphorus smoke box. 
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TXT <>r Amatol, tyj>e of bursting charge. 

Gr. Zdlg. C '.>8 Xp booster. 

CARTRIDGE CASE (German nomenclature— 
0342 [SeiuiHxd)); 

6.125 inches, over-all length. 

4.375 inches, diameter of neck. 

4.5 inches, diameter of shoulder. 

4.1)37 inches, diameter of base. 

1.54 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

C, I‘in A primer. 


NE EXPLODER 


a, jwcE oleum —- 


SLEEVE JOINT — • 


3LRSTER - 
(PICRIC AClO) 


:r:vn<3 bano — 



Figur* 469 —Smote* Proj*<tiU for FUld Howitzer, 
105-mm, 10-tm F. H. Gr. Nb. 


Thiscase may be of brass-coated steel, unpainted 
steel, or black steel spirally wound. In the last 
instance, it is designated and marked, «342/h5C. 
FUZE: Xose Percussion Fuze AZ 23v (0.15), 
(0.25). or Time and Percussion Fuze Dopp. Z. s/60. 

PACKAGING : One projectile in a wooden crate— 
41.8 pounds. 

REMARKS : Four types of H. E. are fired. They 
do not differ materially from each other and have 
approximately the same weight. Their ballistic 
qualities are the same. They use the same fuzes. 
Are designated: FH Gr., FH Gr. 38, FH Gr. Stg., 
FH Gr. FES. FH Gr. 33 Stg. is of cast steel and 
the bursting charge is poured. 

When the projectile is fired from the LFH 16 
there will be 32 engravings on the band. 

Cart ridge cases for other weapons are as follows: 
LFH 18—6342 (semifixed). 

LFH 18—6342 (semifixed). 

LG 40—Plastic disk base side primer (semi¬ 
fixed). 

LG 42—Plastic disk base side primer (semi¬ 
fixed). 

Stu H 42- 

SMOKE PROJECTILE FOR FIELD HOWITZER, 
105-MM 

GERMAN NOMENCLATURE: 10-cm F. H. Gr. 
Nb. (Feld Haubitze Granate Nebel). (See fig 
469.) 

EMPLOYMENT: 

I.FH !<i (Leichte Feld Haubitze 16) Light Field 
Howitzer 16. 

Lc H IH < Leicthe Feld Haubitze 18) Light Field 
Howitzer 18. 

LFH 18 M (Leichte Feld Haubitze 18 Mundun- 
gsbremse) Light Field Howitzer Muzzle 
Brake. 

Stu H 42 (Sturm Haubitze 42) Assault Howitzer 

42. 

COMPLETE ROl ND: Description of c/4 is for 
LFH 16. 15.905 inches, over-all length. 
PROJECTILE, painted green, stenciled in white: 
19.29 inches, over all length w/fu 2 e. 

17.32 inches, over all length w/o fuze. 

3.385 inches, distance from base to band. 

0.59 inch, width of rotating bands. 

3.3 inches, diameter of base. 

30.8 pounds, total weight. 

4.3 ounces, weight of bursting charge. 
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Picric acid, type of bursting charge. 

4.1 pounds, weight of smoke mixture. 

Oleum impregnated in pumice, type of 6moke 
mixture. 

Adlg C/98 booster. 

“Nb” Stenciled on body. 

CARTRIDGE CASE (German nomenclature 
6342 [semifixed]): 

6.125 inches, over-all length. 

4.375 inches, diameter of neck. 

4.5 inches, diameter of shoulder. 

4.937 inches, diameter of base. 

1.54 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

C/12nA primer. 

FUZE: Nose percussion Fuze Kl A. Z. 23 Nb. 

PACKAGING: One round in wooden crate—40 
pounds. 

REMARKS: There is also a round designated: 
*‘F. H. Gr. 40Nb believed to be of the ejector 
type, and a round, “F. H. Gr. 38 Nb” similar to 
the above but producing a large cloud of smoke, 
and a round “F. H. Gr. 40 Deut” which emits a 
cloud of blue smoke lasting one to two minutes and 
is used as a marker for air support. 

Cartridge cases for other weapons are as fol¬ 
lows: 

LFH 18—6342 (semifixed). 

LFH 18 M—6342 (semifixed). 

Stu H 42— 

When this projectile has been fired from LFH 
16 there will be 32 engravings on the band. 

H. E. PROJECTILE FOR LONG DISTANCE USE 
IN FIELD HOWITZER, 105-MM 

GERMAN NOMENCLATURE: 10-cm F. H. Gr. 
F. (Feld Haubitze Granate (distance)). (Set 
fig. 470.) 

EMPLOYMENT: LFH 18 M (Leichte Feld Hau¬ 
bitze Mundungsbremse) Light Field Howitzer 
18 Muzzle Brake. 

COMPLETE ROUND: 24.233 inches, over-all 
length. 

PROJECTILE, Painted green: 

20.47 inches, over-all length w/fuze. 

16.77 inches, over-all length w/o fuze. 

2.362 inches, distance from base to band. 

0.59 inch, width of rotating band. 

32.58 pounds, total weight. 

Amatol, type of bursting charge. 



Figure 470 — H. B. Projectile for Long Pittance Lite 
in Field Howitzer, iOS-mm, 10-cm F. H. Gr. f. 

( ARTRIIMtE CASE (German nomenclature 
6342): 

6.125 inches, over all length. 

4.375 inches, diameter of neck. 

4.5 inches, diameter of shoulder, 

4-937 inches, dian^eter of base. 

3.4 pounds, weight of pro[>elhmt. 

Gudol, type of propellant. 

FUZE: Nose percussion fuze—Dnpp. (<U5) or. 
Time and (remission fuze—Hupp. Z. s W FI. 
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REMARKS: LFH 18 M uses same projectiles, 
charges, and cartridge cases as the LFH 18 with 
the above addition, 

HOLLOW CHARGE PROJECTILE, 105-MM 

GERMAN NOMENCLATURE: LO^m Or. 39 
rot HL (Granate 39 rot Hohl Ladung). (See 
fig. 471.) 

EMPLOYMENT: 

10-cm LFH 16 (Leichte Feld Haubitze 16) 
Light Field Howitzer 16. 

10-cm LFH 18 (Leichte Feld Haubitze 18) 
Light Field Howitzer 18. 

10-cm LFH 18 M (Leichte Feld Haubitze 18 
Mundungsbremse) Light Field Howitzer 18 
Muzzle Brake. 

10-cm LG 40 (Leuchtes Gesehutz 40) Light 
Recoilless Gun for Airborne Troops. 



405 * 


Figoro 471—Hollow Chargo Projectile, 105-mm, 
10-cm Gr.39 Hot HL 


10-cm LG 4*2 (Leuchtes Gesehutz 42) Light 
Recoilless Gun for Airborne Troops. 
COMPLETE ROUND: Description of c/r is for 
LFH 16. 12.699 inches, over-all length. 

PROJECTILE, painted green, with red band 
above rotating band: 

15.314 inches, over-all length w/fuze. 

2.165 inches, distance from base to band. 

0.069 inch, width of rotating band. 

4.055 inches, diameter of base. 

25.56 pounds, total weight. 

3.91 pounds, weight of bursting charge. 
Cyclonite/Wax/TNT, type of bursting charge. 
Zdlg. 40 booster. 

CARTRIDGE CASE (German nomenclature 
6.342 [semifixed]): 

6.125 inches, over-all length. 

4.375 inches, diameter of neck. 

4.5 inches, diameter of shoulder. 

4.937 inches, diameter of base. 

1.54 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

C/12nA primer. 

FUZE: Nose percussion fuze Az 38. 

REMARKS: When used with Lg 40, rotating 
band is 0.59 inch in width. 

Cartridge cases for other weapons are as fol¬ 
lows: 

LG 40—Plastic disk base with side primer (semi¬ 
fixed). 

LG 42—Plastic disk base with side primer 
(semifixed). 

LFH 18—6342. 

LFH 18 M—6342. 

When projectile has been fired from LFH 16 
there will be 32 engravings on the band. 

HOLLOW CHARGE PROJECTILE, TYPE A, 
105-MM 

GERMAN NOMENCLATURE: 10-cm Or. 39 
rot HL/A (Granate 39 rot Hohl Ladung/A). 
(See fig. 472.) 

EMPLOYMENT: 

10-cm LFH 16 (Leichte Feld Haubitze 16) 
Light Field Howitzer 16. 

10-cm LFH 18 (Leichte Feld Haubitze 18) 
Light Field Howitzer 18. 

10-cm LFH 18 M (Leichte Feld Haubitze 18 
Mundungsbremse) Light Field Howitzer 18 
Muzzle Brake. 
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10-cm LG 40 (Leuchtes Geschutz 40) Light Re¬ 
coilless Gun for Airborne Troops. 

10-cm LG 42 (Leuchtes Geschutz 42) Light Re¬ 
coilless Gun for Airborne Troops. 
COMPLETE ROUND: Description of c/r is for 
LFH 16. 23.76 inches, over-all length. 
PROJECTILE, painted green, with red band 
above rotating band: 

19.803 inches, over-all length w/fuze. 

2.165 inches, distance from base to band. 

0.699 inch, width of rotating band. 

4.074 inches, diameter of base. 

27.156 pounds, total weight. 

Cyclonite/Wax/TNT, type of bursting charge. 
Zdlg. 40 booster. 

CARTRIDGE CASE (German nomenclature 
6342 [semifixed]): 

6.125 inches, over-all length. 

4.373 inches, diameter of neck. 

4.5 inches, diameter of shoulder. 

4.937 inches, diameter of base. 

1.54 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

C/12»A primer. 

FUZE: Nose percussion fuze A. Z. 38. 

REMARKS: When used with LG 40, rotating 
band is 0.59 inch in width. 

Cartridge cases for other weapons are as follows: 
LG 40—Plastic disk base with side primer 
semifixed). 

LG 42—Plastic disk base with side primer 
(semifixed). 

LFH 18—6342. 

LFH 18 M—6342. 

When projectile has been fired from LFH 16. 
there will be 32 engravings on the band. 

HOLLOW CHARGE PROJECTILE, TYPE B, 
105-MM 

GERMAN NOMENCLATURE: 10-cm Gr. 39 
HL/B (Granale 39 Holil La<lung/B) (See 
fig. 473.) 

EMPLOYMENT: 

10-cm LFII 16 (Leichte Feld Haubitze 16) 
Light Field Howitzer 16. 

10-cm LFH 18 (Leichte Feld Haubitze 18) Light 
Field Howitzer 18. 

10-cm LFH 18 M (Leichte Feld Haubitze 18 
Mundungsbremse) Light Field Howitzer 18 
Muzzle Brake. 


10-cm LG 40 (Leuchtes Geschutz 40) Light Re¬ 
coilless Gun for Airborne Troops. 

10-cm LG 42 (Leuchtes Geschutz 42) Light Re¬ 
coilless Gun for Airborne Troops. 

COMPLETE ROUND : Description of c/r is for 
LFH 16. 23.76 inches, over-all length. 

PROJECTILE v painted green, with red band 
above rotating band: 

19.803 inches, over-all length w/fuze. 

2.165 inches, distance from base to band. 



4.07*- 


Figure 4 72 Hollow Charge Projectile, Typ* A 
105-mm, 10-cm Cr. 39 Kot HL/A 
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figure 473—Hollow Charge Projectile, Type 8 , 
1 05-mm, 10-cm Gr. 39 HI/B 

0.669 inch, width of rotating band. 

4.074 inches, diameter of base. 

26.179 pounds, totul weight. 

Cyclonite/Wax/TNT, type of bursting charge. 
Zdlg. 40 booster. 

CARTRIDGE CASE (German nomenclature 
6342 [semifixed]) : 

6.125 inches, over-all length. 

4.375 inches, diameter of neck. 

4.5 inches, diameter of shoulder. 


4.937 inches, diameter of base. 

1.34 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

C/l2nA primer. 

FUZE: Nose percussion fuze A. Z. 38. 

REMARKS: When used with LG 40, rotating 
band is 0.59 inches in width. 

Cartridge cases for other weapons are aa fol¬ 
lows : 

LG 40—Plastic disk base with side primer 
(semifixed). 

LG 42—Plastic disk base with side primer 
(semifixed). 

LFH 18-6342. 

LFH 18 M—6342. 

When projectile has been fired from LFH 16, 
there will be 32 engravings on the band.' 

HOLLOW CHARGE PROJECTILE, TYPE C, 

105-MM 

GERMAN NOMENCLATURE: 10-cm Gr. 39 
rot HL/C (10-cm Granate 39 rot Hohl Ladling/ 
C). (See fig. 474.) 

EMPLOYMENT: 

10-cm LFH 1(S (Leichte Feld Haubitze 16) 
Light Field Howitzer 16. 

10-cm LFH 18 (Leichte Feld Haubitze 18) 
Light Field Howitzer 18. 

10-cm LFH 18 M (Leichte Feld Haubitze 18 
Mundungsbremse) Light Field Howitzer 18 
Muzzle Brake. 

10-cm LG 40 (Leuchtes Geschutz 40) Light Re¬ 
coilless Gun for Airborne Troops. 

10-cm LG 42 (Leuchtes Geschutz 42) Light Re¬ 
coilless Gun for Airborne Troops. 
COMPLETE ROUND: Description of c/r is for 
LFH 16. 23.76 inches, over all length. 
PROJECTILE, painted green, red band above 
rotating band: 

19.803 inches, over-all length w/fuze. 

2.165 inches, distance from base to rotating 
band. 

0.650 inch, width of rotating band. 

4.074 inches, diameter of base. 

28.875 pounds, total weight. 

3.286 pounds, weight of bursting charge. 
Cyclonite/Wax/TNT, type of bursting charge. 
Zklg. 40 booster. 

CARTRIDGE CASE (German nomenclature 
<*342 [semifixed]): 
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6.125 inches, over-all length. 

4.375 inches, diameter of neck. 

4.5 inches, diameter of shoulder. 

4.937 inches, diameter of base. 

1.54 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

C/12nA primer. 

FUZE: Nose percussion fuze AZ 38. 

REMARKS: When used with LG 40, rotating 
band is 0.59 inches in width. 



Hgurt 474.—Hollow Chargo Projoctilo, Typo C, 
JOS-mm, 10-cm Cr. 39 Hot HL/C 


Cartridge cases for other weapons are as follows: 
LG 40—Plastic disk base with side primer (semi¬ 
fixed). 

1X3 42—Plastic disk base with side primer (semi¬ 
fixed). 

LFH 18—6342. 

LFH 18M—6342. 

When projectile has been fired from LFH 16, 
there will be 32 engravings on the band. 


H. E. PROJECTILE, MODEL 15, FOR SKODA 
HOWITZER, 105-MM 

GERMAN NOMENCLATURE: Not known. 
(See fig. 475.) 

EMPLOYMENT: 10-cm Skoda Howitzer. 


PROJECTILE, unpainted: There are two types: 


I 

15.12 inches; 

0.55 inch; 

28.62 pounds; 
0.58 inch; 

TNT 


II ' 

15.12 inches, over all length 
w/o fuze. 

0.55 inch, width of rotating 
hand. 

28.62 pounds, total weight. 

1.57 inches, distance from 
base to band. 

TNT—type of bursting 

charge. 


CARTRIDGE CASE (Nomenclature unknown). 
There are two types of cartridge cases: (1) is 
used for a plug-in style of primer (diameter of 
primer 0.83 inch); (2) is used for screw-in type 
>of primer (diameter of primer 1.3 indies). 

On base of case is stamped year of manufacture, 
lot number, and caliber of piece. 

FUZES: Fuzes of French origin are used as 
follows: 

1. Nose Percussion Fuze Model 18. German 
designation. AZ 24/31 RYC wz 18. 

2. Nose Percussion Fuze Model 15. German 
designation, A. Z. 24/31 Wz. 99/15. 

3. Time and Percussion Fuze Model 18. Ger¬ 
man designation, Dopp. Z. 24/31 A wz. 18. 

4. Time and Percussion Fuze Model 15. Ger¬ 
man designation, Dopp. Z. 24/31 L. D. 17. 

There are three types of the Nose Percussion 
Model 18: 

(1) Instantaneous (B. Z.) tip painted green. 

(2) Short delay (K.Z.),black. 

(3) Long delay (D. Z.), black, detonator violet. 
And three types of the Nose Percussion Fuze 
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Figurm 475 —H. E. Proj*ctff*, Mod*/ 15, for Skoda Howitxor, 105-mm 


Model 15: 

(1) Instantaneous (B. Z.), upper part of fuze 
painted white. 

(2) Short delay (0.05 second), upper part of 
fu 2 e painted black. 

(3) Long delay (0.15 second), upper part of 
fuze painted black, detonator violet. 

Time and percussion fuze Model 18 has a cap 
which is black with a green strip on its lower 
edge. Maximum time of delay, 31 seconds. 

Time and percussion fuze Model 17 is similar 
to 18. Maximum time of delay, 51 seconds. 


REMARKS: The position of the rotating band, 
it will be noted, is the only distinction between 
these two projectiles. 

These projectiles have fallen into German hands 
in considerable quantities and are reported to be 
in use with the German Army. 

H. E. PROJECTILES, MODELS 23 AND 28 FOR 
SKODA HOWITZER 105-MM 

GERMAN' NOMENCLATURE: Not known. 
(See fig. 476.) 

EMPLOYMENT: 10-cm Skoda Howitzer. 
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PROJECTILE. 


Model 23 
15.83 inches; 
0.51 inch; 

30.6 pounds; 
TNT 

0.59 inch; 
Yellow 


Model 28 

18.56 inches, over-all length. 

0.63 inch, width of rotating 
band. 

31.21 pounds, total weight. 

TNT—type of bursting 

charge. 

2.74 inches, distance from 
base to band. 

Onpainted—color of projec¬ 
tile. 


CARTRIDGE CASE: Nomenclature unknown. 


There are two types of cartridge cases: (1) is 
used for a plug-in style of primer (diameter of 
primer 0.83 inch); (2) is used for screw-in type 
of primer (diameter of primer 1.3 inches). 

On base of case is stnmped year of manufac¬ 
ture, lot number and caliber of piece. 

FLZES : Fuzes of French origin are used as fol¬ 
lows : 

1. Nose Percussion Fuze Model 18. German 
designation, A. Z. 24/31 RYC wz. 18. 

2. Nose Percussion Fuze Model 15. German 
designation, A. Z. 24/31 Wz. 99/15. 

3. Time and Percussion Fuze Model 18. Ger¬ 
man designation, Dopp. Z. 24/31 A wz. 18. 
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4. Time and Percussion Fuze Model 15. Ger¬ 
man designation, Dopp. Z. “24/31 L. D. 17, 

There are three types of the Xose Percussion 
Fuze Model 18: 

(1) Instantaneous ( B. Z.), tip painted green. 

C2) Short delay (K. Z.), black. 

(.1) I>mg delay (I). Z.), black, detonator violet. 

And three types of the Xose Percussion Fuze 
Model 15: 

(l) Instantaneous (B. Z.), upper part of fuze 
painted white. 


Figuf 477 — H. f. Pre/ectfU, Type L/4.4 Kt 
lOS-mm, 10-cm Sprgr. Patr. L/4.4 Ki. 
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(2) Short delay (0.05 second), upper part of 
fuze painted black. 

(3) Long delay (0.15 second), upper part of 
fuze painted black, detonator violet. 

Time and percussion fuze Model 18 has a cap 
which is black with a green stripe on its lower 
edge. Maximum time of delay, 31 seconds. 

Time and percussion fuze Model 17 is similar to 
18. Maximum time of delay, 51 seconds. 

REMARKS: These projectiles have faillen into 
German hands in considerable quantities and ace 
reported to be in use with the German Army. 

H. E. PROJECTILE, TYPE 1^4.4 KZ., 105-MM 

GERMAN NOMENCLATURE: 10-cm Sprgr. 
Patr. L/4.4 Kz. (Sprenggranate Patrone Ladung/ 
4.4 Kopfzunder). (See fig. 477.) 

EMPLOYMENT: 

10-cm Flak 38 (Flugabwehrkanone 38) Anti¬ 
aircraft Gun 38. 

10-cm Flak 39 (Flugabwehrkanone 39) Anti¬ 
aircraft Gun 39. 

COMPLETE ROUND: Description of c/r fits 
either weapon. 46.0 inches, over-all lpngth. 
PROJECTILE, painted yellow: 

14.369 inches, over all length w/o fuze. 

2.480 inches, distance from base to rotating 
band. 

0.669 inch, width of rotating bands. 

Two—number of rotating bands. 

4.133 inches, diameter of base. 

33.2 pounds, total weight. 

3.3 pounds, weight of bursting charge. 

TNT—type of bursting charge. 

CARTRIDGE CASE (German nomenclature 
6307 [fixed]): 

30.17 inches, over-all length. 

4.204 inches, diameter of neck. 

4.628 inches, diameter of shoulder. 

5.450 inches, diameter of base. 

10.9 pounds, weight of propellant. 

Diglycol, type of propellant. 

C/22 primer. 

FUZE: Nose percussion fuze A. Z. 23/28 v, or 
Mechanical time fuze Zt. Z. s/30. 

REMARKS: There are two cannelures below the 
rotating band on this projectile. When fired, pro¬ 
jectile will be found with 36 engravings on the 
rotating band. 
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Figura 47#— H. E. ffo|#cl/l», Tyfi* 19, 105-mm Gr. 
19 Ki. 13 

H. E. PROJECTILE, TYPE 19, 105-MM 

GERMAN NOMENCLATURE: Gr. 19 Kz. 13 
(Grannie 19 Kopfzunder 1.3). (See fig. 478.) 
EMPLOYMENT: 

s. 10-cm K. 18 (Schweres 10-cm Kanone 18) 
Heavy 10-cm Gun 18. 

10-cm K. T. (Kanone Turren) Turret Gun. 

1 g. 10-cm K. T. (lange 10-cm Kanone Turren) 
Long 10-cm Turret Gun. 


COMPLETE ROUND: Description of c/r is for s. 
10-ctn K 18. 33.09 inches, over-all length. 

PROJECTILE, painted green: 

19.17 inches, over-all length w/fuze. 

3.582 inches, distance from base to band. 

0.669 inch, width of rotating bands. 

Two, number of rotating bands. 

3.464 inches, diameter of base. 

32.58 pounds, total weight. 

3.5 pounds, weight of bursting charge. 

TNT, type of bursting charge. 

C/98 N p booster. 

CARTRIDGE CASE (German nomenclature 
6349 [semifixed]) : 

17.5 inches, over-all length 

4.41 inches, diameter of neck. No shoulder. 

5.12 inches, diameter of base. , 

12.85 pounds', weight of propellant 
1 ubular Diglycol, type of propellant. 

C/12nA primer. 

FUZE: Nose percussion fuze—A. Z. 23v (0.15) or 
Time and percussion fuze—Dopp. A. s/60. 

REMARKS: When fired from s. 10-cm K 18 
projectile will bear 36 engravings on rotating band. 
Cartridge cases for other weapons are as follows: 
10-cm K. T. 6356 (semifixed) Ig. 10-cm K. T. 

H. E. PROJECTILE FOR 122-MM GUN 

GERMAN NOMENCLATURE: 12.2 cm Sprgr. 
F. E. W. (r). (See fig. 479.) 

WEAPONS: 

Russian Gun: 

Russian Gun: 

PROJECTILE: 

Caliber: 122 mm. 

Kind: Shell. 

Type: H. E. 

M eight: 49.75 pounds (loaded and fuzed). 
Color: O. D. 

CHARGE: 

Number: 13 A. 

Weight: 7.75 pounds. 

Kind: Amatol 50/50. 

TRACER: None. 

BOOSTER: wlf Np 10. 


12.2 Cm. Moo ex 

K 390/1 (r) 31 

K 390/2 (r) 31/37 
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Figure 479 — H. E. Projectile, 122-mm, 12.2-cm 
Sprgr. (FEW) (r» 

FUZE: 

Nomenclature: A.Z. 23 {0.15) Dopp. Z. s/90 T. 
&P. 

Type: P. D. 

REMARKS: 

Note 1 . —This projectile is of German menu* 
facture for the Russian weapons listed above. 

Note 2.—FEW on the body of the projectile 
indicates the presence of a bimetallic rotating 
band. 


H. E. 12.8-CM PROJECTILE 

GERMAN NOMENCLATURE: 12.8-cin Sprgr. 
Patr. 1/4.5 Sprenggranate Patrone Ladung/4.5). 
(See fig. 480.) 

EMPLOYMENT: 58.5 inches, over-all length, 
100.25 pounds, total weight. 

PROJECTILE (Painted yellow, stenciled in 
black) : 

Filling, Amatol 40/60 cast (7 pounds, 7% 
ounces.) 



figurm 440— H. E. Projectile, 128-mm, 12.8-cm 
Sprgr. Pofr. 1/4.5 
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57 pounds, 5 ounces, weight of projectile filled 
and fuzed. 

PROJECTILE CASE: 

Material—brass. 

Over-al! length—37.75 inches. 

Propellent charge—9.62 kg. 

Dig RP-Kn (850-5,6/2). 

Igniter—239 grams nitrocellulose composition. 
Primer—A c/22 electric. 

FUZE: Zt. Z. S/30. 


ARMOR 
PIERCING CAP 



BURSTER 

CHARGE 


ROTATING 

BANDS 


BASE 

FUZE 


TRACER 


ffgur, 481 A. F. Pro/.cfM. for 128-wm A. A. G«.», 
12A-cm Pxgr. FES 


ARMOR PIERCING PROJECTILE FOR 128-MM 
A. A. GUN 

GERMAN NOMENCLATURE: 12.8-cm Pzgr. 
FES. (See fig. 481.) 

WEAPONS: German A. A. Gun, 12.8-cm Flak 40. 
PROJECTILE: 

Caliber: 128 mm. 

Kind: Projectile. 

Type: Armor piercing. 

Weight: 58^ pounds (loaded and fuzed). 

Color: Black with red markings. 

CHARGE: 

Number: 86. 

Weight: 1% pounds. 

Kind: Ethylenediamine dinitrute/cyclonite/wax 
(46/18/36) pressed in blocks in waxed paper 
in aluminum container. ' 

TRACER: No. 4. 

BOOSTER: Part of charge. 

FUZE: 

Nomenclature: Bd. Z. 5121; B. D. 

REMARKS: 

Note 1.—This projectile is identical to the 12.8 
Pzgr- KPS except for type and contour of rotating 
band. 

ARMOR PIERCING PROJECTILE FOR 128-MM 
A. A. GUN 

GERMAN NOMENCLATURE: 12.8-cm Pzgr. 
KPS. (See fig. 482.) 

WEAPONS: German A. A. Gun, 12.8-cm Flak 40. 
PROJECTILE: 

Caliber: 128 mm 
Kind: Projectile. 

Type: Armor-piercing. 

Weight: 58Vi pounds (loaded and fuzed). 
Color: Black with red marking. 

CHARGE: 

Number: 86. 

Weight: \y z pounds. 

Kind: Ethylenediamine dinitrate/cyclonite/- 
wax (46/18/36) pressed in blocks wrapped in 
waxed paper in aluminum container. 
TRACER: No. 4. 

BOOSTER. Part of charge. 

FUZE: 

Nomenclature: Bd. Z. 5121. 

Type: B. D. 
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ARMOR 

PIERCING CAP 


BURSTER 

CHARGE 


ROTATING 

BANOS 


BASE FUZE 


TRACER 


Figure 482—A. P. Projectile, 128 -mm, 12.8-cm 
Ptgr. KPS 



BALLISTIC CAP 


BURSTER 

CHARGE 


ROTATING 

BANOS 


BASE FUZE 


TRACER 


Figur e 483— A. P. Projecf/ie, 128-mm, 12.8-an 
Pxgr. 43 


REMARKS : 

Note 1 . —This projectile is identical to the 12.8- 
cm Pzgr. FES except for type and contour of ro¬ 
tating band. 

ARMOR PIERCING PROJECTILE FOR 128-MM 
GUN 

GERMAN NOMENCLATURE: 12.8-cm. Pzgr. 
43. (See fig. 483.) 


WEAPONS: German self-propelled antitank 
Gun, 12.8-cm Pak. 44. 

PROJECTILE: 

Caliber: 128 mm. 

Kind: Projectile. 

Type: Armor-piercing. 

Weight: 62Vk pounds (loaded and fuzed). 
Color: Black with red markings. 

CHARGE: 

Number: 86. 
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Flgur* 4M4 — H. E. Frojoctil* for Czech ISO -mm Howitior, 1 5 -cm A. Z. Gr. 37 (f) 


Weight: iy 4 pounds. 

Kind: Ethylenediamine dinitrate/cyclonite/- 
wax (46/18/36) pressed in blocks, wrapped in 
waxed paper, in aluminum container. 

TRACER: 1 spurhulse Nr. 4. 

BOOSTER: Part of shell charge. 

FUZE: 

Nomenclature: Bd. Z. 5121. 

Type: B. D. 


H. E. PROJECTILE FOR CZECH 150-MM 
HOWITZER 

HERMAN NOMENCLATURE: l.Wni A. Z. Gr 

37 (t). (See fig. 484.) 

WEAPONS: Czech Medium Howitzer: s. F. H. 
25 (t). Model 25. 

PROJECTILE: 

Caliber: 150 mm. 

Kind: Shell. 

Type: H. E. 
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Weight: 92.3 pounds (loaded and fuzed). 
Color: machined metal with red band around 
body. 

CHARGE: 

Number: TP. 

Weight: 13.8 pounds. 

Kind: Pressed TNT. 

TRACER: None. 

ROOSTER: Integral with fuze with bore safety 
device. 



Flgur* 485—H. E. fro/act//*, 150-mro, IS-cm K. 
Or. 42 

486 


FUZE: 

Nomenclature: (1) AZ-SKHZR (t); ('2) AZ- 
SKHZH (t). 

Type: (1) P. D.; (2) P. D. 

H. E. PROJECTILE FOR T50-MM GUN 

GERMAN NOMENCLATURE: 15-cm K. Gr. 42. 

(See fig. 485.) 

WEAPONS: German Gun, 15-cm K. 18. 
PROJECTILE: 

Caliber: 150 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 94.8 pounds (loaded and fuzed). 
Color: O. D. 

CHARGE: 

Number: 13A. 

Weight: 13.5 pounds. ' 

Kind: Amatol 50/50. 

TRACER: None. 

BOOSTER: dmz Np 10. 

FUZE. 

Nomenclature: AZ-1 Vo (0.15) or Dopp Zs/90 
T. and P. 

Type: P. D. 

REMARKS; 

Note 1.—This projectile has soft iron rotating 
bands. 

HOLLOW CHARGE PROJECTILE FOR 150-MM 
HOWITZER 

GERMAN NOMENCLATURE: 15-cm. Jgr. 39 
HL/A. (See fig. 486.) 

WEAPONS: 

German Assault Howitzer: 15-cm Stu. H. 43 

(L/12). 

German Heavy Infantry Howitzer: s. J. G. 33. 

PROJECTILE: 

Caliber: 150 mm. 

Kind: Shell. 

Type: Hollow charge. 

Weight: 55 pounds (loaded and fuzed). 

Color: O. D. 

CHARGE: 

Number: 95. 

Weight: 8.5 pounds. 

Kind. Cyclonite/TNT (60/40) pressed in 
block; wrapped, waxed paper. 

TRACER: Yes. 

BOOSTER: fde Np 10. 
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FUZE 


GAINE 


ballistic cap 


CONE 


HIGH EXPLOSIVE 
CHARGE 


BOOSTER 


TRACER 


figure 486 —Hollow Charge Projectile for 150-mm 
Howitzer, i5-cm Jgr. 39 HI/A 



-BALLISTIC CAP 

PLASTIC FILLING 


■BURSTER CHARGE 


-GA'SIE 

ROTATING BANDS 

---BASE FUZE 


Figure 487—Anflconcrete Projectile for 150-mm 
Gun, 15-cm Gr. 19 Pot Be. 


rrzE: 

Nomenclature: KLAZ -in Xb nns. 

Type: P. IX 

REMARKS: 

Notk I.—Narrow rotating lmnd ; no upper cone. 

ANTICONCRETE PROJECTILE FOR 150-MM 
GUN 

GERMAN NOMENCLATURE: 15-cm Gr. Id rot 
Be. (See fig. 487.) 


WEAPONS: 

German Gun: 15-cm. K. 18. 

German Gun: 15-cm. K. 39. 

PROJECTILE: 

Caliber: 150 mm. 

Kind: Shell. 

Type: Anticoncrete, 

Weight: 95.5 pounds (loaded and fuzed). 
Color: O. IX 
CHARGE: 

Number: 1. 
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Weight: 10.5 pounds. 

Kind: TXT pressed in blocks in cardboard con¬ 
tainer. 

TRACER. 

BOOSTER: Or. Zfig. C/98 c. V. 

ADAPTER: D. L. * 

FUZE: 

Nomenclature: Bd. Z. f. 15-cm. Gr. 19 Be. 

Type: B. D. 



Figure 488 — H. £. Pro/ectile for JSO-mm Howitzer, 
lS-tm Gr. M. 25 0) 


REMARKS: 

Note 1 . —This projectile has a coating of sulphur 
on the interior surfaces. 

H. E. PROJECTILE FOR 150-MM HOWITZER 

GERMAN NOMENCLATURE: 15-cm.Gr. M. 25 
(t). (See fig. 488.) 

M E A PON Sr Czech Heavy Field Howitzer: s. F. 
H. 25 (t), Model 25. 

PROJECTILE: 

Caliber: 150 mra. 

Kind: ShelL 
Type: H. E. 

Weight: 94 pounds (loaded and fuzed). 

Color: Machined metal with red markings. 
CHARGE: 

Number: TTR. 

Weight: 9 pounds. 

Kind : Pressed TNT in cardboard container. 
TRACER: None. 

BOOSTER: Integral with fuze, auxiliary booster 
tube in shell body. 

FUZE: 

Nomenclature: Dopp. Z. 25 (t). 

Type: T. and P. 

REMARKS: 

Note l.—Red band around body of projectile at 
the ogive indicates T. and P. fuze. 

H. E. PROJECTILE FOR 150-MM HOWITZER 

GERMAN NOMENCLATURE: 15-cm. A. Z. 
Gr. M. 34 (t). (See fig. 489.) 

WEAPONS: Czech Heavy Field Howitzer: 15- 
cm. s. F. H. 14/16 (t), Model 14/16. 
PROJECTILE: 

Caliber: 150 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 82 pounds (loaded and fuzed). 

Color: Machined metal with red markings, 
CHARGE: 

Number: TP. 

Weight: 12 pounds. 

Kind: TNT pressed. 

TRACER: None. 

BOOSTER: Integral with fuze. 
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BURS T ER 

CHARGE 
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_BASE PUZE 

4 CAROBOARO 
WASHERS 

_ROTATING 

8AN0 

_BASE PLUG 


Figaro 499 —H. P. Projoctilo for J SO-mm Howitzer, 
J5-«n A. 1. Gr. M. 34 (il 

FUZE: 

Nomenclature: CHZR (A. Z.). 

Type: P. D. 

H. E. PROJECTILE FOR 150-MM HOWITZER 

GERMAN NOMENCLATURE: 15.0-cm. Min. 
Gr. M. 13/19 (t). (See fig. 490.) 

WEAPONS: Czech Heavy Field Howitzer: 6. 
F. H. 14/16 (t), Model 14/16. 


Figaro 490 — H. E. Projoctilo for 150-mm Howitxor, 
15-cm Min. Gr. M. 13/19 (f) 

PROJECTILE: 

Caliber: 150 mm. 

Kind: Shell. 

Type: A. P. 

Weight: 94 pounds (loaded and fuzed). 

Color: Polished metal, red and black markings. 

CHARGE: 

Number: TT. 

Weight: 10 pounds. 

Kind: Pressed tetryl. 


«WTM O—tT—rol. 2-10 
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TRACER: None. 

ROOSTER: R. 

FUZE: 

Nomenclature: BEZ ZP. 

Type: Base fuze—instantaneous or short delay. 

REMARKS: 

Note 1. —This Czechoslovakian round is un¬ 
usual in construction and is rarely used by the 
Germans. 


S. A. P. PROJECTILE FOR 150-MM HOWITZ0* 

GERMAN NOMENCLATURE: 15-cm. Min.Gr. 
•JN (t); 15-cm. Min. Gr. M. 28 (t). (See fig. 45)1.) 

WEAPONS: Czech Medium Field Howitzer: s. 
F. H. 25 (t), Model 25. 

PROJECTILE: 

Caliber: 150 mm. 

Kind: Shell. 



figure 491—S. A. P. Projoct/7* for 150-mm Howitzer, 
15-<m Min.Gr. M.29 it) 


Ff'gwro 492— H. E. Projtcfil* for 1 50-mm Atsault 
Howitzer, 15-cm Jgr. 38 FES 
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Type: S. A. P. 

Weight: 92.5 pounds (loaded and fuzed). 
Color: Machined metal with red markings. 
CHARGE: 

Number: TTR. 

Weight: 12.5 pounds. 

Kind: TNT (pressed). 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Bd. Z 28 (t). 

Type: Base. 

H. E. PROJECTILE FOR 150-MM ASSAULT 
HOWITZER 

GERMAN NOMENCLATURE: 15-cm. Jgr. 38 
FES. (See fig. 492.) 

W’EAPONS: German Assault Howitzer: 15-cm. 
Stu. J. 43 (L/12). 

PROJECTILE: 

Caliber: 150 mm. 

Kind: Shell. 

Weight: 84 pounds (loaded and fuzed). 

Color: O. D. 

CHARGE: 

Number: 13A. 

Weight: 19 pounds. 

Kind: Amatol (50/50). 

TRACER: None. 

BOOSTER; Dmz Np 10. 

FUZE: 

Nomenclature: Jgr. Z. 23. 

Type: P. D. 

REMARKS: 

Note 1.— FES rotating band. 

ARMOR PIERCING PROJECTILE FOR 150-MM 
HEAVY GUN 

GERMAN NOMENCLATURE: 15-cm Pz. 
Sprgr. L/37 m. Hbc. (See fig. 493.) 

WEAPONS: German Heavy Gun, 15-cm K18. 
PROJECTILES: 

Caliber: 150 mm. 

Kind: Projectile. 

Type: Armor-piercing. 

Weight: 99(4 pounds (loaded and fuzed). 
Color: Blue with black markings. 



Figure 493— A. P. Projectile, 150-mm, 15-cm Pz. 
Sprgr. 1/37 m. Hbc. 

CHARGE: 

Number: Unknown. 

Weight: 'iy x pounds. 

Kind: Unknown. 

TRACER: None. 

DETONATOR: Integral with fuze. 

FUZE: 

Nomenclature: Bd. Z. C/38. 

Type: B. D. 

REMARKS: 

Note I.—Of three original rotating bands, the 
forwardmost one has been machined off. 
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494—H. E. Projectile, Type 36, 150-mm, 
15-cm Gr. 36 FES 

H. E. PROJECTILE, TYPE 36, 150-MM 

GERMAN NOMENCLATURE: 15-cm Gr. 36 
FES (Granute 36 FES). (See fig. 494.) 

EMPLOYMENT: 15-cm s. F. H. 18 (Sehweres 
Feld Haubitze 18) Heavy Field Howitzer 18. 

COMPLETE ROUND: 28.916 inches, over-all 
length. 

PROJECTILE, painted green: 

23.07 inches, over-all length. 


4.409 inches, distance from base to band. 

0.866 inch, width of rotating band-sintered iron. 
5.196 inches, diameter of base. 

84.7 pounds, total weight. 

CARTRIDGE CASE: (German nomenclature 

6350) : 

10.255 inches, over-all length. 

6.338 inches, diameter of mouth. 

No shoulder. 

7.007 inches, diameter of base. 

C/l2nA primer. 

FUZE: Nose Percussion Fuzes: A. Z. 23 (0.8) 
umg; A. Z. 23 (0.2) umg; A. Z. 23 m. 2 V umg 
or Time and Percussion Fuzes: Dopp. Z. s/60 FI. 
REMARKS: This round has not been recovered 
as yet. Information is from captured documents. 
After firing, rotating band will bear 40 engrav¬ 
ings. 

HOLLOW CHARGE PROJECTILE, TYPE 39, 
150-MM 

GERMAN NOMENCLATURE: 15-cm Gr. 19 
HL (15-cm Granate 19 Hohl Ladung). (See fig. 
495.) 

EMPLOYMENT: 

15-cm s. F. H. 18 (sehweres Feld Haubitze 18) 
Heavy Field Howitzer 18. 

15-cm s. F. H. 13 (schweres Feld Haubitze 13) 
Heavy Field Howitzer 13. 

PROJECTILE, painted green: 

22.834 inches, over-all length. 

5.905 inches, diameter of base. 

54.076 pounds, total weight. 

Cyclonite/Wux. type of bursting charge. 

Tracer is fitted in base of projectile. 
CARTRIDGE CASE (German nomenclature 
(>•350 [semifixed]) : 

10.255 inches, over-all length. 

6.388 inches, diameter of neck. 

No shoulder. 

7.007 inches, diameter of base. 

C/12nA primer. 

FUZE; Nose Percussion Fuze KL Az. 40 Nb. 
PACKAGING: One projectile in a wicker basket, 
58.3 pounds. 

REMARKS: Cartridge case for s. F. H. 13-6303 
(semifixed). Information is from captured doc¬ 
uments. Projectile has not as yet been recovered. 
After firing from s. F. H. 18, rotating band will 
bear 40 engravings. 
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ANTICONCRETE PROJECTILE, 150-MM 

NOMENCLATURE, GERMAN DESIGNA¬ 
TION: 15-cm Gr. 19 rot Be (Granate 19 rot 
Beton). (See fig. 496.) 

EMPLOYMENT: 

15-cm K. 18 (Kanone 18) Gun 18. 

15-cm K. 39 (Kanone 39) Gun 39. 

15-cm K. (e) (Kanone [Eisenbahn] Gun [Rail¬ 
way]). 


ballistic cap 



FUZE 


GainE 


CONE 


BURSTER CHARGE 


BOOSTER 


ROTATING BAND 


TRACER 


Flgoro 49S—Hollow Charge Frojoclllo, Typo 39, 
150-mm, 15-cm Gr. 19 HL/A 



Figure 496—Anlicancrete Projectile, 150-mm Tracer, 
15-cm Gr. 19 Hot Be. 

PROJECTILE (Red band above rotating bands) : 
23.25 inches, over-all length. 

5.86 inches, diameter of bourrelet. 

95.37 pounds, total weight. 

7.12 pounds, weight of bursting charge. 

TNT, type of bursting charge. 

Tracer is fitted in base of fuze. 

CARTRIDGE CASE (for K. 18) (German 
nomenclature 6352 [semifixed]): 

82.07 inches, over all length. 

No shoulder. 
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Figvr* 497 — H. E. Type 19 with Gain* 36, 150-mm !5-<m Gr. 19 mit Zdlg. 36 


7.007 inches, diameter of base. 

Tubular Diglycol, type of propellant. 

20.0 pounds, weight of propellant, small charge 
plus. 

3.0 ounces, igniter powder. 

39.0 pounds, weight of propellant, medium 
charge plus. 

3.0 ounces, igniter powder. 

43.0 pounds, weight of propellant, large charge 
plus. 

3.0 ounces, igniter powder. 

C/12nA primer. 

FUZE: Rase Detonating Fuze Bd. Z. f. 15-cm Gr 
19 Be. 

PACKAGING: One projectile in a wicker basket, 
102 pounds. 

REMARKS: Cartridge cases for other weapons 
are as follows; 


K. 39—6318 (semifixed). 

K. (E)—6352 (semifixed). 

H. E. PROJECTILE, TYPE 19 WITH GAINE 36, 
150-MM 

GERMAN NOMENCLATURE: 15-cra Gr. 19 
mit Zdlg. 36 (Granate 19 mit Zundladund 36). 
(See fig. 497.) 

EMPLOYMENT: 15-em s. F. H. 18 (sehweres 
Feld Haubitze 18) Heavy Field Howitzer 18. 
COMPLETE ROUND: 

31.239 inches, over all length w/AZ fuze. 

33.799 inches, over all length w/Dopp. Z. fuze. 
PROJECTILE, painted green: 

24.211 inches, over-all length w/AZ fuze. 
26.771 inches, over-all length w/Dopp. Z. fuze. 
3.22 inches, distance from base to band. 

0.472 inch, width of rotating bands. 

Two, number of rotating bands. 
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5.825 inches, diameter of bourrelet. 

5.196 inches, diameter of base. 

95.7 pounds, total weight. 

11-22 i>ounds, weight of bursting charge. 

Poured TNT, type of bursting charge. 
Projectile has screwed-in base plate. 

CART RIDGE CASE (German nomenclature 

6350 [semifixed]): 

10.255 inches, over-all length. 

6.338 inches, diameter of neck. 

No shoulder. 

7.007 inches, diameter of base. 

Flaked Diglycol propellant. 

C/12nA primer. 

FUZE: Nose Percussion Fuzes: A.Z.23 (0.8) uing; 
A. Z. 23 m. 2 V urag or Time and Percussion Fures: 
Dopp. Z. s/60s; Dopp. A. s/<S0 Ini. 


PACKAGING : One projectile to a wicker basket, 
100 pounds. 

REMARKS: After firing, projectile will bear 40 
engravings on rotating band. 

H. E. PROJECTILE OF CAST STEEL, 150-MM 

GERMAN NOMENCLATURE: 15-cm Gr. 19 
Stg. (Granate 19 Stg.). (See fig. 498.) 
EMPLOYMENT: 

15-cm s. F. H. 18 (Schweres Feld Haubitze 18) 
Heavy Field Howitzer 18. 

15-cm s. F. H. 13 (Schweres Feld Haubitze 13) 
Heavy Field Howitzer 13. 

15-cm s. H. T. (Schweres Haubitze Turren) 
Heavy Turret Howitzer. 

COMPLETE ROUND (description of c/r is for 
s. F. H. 18): 

32.991 inches, over-all length w/I)opp. Z. fuze. 
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30.431 inches, over all length w/AZ fuse/. 

PROJECTILE, painted green, stenciled in black: 
*23.424 inches, over all length w/AZ fuze/. 
25.984 inches, over-all length w/Dopp. Z. fuze. 
3.2*28 indies, distance from base to band. 

0.472 inch, width of rotating bands. 

Two. number of rotating bands. 

5.826 inches, diameter of bourrelet. 

5.196 inches, dinmeter of base. 

95.7 pounds, metal weight. 

9.68 pounds, weight of bursting charge. 

TNT (poured), type of filling plus smoke box 
below gaine. 


Zdlg. 36 booster. 

CARTRIDGE CASE (German nomenclature 
6350 [semifixed]) : 

10.255 inches, over-all length. 

6.338 inches, diameter of mouth. 

No shoulder. 

7.007 inches, diameter of base. 

11.750 pounds, weight of case. 

Flaked Diglycol, type of propellant. 

C/l*2nA primer. 

FUZE: Nose Percussion Fuzes: A. Z. 23 (0.8) 
umg: A. Z. *23 (0.2) umg; A. Z. '23m. *2V umg or 
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figure 499—Smoke Projectile, Type 19, 750-mm, 75-cm Gr. 19 Nb. 
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Time and Percussion Fuzes; Dopp. Z. s/60s; Dopp 
Z. s/60 iin. 

REMARKS: This projectile is made of cast steel. 
Cartridge cases for other weapons are as follows : 
s. F. H. 13—6303 (semifixed), 
a H. T.—6357 (semifixed). 

SMOKE PROJECTILE, TYPE 19, 150-MM 

GERMAN NOMENCLATURE: 15-cm Gr. 19 
Nb. (Granate 19'Nebel). (See fig. 499.) 

EMPLOYMENT: 

15-cm s. F. H. 18 (Schweres Feld Haubitze) 
Heavy Field Howitzer 18. 

15-cm s. F. H. 13 (Schweres Feld Haubitze 13) 
Heavy Field Howitzer 13. 

COMPLETE ROUND: Description of c/r is for 
s. F. H. 18. 33.778 inches, over-all length. 

PROJECTILE, painted green, stenciled in white: 
26.771 inches, over-all length w/fuze. 

3.22 inches, distance from base to band. 

0.472 inch, width of rotating band—Bimetallic. 
5.825 inches, diameter of bourrelet. 

5.196 inches, diameter of base. 

85.8 pounds, total weight. 

1.21 pounds, weight of bursting charge. 

Picric acid, type of bursting charge. 

Gr. Zdlg. C/98 Np booster. 

14.08 pounds, weight of smoke mixture. 

Oleum impregnated in pumice, type of smoke . 
mixture. 

“Nb” stenciled on body. 

CARTRIDGE CASE (German nomenclature 
6350 [semifixed]): 

10.255 inches, over-all length. 

6.338 inches, diameter of neck. 

No shoulder. 

7.007 inches, diameter of base. 

C/12nA primer. 

FUZE: Nose Percussion Fuze A. Z. 23 Nb. 

PACKAGING: One projectile in wicker basket, 
90.2 pounds. 

REMARKS: Cartridge case for s. F. H. 13-^-6303 
(semifixed). 

SMOKE PROJECTILE FOR HEAVY INFANTRY 
GUN, 150-MM 

GERMAN NOMENCLATURE: 15-cm Jgr. 38 Nb 
(Jaeger 38 Nb). (See fig. 500.) 


SMOKE 

MIXTURE 



0L'fi; ~ING 
Ci An 3c 


Figure 500—Smoke hojtcfil* for Heavy Infantry 
Gun, 150-mm, 15-cm Jgr. 38 Nb. 


EMPLOl MENT: 15-cm s. I. G- 33 (schweres In- 
fanterie Geschutz 33) Heavy Infantry Gun 33. 

PROJECTILE, painted green, stenciled in white: 
25.747 inches, over all length. 

0.433 inch, width of rotating band. 

Bimetallic or sintered iron, composition of ro¬ 
tating band. 

5.905 inches, diameter of base. 

84.0 pounds, total weight. 

4.93 pounds, weight of bursting charge. 

Picric acid, type of bursting charge. 

Gr. Zdlg. C/98 Np booster. 

Oleum impregnated in pumice, type of smoke 
mixture. 

“Nb” stenciled on body. 
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CARTRIDGE CASE (German nomenclature 
6303 [semifixed]): 

4.448 inches, over-all length. 

6.102 inches, diameter of mouth. 

No shoulder. 

6.653 inches, diameter of base. 

C/12nA primer. 

FUZE: Nose porcussion Fuze Kl. Az. 23 Nb. 

PACKAGING: One projectile in a wicker basket, 
90.2 pounds. 


H. E. PROJECTILE, TYPE 18, 150-MM 

GERMAN NOMENCLATURE: 15-cm K. Gr. 18 
(Kanone Granate 18). (See fig. 501.) 

EMPLOYMENT: 

15-cm K. 18 (Kanone 18) Gun 18. 

15-cm K. 39 (Kanone 39) Gun 39. 

15-cm K. (E) (Kanone [Eisenbahn] Gun 
[Railway]). 

PROJECTILE: 

27.35 inches, over-all length. 

5.86 inches, diameter of bourrelet 



Two, number of rotating bands. 

94.75 pounds, total weight. 

CARTRIDGE L ASE (for K 18) (German nomen¬ 
clature 6352 [semifixed]): 

32.07 inches, over-all length. 

No shoulder. ' 

7.007 inches, diameter of base. 

Tubular Diglycol, type of propellant 
20.0 pounds, weight of propellant small charge 
plus. 

3.0 ounces, igniter powder. 

39.0 pounds, weight of propellant medium charge 
plus. 

3.0 ounces, igniter powder. 

43.0 pounds, weight of propellant large charge 
plus. 

3.0 ounces, igniter powder. 

FUZE: Nose percussion F;ize A. Z. 23v. or Time 
and Percussion Fuze Dopp. Z. s/90. 

PACKAGING: One projectile in a wicker basket, 
102.3 pounds. 

REMARKS: Cartridge cases for other weapons as 
follows: 

K.39—6-318 (semifixed). 

K. (E)—6352 (semifixed). 

RODDED BOMB FOR HEAVY INFANTRY GUN 
33, 150-MM 

GERMAN NOMENCLATURE: 15-cm Stielgra- 
nat 42. (See fig. 502.) 

EMPLOYMENT: 15-cm s. I. G. 33 (Schweres 
Infanterie Geschutz 33) Heary Infantry Gun 
33. 

PROJECTILE, painted field grey, stenciled in 
black: 


Figvr* SO]— H. f. Frojtcfilt, Type 18, UO-mm, 
15-cm If. Gr. 18 


50.5 inches, over-all length. 

11.5 inches, maximum diameter. 
105.0 pounds, total weight. 
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Figure 502—So<W#if Bomb tot Heavy Infantry Gun 33, ISO-mm, ? 5-cm Stiolgranat 42 


60.0 pounds, weight of bursting charge. 

40/60 Amatol, type of bursting charge. 

“13 A” stenciled on nose. 

CARTRIDGE CASE (German nomenclature 
6303 [semifixed]): 

4.448 inches, over all length. 

6.102 inches, diameter of neck. 

No shoulder. 


6.653 inches, diameter of base. 

12.1 pounds, weight of propellant. 

C/12 nA primer. 

FUZE: Nose Percussion Fuze Wgr. Z. 36. 

REMARKS: It is presumed that a stick unit fits 
over cup at the base of the bomb; this cup has a 
machined surface. The stick unit has not been 
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recovered but is re[x>rted to weigh 48.4 pounds 
and leaves projectile ISO yards from muzzle of 
the gun. This projectile is used against personnel 
and to clear minefields and wire obstacles. 


EMPLOYMENT: 15-cm s. F. G. 13 (Schweres 
Feld Hnubitze 13) Heavy Field Howitzer 13. 
COMPLETE ROUND : 24,605 inches, over-all 
length. 


H. E. PROJECTILE TYPE 18, 150-MM 

GERMAN NOMENCLATURE: 15-cm Gr. 18 
(Granule 18). (See fig. 503.) 



figure 503—H. f. Projectile, Type 18, T50-mm, 
15-cm Or. 18 


PROJECTILE, painted green: 

*21.062 inches, over-all length, w/fuz*. 

19.842 inches, over-all length, w/o fuze. 

0.095 inch, distance from base to band. 

0.59 inch, width of bimetallic rotating band. 
5.905 inches, diameter of base. 

89.T8 pounds, total weight. 

Gr. Zdlg. C/98 Np or Zdlg. 

C/98 booster. 

CARTRIDGE CASE (German nomenclature 
6303 [semifixed]): 

4.448 inches, over-all length. 

6.102 inches, diameter of neck. ' 

Nc shoulder. 

6.653 inches, diameter of base. 

C/I2nA primer. 

FLZE: Nose Percussion Fuzes: AZ 23 (0.8) 
umg; AZ 23 (0.2) umg; AZ 23 m 2 V umg or Time 
and Percussion Fuzes: Dopp Z s/60s, Dopp Z 
s/60 1m. 

PACKAGING: One projectile in wicker basket— 
94.1 pounds. 

H. E. PROJECTILE, TYPE 19, FOR HEAVY 
FIELD HOWITZER, 150-MM 

GERMAN NOMENCLATURE: 15-cm Gr. 19 
(Grunate 19). (See fig. 504.) 

EMPLOYMENT: 

15-cm s. F. H. 18 (Schweres Feld Haubitze 18) 
Heavy Field Howitzer 18. 

15-cm s. F. H. 13 (Schweres Feld Haubitze 13) 
Heavy Field Howitzer 13. 

15-cm s. H. T. (Schweres Haubitze Turren) 
Heavy Turret Howitzer. 

COMPLETE ROUND (Description of c/r is for 

s. F. H. 18) : 

33.778 inches, over-all length, w/Dopp Z. Fuze. 
31.218 inches, over-all length, w/AZ fuze. 

PROJECTILE (Painted green): 

24/211 inches, over-all length, w/AZ fuze. 

26.712 inches, over all length, w/Dopp. Z. fuze. 
3.22 inches, distance from base to band. 

0.472 inch, width of rotating bands. 
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Figvrt 504 —H. F. FrojectiU, Typ * 19, JSO-mm, 15-cm Gr. 19 


Two, number of rotating bands. 

5.196 inches, diameter of base. 

5.825 inches. 

95.7 pounds, total weight. 

9.46 pounds, weight of bursting charge. 

TNT in carboard container with smoke box at 
its base, type of bursting charge. 

Gr. Zdlg. C/98 Np or Zdlg. C/98 booster. 
Projectile has a screwed-in base plate. 

CARTRIDGE CASE (German nomenclature 
8350) (semifixed)): 

10.255 inches, over-all length. 


6.338 inches, diameter of neck. 

No shoulder. 

7.007 inches, diameter of base. 

11.750 pounds, weight of case. 

4.1 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

C/12nA primer. 

FUZE: Nose Percussion Fuzes: A. Z. 23 (0.8) 
umg; AZ23 (0.2) umg; AZ23m. 2V umg or Time 
and Percussion Fuzes: Dopp. Z. s/60s; Dopp. Z. 
s/60 1m. 

PACKAGING: One projectile in a wicker bas¬ 
ket—100 pounds. 
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REMARKS: There is also a projectile desig¬ 
nated: “15-cm Gr. 19 mitZdlg 35/2000” of approx¬ 
imately the same dimensions but with poured TNT 
filler. It has “35/2000” stenciled on body. Car¬ 
tridge cases for other weapons are as follows: 
s. F. H. 13-6303 (semifixed), 
s. H. T.—6357 (semifixed). 

H. E. PROJECTILE FOR GUN 16, 150-MM 

GERMAN NOMENCLATURE: 15-cm Hbgr. 16 
(Haubitzergranate 16). (See fig. 505.) 



Flgur* SOS — H. E. Pro/acfi/a for Gun 16, ISO-mm, 
15-cm Hbgr. 16 

502 


EMPLOYMENT : 15-cm K. 16 (Itanone 16) Gun 
16. 

PROJECTILE: 

29.59 inches, over-all length. 

5.86 inches, diameter of bourrelet. 

5.89 inches, diameter of base. 

113.0 pounds, total weight. 

TNT in cardboard container, type of bursting 
charge. 

Ballistic cap. 

Unstreamlined base. 

CARTRIDGE CASE (German nomenclature, 

6304 (semifixed)): 

28.54 inches, over all length. 

No shoulder. 

6.929 inches, diameter of base. 

Tubular nitroglycerine and nitrocellulose with 
nitroguanndine, type of propellant. 

16.0 pounds, weight of propellant small charge 
plus. 

3.0 ounces, igniter powder. 

26.0 pounds, weight of propellant medium 
charge plus. 

3.0 ounces, igniter powder. 

29.0 pounds, weight of propellant large charge 
plus. 

3.0 ounces, igniter powder. 

FUZE: Nose Percussion Fuze Hbgr. Z. 17/23 or 
17/23 umg or Time and Percussioh Fuze Dopp. Z. 
16mK or 16 mF. 

PACKAGING: One projectile to a wicker bas¬ 
ket—118.8 pounds. 

REMARKS: There is also a round designated 
“15-cm Hbgr. 16 umg” using fuzes AZ. f. Hbgr. or 
Dopp. Z. s/80 (ms). It is the same weight and 
employs the same propellant charges. 

H. E. PROJECTILE FOR HEAVY INFANTRY 
GUN 150-MM 

GERMAN NOMENCLATURE: 15-cm Jgr. 38 
(Jaeger 38). (See fig. 506.) 

EMPLOYMENT: 15-cm schweres Infanterie 
Geschutz 33 (Heavy Infantry Gun 33). 

PROJECTILE, painted green: 

25.747 incites, over-all length. 

0.433 inch, width of rotating band—single. 
Bimetallic or soft iron, composition of rotating 
band. 

5.905 inches, diameter of base. 

83.8 pounds, total weight 
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Figure 506—H. E. Frojoctila for Hoary Infantry Gun, 
ISO -mm, 15-cm Jgr. 38 


18.26 pounds, weight of bursting charge. 

TNT plus Smoke Box, type of bursting charge. 
Zdlg. 36 booster. 

CARTRIDGE CASE (German nomenclature 
6303 [semifixed]): 

4.448 inches, over-all length. 

6.102 inches, diameter of mouth. 

No shoulder. 

6.653 inches, diameter of base. 

15 pounds, weight of propellant. 

Flaked Diglycol, type of propellant. 

C/12nA primer. 


FUZE : Nose Percussion Fuze s. Jgr. Z. 23 (0.4). 
PACKAGING : One projectile to a wicker basket 

REMARKS : When this projectlie has been fired, 
there will be 44 engravings on its rotating band. 
There is also a round designated “15-cm Jgr. 33” 
which is similar except that the projectile has a 
ecrewed-in base plate. 

H. E. PROJECTILE, TYPE L 4/5 WITH BASE 
FUZE AND BALLISTIC CAP, 150-MM 

GERMAN NOMENCLATURE: 15-cm Sprgr 



Figvro 507 — H. E. Frojottilo. Typo L 4/S, 150-mm, 
15-cm Sprgr. L 4/5 Bd. 2. m. Haube 
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L 4/5 I3d. Z. m. Haube (Sprenggranate Ladung 
4/5 Bodcn Zunder mit Haube). (See fig. 507.) 

EMPLOYMENT: 15-cm K. ins. Mrs. Laf. 
(kanone ins Morser Lafette) Gun in Mortar 
Mounting. 

PROJECTILE, painted yellow, with black tip, 
black arrow on cup, stenciled in black: 

•26.7 inches, over all length. 

Two. number of rotating bands, with one lead 
band behind them. 

100.0 pounds, total weight. 



Figure 508—5. A. P. Projoctllo for Gun 39, 150-mm, 
I J-cm Hpigr. 


Stenciled marking, “303 W41 blu. 4.40 H. 44.9 
prg. Spl. a + b. 13Ed. 5111.” 

Ballistic cap. 

Unstreamlined base. 

Screwed-in plug in ballistic cap. 
CARTRIDGE CASE (not known): 

RPC/32 propellant. 

Tubular in form and composed as follows: 

N it rocellulose—64.76 %. 

N i trogly ceri ne—26.87 %. 

Ethyl Centralite—5.71%. 

Sodium Nitrate—0.56%. 

Volatile Matter —1.90%. 

Graphite—0.20 %. 

FUZE: Base detonating Fuze Bd. Z. C/38. 

S. A. P. PROJECTILE FOR GUN 39, 150-MM 

GERMAN NOMENCLATURE: 15-cm Hpzgr. 
(Halbpnnzergranate). (See fig. 508.) 

EMPLOYMENT: 15-cm K.39 (Kanone 39) Gun 
39. 

PROJECTILE (black tip) : 

23.53 inches, over-all length. 

5.866 inches, diameter of bourrelet. 

6.102 inches, diameter of base. 

99.0 pounds, total weight. 

CARTRIDGE CASE (German nomenclature 
6318) (semifixed): 

20.66 inches, over all length. 

No shoulder. 

7.28 inches, diameter of base. 

C/12nA primer. 

FUZE: Base detonating type. 

REMARKS: Information is from captured doc¬ 
uments. 

A. P. PROJECTILE FOR GUN 39, 150-MM 

GERMAN NOMENCLATURE: 15-cm Pzgr. 
(Panzergranate). .(See fig. 509.) 

EMPLOYMENT: 15-cm K.39 (Kanone 39) Gun 
39. 

PROJECTILE: 

23.542 inches, over-all length. 

5.866 inches, diameter of base. 

99.0 pounds, total weight 

CARTRIDGE CASE (German nomenclature 
6318 (semifixed)): 

20.67 inches, over-all length. 

7.283 inches, diameter of base. 

C/12nA primer. 
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Figure 509— A. P. Projectile for Gun 39, 150-mm, 
15-cm Pzgr. 

FUZE: Base detonating type. 

REMARKS: Information is from captured docu¬ 
ments. 

H. E. PROJECTILE TYPE L/4.6 WITH NOSE 
FUZE, 150-MM 

GERMAN NOMENCLATURE: 15-cm Sprge. 
L/4.6 (Kopfzunder). (See fig. 510.) 

EMPLOYMENT: 15-cm K. 39 (Kanone 39) 
Gun 39. 

PROJECTILE: 

26.88 inches, over-all length. 

5.86 inches, diameter of bourrelet. 


99.0 pounds, total weight. 

Unstreamlined base. 

CARTRIDGE CASE (German nomenclature 
6318 (semifixed): 

20.67 inches, over all length. 

No shoulder. 

7.28 inches, diameter of base. 

31.9 pounds, weight of propellant. 

Tubular Diglycol, type of propellant. 

C/12nA primer. 



Figure 510—H. E. Projectile, Type 1/4.6, 150-min, 
15-cm Sprgr. 1/4.6 IKopfzunder) 


«»»7»4 O—47—toI. 2——11 
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Figurw 511 —S/noka Pr*j*ctil», Type 3®, 150-mm, 1 5-«m Gr. 33 Nb. 


FUZE: Nose Percussion Fuze E. Kz. m. V. (0.12), 
or Time and Percussion Fuze Dopp. Z. s/60. 

REMARKS: Information is from captured docu¬ 
ments. 

SMOKE PROJECTILE, TYPE 38, 150-MM 

GERMAN NOMENCLATURE: 15-cm Gr. 38 
Nb (Gntnnre 38 Nebel). (See fig. 511.) 

EMPLOYMENT: 15-cm s. F. H. 18 (Schweres 
Feld Haubitze 18) Heavy Field Howitzer 18. 

COMPLETE ROUND: 31.751 inches, over-all 
length. 


PROJECTILE (painted green, stenciled in 
white): 

24.732 inches, over all length w/fuze. 

3.22 inches, distance from base to band. 

0.472 inch, width of rotating bands. 

Two, number of rotating bands. 

5.825 inches, diameter of bourrelet 
5.190 Inches diameter of base. 

TNT, type of bursting charge. 

Oleum impregnated in pumice, type of smoke 
mixture. 

u 38 Nb” stenciled on body. „ 

Gr. Zdlg. C/98 Np booster. 
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Figur* 512 —Anffeoncrtto Pro/ecfi/t, Typt 19 , 150-mm, 15-cm Gr. 19 Be. 


CARTRIDGE CASE (German nomenclature 
6350 (semifixed): 

10.255 inches, over all length. 

6.33# inches, diameter of mouth. 

No shoulder. 

7.007 inches, diameter of base. 

C/12nA primer. 

FUZE: Nose Percussion Fuze Kl, AS 40 Nb 
PACKAGING: One projectile in wicker basket. 

ANTICONCRETE PROJECTILE, TYPE 19. 
150-MM 

GERMAN NOMENCLATURE: 15-cm Gr. 19 Be 
(Granate 19 Beton). (See fig. 512.) 


EMPLOYMENT: 

15-cm s. F. II. 18 (Schweres Feld Haubitze 18), 
Heavy field Howitzer 18. 

15-cm s. F. H. 13 (Schweres Feld Haubitze 13), 
Heavy Field Howitzer 13. 

15-eni s. H. T. (Schweres Haubitze Turren), 
Heavy Turret Howitzer. 

COMPLETE ROUND (description of c/r is for 

s. F. H. 18): 

30.215 inches, over-all length, 

3.228 inches, distance from base to band. 

0.472 inch, width of rotating bands—bimetallic. 
Two, number of rotating bands. 
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5.825 inches, diameter of bourrclet. 

5.1% inches, diameter of base. 

95.7 pounds, total weight. 

7.1 pounds, weight of bursting charge. 

TNT. type of bursting charge. 

Four blocks in cardboard carton cemented to 
internal walls of projectile. From base to 
nose: TNT. 

TNT/Wax 95/5. 

TNT/ Wax 90/10. 

Gr. Zdlg. C/98 Np booster. 


Projectile has screwed-in base plate. 

Ballistic cup is welded to shell. 

CARTRIDGE CASE (German nomenclature 
6350 (semifixed]) : 

10.255 inches, over-all length. 

6.338 inches, diameter of mouth. 

No shoulder. 

7.007 inches, diameter of base. 

C/I2nA primer. 

FUZE: Base Detonating Fuze Bd. Z. F. 15-cm 
Gr. 19 Be. 
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Figur* 513—A. f. C. Projacfil., 150-mm for Unknown Weapon 
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PACKAGING: One projectile in a wicker basket, 
100 pounds. 

REMARKS: Cartridge cases for other weapons 
are as follows: 

6- F. H. 13—6303 (semifixed), 
s. H. T.—6357 (semifixed). 

A. P. C. PROJECTILE FOR UNKNOWN 
WEAPON, 150-MM 

GERMAN NOMENCLATURE: Not known. 
(See fig. 513.) 

EMPLOYMENT: Not known but believed to be 
for naval use. 

PROJECTILE (painted yellow with black tip, 


— _ PROJECTILES 

black arrow pointed down towards base, 
black stenciling): 

24.8 inches, over-all length (approximately). 
98.47 pounds, total weight. 

CARTRIDGE CASE: Not known. 

FUZE: Not known.' 

REMARKS: Information is from captured docu¬ 
ments. 

ROCKET ASSISTED PROJECTILE, 150-MM 

GERMAN NOMENCLATURE: 15-cm R. Gran- 
ate 19. (See fig. 514.) 

EMPLOYMENT: s. F. H. 18 (schweres Feld 
Haubitze 18), Heavy Field Howitzer 18. 



CMAK«lht cue 


MAUD CRIP 


CONTACT POINT 


figvr, 514 Rocket Attitfd Projectile, 15-em *. Cronof* 19 
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PROJECTILE: 99.5 pounds, total weight. 

CARTRIDGE CASE (German nomenclature 
6350 [semifixed]): 

10.23 inches, over-all length. 

6.338 inches, diameter of mouth. 

No shoulder. 

7.007 inches, diameter of base. 

13.64 pounds, weight of propellant. 

Tubular Diglycol, type of propellant 
C/12nA primer. 



-FUZE 

GAINE 


ADAPTER 


BURSTER CHARGE 


rotating sand 


Figure 515— H. f. Profttlil*, of Ruttlan Origin, 
152 -mm, F5.2-cm Sprgr. 43d (r) 


“R” stenciled in red on charge bag. 

FUZE: Electric Nose Percussion Fuze, graze op¬ 
erated, instantaneous: .El. A. Z. m. R. Base Fuze 
R (transition fuze). 

REMARKS : This is an' experimental projectile. 
No specimens have been recovered as yet. Two 
types were designed. On the first the base plate is 
held in position with magnesia luting. It is 
thrown clear when the gun fires. In the new pat¬ 
tern the jets are closed by small individual plugs 
which fall out when the gun fires. 

H. E. PROJECTILE FOR 152-MM GUN 

GERMAN NOMENCLATURE: 15-2-cm Sprgr 
436 (r). (See fig. 515.) 

WEAPONS: 

Russian Gun Howitzer: < 

15.2-cm K. H. 433/1 (r), Model 37. 

15.2-cm K. H. 433/2 (r), Model 10/34. 

PROJECTILE: 

Caliber: 152 mm. 

Kind: Shell. 

Type: H. E. 

Weight 96.5 pounds (loaded and fuzed). 
Color: O. D. with blue band near bourrelet. 
CHARGE: 

Number: T. 

Weight: 14.25 pounds. 

Kind: Tetryl. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: German: (1) A. Z. 360 (r). 

Russian: (1) PM N 65 60 39 (r). 

Type: (1) P. D. 

H. E. PROJECTILE FOR 152-MM GUN 

GERMAN NOMENCLATURE: 15-2-cm Sprgr. 
F. E. W. (See fig. 518.) 

WEAPONS: 

Russian Gun Howitzer: 

15.2-cm K. H. 433/1 (r) Model 17. 

15.2-cm K. H. 433/2 (r) Model 10/34. 

PROJECTILE: 

Caliber: 152 mm. 

Kind: Shell. 

Type: H. EL 

Weight: 101 pounds (loaded and fuzed). 
Color: Dark O. D. 

CHARGE: 

Number: 13 A. 
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Flgvr* 516—W. f. Projectile, 152 -mm, 15.2-cm 
Sprgr. F. £. W. 


Figure SI 7—Anh'concrata <H. E.) Projectile, 152-mm, 
15.2-cm Gr. 434 8*. (rl 


Weight: 9 pounds. 

Kind: Amatol 50/50. 

TRACER: Non*. 

BOOSTER: cwg Np 10. 

FUZE: 

Nomenclature: A. S. 23 (0/15) Pr. 

Type: P. D. 

REMARKS: 

Note 1 . —This projectile is of German manufac¬ 
ture for the weapons listed above. 


ANTICONCRETE (H. E.) PROJECTILE FOR 
152-MM GUN 

GERMAN NOMENCLATURE: 15.2-cm Gr. 434 
Be (r). (See fig. 517.) 

WEAPONS: 

Russinn Gun Howitzer: 

15.2-cm K. H. 433/1 (r), Model 37. 

15.2-cm K. H. 322/2 (r), Model 10/34. 

PROJECTILE: 

Caliber: 152-mm. 

Kind: Shell. 
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Type; Anticoncrete (high explosive). 

Weight: 87.8 pounds (loaded and fuzed). 

Color: Shell may be unpainted and greased; or 
painted gray with two red stripes around 
shell body, without red stripes, or with blue 
stripe around ogive. 

CHARGE: None. 

Number: T. 

Weight: 10.8 pounds. 

Kind: TNT. 

BOOSTER: Integral with fuze. 



Figuro 518 — H. C. Frojoctilo for ISS-mm Fronth Gun, 
1 5.5-cm Gr. 422 If] 


FUZE: 

Nomenclature: Bd. Z. 493 (r) russ K. T. D. 
Type: B. D. 

H. E. PROJECTILE FOR 155-MM GUN 

GERMAN NOMENCLATURE: 15.5-cm Stg. 
Gr. 422 (f). (See fig. 518.) 

WEAPONS: 

French Gun: 

15.5- cm K. 418 (f), Model G- P. F. 

15.5- cm. 419 (f), Model G. P. F.—T. 

15.5- cm K. 420 (f), Model 1916 St. CH. 

PROJECTILE: 

Caliber: 155 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 99.7pounds (loaded and fuzed). 

Color: O.D. 

CHARGE: 

Number: 13A. 

Weight: 12 pounds. 

Kind: Amatol 50/50. 

TRACER: None. 

BOOSTER: Integral with fuze. 

SMOKE PROJECTILE FOR 155-MM FRENCH 
GUN 

GERMAN NOMENCLATURE: 15.5-cm Gr. 
427 (f). (See fig. 519.) 

WEAPONS: French Heavy Gun : i5.5-cm K. 420 
(f),L. Mle., 1916 St. CH. 

PROJECTILE: 

Caliber: 155 mm. 

Kind: Shell. 

Type: Smoke. 

Weight: 97V4 pounds (loaded and fuzed). 
Color: Base to bourrelet olive green, ogive 
black. 

CHARGE: 

Number: Unknown. 

Weight: 11^4 pounds. 

Kind: Unknown. 

TRACER: None. 

BOOSTER: Separate type but unknown. 
ADAPTER: PEK 10 18. 

FUZE: Nomenclature: Unknown. 
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H. E. PROJECTILE FOR 155-MM HOWITZER 

GERMAN NOMENCLATURE: 15.5-cm Gr. 417 
(f). (See fig. 520.) 

WEAPONS: 

French Heavy Field Howitzer: 15.5-cm 8 . F. H. 
414 (f), CMle 1917S. 

Polish Heavv Field Howitzer: 15.5-cm s. F. H. 
17 (p) Model 17. 

PROJECTILE: 

Caliber: 155 mm. 


Kind: Shell. 

Type: H. E. 

Weight: 96.2j>ounds (loaded and fuzed). 
Color: Black body with vellow ogive. 
CHARGE: 

Number; M. 

Weight: 10.8 pounds. 

Kind: Melinite. 

TRACER: None. 

BOOSTER: Integral with fuze. 



Figure 520— H. E. frojottilo, 155-mm, 15.5-cm Gr. 
417 U) 


Figure 519—Smoke Frojoctilo for 155-mm French 
Gun , 15.5-cm Gr. 427 (f) 
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FUZE: 


NoiiEycLATi'Re 


Gmi.m 


(1) A. Z. i251 (f) 

(2) A. Z. >240 (f) 

(3) A. Z. 250 (f) 

(4) Dopp. Z. +45 

(0 

Type: (l) P. D. 
Dopp. Z. 


r*Kxc« 

24/31 RYG 18 J 
24/21 09-15 SR 
24/31 RY IT SR 
24/31 ID 17 

(2) P. D. (3) P. D. 





Figure 521—H. E. FrojmctiU, 155-mm, 15.5-cm 
Larggr. 415 it) 


H. E. PROJECTILE FOR 155-MM GUN 


GERMAN NOMENCLATURE: 15.5-cm Langgr. 
415(f). (See fig. 521.) 

WEAPONS: 

French Heavy Field Howitzer: 15.5-cm s. F. H. 

414 (f), Model C/Mc 1917 S. 

Polish Heavy Field Howitzer: 15.5-cm s. F. EL 
17 (p). Model 17. 

PROJECTILE: 

Caliber: 155 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 94.8 pounds (loaded and fuzed). 
Color: Yellow. 


CHARGE: 

Number: MF. 

Weight: 23.3 pounds. 
Kind: Cast Melinite. 
TRACER: None. 


BOOSTER: Integral with fuze. 
FUZE: 

NoMENCLATCmE 


GCBN AN 

(1) A. Z. 251 (f) 

(2) A.Z.253 (f) 


(3) A. Z. 255 (f) 

(4) A. Z. 240 (f) 

(5) A. Z. 241 (f) 

(6) A. Z. 239 (f) 

(7) A. Z. 259 (f) 


Fsznch 

24/31 RYG 18 J 
24/31 RYG 18 CR 
24/31 RYG 18 LR 
24/31 99-16 SR 
24/31 99-15 CR 
24/31 99-15 LR 
24/31 RY 17 SR 
24/31 LD 17 


(8) Dopp. Z. 145 (f) 

Type: (1) P. D. (2) P. D. (3) P. D. (4) 
P. D. (5) P. D. (6) P. D. (7) P. D. (8) 
T. and P. 


H. E. PROJECTILE FOR 155-MM GUN 

GERMAN NOMENCLATURE: 15.5-cm Stg.423 
(f). (See fig. 522.) 

WEAPONS: 

French Gun: 

K 120 (f),L 1916 St CH. 

K 119 (f), GPF—T. 

K 418 (f), GPF. 

PROJECTILE: 

Caliber: 155 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 82 pounds empty (loaded and fuzed). 
Color: O. D. / 
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Flgurw 522—H. C. FrojmctiU 155-mm, 15.5-cm Sfg. 
Gr. 423 (f) 



TRACES: None: 

BOOSTER: Booster integral with fuze. 

FUZE: 

Nomenclature: same as 15.5-cm Stg. Gr. 423 (f) 
frz 18 FATO- 

REMARKS: 

Note 1.—This projectile has been found in large 
quantities in German Dumps, but in all instances 
empty of explosives. 


Note 2. —This projectile is of German manufac¬ 
ture for the above-mentioned weapons and dif¬ 
fers from the French in that it has only one rotat- " 
ing band which is bimetallic. 

H. L PROJECTILE FOR 155-MM GUN 

GERMAN NOMENCLATURE: 15.5-cm Gr. 421 
(f). (See fig. 523.) 

WEAPONS: French Gun: 15.5-cm K 420 (f), 
Model L 1916 St. Ch. 
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PROJECTILES: 

Caliber: 155 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 95.3 pounds (loaded and fuzed). 
Color :0. D. 

CHARGE: 

N'umber: 13 A. 

Weight: 15.3 pounds. 

Kind: Amatol 50/50. 

BOOSTER: Integral with fuze. 



figvrw 524 — H. E. Projmctih, Type 38, 170-mm 
17-cm K. Gr. 33 (H6) 


H. E. PROJECTILE, TYPE 38, WITH BALLISTIC 
CAP, 170-MM 

GERMAN NOMENCLATURE: 17-cm K. Gr. 38 
(Hb) (Kanone Granate 38 [Haube]). (See fig. 
524.) 

EMPLOYMENT: 17-cm K. i. Mrs. Laf. (Kanone 
ins Morser Lafette) Gun in Mortar Mounting. 

COMPLETE ROUND: 54.622 inches, over- all 
length. 

PROJECTILE, painted green: 

30.983 inches, over-all length w/o fuze. 

4.921 inches, distance from base to band. 1 
1.023 inches, width of rotating bands. 

Two, number of rotating bands. 

Bimetallic, composition of rotating bands. 

6.967 inches, diameter of bourrelet. 

5.984 inches, diameter of base. 

138.0 pounds, total weight. 

15.37 pounds, weight of bursting charge. 

TNT in cardboard container cemented in pro¬ 
jectile, type of bursting charge. 

Smoke box present. 

Zdlg. 36 booster. 

CARTRIDGE CASE (German nomenclature 
6324 [semifixed]): 

28.56 inches, over-all length. 

7.5 inches, diameter at mouth. 

No shoulder. 

8.5 inches, diameter at bgse. 

Tubular Diglycol, type of propellant. 

C/12nA primer. 

FUZE: Nose Percussion Fuze Hbgr. Z. 35 K. or 
Time and Percussion Fuze Dopp. Z. s/90s. 

PACKAGING: One projectile to wicker basket, 
145.2 pounds. 

REMARKS: Fuze is under ballistic cap. Pro¬ 
jectile has streamlined base. After firing, rotat¬ 
ing band will bear 48 engravings. 
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H. E. PROJECTILE, TYPE 39, 17D-MM 

GERMAN NOMENCLATURE: 17-cm K. Gr. 39 
(Kanone Granate 39). (See fig. 525.) 

EMPLOYMENT: 17-cm K. i. Mrs. Laf. (Kanone 
ins Morser Lafette) Gun. Gun in Mortar 
Mounting. 

PROJECTILE, painted green: 

29.172 inches, over-all length w/o fuze. 

3.35 inches, distance from base to band. 

I. 023 inches, width of rotat ing bands. 

Two—number of rotating bands. 

Bimetallic—composition of rotating bands. 
6.771 inches, diameter of hourrelet. 

5.984 inches, diameter of base. 

150.0 pounds, total weight. 

TNT in cardboard container cemented in pro¬ 
jectile, type of bursting charge. 

Tracer present in base. 

Zdlg. 36 booster. 

CARTRIDGE CASE (German nomenclature 
6324 [semifixed]) : 

29.562 inches, over-all length. 

7.5 inches, diameter at mouth. No shoulder. 

8.5 inches, diameter at base. 

64 pounds, weight of propellant. 

Tubular Diglycol, type of propellant. 

C/12nA primer. 

FUZE: Nose Percussion Fuze A. Z. 35 K or Time 
and Percussion Fuze Dopp. Z. s/90K. 

PACKAGING : One projectile to a wicker basket, 
156.8 pounds. 

REMARKS: Projectile has streamlined base. 
Adapter in base for tracer. 


H. E. PROJECTILE FOR 194-MM FRENCH 
RAILWAY GUN 


WEAPONS- - French Railway Gun: 19.4-cm K. 
(E) 486 (f) Mle 1870-1893. 

PROJECTILE: 

Caliber: 194 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 182 pounds (loaded and fuzed). 

Color: Black body; yellow ogive. 



Figurm 525 — H. C. Projectile, Type 39, T70-mm 
17-cm K. Gr. 39 


GERMAN NOMENCLATURE: 19.4-cm 8tg. 
Gr. 486 (f). (See fig. 526.) 
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figure 526—-H. E. Projoctilo tor 194-mm French 
Railway Gun, 19.4-cm Sfg. Gr. 486 if) 


CHARGE: 

Number: MDN. 

Weight: 22 pounds. 

Kind: Melinite with dinitronapthalme added. 
TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: Nomenclature: Unknown. 


ANTICONCRETE PROJECTILE FOR 203-MM 
HOWITZER 

GERMAN NOMENCLATURE: 20.3-cm Or. 
503/2 Be (r). (See fig. 527.) 

WEAPONS: Russian Heavy Howitzers: 

20.3-cm Haubitze. 

503-russ. 31. 

20.3 cm Haubitze. 

503/2 russ. 31. 



Flgurm 527 —Anfkoncrefe Projectile tor 203-mm 
Howitzer, 20.3-cm Gr. 503/2 6e. <rl 
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TIME FUZE 


-DETONATOR 

BLACK POWDER 
EJECTION CHARGE 

-EJECTION PLATE 


CANDLE FLARE UNIT 


SUSPENSION RING 


— PARACHUTE 


ROTATING BANDS 

-BASE PLUG 

--SHEAR PIN 
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PROJECTILE: 

Caliber: ‘20:1 mm. 

Kind: Shell. 

Type: Anticoncrete. 

Weight: 220 pounds (loaded and fuzed). 

Color: O. D. with blue band below bourrelet 
(unpainted). 

CHARGE: 

Number: T. 


Weight: .13 pounds. 

Kind: TNT. 

TRACER: None. 

BOOSTER: Integral with fuze. 

FUZE: 

Nomenclature: Bd. Z. 493 (r). 

Type: B. D. 

REMARKS: 

Note 1 . —Second bourrelet forward of rotating 
band. 


ARMOR PIERCING CAR 



BALLISTIC CAP 


BURSTER CHARGE 


GAINE 


ROTATING BANDS 


BASE PLUG 


BASE f-UZE 


Figure 529—S. 4. P. Pro/ecti/e for 203-nun Railway 
Gun, 20.3-cm Sprgr. i/4.7 Bd. Z. m/Hb 


FLARE PROJECTILE FOR 203-MM RAILWAY 
GUN 

GERMAN NOMENCLATURE: 20.3-cm 
Leuchtgr. (See fig. 528.) 

WEAPONS: German Railway Gun: 20-cm K. 
(E). 

PROJECTILE: 

Caliber: 203 mm. 

Kind: Shell. 

Type: Flare. 

Weight: 22<P,4 pounds (loaded and fuzed). 
Color: Green, with red band above upper bour¬ 
relet, black band below nose, and white band 
around middle bourrelet. 

CHARGE (expelling): 

Number: 

Weight: V 2 pound. 

Kind: Black powder. 

TRACER: None. 

BOOSTER: None. 

FUZE: 

Nomenclature: Unknown, but undoubtedly a 
At. Z. (time) of some type. 

Type: Time. 

REMARKS: 

Not* l.—Weight of flare and parachute assy, . 
is 47 pounds. 

Note 2.—Shell is somewhat unique in having 
an additional bourrelet machined near middle of 
shell body. 

SEMI-ARMOR-PIERCING PROJECTILE FOR 
203-MM GERMAN RAILWAY GUN 

GERMAN NOMENCLATURE: 20.3-cm Sprgr. 
U/4< Bd. Z. m/Hb. (See fig. 529.) 

WEAPONS: German Railway Gun: 20-cm. K. 
(E). 
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PROJECTILE: 

Caliber: 203 mm. 

Kind: Shell. 

Type: S. A. P. 

Weight: 270 pounds (loaded and fuzed). 
Color: Dark O. D. 

CHARGE: 

Number: 1. 

Weight: 11% pounds. 

* Kind: TNT pressed in blocks in cardboard con¬ 
tainer packed with magnesium putty. 
TRACER: None. 

BOOSTER; Zdlg. B. 

FUZE: 

Nomenclature: Bd. Z. C/38. 

Type: B. D. 

REMARKS: 

Note 1.—This projectile has a magnesium-alu¬ 
minum alloy ballistic cap, which provides a spot¬ 
ting flash upon impact. 

H. E. PROJECTILE FOR 203-MM GUN 

GERMAN NOMENCLATURE: 20.3-cm Sprgr. 
L/14. Xz. (Hb). (Sccfig. 530.) 

WEAPONS: German Railroad Gun; 20-cm K 
(E). 

PROJECTILE: 

Caliber: 203 mm. 

Kind: Shell. 

Type; H. E. 

Weight: 268.5 pounds (loaded and fuzed). 
Color: Dark O. D. 

CHARGE: 

Number: 1. 

Weight: 22% pounds. 

Kind: TNT pressed in blocks in cardboard con¬ 
tainer. 

TRACER: None. 

BOOSTER: 4 separate boosters: 1-Zdlc.A. 3- 
L. Zdlg. A. 

FUZE: 

Nomenclature: (1) Kz. C/27 St. (2) Kz. C/27 
Im. (3) M. Dopp. Z. 28 K. 

Type: (1) P. D. (2) Kt. C/27 Im. (3) M 
Dopp. Z. 28 X. 

H. E. PROJECTILE, TYPE L/4.7 WITH NOSE 
PUZE AND BALLISTIC CAP, 203-MM 

GERMAN NOMENCLATURE: 20.3-cm Sprgr. 


L/4.7 Kz. (m. Haube) (Spreggrante Ladung 
Kopfzunder [mit Haube]). (See fig. 531.) 

EMPLOYMENT: 20-cm Kan. (e) (Kanone 
(Eisenbahn)), Gun (Railway). 

PROJECTILE: 37.519 inches, over all length. 
Three, number of rotating bands. 

26.84 pounds, weight of bursting charge. 

TNT in cardboard container, type of bursting 
charge. 

Ballistic cap. 

Unstreamlined base. 



Flgur* S30—H. E. Projictile, 203 -mm, 20.3-cm 
Sprgr. 1/14 Jfx. (Hb) 


O—47—«■•!. t -12 
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FUZE 


BOOSTER 


BURSTER 

CHARGE 


rotating 

BANOS 


figvrm S31— H. f. Projictih, 203-mm, 20.3-<m 
Sprgr. L/4.7 Ki. (m. Haubul 


CARTRIDGE CASE (German nomenclature 
C/34): 

61.6 pounds, weight of propellant. 

PRC/32, type of propellant. 

C/12nA primer. 

FUZE: Nose Percussion Fuze Kz. C/27 Lm., St. 
or Ms. 

PACKAGING: One projectile in wicker basket, 

286 pounds. 


REMARKS: There is also a round designated: 
“20.3-eni Aprgr. L/4.7m Bd. Z. in. Haube,” which 
is identical except that this type is also fitted with 
base fuze Bd. Z. C/38. 

ANTICONCRETE PROJECTILE, TYPE 18, 
210-MM 

GERMAN NOMENCLATURE : 21-cm Gr. 18 Be. 
(Granate 18 Beton). (See fig. 532.) 
EMPLOYMENT: 21-cm Mrs. 18 (Morser 18), 
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Figure 532 —Anficoncreta Pro/acftf*, Typ* I#, 210-mm, 21-cm Gr. II Be. 


Mortnr 18 Ig. 21-cm Mrs. 18 (lange Morser 18), 
Long Mortar 18. 

PROJECTILE, painted green: 

36.534 inches, over-all length. 

4.606 inches, distance from base to band. 

0.590 inch, width of rotating bands. 

Two, number of rotating bands. 

7.480 inches, diameter of base. 

268.0 pounds, total weight. 

25.6 pounds, weight of bursting charge. 

TNT, type of bursting charge. 

Zdlg. C/98 booster (picric acid). 


CARTRIDGE CASE (German nomenclature 
6351 (semifixed)): 

16.125 inches, over-all length. 

8.75 inches, diameter of neck. 

No shoulder. 

9.50 inches, diameter of base. 

31.0 pounds, weight of propellant. 

Diglycol, type of propellant. 

C/12nA primer. 

FUZE: Base Detonating Fuze Bd. Z. f. 21-cm. 
PACKAGING : One to a wicker basket. 

REMARKS: Projectile has streamline base, bal¬ 
listic cap. 
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Figvr* 533 —H. E. Projectile, Type 1/4.5, 240-mm, 
24-cm Sprgr. L/4.5 m. fid. Z. (m. Hau be) 


H. E. PROJECTILE TYPE L/4.5 WITH BASE 
FUZE AND BALLISTIC CAP, 240-MM 

GERMAN NOMENCLATURE: 24-cm Sprgr. 
L/4.5-m. Bd. Z. (m. Huube), Spreggranate 
Ladung/4.5 mit Boden Zumder (mit Haube). 
(See fig. 533.) 

EMPLOYMENT: 24-cm Th. Br. K. (E) Theodor 
Bruno, Kanone (Eisenbahn) Theodor Bruno Gun 
(Railway). 


PROJECTILE: 

42.175 inches, over-all length. 

0.448 inches, diameter of base. 

2. Number of rotating bands. 

332.0 pounds, total weight. 

TNT in cardboard container, type of bursting 
charge. 

CARTRIDGE CASE (German Nomenclature— 
Karth S. Th. Br. K. (E)): 

68.2 pounds, weight of propellant. 


ballistic cap 


HAMMER 



f l E 


GAinF 


BURSTER CHARGE. 


0TAT1NG BAND 

BASE FUZE 


Figvro 534—H. f. Shell for 240-mm Gun, 24-<m 
Sprgr. 1/4J m. Itb. 
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KPC/.’W—type of ^propellant. 

FUZE: Base detonating fuze: Bd. Z. f. Sprgr. 
in. Iv. 

REMARKS: Projectile 1ms ballistic cap, un- 
strenmlmed base. Information is from captured 
document. 


H. E. PROJECTILE FOR 240-MM GUN 

GERMAN NOMENCLATURE: 24-cm Sprgr. 
L/4.2-m. Itb. (See fig. f» 34 .) 

WEAPONS: German Railroud Gun: Th. Kan 

(K>. 

PROJECTILE: 

Caliber: 210 mm. 

Kin,!: Shell. 

Type: II. K. 

Weight: .1211 pounds (loaded und fuzed). 
Color: Dark O. D. 

CHARGE: 

Number: 1 . 

Weight: .'$0 pounds. 

Kind: 1 N T pressed in blocks in cardboard con- 
la iners. 


TRACER: None. 

BOOSTER: 4 separate boosters: 1 —Zdl", A* 3 _• 

I* Zdtg. A. # " * 

FUZE: • 


Nomenclature: ( 1 ) Kz. C/27 Lm. ( 2 ) Kz. C/27 

Sl < ; i) Kz - C ^7 Ms. (4) M. Dopp. A. S. GO 
Si. (f.) Bdz. C/38. 

TYPE: (1) P. 1). (2) P. D. ( 3 ) P. JD. ( 4 ) 

1. and P. (5) Base. 


H. E. PROJECTILE FOR 240-MM CZECH 
HEAVY GUN 

GERMAN NOMENCLATURE: 24-cm Gr. -40 

tt). (See fig. 035.) 

W E A PONS: Czech Heavy Gun: S. 24-£m K (t) 
PROJECTILE: 

Cali Iter: */40 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 437 pounds (loaded and fuzed). 

C°lor: O. D. with white band around body 
CHARGE: 

Number: 1. 

Weight: To pounds. 

Kind: INI pressed in blocks in curdboard con¬ 
tainer packed with magnesium. 


PROJECTILES 



Figure 535 — H. £. Projectile for 240-mm Czech 
Heavy Gun, 24-c m Gr. 40 (/) 


I RAC ER: Two tracer cavities, but only plugs 
provided. 

BOOSiEU: Base booster, integral with fuze. 
Nose booster, Np. 10 . 

FUZE: 

Nomenclature: ( 1 ) A. Z. 23v ( 0 . 15 ) and lid. A. 
DVR (t). ( 2 ) A.Z. 1 v (0.15). (:ij Dopp. Z. 
s/30 St. 

Type: ( 1 ) Combination using hnth 1 *. 1 ). und 
B. D. Fuzes. (2) P. D. (3) T. and P. 
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figoro 53(5— H. E. Pro/«<fiTo, Rrrtod, 280-m/n, 28-c 


, E. PROJECTILE, 28-CM EMPLOYMENT: Not known. 

MENCLATURE: Not known. COMPLETE ROUND: Not known. Total 

weight not known. 


PROJECTILES 


PROJECTILE: 

5.079 inches, base to band. 

49.4 inches, over all length (approximately). 
0.787 inch, width of rotating band-bimetallic. 
551.0 pounds, total weight. 

66.0 pounds, weight of bursting charge. 

18.897 inches, length of splines. 

Bursting charge in cardboard container. 

Small tracer is fitted. 

Qr. Zdlg. C/98 booster. 

CARTRIDGE CASE: Not known. 

FUZE: Nose, Hbgr. Z. 35 K; Base, Bd. Z. 35 K. 

REMARKS: Slightly streamlined base. Ballistic 
cap threaded to body of—irojectile. 

Projectile has rifled design which takes the 
form of 12 longitudinal inclined splines (inclina¬ 
tion 5° (approximate)). These are approximately 
60 nun apart and are probably intended to engage 
in the rifling of the gun. The splines do not ap¬ 
pear to be machined from the main projectile body 
but are constructed separately on strips of steel 
which.are then fitted into grooves cut in the pro¬ 
jectile body. These grooves are undercut to pro¬ 
duce secure attachment. To the rear is a copper or 
bimetallic driving band, the probable function of 
which is to act as a gas seal. 

H. E. ROCKET-ASSISTED PROJECTILE FOR 
280-MM RAILWAY GUN 

GERMAN NOMENCLATURE: 28-cm R. Gr. 
4331. (See fig. 537.) 

WEAPONS: German Railway Gun: K. 5 (E). 
PROJECTILE: 

Caliber: 28 cm. 

Kind: Shell. 

Type: H. E. rocket-assisted. 

Weight: 546% pounds (without rocket ignition 
fuze) (loaded and fuzed). 

Color: O. D. 

EXPLOSIVE CHARGE: 

Number: Unknown. 

Weight: 30% pounds. 

Kind: Unknown. 

PROPELLANT CHARGE: 

Weight: 43 pounds. 

Kind: Double base powder. 

TRACER: None. 


BOOSTER: (2) Z. Zdlg. C/98 Np. 

FUZE: 

Nomenclature: (2) AZ 4331 and Zt. Z S/30, 
Type: Percussion and Time. 

REMARKS: 

Note 1 . —Zt. Z S/30 Fme functions after 19 
seconds to ignite the rocket propellant. The two 
A. Z. 4331 fuzes initiate the explosive charge on 
impact. 



Flguro 537 — H. E. ffoefcaf AttUlod Frojoctilo for 
280-mm 3. 3. Gun, 28-cm 3 . Gr. 4331 
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ballistic car 


FUZE HAMMER 



FUZE 


GAINE 


PRE-RtFLEO SPLINES 


BURSTER CHARGE 


ROTATING BAND 


TRACER 


Figurm 538—H. E. Projoctil • for 280-mm Railway 
Gun, 28-cnt Gr. 35 


HIGH EXPLOSIVE PROJECTILE FOR 280-MM 
RAILWAY GUN 

GERMAN NOMENCLATURE: 28-cm Gr. 35. 
(See fig. 538.) 

WEAPONS: German Railway Gun: K 5 (E). 

PROJECTILE: 

Caliber: ‘280 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 562 pounds (loaded and fuzed). 


Color: O. D. 

CHARGE: 

Number: 30. 

Weight: 67(4 pounds. 

Kind: TNT and TNT/wax (95/5) pressed In 
blocks in carboard carton. 

TRACER,: Lspur No. 5 cavity provided but no 
tracer found, 

BOOSTER: Zdlg. 36 Np. or Zdlg. :16 F. 



Figuro 539 — H. E. Projectile for 280-mm Railway 
Gun, 28-cm Gr. 39 m. Hbgr. 2, 
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FUZE: 

Nomenclature: (1) Hbgr. Z. 35K (0.10). (2) 

Hbgr. Z. 35K (0.15). (3) Hbgr. Z. 35K 
(0.05). (4) Dopp. Z. 45K. 

Type: (1) P. D. (2) P. D. (3) P. D. (4) 
T.and P. 

REMARKS: 

Note 1 . —Four (4) R 10 smoke boxes. 

H. E. PROJECTILE FOR 280-MM RAILWAY 
GUN 

GERMAN NOMENCLATURE: 28-cm Gr. 39 
m. Hbgr. Z. (See fig. 539.) 

WEAPONS: German Railway Gun: Bruno 
N. K. (E). 

PROJECTILE: 

Caliber: 280 mm. 

Kind: Shell. 

Type: H. E. 

Weight: 585 pounds (loaded and fuzed). 
Color: O. D. 

CHARGE: 

Number: 30. 

Weight: Approximately 93 pounds. 

Kind: TNT and TNT/Wax (95/5) pressed in 
blocks in cnrboard container. 

TRACER: None. 

BOOSTER: Np 10. 

FUZE: 

Nomenclature: Hbgr. Z. 35K. 

Type: P. D. 

PROJECTILE FOR 35.3-CM HOWITZER Ml 

GERMAN NOMENCLATURE: 35-cm Gr. Be. 
(See fig. 540.) 

PROJECTILE: 

Total Weight: 1,265 pounds. 

Weight of Filling: 75 pounds. 

Filling: TNT. 

PROJECTILE CASE: Brass cartridge case. 
Propellant—Tubular nitrocellulose. 

H. E. MORTAR PROJECTILE TYPE 38, 80-MM 

GERMAN NOMENCLATURE: 8-cm Wgr. 38 
(Werfergranate 38). (See fig. 541.) 

EMPLOYMENT: 8-cm s. Granat Werfer 34. 


COMPLETE ROUND: 12.99 inches, over-all 
length. 

PROJECTILE (painted grey green): 

8.5 inches, length of body. 

3.188 inches, diameter of bourrelet. 

1.187 inches, width of bourrelet. 

3.189 inches, diameter of fins. 

Twelve, number of fins. 

7.75 pounds, total weight. 

1.11 pounds, weight of bursting charge. 

“38” stenciled on body. 

Kz. Zldg. 34 Np. booster. 



ballistic cap 


BURSTER CHARGE 


SMOKE BOX 


base fuze 


ROTATING 

BANDS 


TRACER UNtT 


figure 540—C. M. Howitzer Ml, 353-mm, 35.3-em 
Gr. Be. 
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figure 541 — H. C. Mortar Projoctito, Typo 31, 
tO-mm, 8-tm W gr. 39 

FUZE: Wgr. Z. 38 or 34. 

REMARKS: Contains a powder pellet under fuze 
to give delay action. 

H. E. MORTAR PROJECTILE, 50-MM 

GERMAN NOMENCLATURE: 5-cm H. E. 
Bomb. (See fig. 542.) 

EMPLOYMENT: 5-cm L. Granat Werfer 36. 


PROJECTILE (painted dull red): 

8.625 inches, over-all length. 

4.25 inches, length of body. 

1.312 inches, diameter of bourrelet. 

1.0 inch, width of bourrelet. 

0.937 inch, diameter of base. 

2.2 pounds, total weight. 

Eight, number of fins. 

112 grams TNT type of bursting charge. 

Kz. Zldg. 34 Np. booster. 

CARTRIDGE CASE 4 grams or powder, type of 
propellant. One charge only in firing cartridge. 




-CARTRIDGE 


figure 542—H. E. Mortar Prajoctilo, 50-mm, 5-cm 
H. E. Bomb 
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figure 543— H. E. Mortar Projectile, Type 39, 
OO-mm, 8-cm Wgr. 39 

FUZE: Wgr. Z. 38. 

REMARKS: Ten rounds in metal container, 12.5 
kg- 

H. E. MORTAR PROJECTILE, TYPE 39, 
80-MM 

GERMAN NOMENCLATURE: 8-cm Wgr. HO 
(Werfergranate HO). (See fig. 543.) 

EMPLOYMENT: 8-cm s. Grant Werfer 34. 

COMPLETE ROUND: 13.100 inches, over-all 
length. 

PROJECTILE: 

8.5 inches, length of body. 

3.188 inches, diameter of bourrelet. 



\ % 1.9.42 8 

i 

\ i 

\ 



figure 544 —Colored Smoke Mortar Projectile, 
80-mm, 8-cm Wgr. 38 Deut. 

1.187 inches, width of bourrelet. 

3.189 inches, diameter of fins. 

Twelve, number of fins. 

7.75 pounds, total weight. 

1.11 pounds, weight of bursting charge. 

TNT, type of bursting charge. 

FUZE: Wgr. Z. 38 or 34; Z. Z. Zdlg. 34 Np. 
booster. 

HEM ARKS : An improved model of 38. 

COLORED SMOKE MORTAR PROJECTILE, 
80-MM 

GERMAN NOMENCLATURE: 8-cm Wgr. 3S 
Deut. (Werfergranate 38 Deut.) (See fig. 544.) 
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EMPLOYMENT: 8-cm s. Gr. Werfer 34. 

COMPLETE ROC ND: 12.87-1 inches, over-all 
length. 

PROJECTILE: 

8.5 inches, length of body. 

3.187 inches, diameter of bourrelet. 

1.187 inches, width of bourrelet. 

1.187 inches, diameter of base. 

Twelve, number of fins. 

FUZE: Wgr. 38 or 34. 

H. E. MORTOR PROJECTILE TYPE 34, 80-MM 

GERMAN NOMENCLATURE: 8-cm Wgr. 34 
Nb. (Werfergranate 34 Nebel). {See fig. 545.) 

EMPLOYMENT: M. Gr. W. 34; Kz. Gr. W. 4-2. 



I 

C ) 3 


c to 



Figaro 54 5 —Smoke Mortar Projectile, Typo 34, 
80-mm, 8-cm Wgr. 34 Nb. 


COMPLETE ROOT): 12.937 inches, over-all 
length. 

PROJECTILE: 

8.5 inches, length of body. 

3.187 inches, diameter of bourrelet. 

1-187 inches, width of bourrelet. 

1.187 inches, diameter of base. 

7.85 pounds, total weight. 

Twelve, number of fins. 

36 grams of Penthrite Wax. 

Sulphur Trioxide smoke mixture—type of 
bursting charge. 

Kz. Zdlg. 34 Np booster. 

FUZE: Wgr. 2. 38 or 34. 

H. E. MORTAR PROJECTILE TYPE 34, 80-M 

GERMAN NOMENCLATURE: S-cm Wgr. 34 



Figaro 546 — H. E. Mortar Projectile, Type 34, 
80-mm, 8-cm Wgr. 34 
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Figurt 547 — H. E. Mortar Projectile, 100-mm, 10-cm Wgr. 37 


(Werfergranate 34). (See fig. 546.) 

EMPLOYMENT : Kz. Gr. \V 42; 8-cm s. Granat. 
Werfer 34. 

COMPLETE ROUND: 13.070 inches, over-all 
length. 

PROJECTILE (painted reddish brown): 

8.5 inches, length of body. 

3.188 inches, diameter of bourrelet. 

1.187 inches, width of bourrelet. 

3.189 inches, diameter of fins. 

Twelve, number of fins. 

1.11 {rounds, weight of bursting charge. 

7.75 pounds, total weight. 

Gr. Zdlg. C/98 Np. booster gaine. 


FUZE: Wgr. Z. 38 or 34. 

PACKING: Three round.- in a metal carrier. 
REMARKS: Propelling charge for this weapon 
consists of a primary cartridge and four aug- 
mentary charges. The latter consists of strip pro¬ 
pellant in silk bag. 

H. E. MORTAR PROJECTILE, 100-MM 

GERMAN NOMENCLATURE: 10-rm Wgr. 37 
(Werfergranate 37). (See fig. 547.) 
EMPLOYMENT : 19-crn Nb. W. 35. 
PROJECTILE: (painted grey green) : 

17.12 inches, over-all length. 

4.09 inches, diameter of bourrelet. 
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16.0 pounds, total weight. 

3.125 pounds, weight of bursting charge. 

TNT. type of bursting charge. 

Gr. Zdlg. C/98 Np. Booster. 

FUZE: Wgr. Z. 38. 

REMARKS: Information is from captured docu¬ 
ments. 

H. E. MORTAR PROJECTILE, 200-MM 

GERMAN NOMENCLATURE: 20-cin Wgr. 40 
(Werfergranate 40.) (See fig. 548.) 

EMPLOYMENT: 20-cm L. Ladingswerfer. 


COMPLETE ROUND: 30.86 inches, orer-all 
length. 

PROJECTILE: 

13.0 inches, length of body. 

7.5 inches, diameter of body. 

49.94 pounds, total weight. 

16.94 pounds, weight of bursting charge. 

TNT, type of bursting charge. 

10.63 inches, diameter of fins. 

Six, number of fins. 

CARTRIDGE CASE: Propellant—three parts, 
each weighing 12 grams, C/23 primer. 

FUZE: Wgr. Z. 36. 


Z 3£ FUZE 



Figure 544 — H. E. Mortar Pro/acfi/t, 2 00-mm, 20-tm Wgr. 40 
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Figure 549— H. E. Mortar Projectile, 380-mm, 38-cm 
Wgr. 40 


H. E. MORTAR PROJECTILE: 380-MM 

GERMAN NOMENCLATURE: :SR-cm Wgr. 40 
(Werfergrunate 4<>). (S«* fi«r. 540.) 

EMPLOYMENT: 38-cm s. Ladi tigstverfer. 

COMPLETE ROUND: 50/21 inches, over all 
length. 

PROJECTILE: 

24.606 inches, length of body. 


14.0G incites, maximum diameter of Laly, 

327.8 pounds, total weight. 

110.0 pounds, weight of bursting charge. 

21.18 inches, diameter of fins. 

Six. number of fins. 

CARTRIDGE CASE: C/28 primer. 

FUZE: Wgr. Z. 36. 

REMARKS: A smoke Itomh exists with the no¬ 
menclature: “38-ciu M’gr. 40 Nh.’’ 
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Figure 550— H. E. Projectile for 105-mm Howitzer 


H. E. PROJECTILE FOR 105-MM 
HOWITZER 

GERMAN NOMENCLATURE: F. H. Gr. Stg. 
m. R. 11. (See fig. 550.) 

WEAPONS: 

German Light Field Howitzers: 

1. F. H. 18. 

1. F. H. 18/1. 

1. F. H. 18/2. 

1. F. H. 18 m. M. 

1. F. H. 18/39. 

1. F. H. 18/49. 

PROJECTILE: 

Caliber: 105 mm. ^ 

Kind: Shell. 

Type ; H. E. 

\\ eight: 35 pounds (loaded and fuzed). 

Color: Red Body, O. I). ogive. 

CHARGE: 

Number; 14. 

Weight: 3 pounds. 

Kind: TNT poured. 

TRACER: None. 

ROOSTER: Gr. Zdlg. C/98 Nitropenta. 

FUZE: 

Nomenclature: AZ 23 v (0.25). 

Type: P. D. 

REMARKS: 

Noth I.—KPS rotating band. 

Note 2.—R-ll smoke box. 


• 

GERMAN H 

E. FILLINGS 


cob* 

No. 

Natc** or Tilling us* 

CODR 

No. 

Natvs* or Filling 

I'St 

1. 

Tji. 02 (pressed) in cnrdbosrd eon- Shell Bllins; deplh chsr*es 

8. 

Fp. 02 (poured) . 

U. E. sbcll«. 


(s| paper. pspler (niche wrsp- Engineer explosives. mines »nd 

10. 

Fp 02. Fp. 5. Fp. 10 (pressed) , 

H F. shrJN 


pizMf? bulk char**. 

(6) with Mon tan wuorparaf- 

11. 

Fp. 02. Fp. Ill, Fp 15, Fp 20 
(prtwd) 

H. E. shflLs. 


fln binder In mclaJ con- 

12. 

Fp. 02, Fp S. Fp 10. 

n E. shells. 

5. 

1_ 

«. 

Ulnro. 

Orf. M (pr«ard)— Al lor 1. A# fort. 

•hells 

Fp 02— Loose In psptr esrtons . Stick hsnd pedicle 71 

13.. 

Fp. 00/40 (poured) 

Kuhstnaie H F. (or crrnude* 
• n<1 botnhl S 1> 5, S. D. 
2. S. 1) 250. S. I>. 500. S. C. 
30, S C 250. S. C. SOU. s. C. 
1000. S. C. IN*' 

ft_ 

7. 

Off. GH— Loosr In paper cartons. . Slick hand grenade 24. 

Fp. 03 (premedj..... . B.E.jhclLs 

13 A 

Fp. SO/so . 

THIeTtumes. S. C. 250. S. C 
500. 
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NiTPRI or FlLLTXG 


N'xtuxr or FIlukg 


Fp 02 (poured). 


15 — .. Fp. 02, 10 peroem aluminum __ 

10- Fp. 02. Np lo (preased in con¬ 

tainers! 

17.. — (Fp. 02, 10 percent aluminum) 

with Np. 10. 

1*- Fp.02/H 5.S0/20. 

1«- Fp 02/Amm Nit.Ml, 56/36/10 ... 

30.. ... 45/55 t>iamin/Amm Nll./Al., 

53. Vi. 5/45. 

*. Orf m (poured).. __ 

77. Fp, 02. Fp.10 (pressed) .. 

®. Fp 10, Np 10 (pressed)_... 


Fp. 10 . 

Fp. (12 eryst&llited 

Fp 10. Pol (Hiitt (70/30) 

Fp 10. Pol chlorate (SO,’50) 

Fp. 02. Fp 3 (pressed).. 

N'p. 10 (pressed in waxed paper). 


34. .... Np 30 .. 

30. Np 40___ 

37. Np 50 . 

»- Np 63... ... 

42 . PcntoJ (pressed)_ 

43 . Plastic pentrit. 

43- Np. 30/H. 30/30 .. 

37. Dinitrohenrene/Amrr, Nit./Cast 

KDX. 

42A ... Biscuit Filling. Amm Nit./Calc. 
Nit./H, 53/30/17. 

56.. .. Donarit. 

37 Abonaehii 2 

GO ... Trinitrochlorobcnxene 

61.. .. Trlnilrochlorobenxene (poured). 

64 Trinltrochlorobenrene/Amm Nit 

40/40 


H E. shells and bombs 6 D. 
1. S. D .2, S. D. 50. S. D 230, 
8 D. 500. P. C 1000. P. C. 
1400. 8. C. 10, S. C. 50. 6 C. 
250. S. C. 300. 8. Ci 1800, 8 
Be. 50 

H. E. shells. 

B E. shells 


B. E. Shells 
H. E. shells. 


H E shells 
H E shells. 

H. E shells. Ahem Ptjr 
Armor-piercinr shell 
H E. shell. 2l-cm Or.16 Be. 


H. E shells. 

Primer (or H . E shell. A/'.k 
Mines, etc. 

Primer (or H. E shell. A/lk 
Mines, etc 
Special projectiles 
Practice H. E rounds. 

H. E shell 

Practice H E. rounds. 

H E. shell 
B E shell 
Special projectile. 

Poured ftilinp (or projectiles 
and bombs. S. C . SO. S C. 
230. S xC 500 

Nose. 8. C. 230, S. D 500A, 
S. C. 300. S B 1000. Body 
is (52) 

Hand Grenades 
Stick hand Grenade 24 
Projec.iles 
Projectiles. 

Projectiles. 


Tnr.uroben tene (pressed) _ 

Ethylenediaminedinitrate 
(E. D. D.) (poured). 

E D D./Amm Nit.. 55/43. 

E. D. D./H, Wax/E. D. D.. 
46/16/36. Three pressed pellets 
In waxed paper. 

Amatol 41... 

H. (poured) . ... 

H (pressed). .. 

B 5. 

H. I«. . 

H/Fp. 02, 60/40 (pressed in waxed 
paper). 

Fp. 8 percent Monlan wax. 


Trlalcn (Fp 02/Al/Naph(haknc. 
74/12/14). 

Trialen (Fp 02/R/A1., 70/15/15. 
poured) 

Trialen (Fp 02/H/A1 50/23/25)... 

H / AI /14* a x. 70/25/S (pressed). . 

Amm. Nit /Naphthalene/Al/ 
Wood meal *0/5/2.3/2 5 / (Stemmed 
ammonal) 

Stemuied Ammonium Nit./ 
Carbon/Miuerai Matter. *0/6/4 

Fp 02/Amatol, 20/80. 

Amm Nit./TNT/Al—70/20/10 or 
Amm. Nil./TNT—74/36. 


Primers 
H. E mixtures 

Projectiles. 

A p.. shell 


8 CM 

B. E mixtures 

B E. mixtures. 

Primers 
Primers 
H. E shell 

p. c soo, r. c. looo. s d. mg 

s u iooo 

P C NX). P. C 100 ( 1 . p c 

1400 

s. r inoo. s c i 2 uo. s c 
woo 

S. C. 500 L2:S C 230 

I 

S. C. 260 JA 

P C 180ft R. S 

S. C. 250. S. Hr- SC. S Be 260 


S C VC. £ Be 50 
S. C 100C. 


key 

Fp 02 (Fullpuh er) . TNT. 

Orf 88 (Grenai Fullung) . Picric add. 

Fp (3£)/(Y). (Y|/(X) Amatol 

^X) . . Tp 02 (X) jjcrccnt «rat 

Kp. (Nltro-poniai. PETN 

. PETN. (Xi pereem 

H ... RDX 

.- - ■ . RDX (Xl p^rceut 


^ Kr -t bcftragungskorpcr*-Primer 


ABBREVIATIONS USED IN CONNECTION WITH GERMAN ORDNANCE AND AMMUNITION 


Abbreviation 


Signification 


English Equivalent, 


A .- Artilierie. Artillery. 

. alter Art .... of old pattern, 

“* abreandert .. converted 

Abpraller -- Ricochet, 

Am . . Ammonsalpeter. Ammonium nitrate 

. *". Trinttroanisol . Trinitroaniaole. 

An . **** «VW . 60 percent trinltroanlsole 

and 40 percent ammo, 
nium nitrate 

. Areenlk . Araenic 


At . Aufschlaa-2 Under 


Percussion lute. 


AulsdilaxiUndcr mil Ver- delay action percussion 
rBfmirif, lute, 

Aufschlag - und • Brcnn - Percussion and time foie 


Abbreviation 


Signification 


B , Hat.. Battr. Batter* . 

b . belR ... - bcljusdi.. 

® * K . Balloon A bachr-KariOtu- 

hd Q Brd.Gr.sch Brand-Qttchoss ....... 

Brand, Oi. Brand Oranaie . 

® r — . Beton . 


English Equivalent 


Belgian 

Anu»imuff cun 
|jnccndiar\ shell 


^ • .. Bodeu-ZOmlw. 

. Blind . 

Blaukrrur 
Blelpiombe . 


Bmungs-Orach du. Gun or. platft»rni mount 

Inns 


Baft’ fute 
Blind (inorli tdu«l 
Blue criFSj. 

Load seal of protective 
cap (of fu*r> 
Incendiarj 


fl 887»4 <>—47 — vol. 2 _|.T 
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Abbreviation 

Rlgn Ideation 

Br Mm. 


BJ P. 


B.-Slellc.. 

Beo bach rungs-Stelle 

Bu . 

Bi .. 

C-Geach. 

Brtnn-Zttodcr.. 

c/W . 

D. d 0. 

Daut....... 

Coiutractxm/92. 

Dum-dum Oeachoas ... 

Di. 


Dlft. 

Di„ Dopp Z . 

DiKlykolnitrat . _ 

DoppelZ under. _ 

Dopp. Z__ 

Doppd-ZOader..... 

Z 


E.. EU_;... 


Ec.. . 

Eisen-Ceouicning 


R HZ. __ 

E K. z.. . 

E P.. Era R p .... 

EmpfindJirher Rsublir- 
Z under. 

Empflcdlicher Kannnen- 
Z Under. 

Ersatz Rdhren-Pulver . 

Ers ... 

i fr-- franc . 

1.. IP-cm. K . 

Ersatz. 

frant&sbch . 

Zb. or Flfcbb. 

Fliebboiten . 

Pest . 

F. Or. 

T. H. 

Z. H. Scbr 

Fesiung... . 

Feld-Granaie . 

Feld-Ha u bit te. 

Feld-Hau biti Schrapnel 

F. K ... 


FI. 

Fliigel 

Flak__ 

Flm. 

r. P.tr.. 

Flug-Abwehr-Kanorie_ 

Flugteug ... 

Feld-Palrone. 

Fp.Kor Fp.C/02 

Fp.S0,'40 . 

FQIIptilve- Construction 
02 

Fullpuivrr 60/40 . 

F. 8cfcr . . 

O. 

Feld-Schrmpnel . 

Granai e.. 

Gas.. 

K .. 

Gb. 

Gramm __ 

Gerbirgs... .. 


English Equivalent 


.*- geliefm 

. Geladen. 

Gelbkrem . 

Oeach.. lOeschOu . 

(OeschoKs . 

*** .. getftgeri . 

Qj jOeschuu-Fabrik 

(Gochoss-Fabrik. 

. CJrsuRTiiss. 

. Oas-grmoaLe. 

. (lilt. 

. nnitf .. 

.. Gross .. 


Of -. 

a. Or. 

4. 

Or. 

Or. 

(**■>. grto. 

^ p . *rob«s BUtichen-Pulver 

Orf. 88... . Graaatfullung 88. 


. Orllnkrtui. 

w --- Qranatwerfer 

^ r ' ^.-.. Gnmi-Zlindrf . 


Bitmap mortar 
FJ**wd powder. 
Observation pout. 
Colored smoke 
Time fuse. 

"C" shell (streamline) 
IttH pattern. 

Dum-dum bullet. 
Indicator (colored smoke) 
Diniuobetwene 
Diglycolnltrale 
Time and percussion 
fuse. 

Time and percussion 
Tuse. 

Bensltive. i. e., instan¬ 
taneous (fuse). 

Bail way, L e.. on railway 
mounting 

Wtth rear driving baud 
only. 

Sensitive. J. e., instan¬ 
taneous howittw fuze, 
instantaneous gun lute 

Substitute tubular pow¬ 
der 

Substitute. 

French. 

For lU-cm gun. 
Centrifugal bolt (safety 
device). 

Fortress. 

Field gun il. E, shell 
Field howitzer, 
bight held howitzer 
shrapnel. 

Field gun. 

Vanes (on bomb). 
Antiaircraft gun. 

Aircraft 

Field gun cartridge (fixed 
ammunition) 

IDO? pail cm explosive 
(TNT). 

40/60 amatol (i e,, 40 per¬ 
cent ammonium ni¬ 
trate and €0 percent 
TNT), 

Field gun shrapnel. 

H E. shell 
Gas. 

Gramme. 

Mountain (gun). 

Manufactured 

Loaded. 

Yellow cross 
Gun. 

Projectile. 

Rifled 

Gun factory. 

8heil factory. 

Cast Iron. 

Gas shell, 
smooth bore. 

H. E shell 

large. 

grey 

Powder in large flakes 
(propellant). 
l*fa pattern explosive 
(picric acid). 

Omen cross 

Bomb thrower (mortar). 
Fuie for H. E, lheil 
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Abbreviation 

Signification 

Eonish Equivalent 

Or. Zdlg _ 

... Grosv Ziindladung.... 

L«u«r wlo'lar 

Gu.. 


A AjiiK 1 

Owr. Sprgr_ 

Orw«i»nB*n»tf Fprcn*. 


H. 



lluib... . 

... Hm(w. 

Fakacsp 

Haub. Or 

. . Hauben-Oranaie. 

.. Bh^ll with falsr cap 

Haub. Schr . 

Hauben-Schrapoel. 

. Shrapm-1 auh iaLw cat 

H. Or... 

Hauhitz-Oranate ... 

.. Howitzer shell 

U Rg P. 

... Haubitz-Ring-Pulvor... 

. Powdar in rints lor liet: 



field howitzer 


Hiilzenreitfer. 

■- splil cariritlf;, ws 



(siwl: 

n. Schr.. 

Haubitz-Schrapnel.. 

.. Howitzer shrapnel. 

H. Z.... 

Haubiti-Zur.der 

Howitzer fuze 

Bulsrnkkn_ 

-■ Hulseo-Kanusche. 

Cartnd|teca» as oppose, 



10 baf. 

1 H__ 

in Haubirz-LafeLfe...... 

. On howitzer carnage. 

Inf. Gos^h__ 

Infantene-Oeschutc_ 

. Infantry run 

i K«S. L. 

.. In KurrMi^n-Urnif.. 

On casemate rnow^: 

i. Kst. L. 

in Kusten-Lafeue- _ 

On coast defence 3 

i. P. L .. 

in F > anxer-Lafetir. 

. On shielded mounting 

i. R L . 

in Had-Lafctte ... 

On a heeled carnage. 

i. S. L .. 

in Schirm-L»fwc 

. On carriage with over 



head shield- 

iz 

Inrven-Zunder. 

Internal fuze 

j • i»p ... — 

jap&nisch 

Japan**?*- 

K . . 



KK. 

Kanone- Kaseraent •.... 

Casemer.t run 

,K*k . 

K'ampfwageu Kanone... 

Tank gun. 

K , k*e . 

Kuri. . 

Short. 

K . Kt . 



Kil__ 

,. Kaliber _ 

Caliber. 

Kart . 



Kart, elnf. 

Kartusche einfech... 

Cartridge m hag. as op- 



posed to rneta- case. 

Kart. Hub* 

Kartu&ch-HUtse. 

Cartridge case (Separate 



ammunit inn» 

Kg . 





pounds). 

■kg. m. B. .. 

•Kilogramin mu Beutel 

-kf including acigbi of 



ba: 

K.O< .. 

Kanonen Oranate . 

Oun shell 

K 1. H . 

K a n o n e • hi - H a u b i t z • 

Our. on howitzer ear- 


Lafette. 

rtage. 

KL. kl . ... 

. Klein? —. 

Small 

Ki Ldg -. 

kJeine Ladunc . 

Reduced propeHinr 



charee ^ \ 

Kl Zdlg. 

kkeine Zundladung ..... 

Small exploder v ' 




K«... 

. Ktiste — — 

Coast (deft'nrri 

Kst H.. 

Klisten-Haubiue . . 

Coast d»‘femv howiurr. 

Kst. K.. 

. K-Ustdn-Kunone . . 

Cuksi dof,nw sun 

Kit. Mrs. 

Kilwn M4r«-r . 

Coasl defence mortar 

K Z . . 

Kanonen-Ziinder . 

Gun fuie 

Ki.. _ ... _ 

Kopi Zumkr. 

New* fuzp 

U BcLZ .. 

. kunrr Bodrn-Zunder 

Sb<*ri base fuxv 

Kz Gr. W . 

Kurtrfl Granatewerter 

Short mortar 

Ki. Mar. Kan 14 . 

kurce Marine-Kanom- 14 

I9M pattern short imval 



gun. 

L 1. 

Leichi . . 

light. 

L. . 

lang . 

king. 

L . 

Lslcite .. 

Carriage 

Ldg 



L E Munition 

Lift-Einschie&s Munition 

Explosive tracer arurnu- 



nit ton (rifle) 

L 8. Munition_ 

Llcht Spur-M umi inn 

Tracer ammunition 

U U 2 . 

langer Boden-Zunder 

Lone base fuze 

L* Brl* . t 11 

lange Brennlingv _ 

Long burning ffuio). 

L Ot.. Lggr. 

LAng Oranatc. 

Lone shell 

Ig . Zdr. 

Le uch Lgeaeh oss «Z under 

Fuze for star shell 

i f a . 

K-lchte Feld Haubittc ... 

LirIii field hn» liter 

I« Mrs . 

lanter Mwvr... 

Lons: mortar <JI-cm) 

1.1.0 . .... 

lelchlf Infuurric- Qe- 

Light mfantr.s how itzer 


sehutt 
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Abbreviation 


Signification 


English Equivalent 


Abbreviation 


L K z . Larger J£*ooo«n-Z(lnd«\ Lon* fur* tor pin. 

L piit . Leudnpisiol__ Fl»r* pistol. 

1. Ft. Ml . Ltichie Paoienniiw_ Ll*ht utitaok minr. 

L. 6. Qtsch.. Ucht-6pur-Owr.hi*s . Trmeer ihot 

L 8 0r . Llchi.Spar-Or»n»t«. Trecer shrll. 

1./40. . Used In the nomenclature of naval *uu» u> Indicate 

that the length is *0 iic.. calibres 

^ 3 ' 1 . t^aed In the nomenclature of naval projectllan to 

Indicate that the length fa 3 I, Ac calibre?. 

L'Bpur - Leuchtapur... Tracer 

M .. Mundun*sbremse. Muule brake 


8«k.. 

a. F. H. 

a. H T. 

8. m. K-Munltloa.. 


Blruihcatioo 


Bchuastafel.. 

Be It unden 

■chwere Feld-Haubltze 
•chwere Baubttte Turin. 
Bpltt-Munltion mit Kern. 


BcbrapnelLmlnc. 


B-Munltlou. Spite-Munition - 


m .*. ”«<«•. Metre. 

“ • . “H . with. 

. Muttdiochbuchse- Old pattern lypeotfuee. 

MOIcM.. Mundlocblutter.. Qaitve. 

Flak ..... litmFluf - A bac it r 1.7cm automatic anti. 

Mascfatnen-Kanone. aaft pm. 

M -°.. Maacbinen-Oewehr ... Machine pin. 

m. *er. Sprld*. mil reringerer Spren*. W ith rednoed huxstin* 

ladun* eh»r*e 

“■ ®* dg -- •» f * Obertilndun*. With overbad Ignition. 

“• p . mil Pwmerkopf ... with armour-ptercin* 

bead 

Mra .. M«r»r . Mortar. 

Mth K .. Mamel Kanone _ Jacketed eun 

M. V.. m. V. Mit Veridjerun* . with delay action. 

“■ Vorl . mil Vorlaue . with Bash reducer 


8pep.. Spp 
Bpntkik .... 
8pp. in. K 


8 Ft B. 

8t. 


char*e 

With overhead iptltfon. 


Spreu-Oranate . . 

SprencUdun* . 

Siw engpaaatemunde r mil 
Klappensicherung. 

Bchwere Paneenbwehrxe- 

wehr. 

Stahl . 

8chla*stift. . 


mit vordorem Fuhrim*v 
rmc. 


Iviappensicheruns 


N'.-. Nebel, 

n/A.. n. A . neuer / 

Kb. Nebel. 


With armour-piercing 
bead 

St.... 


JSicHsti/t.. 

IStcIlschliissrl . 

Mortar. 

8t*r... 

. 

.. Stleler*a»t*. 

Jackoud gar. 

St. 0 Ows 


| 

with delay action. 

6togas_ 


| Stata-Offizier far Gas_ 

with flash reducer. 

8tx. 



with forward driving 

Stu.tl .. . 


Stum Oeschuiz 

band. 

T. Mi. 


Telltrmlns. 

W ith delay action and 

t n .... 


- Turm-Haubilee. 

«mrl(u*»l safety de 

T K . 


Tura-Kanone 

vice 

T. K _ 


T« Iliad ling 

Smokr (shell), 
of new pattern 

Tl. 


Trelbladung. 

Smoke 

V. 


Unterrkbts. 

&moke mortar (or rocket 

□ . 


und. 


proiectorj. 

n ' p .... neuer Form... of new shape 

n. Ocw P. 71. Neum Oewehr-Pufvcr Jl. "7! pattern powder (for 

Igniters). 

N . fl .. • ---• Nitroflyzeriu . Nitroglycerin* 


ub _ 

Ubft_ 

Ub Ldg 

L 1 mg. 


^"' r . Nummer ... 

* Sl . Nitrocellulose.. 

°* . . ohn* Au&chlagzundung 

0 . V—.............. Ohne Vrrt6gcrung .... 


P.. Phosphor 

**•<*> . Pulver 


****. Paozerabwehr Kanone . 

PaLf .—. Pairooc.. 


^•trh-- —- Potronpji-Hube . 


Number 

Nitrocellulose 

W ithout percussion sys¬ 
tem 

Without delay action 
(direct action;. 

Phosphorus. 

Powder tusually black 

powd<*»\ i. e. f common 
site II). 

Antitank gun. 

Cartridge (fixed ammuni¬ 
tion). 

Cartridge case (fixed uc- 
munition'. 

Propaganda grenade. 


92 urag.. 

J. V. 

2. V. 

0.05 Sek Vert... 


£ ro,iri . Propagandapenaie .... Proparanda pen 

>>I * r . Panicr panete. A. p. shell, 

R *. . Reuchemwickter ...... Smoke producer. 

r.. ru» . - russisch . Russian. 

K . Re votver-Kanone . Revolver gun. 

R * P . Rlng-Pulver.. Powder ui rings (propel 

lam). 

*• b . Rad-La let u- ... . Wheeled earns*-. 

"• K .. Htn«-Kanonc . Oun with chase r 

R. Munition . RiUen-Munition . 8. A A. Irroov. 


R - F . RBhren-Pulver 


Wheeled camagi-. 

Gun with chase rings. 

8. A A. (groove round 
bullet into which car¬ 
tridge case is crimpedi. 

Tubular ponder (propel¬ 
lant). 

Heavy. 

Shrapnel. 


8 - . Bcbwtr . Heavy. 

8 Bch.. 8r.hr . Schrapnel ... Shrapnel 

8ch. Grab. K Scbutzan-Graben-kanone Trench gun 

Sctolgedschr.. 8chl* 8chJagxund.v , iirautX'. Primer (to sere* 

* d * chrt ' carwidfe case). 


English Equivalent 


. Range table. 

- Seconds 

Heavy Geld fcowiiter. 
Heavy Hosritter Turret, 
i. Armor piercing S. A. 
ammunition. 

S bra pad mine (antiper¬ 
sonnel: 

Ordinary S. a. a. 
(pointed bullet). 

- H. E. shell. 

Bursting charge 

t Fuze with centrifugal 
safety device. II E 
shell. 

- Heavy antitank rifle. 

Steel (bullets). 

Percussion rod :inserted 
io instantaneous firing 
before firing i. 

jpuic setter 
Stick bomb. 

Army gas officer. 

Strip. 

Assault fun. 

Antitank mine. 

Howitzer in turret. 

Gun in turret. 

Partial propellant charge 

for boirliter. 

Propellant charge. 

Instructional 

and. 

Practice. 

Practice shell. 

Practice charge. 
Convened. 

1892 pattern converted. 
Short delay. 

Long delay 
l/20tb second delay. 

Experimental. 

Reinforced. 

Experimenlal howitzer. 
Shortened central lube 
(of shrapnel i 
Safety pm (on fuze). 
Tubular poader cut in 
sbori lengths. 

Flaked powder tpropel¬ 
lant in small rectangu¬ 
lar tablets). 

Mortar Shell (or rocket). 
8elf destroy mg. 

Fuze. 

Fuze. 

Exploder (booster). 

Zinc alloy 
Time fuze. 

Fuze (Austrian terra). 
Powder in cylindrical 
pellets. 

Designation cf cast iron 
shell introduced ID 
1914 


Ammunition Supply Division 
Ordnance Service Hq. SOS ETOISA. 

1 June 1944- 


Vrst , v s t„ Vorst 

V R. P_ . 


Z<1* . 


Zdld* . 7.dlg ... 


Zl 


Zl z .. 


Z. V 


Zyl. P . 


14A . 



Ubungs. . .. 

Vbungxgrunaie. 

Ubungsladung 
I’mgeandert or uragcar- 
be tie t. 

1892 ura grander t. 

erste Verzogcrur.g 
Zweite Verzugmmg 
0.05 Bek unden Vertbger- 
ung. 

Verauchs. 

Verstarkt. 

Verauchs-Haubiize .. 

V erkUme Kaocmerbulse 

Vorstecker. 

Verkiimes Rohren-PcJ- 
ver 

Wurtel-Puiver.. 


W^rfgrenau-. 

lex leg ting. 

Zdoder . 

Z(indung .... 

Ztlnd lad ung . 

Zink leg »erung 
Zeittunder . 

Z tin der • V orrich 1 ting 
Zyllnder-Pulver. 
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Tablt 3 .—Germ a 



Caar- 


Dimkmsions 




Waarow, Can.au 

uori 

C*8* 

Dbmgn 

Ko. 

Trri 

LkNtiTR 

Dliu- 
«TI* AT 

Mouth 

Duh- 
rtm at 

Snort* 

Dl* 

Dtajt 

ana it 

Riu 

PlIHIl 

MiHDIGs 

Ukuinss 

! 


10-cm L. O. <0 


li« 25 ' 4 . 75 '.. 5 , 5 V.. C /1 IN/A 


Plastic Base primer o 
side base 3.312* duit: 


13cm K. 18 and 15cm K ass? 
<E). 


__eier. 

. 7.007V. C/IJN/A. 


15cm K. 16 ........ (Bo*. 38.54'. 

15cm s. H. T.... 8357. 

lScmK.38. 8318. 20 67V. 


15-cm K. 1123 Mrs. Lai 


15-etns. FH. 13 sodlO 33 
JScm 8FH. 18. 


6303. 4 4*8' 8.10!*.. 

6350.... Sep... 10.23' 5 338'. 


i7cm kan. (E)... 

17-trn K 1 Mrs. L- 8324 .. ». js2* 7.5V 

*>cm KAN. (E) . C/31. 

31 <m Lf. Mrs 18.. 8305... 

21-cro Mrs. IS . 6351. 18 125* g. 7J-. 

34-c® Th. Br. K»n. (El .. Sep 

24cm Th. Kan. {£)_... .. i( 

2Scm L*. u. S. Br Kan L/45/30. 

IE). 


6 820'.. C/12N/A 
.. C/13.\7 A 


7 283V. C/UN/A 
. C/I2N/A 



5 653*.. C/12N/A .. 6303 |js FH 13 . 

7 007 C/12N/A .. BFH. 18..’.... A black painted steel car 

also is in use. It lias < 
vertical lap joint and i 

_ _ stamped 6350/17. 


. C/I2N /A . . 17cm KAN. (E) C/B5. ... 

8 5- C/12N/A.----- A black spiral steel cas, 

_ 6324/78C also elists. 

. C/I2K/A ... 

. C/I3N/A. 

«.5V... C'I2N/A .. 21 cm Mrs. 18. 

. C/12X/A ., Th Br Kan. (El . 

. C/I2N /A .. C/»5 Th. Kan. <E) .... 

. C/I2N/A ... L/45/40 —. 


7.5cm deb. K IS _ 

MIS.... 

Sep 

5 078* 

S 031 V. 

— 

3 34' 

C/I2N/A_ 



7.3-cm K W, K.36 .... 

M54 ... 


9 56".. 

2 93V. . 

3.01' . 

1-62' . 

C/22 ... .. 

3-7-cm KWK. .. 


7.5<m Pak. 40 

6340 ... 

Fired 

2® r... 

3.062’.. 

3.187V. 

IttTV. 

C/12N/A 

634C si 7.3-cm Pak 40 

Same *5 7 62 Pak. 

7 62-tie Pak.36... 

6340. .. 

Filed 

28 r... 

3,062'.. 

3 187'.. 

3 937V 

C/12 N/A .. 

6340 5t. 7.5cm Pak *0 - 

Same as 7.5-cm Pak 41* 

7 62cm FK. 286 (ri _ 

762cm Inf. KH. 280 (r) ... 

42 M or 

37 (ri 


15.123V 

307' . 

3 062' . 

3.531V 

42 M or 33 


Stmt* a»s** cxoppi fur prim¬ 
er. 

8.*cm Flak it. 36 and 37 
KWK 36 

654?.... 

Fited 

22 373' 

3. 623'.. 

3 812'.. 

4.02* .. 

C/I2N/A 

C/22. 


Same case escppi for prim- 

er 

8.8cm Flak 41 . 


Flaed 

34 687* 

3.562' . 

4 123V. 

4.844' . 

03 

8.8*cm Flak 41 . 


i. 10-cni K IS . 

<049 ... 

Sep. 

17.3- .. 

4. 312V. 


3.062 V 

C/12 . 





Sep 





C/I2a\/A .. 



m. lOcin KK and Dt. 10- 

6356... 

Furd 





c ns 



cm KT 










540 


RESTRICTED 












































> 


Cartridge Cates 


PROJECTILES 



Cats. 


DIMENSIONS 




WuroH, Cailukk 

RIDGE 

CASK 

DESIGN 

No. 

TTk* 

Lsnotk 

Dum- 

ETER At 

Molt » 

Hi am 
ETER AT 
Sikh l - 

dir 

DIAM¬ 
ETER AT 

Rim 

PRlMfcft 

Markings 

Remark *« 

Lf. 10-cm K'T.. 


.. 

. 




C/IZN'/A .. 



UKm LFn. in Mid I8M 

©42.... 

Sep ... 

6.125* 

4 375'.. 

4.6V.. 

4. 937 V . 

C/IZXM .. 

©42 s(. LFH. 

This caM* may he of hra«s 










coated steel, unpainicd 
steel, or hlack-painii'il 
steel spiral 1} utHtnil In 
the Iasi case it la marked 
6342/650. 

10-cm Flak 3S. 

6307*... 

Filed . 

30. 25'.. 

4 187V, 

4. 625V. 

5.375* 

C/22.. 

10-cm FJak 38 .. 

‘Vsually absent 

»/2«s.Pt. Bu. <1 . 

345 P . 

Fixed 

7 37J* 


1 562' . 

1.875'.. 

C/I3N/A 



r?,?* L. 1’ak 41 . 

©28.. . 

Fiifd . 

16.0*.,. 

1. 73*... 

1.873V 

2. 625’.. 

C/J3N/A .. 

4.2-cm Pak. 4i . 


3 7-crn Pak 

©31 

Fixed. 

9 75'.. 

1 5* 

I 623V. 

2.0 V... 

C/1JS/A . 

3 7<m Pak... 


J.T-cm Flak 18 and 38. 

6348. 

Fixed.. 

10 136' 

I 594V. 

1 625V 

1 844V. 

C/13N/A .. 



3 7-cm Polish AT . 


Fifed 

10 125*. 

1 5*_ 

i «:• . 

2. 187 V. 


3.7 W7. 36 Pit. 1 388m .. 


3,7-cm 030 (Naval!. 

P-397 

Fixed . 

14.96'.. 




CM3. 

P 327 C/30 . 


4-em Flak 28. 


Filed.. 

12 23’.. 

1.685*.. 

1.812V. 

2.437V 

C/12 or C/33 

4-cm 28 st . 


4.7 Ciech . 

M 36 

Filed.. 

13.875V 





4-em M 36. 


4.7 BKblor Gun .. 



9 25* . 



2.187 V. 








. 


Enr. 4 '-cm .M 35 


5«*xn KWK. 38 . 

©17.... 

Fifed.. 

11 375' 


2 687V. 

3 062 V. 

022 . 

5-om KWK . 


4-cir. Pat. KVT (Kt L ).. 


Fixed 





C/22 . 

6-cm Pak. KZ . . 


Sen . 


Fixed . 



- - ... 


C«2 .... 

5-cro Pak 


5-cm Pak. 38. 

©fiO... 

Fked . 

16 3'. .. 



3 062'.. 

C/I2N/A .. 

S-cm Pak ©fiG si 


7V» Skoda .. 



22 ©V 

3 13V.. 

3.728' 

3 74 V . 

M 39 s 

19li 38 75 \ \ .. 


J.4<ni KWK 10 _ 

6339... 


19 4' . 

3. 15' . . 

3.8V. . 

OV.. 

cm 



5.5-cm LIO. 18 . 

©41_ 



3 0V... 

—f 

cm .... 

- - -1- 

L I G 18 


7.s-«n LOEB. 1018 ..... 

6341.... 


3 5' 

3 I>V ... 

3 375 V. 

cm . . 

L 1 (1. la .. 


7.S-cm L. 0. 10. 



6 062V 

409V 

»5V... 4 V21V. 

1\I3 



7.8-cm OEB. 0 36 ... 

6359 ... 


. 



----- C/I2N7A .. 



7.3-cm FK. 16 n/a. 

8813.... 

Sep 





C7I2.X7A .. 



7.5-cm aelf-propellrd |un 

8310 ... 





. C/22 .... 



7.5-cju L. F K. IB 

5316 ... Sap 

3 97* 3 070V. 




28-cm K.it.E .. 

. 








28-cffi Kt. Hr Kan (E) . 






. C.UNVA . 2Kcn. Karih CMS 
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Table 4.—German Cartridges, 5. A. A., 7.92 mm 


iptxnncanoM 

Marking 

Cammoor Cast 


PaottcrtLt 


Pnctloe nw. 5 mm (rent lac- 10 mm black tip 
quo band 
across base 


Manual. 


Fiiljwc. axo/oa 
Ccu 


p 


IHiTiatixr. 
Hasp Aantn 
av 110 Vamps 
V I 


KXMaRKS 


fltael coated gilding Aluminum 25 grains ..,. White trace WO yards 

metal. 


Ball. Greet) annulus .. Plain. Steel, coated, gliding lead 

metal (both sides). 


Practice Ball 
<H. V.). 

6 mm green kc- 
doer bind 
Reran base. 

Plato . 

8Uttl, coated, gilding 
metal. 

Aluminum 42 grains . 


Used In practice ma¬ 
noeuvres 

Incendiary ob¬ 
serving. 

Black annulus.. . 

Chromium plated tip 
(obsolete) or plain 
lip witb black rear 
part. 

Steel, coated gliding 
metal (bath sides), 

Phosphorus 6 grains.. 


Base lute detonator, 
striker and split 
sleeve In tube . 

A 

H. V. I. 0. 

Black annulus ... 

Black body, plain tip. 

Steel, coated gilding 

Phosphorus 6 grains 


--V * 

Base lute detonator, 
striker and split 

sleeve In tube 



with green ring 

me La) (both sides). 


A. F. 

Red annulus_ 

Plata or red rtaf 

fltoel, coated gliding 

Steel 80 grains. 





•bore cartridge case. 

metal (both Rides). 




H V. A. P. 

Red Annulus. 

Green tip <10 mtD) or 
IS mm pern ring or 
green tip with R E. 

Steel, coated gilding 
metal (both tides). 

Steel Utf grains. 

14.5 mm . 


A. P. (with 
tungsten cRr* 
bide core). 

Red annulus or 
rod eap 

Black, plain or copper 
nickel coated steel. 

Steel, coated gilding 
metal (both sides) 

Tungsten carbide 127 
grams 

10.0 mm. 13.5 mm 
at 30*. 


A P /I. 

Black or red an* 

Plato oc Black Band 

Steel, coated gliding 

Ht*wl core 38 grains. 

8 mm 

White smoke 400-500 
yard*. 


□ulus or red 
•tripe 

above cartridge cases 

metal (both sides). 

Phosphorus 0 grains 


H a v p ./i .. 

Black annulus ... 

Green tip (10 mm) or 
1.5 mm green ring 

Steel, coated gUduig 
metal (both sides). 

Steel core 38 grains 
Phosphorous A grains 

9 mm. 

White smoke 40u-6CO 
yards. 

A. PJT . 

Red annulus .... 

Black lip (10 mm).. 

Steel, coated gilding 
metal (both aides). 

Steel 30 grains .. 

8 mm . 

Green changing to red. 
All yellow or all 
green. Change at 

400-500 yards WQ- 

1.000 yards 

H. V. A P/T . 

Rod annulus. 

Black tip (10 mm) green 
ring 1.5 mm below 
black. 

Steel, coated gilding 
metal (both sides). 

Steel 3V grains 

10 A mm.. . 

Green changing tc-" \ 
All yelloa or. Jr, 
green Chain at 

400-300 yards 000- 

1.000 yards 

Semi-A p. 

Deep green an- 
solus. 

Copper nickel. 

Steel, coated copper 
nickel. 

Machine Steel core 80 
grains 

12 mm. 
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Tot/e 5 .—German 13-mm. Solothurn 


P*0/*CT1LI M ASKINGS 

j 

Miniut 

FlLUNC (<IUIH») 

Tucx (Sica.) 




Boot 

Banc* 

100 Yabd* N.I. 

Fi.II 

h. e/t. 

Yellow. 

None, or rod or 
brown band. 

St«l_ 

Penthrite wax—Jg. 

Pale green or red or 
night trace 18 sec. 

4-5 mm. 

Brass A. A. 
or 1532. 

H. ZJlfT . 

Yellow . 

Blue band at center 
of body or below 
fuie. 

Steel 

Penthrite wax—14. 
Thermite—T 

Fale fre*n J. 2 WW... 

3-4 mm . 

Brass A, A* 
or 1532. 

Tracer. 


While baud or brown 
band above driving 
band. 

Steel. 

None . . 

Brilliant white or 
oigbt. 

t DO)..... 




None. 

Prattle* Tracer ... 

drey. 

Yellow baud above 

Steel. 

None.. 






driving band. 





A. T.IT . 

BlKk . 

Red, yellow or brown 
band above driving 
band. 

A.F.Slee!, 

None- .... 

Red. pale *T**n or 
niftat (rare 0,800 
yard. 

17 mm. 10 mm 
at 3C°. 

None. 


Tablt 6.—German 15-mm. Mauser 



PaojEtmi Minuses 

MiTISUAL 




PlNgTRATlON AT 
100 Y ABUS N. I. 




■ 

Bands 

filling (Grains) 

Taaci (Secs ) 

FCZ* 

T racer. 

Olive green . 


0.3" yellow band In 
front of driving 
band. 

Steel 

None. 


Palegrwn 2.B lets.. 


None. 

A. P./T. 

Black. 


0.25" yellow band in 
front of driving 
band. 

A. P.steel. 

None .... 


Pale green 2.2secs.. 

20 mm, 235 mm 
at 20°. 

None. 

A. P. Tungsten 
Carbide core. 

Black 10-mm 
un pa in led 

tip 

None. ., 

Light alloy 

T 'tings ten 
M0 

carbide 

None.. 

34 mm at 200 yards. 
Normal 0.20 mm 
at 200 yarils 30‘ 

None. 

H. E./T. 

Yellow 


Black band in from 
of driving band 

Steel_ 



Pale green 2.0 secs .. 

. 

A. Z ISSI 
(brass;. 

H.E./T (6. D.)_ 

Yellow or 
painted. 

uo. 

Non*. . St«). Prathru* 

wax 43- 

Pale green 2.0 secs 


A. Z. 1551 
(brass 1 

B. E.'I/T. <S. D ). 

Yellow 


0.25" blue band 1.0" Steel, 
from nose or in mid* 
dk of projectiles. 

Penthrite w»x 29 

4 incendiary pel 
let 21. ft. 

. 


A Z 155’. 
(brass). 
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Tah/e 7. German 20-mm Mauser and Oerlikon Ammunition 



Piuricm .1 Man iko# 

Manaus. 

Puxntc. (OaaiN#; 





Body 

Binds 

Taaca (Sica.) 

47 100 Yards 
Xoikal Impact 

Fill 

Ball. 

Oiler trees. 

None.. 

Steel. 

None. 

None. 


None. 

A.T . 

Black. 

None. 

A. P. ate*).. 

. Inert.. 

None.... 

17 ton: norma]. 
10 mm 100 
yards. 30°. 

None. 

A. P./I. . 

BUck_ 

or' blue band at 0 7" 

A p. steel... 


None 




r 

iron) nose'or 0.2" blue 
band at o.t" above 
D. B. 


light alloy case. 


1< mm.. 

None. 

A. F./B. E. 

Buck. 

0.7" yellow band at O.r' 

A. P. steel. 

Penthrite wax 78_ 

v 





above D. B. or 8.2" 
yellow band 0.7" be¬ 
low nose. 




None. 

o 

Traoer i. 

Olive (Teen. 

Yellow and mauve 

6 tec). 


Brilliant white 
i-8 

7.5 mm at 200 
yards 26‘. 

None. 



above driving band. 



Tracer... 

Olive (Teen 

Yellow above driving 

Steel. 


Bnllianl white 
or yellow. 





band and white be* 
low nose with S arrows 
stamped on nose plug. 





ITT. 

Navy blue.. 

0.2" red band or maroon 
band. 

Steel. 

Inoendtary filling 
similar to green 
band type. 

Approx 4»eca..., 

now (strikerless). 

H. E./T. (S. D.)l.. 

Yellow. 

Black 0,4" above driv* 

Steel . 

Penthrite wai—sr.i. 





Lug band. 





H, E./T. (S. D.) ... 

Yellow 

None. 

Bleei 

Penthrite wax—57.1. 

Pale green, 1.4 


k- Z. 1504 Alum. 






H. E./T. (6. D.V.... 

Steel* un* 
painted 

White band above driv¬ 
ing band. 

Steel . 

Penthrite wai—49.2. 

Brilliant white, . 
6.0. 


A. Z. 1307 : Brass'/, 

H. E <M Projec. 
tilt). 

Yellow. 

Black below luce . 

Drawn steel head, 
spherical base. 

Penthrite was—262 . 

None. 

6 mm at 200 yds. . 
30*. 

Z. 1302 (Brass). 

B. E./l (M) P™- 
Jcctile. 

Yellow. i 

Oreen below fine.... 

Drawn steel hemi¬ 
spherical base 

Penthrite wax. in¬ 
cendiary pellet 

None.. 

. .- Z. Z 1305, Steel. 

bars* coated. 

H.E.A/T(8. D.)... 

Yellow.0.2" blue 0«" above 

8te*l. 






driving band or 0.35" 
blur below fuze. 


Incendiary 6. 




H. E7VT (8. 

Yellow. Brown above DB, blue 

Steel... 





below luxe 





A Z 130# 

H.E./1/T (8 D.).... 

Yellow.0.35" green band below 

fine, or' red band 
above D B. 

Steel . 

Penthrite wax—36. 
Incendiary 34. 

Deep yellow. 

Aluminum plated 
A. Z. 130#. 


1 Tbm type# are out-of-date but may be atui In service. 
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Chapter 6 

GERMAN PROJECTILE FUZES 


INTRODUCTION 

Nose Fuzes 

Nose fuzes, with the exception of one of the 
models used in the 3.7-cm P;ik. (antitank gun) 
ammunition, are designated in a numbered series. 
In some' instances—as, for example, the 23 fuze— 
there is more than one type of the model, but these 
are all designated under the same number. 

The letter “S’ - with an oblique stroke immedi¬ 
ately in front of the fuze number indicates a 
mechanical fuze. 

The following letters included in the designa¬ 
tion of nose, fuzes will precede the model number 
(or letter and number): 

A. Z.: Point detonntion fuze. 

E. K. Zdr.: Sensitive type of point detonating 
fuze. 

K. Z.: Point detonating type under n ballistic 
cap, except in the case of the K. Z. 38, an 
ordinary P. D. fuze. 

Kl. A. Z.: Smaller size of a point detonating 
fuze model. 

Wgr. Z.: Fuze for infantry gun or howitzer 
shell. Zt. Z.: Time fuze. 

Zt. Z.: Time fuze. 

I)opp. Z.: Combination fuze—time and impact. 

Fuzes for smoke shells have the letters NB 
following the fuze number. 

The exception 3.7-cm fuze referred to is desig¬ 
nated 3.7-cm Kpf. 2. Zerl. P. The letters “Kpf. 
Z.” indicates a nose fuze, while Zerl. P. indicates 
the presence of a gunpowder ]>ellet which is de¬ 
stroyed on firing to release a centrifugal safety 
device. 

Base Fuzes 

Base fuzes are designated to include the calibre, 
of the equipment and the nature of projectile in 
which used. 

The following are typical examples: Bd. 2. f 
i.5-cm Pzgr.—Indicates base fuze for 7.5-cm armor 


piercing projectile. Bd. Z. f 15-crn Gr. 19 Bt-- 
indicating base fuze for 15-cin anticoncrete shell 
Model 19. 

Delay and Superquick Settings 

Fuzes with a setting device for optional delay 
are stamped with the letters“M,” “V ” “0,” to indi¬ 
cate the positions to which the slot in the setting 
plug must be set to obtain either delay or nondelav 
action. 

With nose fuzes the U M’’ and the '“V’ - are nor- 
mally diametrically opposite and the plug is 
turned so thnt the slot in its head is alined with 
them to obtain “with delay - ’ action. 

With base fuzes the “M” and “V” are stamped 
together as “MV” and the slot in the setting plug 
is alined with this stamping to obtain delay action. 

The “O ’ stamping indicates the setting position 
for “without delay.” 

The stamping settings are colored in red. With 
these types of fuzes the letter “V” followed by 
numerals enclosed in brackets, is printed after the 
fuze number on package labels and also on the 
fuze body. The letter indicates delay and the fig¬ 
ures the period of delay. 

Examples: A. Z. 23 m. V (0.25) or A. Z. 23 v. 
(0.25)—Point Detonating Fuze No. 23 with 0.25- 
second delay. MV (mit versogerung) with delay, 
O or OV without delay. (Ohne versogerung.) 

Markings on Fuze Boxes 

Fuze markings give the type of fuze, the manu¬ 
facturer, the lot number, and the number of fuzes 
packed. 

In addition, point detonating fuze boxes are 
marked at each end with vertical strijies. 

Examples: One (1) red band at eacli end. Box 
contains a point detonating fuze. One (1) white 
band at each end. Box contains a point detonating 
superquick fuze. One (1) black band at each end. 
Box contains fuzes with a short delay. One (1) 
violet band at each end. Box contains fuzes with 
long delay. 
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If the fuzes are of the type with reinforced 
(springs, one of the bands mentioned above is re¬ 
placed by a green band. 

Boosters 

Boosters are designated in a numbered series, 
sometimes with a letter and an oblique stroke im¬ 
mediately in front of the number. 


I5X.ACK Markings Inuioatjons 

Zdlg. A---... Booster A. 

Zdlg. B---Booster B. 

Zdlg. C/98-Booster C/D8. 

Zdlg. C/98Np.Booster C/98 filled. 

PETN/Wax. 

Gr. Zdlg. C/98- Larger booster C/98. 


Auxiliary Boosters 

Where paper wrappers are used, the marking 
“Zdlg. • is also used as the designation for auxiliary 
boosters and for the bursting charge similar to a 
burster which is used in smoke shells. 

The Cyclonite/Wax used in exploders is colored 
blue or bluish-green. 

The PETN/Wax used in exploders is colored 
pink. 


> 

»'•— * 



P QSI1I0N B£ r ORE fiRlMG 


NOSE FUZE Z. ZERL. FG. 

EMPLOYMENT: Nose fuze for 20-mm A. A. 

projectile with self-destroying arrangement. 

(See fig. 551.) 

DATA: 

Over-all length: 1.062 inches. 

Maximum diameter: 0.75 inch. 

Threaded length: 0.375 inch. 

Number of threads: 8 RH. 

AC 1 ION: As the projectile leaves the gun. the 
rotation imparted to it by the rifling causes the 
spiral bore safety ribbon to unwind enabling the 
firing pin to pass on to the primer on impact. 

The following is the self-destroying actiop-s. 
Preparatory to firing, the firing spring bushing-.:.- 
under tension because of the firing spring and is 
held in a cocked position by the firing lever. This 
lever is held in position by the catch. The centrif¬ 
ugal segment allows the catch to remain in the lock¬ 
ing position and prevents the lever from unhooking 
itself. Should this lever unhook itself the firing 
spring bushing, because of the firing spring, would 
force the lever out of position and the firing pin 
would be shoved through the central hole stopping 
on the spiral bore safety ribbon. 

Upon firing, centrifugal force causes the cen¬ 
trifugal lever to move outward. This movement 

A- 

a *—> 

pir O 
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RESTRICTED 








PROJECTILE FUZES 


-'Ml 



STRIKER 


INERTIA 
BLOCK 

CENTRIFUGAL 


\ SEGMENTS 


Figur* 552 —A. Z. 1502 F 


causes the catch to pivot slightly taking the strain 
off of the segment. As soon as the segment is 
set free. it. is bent outward because of centrifugal 
force. Since the metal in the segment is soft, there 
is no spring action to bring it back to its former 
position. During flight the lever, because of cen¬ 
trifugal force, continues to hold the catch in the 
locked position. The mechanism remains in this 
position as long ns centrifugal force can equal the 
tension created by the spring which tends to re¬ 
lease the catch. 

As the rotation of the projectile decreases, the 
centrifugal force accordingly decreases causing 
the centrifugal lever to relax its pressure on the 
catch. The tension of the spring opens the catch 
w hich releases the firing lever. The firing spring 
and bushing, together with centrifugal force, 
moves the lever outward, allowing the firing spring 
bushing to pass through the central hole. Since 
the spiral bore safety ribbon has now completely 
unwound, the firing pin will carry through and 
fire the primer. 

Of special note in the mechanism is the highly 
polished surface of the firing spring bushing. This 
smoothness is prohubly necessary for the proper 
functioning of the fuze. 

NOSE FUZE A. Z. 1502 F 

EMPLOY MENT: Nose fuze used on German 

20-mm. ammunition. (Sec fig. 552.) 

DATA: 

Over-all length: 1.000 inch. 


Maximum diameter: 0.781 inch. 

Threaded length: 0.250 inch (with washer). 
Number of threads: 6 RH. 

CONSTRUCTION: The fuze is aluminum and 
has a recess in the base which houses a detonator 
cup. A floating striker is held in position by a 
coiled aluminum tape bearing against a shoulder 
on the striker body. A wooden hammer rests 
against the striker head and is just below the nose 
closing cap. 

ACTION: Centrifugal force unwraps the alu¬ 
minum tape freeing the striker. On impact, the 
hammer forces the striker into the detonator. 

REMARKS: The A. Z. 1502 , an earlier version of 
the. 1502 F. employs the standard.German centrif- 
ugal segments surrounded by a coiled strip of 
brass, but that is the only difference in the. two 
fuzes. 

NOSE FUZES A. Z. 1503 AND A. Z. 1504 

EMPLOYMENT: Nose fuzes used in German 
20-mm. ammunition. (See fig. 553.) 



Figur* 553 — A. Z. 1503 and A. Z. 1504 
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DATA: 

Over-all length: 1.094 inches. 

Maximum diameter: 0.750 inch. 

Threaded length: 0.375 inch. 

Number of threads: 9 RH. 

CONSTRUCTION: The steel body has a closing 
disk in the nose and threads on the base of the fuze 
for engaging the projectile. A detonator screws 
into a recess in the base of the fuze body. 

Inside the fuze body, a striker holder keeps the 
striker out of line with the detonator. This holder 
is kept from moving down by two detents attached 
to a split ring which surrounds the holder. 

A small steel ball rides in a slot below the striker 
holder and keeps it in the offset position. 
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ACTION: Centrifugal force opens the split ring 
withdrawing the detends from the striker holder. 
During deceleration, the small ball creeps forward 
into a recess in the top of the striker holder. The 
holder is then free to move over bringing the 
striker in line with a central channel so that, on 
impact, it may pierce the detonator. 

REMARKS: The only difference between the 
A. Z. 1503 and the A. Z. 1504 is that the 1504 is 
made of aluminum not steel. 

NOSE PUZE Z. Z. 1505 

EMPLOl MENT: German self-destroying nose 
fuze used in the 2-cm Mauser (H. E. ammunition^. 
(See fig. 554.) Q 
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DATA: 

Over-all length: 1.063 inches. 

Maximum diameter: 1.781 inches. 

Threaded length: 0.250 inch. 

Number of threads: 7 RH. 

CONSTRUCTION: The steel body of the fuze 
has a metal closing disc at the nose which protects 
the striked from air pressure and it is threaded 
at the base to engnge the threads of the projectile. 
A primer detonator is screwed into the base of the 
fuze. 

Inside the fuze a shoulder on the firing pin 
bears against a split collar on the bottom and a 
percussion plunger on the top. The split collar 
is housed in a recess in the center of the fuze and 
is held together by a spiral brass ribbon. The 
percussion plunger in the upper recess of the fuze 
is surrounded by a compressed spring bearing 
against the fuze body at the top and a shoulder on 
the plunger at the bottom. The shoulder on the 
plunger is grooved to house eight steel centrifugal 
balls. The balls are retained in position by a steel 
ring which increases in its internal diameter to¬ 
wards the- top and is supported by the body of the 
fuze. There is a central hole in the fuze to per¬ 
mit the striker to reach the primer. 

ACT ION: Centrifugal force causes the steel ball$ 
to fly out into the enlarged portion of the retain¬ 
ing ring thus locking the percussion plunger and 
its compressed spring in place. Centrifugal force 
also loosens the brass ribbon permitting the split 


collar to be thrown free of the striker. Upon im¬ 
pact the steel balls are cammed back into their 
housing and the compressed spring aids in activat¬ 
ing first the plunger and then the firing pin, the 
latter piercing the primer. 

When impact does not occur before a certain 
length of time, the spring overcomes the decreas¬ 
ing contrifugal force and causes the balls to he 
cammed back into their housing again releasing 
the plunger so that it may force the firing pin 
into the primer. 

NOSE FUZE A. Z. 1531 

EMPLOY MENT: Nose fuze used in 20-mm Air¬ 
craft Cannon Ammunition. {See fig. 555.) 

CONSTRUCTION: The single piece body has a 
closing disk in the nose and threads at the base to 
engage the projectile. 

A shoulder on the floating striker bears against 
two half collars on the bottom and a light spring 
on the top. The bottoms of the half collars are 
locked in a seat in the fuze body and are kept there 
by the force of the light spring. 

ACTION: The striker and half collars are held in 
position during the initial phases of the projectile's 
flight. Upon deceleration, however, the striker 
creeps forward, compressing the spring and thus 
freeing the half collars. These collars creep for¬ 
ward out of the seat and are separated by centri¬ 
fugal force. The striker is then permitted to 
pierce the detonator upon impact. 
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Figure 556 — A. Z. 1532 


NOSE FUZE A. Z. 1532 

EMPLOYMENT: Nose fuze used in German 
13-mni ammunition. (See fig. 556.) 

DATA: 

Over-ull length : 0.594 inch. 

Maximum diameter: 0.4(H) inch. 

Threaded length: 0.156 inch. 

Number of threads: 5 RH. 

CONSTRUCTION: The fuze is of single piece 
construction with a closing cap in the nose and 
threads on the base for engaging the projectile. A 
long striker is housed in a central cavity and it is 
held in place by a centrifugal bolt. 

ACTION: On set-back, the striker engages a 
groove in the centrifugal bolt locking it in place. 
During deceleration, the striker creeps forward 
permitting the bolt to move outward clearing the 
central channel. The striker is then free to strike 
the detonator upon impact. 


NOSE FUZES A. Z. 1551 AND A. Z. 
1552 

EMPLOYMENT: Nose fuzes used in German 
mm ammunition. (See fig. 557.) 

DATA: 

Over-all length: 0.688 inch. 

Maximum diameter: 0.5(H) inch. 

Threaded length: 0.188 inch. 

Number of threads: 5 RH. 

CONSTRUCTION: The brass body has a closing 
disc in the nose and threads near the base of the 
fuze for engaging the projectile. A detonator 
screws into n recess in the base of the fuze body. 

A striker is supported in a central lecess of the 
fuze by two half collars surrounded by a split 
ring. The under side of the shoulder on the striker 
is grooved to engage the top of the half collars 
holding them in place during set-back. 

ACTION : After set-back has been overcome, the 
striker creeps forward freeing the hold collars. 
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Centrifugal force then throws the half collars and 
the split ring outward permitting the striker to 
pierce the detonator upon impact. 

REMARKS: The A. Z. 1552 is the same fuze as 
the A. Z. 1551 except that it is made of steel. 

NOSE FUZE Z. 45 

EMPLOY MENT: Nose fuze used on German 
20-mm ammunition. (See fig. 558.) 


DATA: 

Over all length: 1.000 inch. 

Maximum diameter: 0.781 inch. 

Threaded length: 0.250 inch (with washer). 
Number of threads: C RH, 

CONSTRUCTION: The body construction is 
similar to the A. Z. 1502 F. 

This fuze, however, employs the standard centri¬ 
fugal segments surrounded by a coiled brass strip. 
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These segments are grooved on the top to engage 
the small projections on the bottom of an inertia 
block which surrounds the striker. The striker 
and hammer of the 1502 F are replaced in Z. 45 
by a striker of single piece construction. 

ACTION: On set-back, the inertia block engages 
the centrifugal segments preventing them from 
releasing the striker. During flight, the inertia 
block creeps forward and the segments are per¬ 
mitted to fly out as the brass strip uncoils. On 
impact, the striker is driven into (he detonator. 

FUZE, PERCUSSION, D. A., A. Z. 5045 

DESCRIPTION: This fuze is of the detonating 
type with a direct action of the floating striker 
type. The fuze is used in the 2-cm shell. (See 
fig. 559.) 

The aluminum head is recessed at the nose to 
accommodate a wooden hammer. The hammer is 
in the form of a disc w ith a stem on its underside 
which passes through a hole in the base of the recess 
and is aligned with the head of the striker. The 
recess is closed against air pressure by a brass clos¬ 
ing disc at the nose. The head is screwed to the 
body and secured by a small set screw. 


The aluminum body is screw-threaded exter¬ 
nally for insertion in the shell and internally at 
the base to receive the magazine. The front face 
of the body is recessed to house the split collar and 
is bored centrally to receive the striker. 

The striker assembly consists of a steel striker 
fitted with an aluminum head. The underside of 
the head is shaped to retain the brass split collar in 
tlte safe position. The split collar prevents the 
striker being driven into the detonator before the 
fuze is armed and is further retained by V/ 2 turns 
of phosphor bronze strip surrounding it. 

The magazine is of aluminum and is similar to 
the type descriped for the A. Z. 1501. (' ) 

ACTION: On acceleration the split collar is held 
by the set-back of the striker.' 

During flight the phosphor bronze spring uncoils 
and the split collar is thrown clear by centrifugal 
force. The striker, now unsupported and the 
hammer arc moved forward by creep during 
deceleration and are protected from air pressure 
by the brass closing disc. On impact the hammer 
is forced in and drives the striker into the 
detonator. 



Flgur • 559— A. Z. 5045 


552 


RESTRICTED 









.1 



figur* 560 — A. Z. 5072 


MECHANICAL NOSE FUZE A. Z. 5072 

RMPL01 MENT: Mechanical impact nose fuze 
for H. E. projectile in 28-20 and 42-28 tapered bore 
guns. (See fig. 560.) 

DATA: 

Over-all length: 0.937 inch. 


r 


_ PROJECTI LE FUZES 

Minimum diameter: 0.687 inch. 

Threaded length: 0.25 inch. 

Number of threads: 6 RH. 

CONSTRUCTION: Aluminum body ■with brass 
and bronze internal parts. Contains expanding 
centrifugal segments in a phosphor bronze spring 
and a movable striker and creep spring. 

ACTION : Initial set-back of the steel ring causes 
the lip on its lower edge to engage with notches 
on the centrifugal segments thereby keeping the 
segments from opening while the projectile is in 
the bore of the gun. This is a bore safety feature. 
After the projectile leaves the weapon, decelera¬ 
tion cSuses the steel ring to creep forward, dis¬ 
engaging the lip from the centrifugal segments. 
Centrifugal force causes the segmehts to expand 
the centrifugal spring so that on impact the striker 
may pass through the segments and pierce the 
primer. 



- STRIKER 



Figvr* 561 — A. 1. 5075, A, Z. 5075 M.K. 
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NOSE FUZE A. Z. 5075, A. Z. 5075 
M. K. 

EMPLOYMENT: Nose fuze for the 3.7-cm Strel- 
granate (3.7-cm Bodded Bomb) fired from the 3.7- 
cm Pak. (See fig. 5C1.) 

DATA: 

Over-all length: 1.875 inches. 

Maximum diameter: 1.187 inches. 

Threaded length: 0.25 inch. 

Number of threads: 7 RH. 

CONSTRUCTION : The fuze is of aluminum and 
has an ogival body with a hole at the nose through 
which the cylindrical striker protrudes. The body 
is screw-threaded for insertion in the grenade and 
has an internal circumferential recess below the 
striker to permit the expansion of the coiled spring 
in flight. The striker carries a needle surrounded 
by a spiral spring which is held between, the 
underside of the striker and a cup-shaped retainer. 
The retainer has a central hole for the needle and 
has a step formed near the front end around which 
a length of flat spring is coiled. The coiled spring 
is retained by a cylindrical arming ferrule with 
an internal groove near its base end. A stirrup 


spring is held between the retainer and the detona¬ 
tor holder. The detonator holder is screwed into 
the base of the fuze and carries an igniferous deto¬ 
nator in a perforated screwed plug. The holder 
is secured in the fuze body by a set screw. 

AC I ION: On acceleration the arming ferrule in 
the fuze sets back over the stirrup spring which 
engages in its groove and retains it clear of the 
coiled spring. During this period the coiled 
spring is held by the set-back of the striker, and 
propellant gases, entering the flash hole in the 
screwed closing plug at the base, ignite the delay 
pellet. During flight the coiled spring is ex¬ 
panded into the annular recess in body by centrif" ^ 
gal force, thus leaving the striker with its nee£. * 
supported only by the striker spring. 

On impact, the striker is driven in and the needle 
pierces the igniferous detonator of the fuze. The 
flash from this detonator initiates the detonator in 
the grenade, which in turn, brings about the deto¬ 
nation of the bursting charge. 

REMARKS: This fuze is also used in the German 
II. E. Rifle and Hand Grenade u Gewehrgranate 
Spreng.'' 
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FUZE, PERCUSSION, D. A., A. Z. 5075 AND 
A. Z. 5095 

DESCRIPTION: The fuze A. Z. 5075 is used in 
the nose of the 3.7 Pak. Stielgranate 41 or hollow 
charge muzzle stick bomb and, excepting the mag¬ 
azine and magazine assembly, is similar to the nose 
fuze described for the rifle and hand, selfdestroy- 
ing grenade. (See fig. 562.) 

The aluminum body protruding from the nose 
of the bomb is ogival in shape with an aluminium 
striker protruding from a hole at the top. The 
weight of the fuze is 2-oz. 4y 2 -drs. The designa¬ 
tion has not been stamped on fuzes examined to 
date. 

The ogival aluminium body is screw-threaded 
externally for insertion in the bomb and is screw- 
threaded internally at the base to receive the 
adapter for the magazine. The interior is recessed 
for the mechunism, the recess being enlarged near 
the top to permit the expansion of a coiled spring 
strip. 

The aluminium striker is cylindrical with a 
flange at the base which engages a step in the body 
and so limits its upward movement. A steel needle 
protruding from the base of the striker is secured 
by an aluminium screw inserted in the head. The 
striker is supported by a spiral spring and a coiled 
spring strip, both of which are positioned between 
the base of the striker and an aluminium spring 
holder. 

The spring holder is in the form of a cylinder 
with a central hole for the needle and a recess in 
the top to receive the base, end of the spiral spring 
surrounding the needle. Near the top the holder 
is reduced in diameter to form a step for the as¬ 
sembly of the coiled spring strip. The lower part 
of the spring holder is recessed to fit over the top 
of tfje magazine holder. The wall of the recess 
is cut away at four places to permit the four arms 
of the retaining spring to protrude for the support 
of the arming sleeve. The retaining spring con¬ 
sisting of a steel disc with a hole for the needle in 
the center and four arms curved slightly upwards, 
is held between the spring holder and the top of 
the magazine holder. The four portions remain¬ 
ing of the wail of the recess in the base of the 
spring holder are bent inwards to engage an in 
dined surface near the top of the magazine holder. 

The steel arming sleeve, surrounding the coiled 
spring strip fits around the upper part of the 


_ PROJECT ILE FUZES 

spring holder and is supported by the retaining 
spring. Inside the sleeve, near the base, a cir¬ 
cumferential groove is cut to engage the arms of 
the retaining spring when the sleeve is in the armed 
position. 

The magazine holder consists of a cylindrical 
aluminium plug recessed and screw-threaded in¬ 
ternally at the base for the insertion of the maga¬ 
zine. A shoulder formed around the exterior en¬ 
gages a corresponding shoulder in the adapter and 
carries a locating pin which enters a hole in the 
shoulder of the adapter. A projection at the top 
of the holder is bored centrally for the needle and 
is chamfered near its base for the attachment of 
the spring holder. The aluminium magazine con¬ 
tains 6.2 grains of PETX under a 4-grain deto¬ 
nator. The detonator contains 93.7 percent of 
lead azide and 6.3 percent of tetrazene. 

The aluminium adapter for the attachment of 
the magazine consists of a screwed ring with a 
stepped hole for the magazine holder. A rubber 
ring, to cushion the set back of the arming sleeve, 
is fixed in a groove in the top of the adapter. 

ACTION: With the arming sleeve supported on 
the retaining spring, the coiled spring strip pre¬ 
vents the striker spring being compressed and thus 
holds the needle away from the detonator. 

On acceleration the arming sleeve sets back on 
the rubber ring in the adapter and bends back the 
four arms of the retaining spring, Rebound of 
the sleeve is prevented by the arms entering the 
groove inside the sleeve. The coiled spring strip 
is then free to expand into the enlarged part of 
the body recess, leaving the striker supported only 
by the spiral spring. 

On impact the striker is forced in and the needle 
pierces the detonator. 

REMARKS: The fuze A, Z. 5095 is used in the 
nose of the German 8.8-cm A. Tk. Hollow Charge 
Rocket projectile. Except for the undermentioned 
differences, it is identical with the fuze 5075. 

1. The body is made of steel, 

2. The striker is made of black plastic. 

3. The retaining spring supporting the unning 
sleeve has only two arms, instead of four, and 
these are thinner to permit the fuz? to be armed 
at a much smaller acceleration. 

4. The spring holder is cut in two places to ac¬ 
commodate the arms. 
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Figure 563 — A. 1. 2492 


5. The magazine holder, which is of steel, screws 
into the fuze body direct. The adapter has been 
omitted. 

6. A safety pin is provided. This passes through 
the fuze body and a circumferential groove cut in 
the arming collar. 

The weight of the fuze is 3.02 ounces. The dia¬ 
meter of the threads is 1.05i incites and the over-all 
length 2.12 inches. 

FUZE, D. A., A. Z. 2492 

DESCRIPTION: This fuze body is cylindrical 
with an external screw-thread at each end for as¬ 
sembly as the connecting piece between the tail 
unit and the body. A central recess contains the 
striker and creep spring and is closed at its en¬ 
larged front end by an aluminum magazine which 
is screwed in and contains a detonator and inter¬ 
mediary explosive. A transverse channel near the 
base contains a spring-loaded screwed shearing 
pin which engages in a recess in the stem of the 
striker. Another channel, containing a cutting 
pin with .spring, is bored from the base of the body 
and communicates with the shearing pin channel at 
a point where the shearing pin is reduced in diam¬ 
eter. A circular plate, secured in a recess in the 
base of the body by two screws, retains the cutting 
pin in its channel. The base end of the cutting pin 
passes through a hole in the circular plate and ia 
thus exj>osed to the pressure of the propellant 
gases. (See fig. 563.) 


Details of the magazine filling and the composi¬ 
tion ill the detonator are not available. 

ACTION: The rubber plug is removed from the 
tail unit and with the cartridge loaded into the 
rifle in the normal way the tube of the tail unit 
is placed over the spigot device at the muzzle. 

On firing the hollow wooden bullet is shattered 
by the propellant gases which project the grenade 
and, overcoming the spring of the cutting pin, 
drive the pin forward, causing it to cut the shear¬ 
ing pin away from its screwed end. The shearing 
pin is then ejected by the spring held in coniprer-'-: 
sion under its head, and thus leaves the strike, > 
held off the detonator only by the creep spring. 
On graze the momentum of the striker overcomes 
the creep spring and the detonator is pierced. 

NOSE FUZE K. Z. 40 

EMPLOYMENT: Mechanical Nose Fuze with 
self-destroying arrangement for 3.7-cm H. E. 
shells. (See fig. 564.) 

DATA : 

Over-all length: 2.0 inches. 

Maximum diameter: 1.125 inches, 
length of threads: 0.312 inch. 

Number of threads: 5 R. H. 

CONSTRUCTION: this fuze is essentially the 
same in construction as the 3.7-cm Kopfztmder 
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Zerl. Pv. (Z. Z. 16) and the 3.7~cm Kpf. Z. Zerl. 
P. except that the delay in the self-destroying ar¬ 
rangement is longer. 

ACTION: On acceleration the igniferous deto¬ 
nator in the displaced recess sets back on the 
striker. The flash from the detonator passes 
through the flash channels to the powder pellet in 
the radial channel and to the lower end of the 
delay filling in the first of the vertical channels. 
TV hen the pellet in the radial channel disintegrates 
the bolt is thrown outwards by centrifugal force 
leaving the striker held off from the detonator 
in the magazine by the creep action resulting from 
deceleration. On impact, the striker is driven in 
by the hammer and pierces the detonator in the 
top of the magazine. During flight, the burning 
of the delay composition in the first vertical chan¬ 
nel is transmitted by the gunpowder in the traverse 
channel to the delay composition in the second 
vertical channel. When direct action does not oc¬ 
cur before the composition bums to the base of 
the second channel, the disk of gunpowder confined 
to the top of the magazine adapter is ignited and 


explodes and thus initiates the detonation of the 
magazine. 

NOSE FUZE 3.7-CM KOPFZUNDER 
ZERL. PV. 

EMPLOYMENT: Mechanical Nose Fuze with 
self-destroying arrangement for 3.7 A. A. gun H. 
E. shells. (See fig. 565.) 

DATA: 

Over-all length : 1.75 inches. 

Maximum diameter: 1.25 inches. 

Threaded length: 0.31*2 inch. 

Number of threads. 5 R. H. 

CONSTRUCTION : The above is apparently an 
improved type of the earlier version of the 3.7-cm 
Kopfzundet Zerl. P. Only minor modifications 
are incorporated. The centrifugal bolt holding 
the striker off the detonator is flat and is held in 
position by a detent which sits on a gunpowder 
pellet. 

ACTION: On acceleration the igniferous detona¬ 
tor in the displaced recess sets back on the striker. 



Figvr* 564 — K. 1. 40 
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Ihe flash from the detonator passes through the 
flash channels to the powder pellet in the radial 
channel and to the lower end of the delay filling 
in the first of the vertical channels. When the 
pellet in the radial channel disintegrates the bolt is 
thrown outwards by centrifugal force leaving the 
striker held off the detonator in the magazine bv the 
creep action resulting from deceleration. On im¬ 
pact the striker is driven in by the hammer and 
pierces the detonator in the top of the magazine. 
During flight, the burning of the delay composi¬ 
tion in the first vertical channel is transmitted by 
the gunpowder in the traverse channel to the delay 
composition in the second vertical channel. When 
direct action does not occur before the composition 
burns to the base of the second channel, the disk 
of gunpowder confined in the top of the magazine 
adapter is ignited and explodes and thus initiates 
the detonation of the magazine. 

REMARKS: Now issued in a light steel body and 
known as Z. Z. 16. 


NOSE FUZE 3.7-CM KPF. Z. ZERL. P. 

EMPLOYMENT: Mechanical nose fuze with 
self-destroying arrangement for 3.7-cin Pak H. E. 
shells. (See fig. 566.) 

DATA: V. 

Over-all length: 1.75 incites. 

Maximum diameter: 1.25 inches. 

Threaded length: 0.437 inch. 

Number of threads: 5 RH. 

CONSTRl CTION: The fuze is of aluminum 
alloy with a body tapering towards the flat topped 
nose. The tip of the fuze is red and the stamping, 
u 3.7-cm. Kpf, Z. Zerl. P. 1 ’ on the side of the body, 
is also colored red. The fuze is of the direct action 
type and includes a safety device which is released 
by the disintegration of a pellet of gunpowder. 
The detonator w liicli ignites the powder jtellet ulso 
ignites a delay composition which connects with 
the magazine of the fuze and provides a self- 
destroying action when direct action does not 
occur. 
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The direct action mechanism is contained in a 
central recess in the body and consists of an ulu- 
minum hammer supported by a steel pellet which 
is integral with the striker. The striker pellet 
is supported by a centrifugal bolt which protrudes 
from a radial channel in the body. The hammer 
consists of a circular disk with a stem which pusses 
through a guide screwed into the body recess. The 
recess is closed at the top by a thin brass disc and 
has a hole at the base for the stem of the striker 
which enters a guide in the magazine adapter. 

The brass centrifugal bolt is slotted at its inner 
end to fit around the stem of the striker and has a 
collar formed round its center which limits its in¬ 
ward movement. A stem formed on its outer end 
bears against a pellet of gunpowder contained in 
an aluminum perforated capsule attached to the 
inner side of the closing plug of the radial channel. 
The capsule is cylindrical with a concave wall with 
perforations equally spaced around it. The inner 
end of the capsule, which bears against a lead 
washer supported by a shoulder in the radial chan¬ 
nel has a hole in the center to receive the stem of 
the centrifugal bolt. The screwed closing plug 


carrying the capsule has a lightly closed vent at 
its center for the escape of pressure when the 
powder is ignited. Two inclined flash channels 
connect the radial channel with a recess contain¬ 
ing a detonator and striker assembly. 

The recess containing the detonator with 
its spiral supporting spring and screwed striker 
is displaced from the center of the fuze. The 
two inclined flash channe.ls connecting the re¬ 
cess with the radial channel are located one 
near the top of the recess and the other near the 
bottom. An additional inclined flash channel, 
also near the bottom of the recess, connects with 
the channels containing the delay composition for 
the self-destroying action. 

The delay composition for the self-destroying 
action is contained in two vertical channels with a 
transverse connecting channel. The flash chan¬ 
nel from the detonator recess leads into the closed 
lower end of the first vertical channel. This chan¬ 
nel is filled from the upper end with delay compo¬ 
sition and dosed at the top by a plug which is 
machined to correspond with the tapering body of 
the fuze. Near the top of the channel a traverse 
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channel containing pressed gunpowder leads into 
the upper end of the second vertical channel which 
also contains delay composition and is open at the 
base where it is in contact with a circular disk of 
pressed gunpowder carried in a recess in the top 
of the magazine adapter. 

The magazine adapter screws into the under¬ 
side of the body and carries a magazine similar to 
that of the A. Z. 3fl. The circular recess in the top 
of the adapter has a cylindrical projection in the 
center which is drilled to form a guide for the 



striker. The pressed pellet of gunpowder con¬ 
tained in the recess is in the form of a washer 
to fit over the needle guide. 

ACTION: On acceleration the igniferous detona¬ 
tor in the displaced recess sets back on the striker. 
1 lie flash from the detonator passes through the 
flush channels to the power pellet in the radial 
channel and to the lower end of the delay filling 
in the first of the vertical channels. When the pel¬ 
let in the ludial channel disintegrates, the bolt 
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is thrown outwards by centrifupal force, leaving 
the striker held off from the detonator in the 
magazine by the creep action resulting from de¬ 
celeration. On impact, the striker is driven in by 
the hammer and pierces the detonator in the top 
of the magazine. During flight, the burning of 
the delay composition in the first vertical channel 
is transmitted by the gunpowder in the traverse 
channel to the delay composition in the second 
vertical channel. When direct action does not oc¬ 
cur before the composition burns to the base of 
the second channel, the disk of gunpowder con¬ 
fined in the top of the magazine adapter is ignited 
and explodes and thus initiates the detonation of 
the magazine. 

NOSE FUZE K. Z. 38 

EMPLOYMENT: Mechanical Impact Nose Fuze 
for 40-mm Bofors Gun H. E. shell. (See fig. 567.) 
DATA: 

Over all length: 1.125 inches. 

Maximum diameter: 0.75 inch. 

Threaded, length: 0.219 inch. 

Number of threads: 5 RH. 

CONSTRUCTION: Fuze is identical with the 
British Type No. 250. The fuze is made of brass 
and steel. The upper and lower body surround the 
inner housing which contains the retaining collar 
and the retaining collar spring. In the lower body 
is the primer housing, striker, striker retaining 
balls. In the top of the upper body is a wooden 
hammer. 

ACTION: Set-back causes the inner housing to 
move back, releasing the pressure on the centrifu¬ 
gal pin. Centrifugal force causes the pin to move 
out and upon deceleration, the retaining collar 
moves up under pressure from its spring. As the 
collar moves up, the balls in the primer housing 
are free to move out under centrifugal force. This 
releases the striker and it drops into position so 
that on impact, the hammer forces the striker onto 
the primer. 

REMARKS: The self-destroying element is in 
the tracer. 

FUZE, D. A. K. Z. 38 

DESCRIPTION; This fuze, which may be identi¬ 
fied by the stencilling “Kz. 38" on the dome-shaped 
body is, including the gaine, 1 ounce in weight and 


2 inches in length; the length of the body protrud¬ 
ing from the nose of the shell is 0.06 inch. The 
empty fuze is similar to the British Fuze No. 250 
Mk II. The fuze is of the direction action type, 
and the principal purts are, the body with adapter, 
striker guide, striker and hammer, arming sleeve 
and arming spring, stirrup sirring and ferrule, 
three balls, igniferous detonator and gaine. (bee 
fig. 568.) 

The dome shaped body has r flat nose and is 
prepared with an internal chnnnel stepjied in four 
diameters and screw-threaded internally at its 
base to receive an adapter. The smaller diameter 
at the forward end houses the head of a wooden 
hammer, and below it, is a chamber to accommo¬ 
date the arming sleeve after firing, and a second 
step which forms a shoulder and bearing surface 
for the upper end of the ferrule. The channel is 
closed at its front end by a copper disk 0.006 inch 
thick. 

The adapter is screw-threaded externally to re¬ 
ceive the body and to screw into the shell. Inter¬ 
nally it is screw-threaded to receive the striker 
guide and its upper end has a chamber to receive 
an arming sleeve and arming spring which sur¬ 
round the upper end of the striker guide. The 
sleeve and spring are retained in the unarmed po¬ 
sition by a stirrup spring and ferrule. A pin 
through the side of the adapter prevents the fer¬ 
rule from turning. 

The striker guide is screw-threaded externally 
to suit the adapter and to receive a gaine laxly, and 
has a central channel. The up[>er pail of the chan¬ 
nel forms a guide for the hammer and striker, 
and the lower part accommodates an igniferous 
detonator held between a shoulder and a plug, 
with a central fire channel, which screws into the 
bottom of the channel. Three radial holes are 
bored in the upper part of the channel and par¬ 
tially accommodate three balls which rest against 
the underside of the striker head and thereby hold 
the striker off the detonator. Before firing, they 
are retained in position by the arming sleeve. 

The striker is of steel and flanged at its upper 
end to enable it to lie engaged by the three bulls 
and held in the safe position. A wooden hammer, 
shaped with a head, rests on the tup of the striker 
and is retained in position by a copper disk, which 
closes the nose of the fuze. 
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Tlie arming sleeve is cylindrical and fits around 
the striker guide to retain the balls. It is flanged 
at its upper end to form a seating for the arming 
spring and has a curved periphery to suit the stir¬ 
rup spring. 

The stirrup spring is cylindrical, its lower edge 
has a number of external projections which fit 
under the ferrule, and its upper edge has a num¬ 
ber of internal projections which fit over the arm¬ 
ing sleeve and keep the arming spring under 
compression. 

The ferrule is cylindrical, its upper end engages 
a shoulder in the body and its lower end the stir¬ 


rup spring. A pin engages a slot cut vertically 
in one side of the ferrule and prevents its rotary 
movement in the fuze. 

The igniferous detonator contains about 0.5 
grain of a mixture of mercury fulminate, potas¬ 
sium chlorate, antimony sulphide (with, possibly, 
a small proportion of ground glass), followed by 
a thin layer of gunpowder. It is the same size as 
the ignitorv detonator in Fuze No. 250. 

The gaine, approximately 1.05 inches long is a 
steel cylindrical body closed at its bottom end and 
containing 7 grains of CE TXT (40 60) pressed 
extremely hard into the base with a thin layer of 
the same composition in the form of loose crystals 
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on top. Above this is an inverted eup-shaped cap¬ 
sule containing a detonator composition consisting 
of 0.46 groin of C. E. under G grains of fulminate of 
mercury. The flash hole in the top of the capsule, 
is closed by a fabric disk on its underside. The 
mouth of the gaine is screw-threaded to enable it 
to be screwed on the striker guide of the fuze, and 
contains a leather washer under a metal washer 
which fits over the detonator cap. 


ACTION: This fuze is of the floating striker 
type and is not provided with a supporting spring ; 
it, therefore, cannot be overemphasized that before 
being fired the closing disk in the nose of the fuze 
should be examined to see that it is not damaged 
or perforated, otherwise the round may be fired 
prematurely by air pressure acting directly on 
the hammer. 

On firing, the ferrule sets back and takes the 



Figure 569—A. Z. ISO Kh. S. 
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stirrup spring with it, thereby releasing the arming 
sleeve, which is forced upwards by its spring and 
unmasks the three holes in the striker guide. 

During flight, the striker and hammer tend to 
creep forward owing to deceleration, the three 
balls are released and fly outwards under centrifu¬ 
gal action and so release the striker. 

On impact, the hammer is forced in, driving the 
striker into the detonator, which is fired and in 
turn set off the gaine detonator and gaine whicli 
detonates, the shell filling. 

PERCUSSION FUZE A. Z. 150 RH. S. 

DESCRIPTION: This fuze is of the detonating 
type with a direct action of the floating striker 
type. (See fig. 569.) 

The head of the fuze which screws on to the 
body is recessed at the front end to accommodate 
the hammer. The recess has a central hole through 
which the stem of the hammer passes and is closed 
against air pressure at the front by n cover plate. 

The hammer is aligned with the striker in the fuze 
body. 

The body is screw-threaded externally behind 
the flange for insertion into the projectile and lias 
an internal left-hand screw-thread for the gaine 


A channel is formed through the center of the body 
for the striker, the channel being of larger diam¬ 
eter at the front end to receive the head of the 
striker on functioning. A centrifugal bolt, shaped 
to fit the stem of the striker below the enlarged 
head, is retained in the safe position in its slot by 
a detent carried in the body. A flash channel in 
the recess behind the powder pellet leads to an¬ 
other recess containing a primer held off a striker 
m the base of this recess by a spiral spring. A 
similar empty recess is diametrically opposite in 
the fuze body, and is probably intended to preserve 
the balance of the fuze and to divert sonic of the 
pressure produced by the functioning of the primer 
in the connected recess. 

ACTION: On acceleration, the primer in the re¬ 
cess sets back against its spring and is pierced 
by the striker. The flash passes through the chan¬ 
nel to the detent recess and ignites the gunpowder 
pellet thus depriving the detent of this support. 
Centrifugal force, set up by the rotation of the pro¬ 
jectile and fuze, causes the centrifugal bolt to 
move outwards, away from the striker head. 
During flight, creep action and protection from air 
pressure provided by the cover plate results in a 
forward movement of the hammer and striker. 
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On impact, the striker is driven into the detonator 
by the hammer. 

FUZE, PERCUSSION, E.K. ZDR. C/28 

DESCRIPTION: This fuze is used over a gnine 
and is designed on the combined direct nnd graze 
action principles for sensitivity and instantane¬ 
ous functioning. (See fig. 570.) 

The hollow ogival aluminum head of the fuze 
is screwed on the body and secured by a grub 
screw. The hole formed in the nose of the head 
to receive the outer end of the wooden hammer is 
closed by a brass disk. The disk is secured by a 
brass ring. 

The aluminum body has a hollow cylindrical 
projection on its front face in which the base end 
of the wooden hammer is housed in contact with a 
striker holder. The striker holder carries a steel 
striker, secured by a screwed plug, and is sup¬ 
ported by a brass shearing wire. The body is re¬ 
cessed and screw-threaded from the underside to 
receive the pellet holder. 

'Ihe pellet holder is of steel nnd is recessed to 
carry the inertia pellet. A flash hole is formed 
in the base of the recess for the passage of the flash 
from the detonator to the game. Five centrif¬ 
ugal segments of brass with steel pivot pins are 
fitted on the front face of the holder and are posi¬ 
tioned to overlap the inertia pellet by an expand¬ 
ing spring ring. 


The inertia pellet carries an igniferous detona¬ 
tor secured by a perforated screwed plug and lias 
a creep spring position between it nnd the striker 
holder. 

ACTION: During flight, the expanding spring 
ring is opened and the segments rotated clear of 
the inertia pellet by centrifugal force. The 
striker and the pellet are then held apart by the 
shearing wire and creep spring only. On impact, 
or graze, the striker is driven in by the wtxxlen 
hammer, and the wire sheared, whilst tire inertia 
pellet overcomes the creep spring and curries the 
detonator forward. The flash produced by the 
piercing of the detonator passes through the hole 
in the base of the pellet holder to the game in the 
exploder container of the projectile. 

FUZE BODY NAVAL TYPE 
K. Z. C/27 <LM> 

DESCRIPTION: It is used in shell for heavy 
guns, the ammunition of which is often of naval 
desipm. 

The fuze is of the combined direct action and 
graze type and, with the exception of the ignif¬ 
erous detonator, has no explosive filling. (See 
fig. 571.) The design includes a hole at the nose 
to receive an extended form of hammer for use 
under a ballistic cap. 

1 he aluminum body of the fuze is screw-thread¬ 
ed externally at the base for insertion into t he shell 
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and recessed internally to take un aluminum 
striker holder and the graze mechanism. 

The striker is of steel and is secured l>v a steel 
plug which screws into the striker holder. The 
striker holder is supported in the body by a brass 
shearing wire. The stem of the striker is sur¬ 
rounded by a creep spring and the point protrudes 
into the top of the inertia pellet. 

An aluminum pellet holder with a central flash 
hole at the base and recessed internally to house the 
inertia pellet is screwed into the base of the fuze. 
On top of this, holder are fixed five pivots on which 
are mounted five brass centrifugal segments sur¬ 
rounded by an expanding spring ring of phosphor 
bronze which maintains them in position overlap- 
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ping the top of the inertia pellet and preventing 
it from forward movement. 

The inertia pellet which is of steel, brass plated, 
has a central cavity housing the igniferous deto¬ 
nator and is closed at the base by a paper washer 
and a brass screwed plug with a central flash 
hole. 

The detonator consists of a copper shell closed 
at each end by a copper disk 0.003 inch thick and 
contains 2.3 grains of composition above 0.86 
grain of glazed gunpowder. The composition 
is made up of mercury fulminate 27.7 percent, po¬ 
tassium chlorate 38.7 percent, antimony sulphide 
26,9 percent, and ground glass 6.7 percent. 

ACTION: On acceleration the striker is pO 
vented from setting back onto the detonator by the” 
shear wire. Centrifugal force set up by the pro¬ 
jectile in flight causes the spring ring to expand 
and permit the segments to rotate clear of the 
inertia pellet thus leaving the striker and inertia 
pellet, held apart by the shear wire and creep 
spring. On graze or impact the shear wire is 
broken and the spring is compressed by the striker 
being driven in the graze pellet setting forward. 
The flash produced by the striker piercing the 
detonator passes through the flash channel to the 
gaine of the shell. 


NOSE FUZE FOR 4.7-CM. H, E, SHELL 

EMPLOYMENT: Used in 4.7-cm H. E. Shell 
(4.7-cm Pak. Spgr.). (See fig. 572.) 

DATA: 

Over all length: 1.312 inches. 

Maximum diameter: 1.0 inch. 

Threaded length: 0.312 inch. 

Number of threads: 3 RH. 

CONSTRUCTION: This fuze is of (he direct 
action detonating type in which the striker is held 
off the detonator by four steel bulls. 

Ihe hollow stemmed aluminum striker with 
enlarged head passes through a cup-shuped ferrule 
and is supported at the cone, near the point, by 
four steel balls. The balls are located in the in¬ 
ternally coned metal cup and retained by the fer¬ 
rule which is pressed on to them by the spiral 
spring. The cone of the striker corresponds with 
the coned interior of the cup so that a force acting 
along the uxis of the striker will not displace the 
balls. The head of the striker is housed in a 
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recess in the cap of the fuze, the recess being dosed 
against air pressure by a copper disk. 

The magazine is screwed into the underside of 
the fuze and contains the initiator compositions 
iu a copper capsule over a 48-gram filling of 
PETN. The copper capsule has a copper disk 
soldered in the front end and a second copper 
disc, with felt washer attached, interposed be¬ 
tween it and the striker point. The initiator 
filling in the capsule consists of a 25-gram layer 
of detonating composition over 31 grams of lead 
azide. The detonating composition consists of: 

Mercury fulminate 28.7 percent, potassium 
chlorate 39.8 percent, and antimony sulphide 
31.5 percent. 

The fuze is fitted with a brass cover secured by 
a tear-off strip. The strip is provided with a 
finger ring which is lightly soldered to the cover. 


ACTION: The cover is removed before loading. 
During the acceleration, the balls are held by set¬ 
back and the ferrule. When acceleration ceases 
and the rate of spin is sufficient, the balls are forced 
outwards by centrifugal force and retained in 
this position by the ferrule under the pressure 
of the spring. The striker is then held off from 
the detonator by creep action. On impact, the 
striker is driven in and pierces the detonator. 
REMARKS: The copper disc over the initiator 
capsule is probably intended to act as a resistance 
to the striker and to prevent premature action by 
wind pressure acting on the striker, such as might 
occur if the copper disc in the cap of the fuze were 
punctured. 

Neither the striker, ferrule, nor the spring are 
positively located, and it appears that the striker 
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is so designed that the point of the striker may 
rove considerably off its normal axis without 
jamming, which, should it occur, would render the 
fuze insensitive on a light target. 

NOSE FUZE M. 35 ENZ. 3/40 

EMPLOY MEXT: Czech nose fuze used in Ger¬ 
man 4.7-cm ammunition. (See fig. 573.) 

DATA. 

Overall length: 2.438 inches. 

Maximum diameter: 1.625 inches. 




Threaded length: 0.625 inch. 

Number of threads: 10 RH. 

CONSTRUCTION: The body has n closing disk 
in the nose and threads on the base to engage the 
projectile. Beneath the closing disk is a wooden 
hammer which bears against the striker. 

The striker, creep spring, primer holder, and 
centrifugal segments are all contained in a single 
inner housing which screws into the base of the 
fuze body and is secured by a locking nut. 

The centrifugal segments are interposed between 
the striker and printer housing. A light eree 
spring surrounds the striker and bears against a 
lip on the primer housing. 

ACT ION : Centrifugal force throws the centriYu- 
gal segments outward freeing both the striker 
and the primer housing which are then separated 
only by the creep spring. 

Upon impact, the hammer forces the striker back 
to meet the primer which has been thrown for¬ 
ward by inertia. The resulting flash passes 
through the central channel into the detonator. 

NOSE FUZE A, Z. 38 

EMPLOYMENT: Mechanical Impact Fuze used 
in Hollow Charge shells. (See fig. 574.) 

DATA: 

Over-all length : 1.125 inches. 

Maximum diameter: 0.937 inch. 

Threaded length : 0.25 inch. 

Number of threads: 7 RH. 

CONSTRUCTION: The body of the fuze/) 
screw-threaded externally to 0.69 inch gage with 
a pitch of approximately 1 mm for insertion in the 
shell. A recess formed in the underside is screw- 
threaded to receive the magazine which contains 
a 6.2-grain filling of PETN under a 5.9-grain det¬ 
onator of lead azide/calcium silicide 65/35. The 
upper part of the body is recessed to accommodate 
six pivoted centrifugal segments and threaded 
internally to receive the aluminum head of the 
fuze. A central channel is formed between the 
upper and lower recess for the striker. 

The steel striker is carried in an aluminum pel¬ 
let supported by the centrifugal segments which 
are retained in the supporting position by an ex¬ 
panding spring ring. 

The aluminum liend of the fuze is recessed in 
the underside to accommodate the striker pellet 
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and recessed at the nose to take the hammer which 
passes through a hole in the diaphragm between 
the recesses. The hammer is of wood and rests on 
the head of the striker pellet. The recess contain¬ 
ing the hammer is closed at the nose against air 
pressure by an aluminum disk sealed with a fillet 
of sj’nthetie resin. 

ACTION: During flight, the coil of the expand¬ 
ing spring ring is enlarged and the segments ro¬ 
tated clear of the striker pellet by centrifugal force. 
The striker is then held off the detonator by the 
creep action resulting from deceleration. On im¬ 
pact, the hammer and striker are driven in and the 
detonator is pierced. The impulse setup by the 


detonation is communicated through the alumi¬ 
num tube in the shell to the gaine in the base of the 
shell cavity. The construction of the detonator 
in the gaine is such that it could be initiated either 
by a flash or a pressure gaine. 

NOSE FUZE A. Z. 39 

EMPLOYMENT: Used in 5-em H. E. shell. 
(See fig. 575.) 

DATA: 

Overall length: 1.719 inches. 

Maximum diameter: 1.312 inches. 

Threaded length: 0.312 inch. 

Number of threads: 5 RH. 
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CONSTRUCTION: This is a detonating type 
with a direct action in which the needle is sup¬ 
ported by a shutter. 

The direct action mechanism consists of an 
aluminum needle supported over the detonator 
by the shutter, which engages under the enlarged 
head on the needle. An aluminum striker is 
positioned in front of the needle in a recess in the 
cap of the fuze. The recess is closed against air 
pressure by an aluminum disc. 

The shutter slides in a diametrical groove in 
the front face of the body where it is retained in 
the safe position by means of two centrifugal steel 
bolts. The bolts are housed in holes in^the body 
within an expanding spring ring and engage in 
slots in the shutter. The shutter has two holes 
formed in it. one on each side of its center. One 
of these holes has formed in the inner side of its 
periphery, a recess which expands to the center 
of the shutter and receives the needle. The dimen¬ 
sions of the mess prevents the head of the needle 
passing it but the hole will permit this movement 
when the shutter is in the armed position. With 


the shutter in the unarmed position, the second 
bole coincides with a channel in the body which 
houses a shell ball. 

The brass magazine of the fuze is fitted to the 
underside of the body by means of an aluminum 
screwed plug. The magazine is fitted with a 
brass detonator containing 0.33 gram of lead azide 
with calcium silicide over a filling of 48 in-ams 
PETN. 

ACTION : On acceleration, the ball is held in the 
channel by set-back. During flight, the boll is 
caused to move forward by creep action combined 
with the effort of the slope of the channel and 
centrifugal force until it enters the hold in the 
shutter. The rotation of the shell also c\\C )> 
the spring ring to expand and the bolts to 'dis- 
engage the shutter which, with the ball as a dis¬ 
placed weight, slides across 1 the body and ceases 
to support the needle at the head. The needle 
is then held off the detonator bv creep action. 
On impact, the needle is driven in and pierces 
the detonator. 

REMARKS: Sometimes marked A. Z. 3hZN. 



Figvr* 576—A. 1. 49 
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NOSE PERCUSSION FUZE A. Z. 49 

EMPLOYMENT: Nose fuze for 20-mm am¬ 
munition. (See fig. 576.) 

DESCRIPTION: This fuze is constructed main¬ 
ly of aluminum. The main components consist 
of: 

1. Aluminum hammer head. 

2. Steel needle. 

3. Soft metal tape. 

4. “Duplexkapsel” containing a detonator and 
magazine. 

ACTION: The striker is held off the detonator 
by a coiled soft metal tape. As a result of cen¬ 
trifugal force, the tape unwinds so that on im¬ 
pact the striker is forced onto the detonator. The 
fuze has a circular groove on the body. 

REMARKS: Fuzes similar in construction and 
operation to the A. Z. 49 are : 

A. Z.47 
A. Z. 48 
A. Z. 5045 

NOSE PERCUSSION FUZE, 23 SERIES 

GENERAL: There are a large number of fuzes 
of this series which are designed for use with 
projectiles for a wide range of equipments. Some 
are designed for use with H. E. projectiles and 
are normally fitted with an optional delay and 
others for use with smoke projectiles and have no 
optional delay. 

A. Z. 23 v (0.15) or (0.24) 

The designation “A. Z. 23” is stamped above the 
flange of the aluminum body diametrically oppo¬ 
site the optional delay setting plug. The period 
of delay is stamped adjacent to the plug in the 
form “V. 0. 15." To obtain delay the slot in the 
head of the setting plug is set coincident with the 
index marks letter “M” and “V”. For action 
without delay the plug is set to the “0" index. 

EMPLOYMENT: This percussion fuze, with 0.15 
or 0.25 second delay, is used in the 105-mm how¬ 
itzer and also in 75-mm separate ammunition. It 
is designed to function on impact or graze. 
DATA: 

Over all length: 4.375 inches. 

Maximum diameter: 2.375 inches. 


Threaded length: 0.625 inch. 

Number of threads: 4 RH. 

CONSTRUCTION; The aluminum body of the 
fuze is in two parts. The head portion, which is 
screwed to the lower part, is solid and tapers to¬ 
wards the nose. A channel is formed through its 
center to accommodate the wooden hammer and 
the striker pellet. The channel is closed against 
air pressure at the top of a brass disc which is se¬ 
cured by a brass collar fitted around a stop formed 
in the nose of the fuze. The head is secured to 
the lower part by a fixing screw. (See fig. 577A.) 

The lower portion of the body is tapered above 
the flange to correspond to the head and is screw- 
threaded below the flange for insertion in the shell. 
Near the top it is reduced in diameter and screw- 
threaded to receive the head and it is recessed to 
accommodate the graze pellet. Another recess, 
formed in the base, contains the delay holder with 
a shutter and is screw-threaded to receive the mag¬ 
azine. The two recesses are connected by a central 
flash hole and an inclined flash channel. A radial 
channel for the optional delay assembly leads 
from the exterior to the lower recess. 

The aluminum striker pellet, fitted with a steel 
striker, is supported above the graze pellet by a 
creep spring and by five centrifugal aluminum 
segments pivoted on the top of the lower portion 
of the body. The segments are held between the 
base of the striker pellet and a shoulder on the 
graze pellet by an expanding spring ring. 

The graze steel pellet carries an igniferous det¬ 
onator supported bv a perforated screwed plug. 

The delay holder consists of a cylindrical alu¬ 
minum pellet with a flash channel through the cen¬ 
ter and a second channel, displaced from the cen¬ 
ter. which contains a delay filling and coincides 
with the inclined flash channel from the recess 
containing the graze pellet. A slot formed in the 
top of the holder to receive the shutter extends 
to just beyond the central flash channel. At the 
outer end of the slot the holder is recessed to re¬ 
ceive the inner end of a centrifugal bolt forming 
part of the shutter. A tin disk with perforations 
corresponding to the channels in the holder is in¬ 
serted above the holder. 

The shutter assembly' consists of a copper plate 
attached to a cylindrical bolt and is contained in 
the delay setting plug with a spiral spring which 
tends to retain the shutter in a position to close 
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the eentrul flash channel. The width of the shut¬ 
ter is greater than the diameter of the centrifugal 
bolt. 

The delay setting plug is recessed from the in¬ 
ner end to accommodate the centrifugal bolt and 
the spiral spring and has two slots to receive the 
sides of the shutter projecting beyond the boh. 
The outer end of the setting plug is closed and has 
a groove for the setting key. The plug is retained 
in the fuze body by a screwed securing ring which 
engages n flange on the plug but does not prevent 
it being turned in setting. 


The magazine contains a pressed perforated 
pellet of gunpowder weighing approximately 2 
grams and has a flash hole in the base closed by a 
paper disk. 

A( TIOX : Before loading, the fuze is set for de¬ 
lay or nondelay action by means of the setting 
plug. 

During flight, the coil of the expanding spring 
ring is enlarged and the segments swing clear of 
the graze and striker pellets by centrifugal force. 
The striker }>ellet is then held in the forward 
l>ositi(>n by ‘‘creep" while the graze pellet is held 
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back by the creep spring. The action of the shut¬ 
ter is governed by the setting plug. With the 
plug set to "O,” the slots at its inner end are 
aligned with the projecting sides of the shutter 
and permit the centrifugal bolt to move outwards, 
taking with it the shutter and exposing the central 
flash channel in the delay holder. With the plug 
set in alinement with the ‘“M” and U V” markings 
the slots in its inner end are not in a position to 
receive the protruding sides of the shutter. The 
movement of the shutter and bolt is thus prevented 
and the shutter remains closed. 

On graze, the graze pellet moves forward, com¬ 
pressing the creep spring, and impinges the deto¬ 
nator on the striker. With suitable impact, the 
hammer and striker pellet are driven in as the 
graze pellet moves forward and a more rapid 
action is obtained. 

The flash from the detonator ignites the delay 
composition in the delay holder through the in¬ 
clined flash channel and, if the shutter has opened, 
at the same time passes through the central flash 

setting for 


BEFORE FIRING 



hole and explodes the powder pellet in the maga¬ 
zine. With the fuze set for delay action, the cen¬ 
tral flash hole is masked by the shutter and the 
explosion of the magazine filling is brought about 
by the delay composition. 

REMARKS: 

I* A. Z. 23/42 (0.15). This is.similar to the 
A. Z. 23 v. (0.15), but is fitted with brass centrifu¬ 
gal segments and has an optional delay of 0.15 
second. 

. 2. A. Z. 23 v. (0.15) OR (0.25) Zn. This is sim¬ 
ilar to the A. Z. 23 v. (0.15) except that it is con¬ 
structed mainly of zinc alloy. It is distinguish¬ 
able by having a yellow tip. 

3. A. Z. 23 v. (0.15) OR (0.25) Pr. This is 
similar to the A. Z. 23 v. (0.15) except that it is 
constructed mainly of plastic. 

4. A. Z. 23. This is an early version which was 
constructed mainly of brass. It is fitted with an 
optional delay of 6.10 or 0.15 second. 

5. A. Z. 23 (0.8). This is an early version which 
was constructed mainly of brass and is fitted with 
an optional delay of 0.8 second. It is fitted with 

NON-DELAY 


AFTER FIRING 
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a safely pin, which must be withdrawn -before 
firing and prevents the centrifugal segments 
opening. 

6. Kl. A. Z. 23 (0.2). This is constructed of 
aluminum and is of similar construction and op¬ 
eration to the A. Z. 23 v. It has an optional delay 
of 0.2 second and a noteworthy feature is that it 
is fitted with four centrifugal segments instead 
of the usual five. (See fig. 577B.) 

7. Kl. A. Z. 23 (0.2) umg. The above fuze whs 
found to arm too quickly when used in the fol¬ 
lowing high velocity guns: 

7.5-cm PAK 40, KwK 40 and 42 
7.62-cm PAK 36 and FK 39 


This fuze was introduced to overcome this diffi 
culty. On introductiun. however, it was fount 
to be unsatisfactory and is to be replaced bv Kl 
A. Z. 23/1. 

In construction and operation, the fuze is simi 
lar to Kl. A. Z. 23 (0.2). 

8. Kl. A. Z. 23 (0.2) Pr. This is similar to Kl 
A. Z. 23 (0.2i but is constructed mainly of plastic 

The following fuzes are of the ssme gage as 
the A. Z. 23 v. (0.15), hut they are designed foi 
use with smoke shell and as a result are not fittec 
with an optional delay: 

1. A. Z. 23 Xb. This is similar to A. Z. 23 v 
except that there is no optional delay and also a 
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safety pin passes through the body of fuze. (See 
fig. 577C.) 

2. s. Igr. Z. 23 Nb. This is similar to the s. Igr. 
Z. 23 except that there is no optional delay. 

A. Z. 23 UMG 

EMPLOY MENT: Used in 15-cm H. E. projec¬ 
tiles. 

DATA: 

Over-all length: 3.125 inches. 

Maximum diameter : 2.312 inches. 

Threaded length: 0.5 inch. 

Number of threads: 4 RH. 

DESCRIPTION : The A. Z. 23 umg fuzes differ 
externally from the A. Z. 23 fuzes in having a 
much shorter coned head and are longer between 
the flange and the base. This lower part, which 
enters the fuze hole in the projectile, has only a 
few screw-threads below the flange, the remainder 
being plain. Three types of the “umg'' fuze have 
been found. These are: 

A. Z. 23 umg 0.8 
A. Z. 23 umg m. 2V 
A. Z. 23 umg 0.15 


The “m 2V* fuze is also an optional delay fuze 
with two alternate delays. Details of the fuze 
are not vet available. Both this and the “0.8” 
fuze are being replaced by the “0.15” fuze. 

The “0.15’’ fuze with an optional delay of 0.15 
of a second is here described and differs from the 
later type of “0.8” fuze only in the time of the 
delay. 

Each of these fuzes can be identified by the 
designation stamped above the flange. 

CONSTRUCTION: The A. Z. umg 0.15 has the 
usual combined D, A. and graze mechanism con¬ 
sisting of a steel graze pellet carrying the detona¬ 
tor and an aluminum striker pellet held apart 
by a creep spring and five brass centrifugal seg¬ 
ments encircled by an expanding spring ring. 
(See fig. 578.) The graze pellet is'contained in 
a central recess in the body which has two flash 
channels at the base. One channel leads direct 
to the magazine through an open channel in the 
delay holder, the other leads to the magazine 
through the delay composition in the delay holder. 
The striker pellet w ith a steel sleeve surrounding 
it and a wooden hammer above it is carried in the 
head of the fuze. The steel head is retained in 
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the body by a retaining ring which screws into 
the top of the body and engages an external flange 
near the lower part of the head. The circum¬ 
ferential rim at the bottom of the head varies in 
depth to act as a cam which positions the spring 
loaded locking bolt of the shutter. Thus, when 
the head is rotated to bring the deepest portion 
of the rim over the locking bolt, the bolt is pressed 
down into the radial recess containing the shutter 
in the lower part of the fuze and prevents the 
Bhutter from opening. The setting positions of 
the head are marked on its protruding part bv 
two lines at right angles which are set to an 
index line on the retaining ring and body. The 
setting line for delayed action is marked “MV” 
and that for nondelay “OV.” 

The delay holder, shutter assembly and ma¬ 
gazine are all of the same type described for other 
fuzes of the A. Z. 23 type. 

ACTION: The fuze, is set for “delav” or “non¬ 
delay by turning the head to bring the appropri¬ 
ate setting marking into coincidence with the in¬ 
dex line. When set to MV the locking boh is 
pressed down by the. deep part of the rim at the 
bottom of the head and locks the shutter in the 
closed position. When set to OV the short part 
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of the rim is over the locking bolt. thus, permitting 
the bolt to be raised clear of the shutter recess by 
its spring. 

During flight, the, coil of the expanding spring 
ring is enlarged and the segments swung clear of 
the graze pellet by centrifugal force. If set for 
“nondelay’' the shutter is also thrown outwards 
and the open flash channel in the delay holder is 
exposed. Forward movement of the graze pellet 
is prevented by the creep spring. 

On graze, the detonator is carried forward by 
the graze pellet and pierced by the striker. When 
suitable impact is obtained, the hammer and 
striker pellet are driven in as the graze pellet 
moves forward, thus accelerating the aetL^ 
With the head set for “nondelay” the flash frLj/ 
the detonator passes direct to the magazine. If 
set for “delay” the open channel in the delay 
holder is masked by the shutter so the flash has to 
bum through the delay composition to reach the 
magazine. 

NOSE FUZE A. Z. 23 GEB. 

EMPLOYMENT: It is used in the 75 -mm Moun¬ 
tain Gun. (See fig. 579.) 

DATA: 

Overall length: 3.562 inches. 

Maximum diameter: 2.375 inches. 

Threaded length: 0.5 inch. 

Number of threads: 4 RH. 

CONSTRUCTION AND ACTION: This fuze 
is identical with the A. Z. 23 '28 except that t!>*> 
detonator housing is steel rather than brass u\. * 
that a paper-thin aluminum shield has been iisV 
serted between the copper slider and the black 
powder pellet. 

NOSE FUZE KL. A. Z. 23 

EMPLOYMENT (used in) : 

7.5 Geb. G. 36 H. E. projectile. 

7.5 KwK. Ster G. H E. projectile. 

7.5-cm K. Gr. Rot. Nb. projectile. 

7.5-cm F. H. Gr. Nb. 38 projectile. 

7.5-cm F. H. Gr. 41 Nb. projectile. 

10-cm Gr. 38 Nb. projectile. 

(See fig. 580.) 

DATA: 

Overall length: 2.687 inches. 

Maximum diameter: 1.687 incites. 
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Threaded lengths: 0.625 inch. 

Number of threads : 10 RH, 

CONSTRUCTION : This fuze is made up in two 
sections, both aluminum, the cap and the body. 
To assemble, the cap is screwed into the body and 
held by a set screw. Underneath the impact cap 
is a wooden plunger which rests on an aluminum 
plug containing a Bring pin approximately 1 inch 
long. This firing pin is pointed downward and 
is held away from the upper detonator by four 
centrifugal detents and a spring which is fitted 
around the firing pin. 

This fuze is made of aluminum with the excep¬ 
tion of some small parts which are made of copper 
and brass. 

ACTION: When the round gains sufficient cen¬ 
trifugal force, the centrifugal detents spread a 
split ring spring which is wrapped around the 
blocks. After pivoting outward their maximum 
distance the blocks lock in place and the fuze is 
then in the armed position. On impact the fuze 
upper detonator compresses the spring and im¬ 
pales itself on the firing pin. Beneath the brass 
housing containing the upper detonator is a cir¬ 
cular aluminum block which contains two holes. 
The hole in the center is for instantaneous action 
and the one on the side has a charge of compressed 
black powder which is used for the delay element. 
The center hole is covered by a sliding copper plate 
which is locked in place for delay action or slides 


out due to centrifugal force for instantaneous uc 
tion. Beneath the aluminum circular block is a 
large black powder pellet which has a hole through 
its center and this hole is lined up with the cen¬ 
ter hole in the aluminum circular block. 

Selection of action is accomplished by turning 
a set screw in the side of the fuze. When the 
groove in the set screw head points toward O the 
fuze is set for instantaneous action and when it 
points to M and V the fuze is set for fa -second 
delay action. This set screw turns a split hollow 
shaft inside of which is a spring-loaded centrifu¬ 
gal plug. This centrifugal plug holds the slid¬ 
ing copper plate, on top of the aluminum cir¬ 
cular block, in place until centrifugal force over¬ 
comes the spring and allows the plate to slide 
from over the center hole if set for instantaneous 
action. If set for delay action, the split hollow 
shaft is turned so that the copper plate is locked 
in place covering the center hole and the split of 
flame goes through the side hole into the black 
powder pellet contained below. 

REMARKS: This fuze is identical in operation 
with the A. Z. 23/28. It is smaller, n difference 
chiefly made up in the length of the wooden ham¬ 
mer. There are four centrifugal detents in place 
of five. It is set for delay in the same manner 
as the other fuze. 

The A. Z. 23/28 fuze has the same construction 
as the A. Z. 23V* nose fuze, the only difference being 
in the time of delay. 
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FUZE, D. A. AND GRAZE KL. A. Z. 

23 NB. 

DESC RIP HON : This fuze has a combined di¬ 
rect and graze action and. excepting the igniferous 
detonator, has no explosive filling. (See fig. 
581A.) The aluminum body of the fuze, which 
is closed at the top by a brass cap, carries a wooden 
striker positioned over a steel striker secured in 
an aluminum holder. An aluminum plug screwed 
into the base of the body contains the brass 
graze pellet with its 3.16-grain igniferous deto¬ 
nator and receives the pointed end of the striker. 
A steel spiral spring, fitted between the striker 
holder and graze pellet, keeps these two members 
apart during flight when the centrifugal safety 
segments which prevent the striker approaching 
the detonator in transport and in the bore are of 
aluminum and are pivoted on steel pins at the 
front end of the plug, where they are retained in 
the safe position by an expanding spring ring of 


phosphor bronze. A flash bole is formed in the 
base of the plug. 

ACTION: Centrifugal force set up by the spin 
of the projectile in flight causes the spring ring 
to expand and permit the segments to rotate cl, ' ; 
of the graze pellet, thus leaving the striker k..J 
graze pellet held apart by the spiral spring. On 
graze or impact, the spring is compressed by the 
striker being driven in and the graze pellet setting 
forward. The flash produced by the striker pierc¬ 
ing the detonator passes through the flash hole 
in the base of the plug to the detonator in the 
gaiue. The recess in the underside of the striker 
holder fitting over the projection on the front of 
the graze pellet prevents the flash escaping in the 
wrong direction. 

REMARKS: The KLAZ 23 Nb <Pr), KLAZ 40 
Nb and KLAZ 40 Nb (Pr) fuzes are similar in 
operation und construction to the KLAZ 23 Nb 
and are likewise designed for use in smoke pro¬ 
jectiles. (See figs. 581B and 581C.) 
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NOSE FUZE A.Z. 35 K 

EMPLOY MEXT: Use in H. E. shell “K Gr. 39’’ 
in the 17-cm Mrs. L. equipment. (See fig 5820 
DATA: 

Over all length: 4.937 inches. 

Maximum diameter: 2.312 inches. 

Threaded length: 0.5 inch. 

Number of threads: 4 RH. 

CONSTRUCTION : The fuze is of the igniferous 
type with a combined graze and direct action 
mechanism and an optional delay setting device 
■which produces a 0.3-second delay. 

Constructed mainly of steel, the portion pro¬ 
truding from the shell is coned with a flat top and 
is closed at the nose by a brass disk. The desig¬ 
nation “A. Z. 35K is stamped near the base of 


the cone head. Diametrically opposite is a de¬ 
lay setting plug with setting marks lettered "M“ 
and ‘CT stamped adjacent to it on either side. 
The over-nil length of the fuze is 4.94 inches and 
the weight ‘2 pounds 3 ounces 5 drams. The por¬ 
tion which is exposed when in the shell protrudes 
to a length of 3 inches. 

The fuze body is screw-threaded externally for 
insertion in the shell and below the thread it is re¬ 
duced in diameter and has a side aperture for the 
assembly of a centrifugal bolt attached to a shut¬ 
ter. The aperture is closed by a plate secured by a 
screw. Above the threaded portion a flange is 
formed which is coned to match the head. Above 
the flange the body is reduced in diameter and 
screw-threaded externally to receive the head. The 
delay setting plug, engraved with an arrowhead, 
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is screwed into a radial hole in the flange, and on 
its inner end has an eccentric projection which 
bears on the upper end of the shutter locking bolt. 
The body is recessed from the base to accommodate 
the delay arrangement with a perforated pellet of 
gunpowder, and is closed by a screwed plug with 
a central flash hole. A flash channel in the top of 
the recess communicates with an upper recess con¬ 
taining a steel graze pellet carrying the detonator. 
This recess contains a steel graze pellet carrying 
the detonator. This recess is enlarged near the top 
to form a platform for five pivoted centrifugal 
segments of aluminum. The segments are held in 
a position to overlap a shoulder on the graze pellet 
by an expanding spring ring surrounding them. 
The striker, carried in a cylindrical pellet of alu¬ 
minum, is supported above the graze pellet by a 
spiral creep spring, the pellet being kept in align¬ 
ment with the wooden hammer in the fuze head by 
a steel sleeve which fits over and protrudes above 
the pellet. The pellet and sleeve are accommo¬ 
dated in a central hole in a screwed plug which 
closes the top of the upper recess. 

The delay holder consists of an aluminum cylin¬ 
drical pellet with a flash channel through the center 
and a second channel, displaced from the center, 
which contains a pressing of delay composition. 
A guideway for the shutter is cut in the top of the 
pellet and extends beyond the central open flash 
hole. The figures 0.30 (indicating a delay of 0.3 
second) are stamped in the base of the holder. A 
thin disk of tin placed over the top of the holder 
has two perforations which correspond with the 
holes in the holder and is cut away to permit move¬ 
ment of the centrifugal bolt. 

The shutter consists of a copper plate which fits 
in the guideway on the delay holder and is con¬ 
nected at its outer end to a centrifugal bolt. The 
bolt is pressed towards the center of the bodv by 
a spiral spring held between the outer end of the 
bolt and a ring-shiped recess in the plate closing 
the aperture in the side of the body. The shutter 
locking bolt is contained in a vertical channel be¬ 
tween the top of the aperture and the top of the 
laxly and consists of a solid cylindrical pellet of 
steel with a stem at its base. A spiral spring sur¬ 
rounding the. stem supports the pellet, the upper 
end of which is engaged by the eccentric projection 
on the inner end of the delay setting plug. 

ACTION: When delayed action is required the 
delay setting plug is turned so that the arrow¬ 


head engraved in its head is set to the M gradua¬ 
tion on the flange. At this setting the eccentric on 
its inner end is lowered and the shutter locking 
bolt is pushed, against this spring, down into the 
aperture in the side of the fuze laxly, thus pre¬ 
venting the centrifugal bolt from moving out¬ 
wards. For nondelav action the plug is set to the 
O graduation. The eccentric is then in the raised 
position and the shutter locking bolt is clear of tne 
path of the centrifugal bolt. 

During flight, the coil of the expanding spring 
ring is enlarged and the segments swung clear of 
the graze pellet by centrifugal force. When set for 
nondelay, the centrifugal bolt is also thrown out¬ 
wards, taking with it the shutter and thus ex¬ 
ploding the open flash hole in the center of the 
delay holder. If set for delay, the centrifugal 
bolt is held by the locking bolt. During the 
period of deceleration, “creep" of tlte graze pellet 
is prevented by the creep spring. On graze, the 
pellet overcoming the spring by its momentum, 
moves forward and the detonator is pierced by the 
striker. When suitable impact is obtained, the 
hammer, and .consequently the striker, is driven 
in at the same time as the pellet moves forward 
and direct action results. The path of the flash 
from the detonator to the magazine is governed 
by the setting. If set for delay, the empty chan¬ 
nel in the delay holder is masked by the shutter 
and the path is through the channel containing 
■the delay composition. If set for nondelay, the 
flash passing through the exposed empty channel 
will reach the magazine first. 

IE. JGR. Z. 23 N. A. 

EMPLOYMENT: This aluminum fuze has so far 
only been found in 7.5-cm separate ammunition. 

DESCRIPTION : This fuze, which consists of a 
slightly modified le. Jgr. Z. 23 nA with the addi¬ 
tion of a wooden striker extension rod and nose 
busli to fit into the ballistic cap, is used in pro¬ 
jectiles with ballistic caps. It is being replaced 
by the Hbgr. Z. 35 K. which has been descrilx*d. 

It is designed to function on impact through 
n wooden extension rod or on graze and has an 
optional delay of 0.15 second. 

The fuze consists of an aluminum body, striker, 
striker holder, creep spring, centrifugal segments, 
expanding spring ring, detonator pellet, deiomf- 
tor collar, delay mechanism and a magazine. 
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The body is in three sections, to facilitate the 
assembly of the mechanism which is screwed to¬ 
gether and secured by splining. 

CONSTRUCTION: The nose section is bored 
centrally in two diameters to form a chamber at 
the base, to accommodate the striker holder and 
above it, a recess to accommodate a wooden rod 
forming an extension to the striker. The top of 
the recess is coned outwards. Externally, at the 
bottom, it is screw-threaded for insertion in the 
center section. The steel cylindrical striker 
holder is bored centrally in two diameters to re¬ 
ceive the steel striker. The striker is secured in 
the holder by turning the metal at the top of 
the boring over the head of the striker. The 
underside of the holder is recessed to form a bear¬ 
ing for one end of the creep spring which sur¬ 
rounds the stem of the striker. (See fig. 583.) 

The center section is bored centrally in two 
diameters, screw-threudcd internally at the top 
to receive the nose, section and externallv at the 
bottom for insertion in the base section. The 
chamber formed in the top houses five brass cen¬ 
trifugal segments each pivoting on a pin. The 
segments are surrounded by an expanding spring 


ring which, at rest, prevents the striker nnd det¬ 
onator pellet moving towards each other to fire 
the detonator. The lower chamber houses the 
detonator pellet. 

The detonator pellet is of steel, cylindrical in 
shape, and smaller in external diameter at its 
forward end. It is bored centrally in three dia¬ 
meters to form an internal flange separating two 
chambers. The upper chamber receives the base 
end of the creep spring nnd the point of ( J 
striker and the lower chamber the detonator. 
The detonator is retained in the pellet bv a light 
alloy plug with central fire channel. The plug is 
secured by a steel pivot. The base of the plug 
is coned and located in an iron inertia collar. 
Paper washers are inserted between the plug and 
detonator. 

The base section of the fuze body is bored, cen¬ 
trally to form chambers for the collar, delay- 
holder and magazine, and radially to accommo¬ 
date the delay mechanism. It is screw-threaded 
internally nt the top to receive the center section 
and externally at the base below the flange for 
insertion in the shell. The chamber at the top 
houses an iron inertia ring rustproofed by some 
process which leaves n matt surface. The ring 
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is square in section and coned internully at the 
top to match the coned portion of the plug in 
the detonator pellet. The diameter of the ring 
is considerably less than that of the chamber 
which houses it. The ring is centered by five up¬ 
turned lugs of a rustproofed steel washer which 
.fits closely at the bottom of the chamber. The 
chamber at the bottom houses the delay holder 
above a magazine which closes the base of the 
fuze. 

The delay holder is an aluminum pellet with 
a central flash channel and another channel, dis¬ 
placed from the center, filled with delay compo¬ 
sition. Both channels are in communication 
with the magazine filling and there is an inclined 
channel between the delaj* composition and the 
center of the fuze. A recess in the top surface 
of the holder accommodates a centrifugal shutter. 
The delay composition in a similar fuze, consisted 
of sulphur 9.2 percent, potassium nitrate 72.6 per¬ 
cent, charcoal 18.2 percent. 

The magazine is screw-threaded externally and 
contains a perforated pressed pellet of gunpowder. 
A flash hole in the base of the magazine is closed 
by a paper disc inserted below the pellet. 

The central flash channel in the delay holder 
may be closed or opened by an optional delay 
mechanism. The delay mechanism consists of a 
setting plug, centrifugal bolt, spiral spring, plate 
and screwed ring. The setting plug is tubular 
steel dosed at one end and has a slot on the outside 
which serves as a setting index. The plug is re¬ 
tained in the fuze body by the steel screwed ring. 
The cavity in the plug houses a cylindrical steel 
centrifugal bolt and spiral spring. When the 
fuze is set to nondelay, a slot cut diametrically 
across the mouth of the cavity, receives a centri¬ 
fugal copper shutter that slides in a recess in the 
top surface of the delay holder and unmasks the 
central fire channel. A brass plate with holes bored 
to correspond with the delay and central fire is 
placed on the holder and forms an upper surface 
for the topper plate. 

ACTION: Before Firing. The striker is sep¬ 
arated from the detonator by the centrifugal seg¬ 
ments, which are retained in the closed position 
by the expanding spring. The shutter of the de¬ 
lay mechanism closes the central fire channel by 
pressure from the centrifugal bolt. This position 


is maintained whether the fuze is set for delay or 
nondelay. The delay channel is always un¬ 
covered. 

To set the fuze for nondelny action the slot in 
the setting plug is turned to a position in pro¬ 
longation with the axis of the fuze to the marking 
O on the fuze body, thereby bringing the slotted 
recess in the plug opposite the shutter. For delay 
action, the setting plug is turned at right angles 
to the axis of the fuze to the marking M and V on 
the fuze body, and in this position the plug pre¬ 
vents movement of the shutter during flight, so 
closing the central fire channel. 

During Flight—Nondelat Action. The cen¬ 
trifugal segments swing outwards one after 
another, and the surrounding spring expands. 
During deceleration, only the creep spring pre¬ 
vents the detonator pellet carrying* the detonator 
on to the striker. The centrifugal bolt of the de¬ 
lay mechanism moves outwards compressing its 
spring, and the plate under centrifugal action 
slides into the plug and opens the central flash 
channel. 

Delay Action. When set to delay, the plug 
prevents the shutter sliding under centrifugal 
action and the central fire channel remains closed. 

On Impact. By direct action the extension 
rod forces the striker directly on to the detonator. 
On graze, the detonator pellet is carried forward 
on to the striker, or it may be forced on to the 
striker by a sideways movement of the inertia col¬ 
lar. The flash from the detonator passes either 
through the delay channel or through the central 
channel to the magazine, according to the setting 
of the fuze, and thence to the gaine in the shell. 

L. JGR. Z. 23 N. A. ROCKET NOSE FUZE 

DATA: 

Over-all length : 3.6 inches. 

Diameter: 2.35 inches. 

Threaded length: 0.5 inch. 

Number of threads: 4 RII. 

Employment: 21-cm W’gr. 42 Spr. 

DESCRIPTION: This fuze is designed to op¬ 
erate on impact, through a wooden extension rod. 
or on graze, nnd has an optional delay of 0.15 
second. The fuze consists of a three-section alu¬ 
minum body containing a striker and spring, five 
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Figure 584 —l. Jgr. Z 23 n. A. 


pivoted centrifugal segments retained by an ex¬ 
panding circular spring, u detonator carrier con¬ 
taining the detonator, an inertia collar, a delay 
mechanism, and a magazine. (See fig. 5S4.) 

In the unarmed position, the striker is separated 
from the detonator by a light spring and by the 
five segments. The shutter of the delay mechanism 
is held over the instantaneous flash channel by 
pressure of the centrifugal bolt and its spring. 
The delay chamber is uncovered. 

To set the fuze for instantaneous action, the 
screw driver slot in the setting plug is turned to 
the O mark stamped on the fuze body, thereby 
bringing a slotted recess in the plug into aline- 
ment with the shutter. When set for delay ac¬ 
tion, with the slot in the setting plug at the M 


and V marks, the plug prevents movement of the 
shutter, thus keeping the instantaneous flash chan¬ 
nel closed. 

A wooden actuating rod extends from the for¬ 
ward end of the striker in the nose of the fuze to 
the inside of the top of the ballistic cap. 

OPERATION : During flight the centrifugal seg¬ 
ments swing outwards, leaving the detonator car¬ 
rier riding only on the light spring. If set for 
instantaneous action, the centrifugal bolt in the 
delay mechanism moves outward, allowing the 
shutter to slide into the setting plug and open the 
instantaneous channel. If set for delay action, 
the plug prevents movement of the shutter, leav¬ 
ing only the delay channel open. 
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Direct impact will force the striker into the 
detonator through the medium of the wooden ac¬ 
tuating rod. On graze impact, the detonator car¬ 
rier may ride forward against the striker, or it 
may be forced against the striker by the cam¬ 
ming action of sideways movement of the inertia 
collar. 

The flash from the detonator passes through 
the delay or instantaneous channel to the black 
powder pellet in the magazine and initiates the 
booster in the shell. 

HBGR. Z. 35 D ROCKET NOSE FUZE 

DATA: 

Over-all length: 3.5 inches. 

Diameter: 2.375 inches. 

Threaded length: 0.5 inch. 

Number of threads: 4 RH. 

Employment: 21-cm Wgr. 42 Spr. 


DESCRIPTION: This fuze is screwed into the 
nose of the projectile, and a long ballistic cap is 
lilted over the fuze, screwing directly to the pro¬ 
jectile. An actuating rod reaches from the nose 
cap to the nose of the fuze and transmits the shock 
of impact directly to the striker. (See fig. 585.) 

The fuze itself is fitted with a plunger in the 
nose which bears against a striker. The striker 
is held ill the safe position by the standard German 
centrifugal segments. The primer housing is also 
held in position by these same segments. 

To one side of the striker assembly is a spring- 
loaded plunger which rides against the cam-shaped 
base of the upper fuze housing. This upper hous¬ 
ing is free to turn in order to set the cam with 
relation to the spring-loaded plunger. The base 
of (lie plunger forms a lock for a centrifugal slider 
in the side of the fuze body. This slider is used 
to open or close the instantaneous firing channel 
through the center of the fuze. 
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This fuze also has a 0.15-second delay firing 
channel which is always open. 

OPERATION 

Delay Setting. The head of the fuze is turned 
so that cam holds the spring-loaded plunger in 
place thus locking the centrifugal slider. In the 
locked position the central or instantaneous chan¬ 
nel is closed. Centrifugal force throws the seg¬ 
ments outward, freeing the striker and the primer 
housing. 

Upon impact the ballistic cap crushes, forcing 
the actuating rod into the fuze. The striker is 
thus pushed backwards to meet the primer, which 
is thrown forward by inertia. The resulting flash 
fires the delay pellet, which fires the projectile. 

Instantaneous Setting. The head of the fuze 
is turned so that the cam does not hold the spring- 
loaded plunger in place, and it is free to move up 
and release the centrifugal slider. The fuze is 
armed in the same manner as with the delay set¬ 
ting. but in addition, the centrifugal slider moves 
out to open the instantaneous channel. If the fuze 
does not fire immediately, it will fire after the short 
delay expires. 


NOSE FUZE A. Z. F. HBGR. 

EMPLOYMENT: This fuze is used in the 15-cm 
Ilbgr. 1C umg projectile. (See fig. 586.) 

DESCRIPTION: The body of the fuze which is 
closed at the top by a discharge plate, carries a 
wooden hammer positioned over a steel striker. 

I he striker and striker spring are held away from 
the primer by centrifugal segments held in posi¬ 
tion by a flat coil spring. These segments which 
pivot on cylindrical pins prevent the striker and 
detonator to contact each other during transport. 

OPERATION: After the projectile has been 
fired, the centrifugal segments start to pivot on 
their cylindrical pins, moving out against the ex¬ 
panding flat coil spring, due to centrifugal foif ) 
thereby leaving the striker resting on its spring. 
On impact, the striker moves forward, compressing 
the spring and fires the primer. 

A. Z. 1 V. (O. 15) NOSE FUZE 

DESCRIPTION: This fuze can be used in place 
of fuze A. Z. 23v and appears to be an attempt to 
overcome some of the difficulties that have been 
encountered with the latter. 


WOODEN HAMMER 


elat coil spring 


pivot pin 


inertia pellet 
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Externally, it is similar to A. Z. 23v, and as 
in the case of the latter, it is fitted with an op¬ 
tional delay which is operated externally in a 
similar manner. 

The fuze is constructed largely of steel. 

Internally it is similar to A. Z. 23v, except for 
some modifications. 

The wooden hammer extension is longer and 
that part of the fuze body containing it is hollow. 

As in the A. Z. 23v there is a steel striker and 
a detonator pellet which are kept apart by cen¬ 
trifugal segments which are kept closed by a split 
spring. The holder for the detonator pellet is 
made of plastic. There are 6 aluminum cen- 
trifugal segments. In this fuze, however, there 
is in addition a detent which prevents the “open¬ 
ing" segment from opening until after firing, i. e., 
the detent sets back on firing and so permits the 
segments to open out through centrifugal force 
during deceleration. A creep spring is present. 
(See fig. 587.) 

The lower part of the fuze shows some modi¬ 
fication. Below the detonator pellet is an alu¬ 
minium plate containing a centra] flash hole and 
a flash hole to the side which contains a delay 


element. The latter joins the central flash hole 
at its base. There is no gunpowder magazine. 
The central flash hole is covered by a plate which 
is kept in place by a semicircular spring. This 
plate can move outwards or remain fixed, depend¬ 
ing on the setting of the index peg. 

OPERATION 

Before Fifing. The striker is separated from 
the detonator by the centrifugal segments which 
are retained in the closed position by their spring. 
The shutter of the delay mechanism closes the cen¬ 
tral fire channel by the pressure of its spring. 

To set the fuze for nondelav action, the slot in 
the index plug is turned to a position parallel to 
^the axis of the fuze thereby permitting the shutter 
to slide out under centrifugal action when in 
flight. For delay action the plug is turned until 
the slot is positioned at right angles to the fuze 
axis and in nlinement with the stampings M and 
V O, 5 on the ballistic cap; in this position the 
plug retains the shutter in the closed position. 

On Firing : The detent locking the centrifugal 
segments sets back, the spring surrounding the seg¬ 
ments expands, and the segments swing outwards 
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one after the other under centrifugal action thus 
allowing the striker and inertia pellet free move¬ 
ment towards each other. The creep spring how¬ 
ever prevents creep action. If the fuze is set for 
delay action, the setting plug retains the shutter 
which masks the central flash channel. If the 
fuze is set for nondelav action, the position of the 
setting plug permits the shutter to slide outwards 
and unmask the central flash channel. 

Ok Impact. The striker is forced on to the 
detonator by direct action. On graze the inertia 
pellet carries the detonator on to the striker. The 


flash from the detonator passes either through the 
central flush channel or the delay channel according 
to the setting of the fuze. 

NOSE FUZE A. Z. 2 

DESCRIPTION: The A. Z. 2 fuze consists of a 
steel striker and a detonator pellet which are 
kept apart by centrifugal segments which are kept 
closed by a split spring. There is a detent in the 
fuze which prevents the opening segment from 
opening until after firing, i. e., the detent sets 
hack on firing thereby permitting the segments to 
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swing out through centrifugal force during de¬ 
celeration. (See fig. 588.) 

The setting plug can be so set to include non- 
delay or delay action pending the amount of travel 
the disk is allowed to move out by centrifugal force 
opening the central flash hole or the flash hole to 
the side containing the delay element. 

OPERATION: After the projectile is fired, the 
detent locking the centrifugal segments sets back, 
the spring surrounding the segments expands, and 
the segments swing out one by one due to centrifu¬ 
gal force. This leaves the striker resting on the 
creep spring. Upon impact the striker moves for¬ 
ward to fire the detonator, the flash from which, 
passes through either the centra] flash channel or 
the delay channel depending on the position of 
the setting plug. 

SKODA PERCUSSION FUZE 

EMPLOYMENT: This fuze was found in a 100- 
mm projectile. Fragments of this type of fuze 
were also found with splinters which appear to 
be from 75-mm and 83.5-mm projectiles. (See 
fig. 589.) 

DESCRIPTION: The principal parts of the fuze 
are the steel body, percussion mechanism, setting 
device for delay or instantaneous action and gaine. 

Steel Body. The conical steel body is fitted 
with a brass nose which can be screwed in or out 
of the body and forms the means of setting the 
fuze for instantaneous or delay act ion. The lower 
part of the body is threaded to take the gaine and 
the upper part hollowed, screw-threaded, and 
sealed with solder. Externally the body is given 
a protective coating (nature not specified) and 
fitted with a brass cover, soldered on, which is re¬ 
moved before firing. 

Percussion Mechanism. The striker (percus¬ 
sion mechanism) is of nickel steel with a head of 
duralumin screwed on to it. It is protected by a 
bronze cover plate set into the nose of the fuze 
and retained with sealing composition. The 
striker is prevented from striking the detonator 
before impact by: 

1. Four polished nickel steel balls which fit 
between the striker and the detonator holder. 

2. A creep spring which keeps the striker away 
from the detonator during flight. 


3. Four castellated notches formed by cutting 
and bending the top end of a small tulie of sheet 
iron through which the striker passes. 

The detonator (copper tube) is secured in the 
detonator holder by a screwed plug. It consists of 
equal parts by weight of fulminate of mercury 
and inflammable composition. A transverse hole 
is drilled through the detonator holder to form a 
seating for the spiral spring which holds the lower 
set of balls in the circulur run in the body. 

The detonator holder is seated in a brass tube 
which has at its lower end two semicircular notches 
which retain the lower set of balls in position be¬ 
fore firing. The upper part of the tube has three 
equidistant rectangular notches through which the 
upper set of balls pass by centrifugal force after 
firing and two lateral grooves in which the lower 
set of balls are forced when the brass tube sets 
back on firing. 

The delay holder contains two parallel delay 
fillings of loose powder and compressed powder. 
The holder has a central fire channel which, when 
the nose of the fuze is unscrewed, is closed by a ball. 

Setting Device — Instantaneous Action. The 
nose is screwed into the body and its lower portion, 
being coned, displaces the ball from the central 
channel. The flash from the detonator can then 
pass direct through the continuous central chan¬ 
nel of the fuze. 

Delay. The nose is unscrewed and the ball, due 
to gravity, closes the central channel. The flash 
from the detonator can then only pass through 
the transverse channels in the base of the nose and 
so through the delay filling to the gaine. 

After unscrewing, and with the ball closing the 
central channel, the nose of the fuze must then be 
screwed in again in order to seal hermetically the 
junction of the ball and channel and to prevent the 
ball from moving outwards due to centrifugal 
action in flight. 

The amount of unscrewing is limited by n ball 
which is carried in a seating in the body and is free 
to move in n groove out in tin* threaded portion 
of the nose. 

The gnine, of steel varnished black, is screwed 
into the lower part of the fuze. It consists of a 
detonator, exploder, and safety devices. 

The detonator consists of fulminate of mercury 
and compressed TNT grains carried in a holder and 
retained by a washer. 
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figure 589 —Skoda Pmrtvttion Fuzt 


The exploders consist of TNT pellets in vary¬ 
ing degrees of compression and are held in a brass 
tube. The bottom of the gaine is filled with a 
larger charge of TNT. 

The safety device consists of a rotating bolt 
containing an explosive pellet. The normal posi¬ 
tion of the bolt is at right angles to the axis of 


the fuze where it is retained by a ring held in posi¬ 
tion by a spiral spring. A ball limits the upward 
movement of the ring. In this position the ex¬ 
plosive pellet in the bolt is at right angles to the 
axis of the fuze, there is, tlierefore. no rommimicu- 
tion between the detonator and the exploders. 

On firing, the ring sets back compressing its 
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spring. The ball, which is designed to prevent 
the upward movement of the ring, is now free to 
move outwards under centrifugal force. 

On acceleration, after the shell has left the 
bore, the ring is forced forward by its spring 
and this movement rotates the bolt through 90°. 
The pellet in the bolt is then in line with the axis 
of the fuze and completes the transmission of the 
detonation to the exploders. 

ACTION: On firing, the brass tube which retains 
the lower set of balls in position, sets back. The 
balls are thrust into the hole of the detonator 
holder, pass along the grooves and return in the 
circular runway. Centrifugal force causes the 
upper set of balls to pass one after the other 
through the upper notches of the brass tube and 
come to rest in the runway of the fuze body. Al¬ 
lowing the halls to escape one at a time is an 
added safety device against prematures. 

During flight, the striker is kept from the det¬ 
onator by the creep spring and by the notches cut 
in the sheet iron tube in the nose. The detonator 
holder is held by the lower set of balls, bearing in 
the circular runway. 

On impact, the striker is forced inwards, strip¬ 
ping the notches of the tube and compressing 


the creep spring. The detonator holder slides 
through the brass tube overcoming the resistance 
of the lower set of balls and is carried on to the 
striker. 

NOSE FUZE WCR. ZT. ACB 

EMPLOYMENT: Plastic nose fuze in German 
8-cm smoke mortar shells. (See fig. 590.) 

DATA: 

Over-nil length: 1.625 inches. 

Maximum diameter: 1.313 inches. 

Threaded length: 0.375 inch. 

Number of threads: 5 RH. 

CONSTRLCTION : The black colored plastic 
body has a closing plate in the nose to protect the 
striker from air pressure and it is, threaded at 
its midsection for screwing into the mortar shell. 

The striker is held in the top of the fuze by a 
light creep spring and extends down into a central 
cavity. 

The primer fits into the base of a sleeve which 
is slipped into the bottom of the fuze. A stud 
on the sleeve rides in a zig-zagged groove in the 
inside wall of the fuze body. 


CLOSING PLATE 

n 

plA?t,g body — 


SLEEVE 

GROOVE 

ZIG-ZAGGED 


PRIMER- 

CELLULOID_ — 

DISC 


^ — CREEP SPRING 
STRIKER 

LOCKING 

BALL 

SPRING 
LOADED 
PLUNGER 





Figure 590—Wgr. ZT. acb 


RESTRICTED 


591 



GERMAN EXPLOSIVE ORDNANCE 


OP 1666 


A locking ball which is held in place by a 
spring-loaded plunger locks the primer sleeve in 
the unarmed position. 

In the base of the fuze, is a metal spring strip 
which causes a plastic stud to catch and hold the 
spring-loaded plunger on set-back. 

A celluloid disk seais the base of the fuze and 
helps to hold the sleeve from falling out of the 
bottom of the fuze. 

AC1ION: Set-back throws the spring-loaded 
plunger back until it is caught and held by the 
plastic stud. This releases the locking ball and 
the primer sleeve is free to creep forward toward 
the striker during flight. 
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Upon impact, the primer will impinge upon the 
striker and at the same time the nose of the fuze 
will give, forcing the striker into the primer. 

The flash from the primer melts the celluloid 
disk and fires the round. 

NOSE FUZE WGR. Z. 38 

EMPLOYMENT: Mechanical Impact Nose Fuze 
for German H. E. 5-cm Mortar Bomb. (See fixr 
591.) • 

DATA: 

Overall length: 2.563 inches (with gaine). 
Overall length: 1.563 inches (without gaine)-^- 

(l 
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Maximum diameter: 1.250 inches. 

Threaded length: 0.375 inch. 

Number of threads: 5 RH. 

CONSTRUCTION: The fuze body is aluminum 
and houses a steel primer pocket and a brass re¬ 
taining spring. Within the fuze there is a striker 
secured to a cup-shaped movable plunger in the 
head and a striker guide tube which le-ads to a 
primer in the base. The tube is attached to the 
primer pocket and is separated from the striker 
plunger by a creep spring. The fuze is kept in 
the unarmed position by nine steel balls located 
between the striker plunger and the primer 
pocket. These balls are arranged around a cen¬ 
tral set-back sleeve which is held in position by 
a set-back spring. The set-back sleeve has a 
flange formed around the rear end to engage with 
the tongues of the retaining spring (fitted in the 
primer pocket) when the fuze is armed. 

ACTION: Upon discharge, the set-back sleeve, 
is driven down compressing the set-back spring 
and engaging the tongues of the retaining spring. 
This creates a clearance in the striker plunger into 
which the nine steel balls are forced by a creep 
action during flight. In this position, the fuze is 
armed with only the creep spring preventing con¬ 
tact of the striker with the primer. There is a 
brass closing disk over the head of the fuze which 
prevents air pressure from functioning the fuze 
in flight. Upon impact or graze, the creep spring 
is overcome and the striker pierces the primer. 

REMARKS : According to a German firing table, 
the fuze can be made more sensitive in order to 
function in mud or snow, by removing the brass 
closing disk. Another fuze which can be used 
on the 5-cm mortar is the plastic fuze. Mgr. Zt., 
which differs internally from the Wgr. Z. 38. 

The fuze, Wgr. Z. 38 is interchangeable with all 
German 5- and 8-cm mortars. It is believed the 
German nomenclature, stamped near the base, 
designates the mode] number and the type of metal 
used in the fuze construction : 

W gr. Z. 38—Aluminum. 

Wgr. Z. 38 st—Steel. 

Wgr. Z. 38 z—Zinc. 

Wgr. Z. 38—Ausf. C. 

All of the fuzes are. of the set-back armed, in¬ 
stantaneous ignition type. 
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WGR. Z. 50 ROCKET NOSE FUZE 

DATA: 

Over-all length: 2.87 inches. 

Diameter: 1.69 inches. 

Threaded length: 0.625 inch. 

Number of threads: 11 R. H. 

Employment: 

28-cm. Wfk. Spr. 

30-ctn. Wfk. 42 Spr. 

32-cm. Wfk. M. FI. 50. 

DESCRIPTION: This fuze consists of at: alu¬ 
minum body containing a floating striker, floating 
detonator carrier, and an inertia weight. The 
striker and detonator carrier are separated by a 
light spring. The striker extends through the 
forward end of the fuze body, and in the unnrmed 
position, both striker and detonator carrier are 
held in place by a pair of centrifugal detents. A 
shipping safety pin passes through the fuze body, 
striker, and a protective cap. (See fig. 592.) 

OPERATION: The safety pin is withdrawn and 
protective cap removed before firing. As the pro¬ 
jectile leaves the launcher, centrifugul force causes 
the detents to move outward, freeing the striker 
and the detonator carrier. Upon impact the 
striker is forced aft. and the detonaior carrier rides 
forward due to inertia against the firing pin. 
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DIAGRAMMATIC 
ARRANGEMENT 
OF MECHANISM 



Figure 5934—Zt. Z. S/30 


REMARKS : 1 . Either a steel or a bakelite fuze 
adapter may be found fitted to this fuze. 

2. When this fuze is armed, a red line is visible 
around the protruding end of the striker. 

3. A modification of this fuze has been recovered, 
similar in construction and operation, but with 
centrifugal detents which expand a steel wire and 
fall clear* rather than move outward against a 
spring. Externally the fuzes are similar, except 
that the modified version is cannelured near the 
nose to receive the expanding wire. 

FUZE NOSE MECHANICAL TIME 
Zt. Z. S/30 

EMPLOYMENT: Mechanical Time Fuze used in 
8.8-cm and 105-cm H. E. antiaircraft shells (See 
fig. 593A.) 


DATA: C > 

Over-all length: 4.375 inches. 

Maximum diameter: 2.375 inches. 

Threaded length: 0.5 inch. 

Number of threads: 4 RH. 

CONSTRUCTION : The fuze has a time of run¬ 
ning of 30 seconds and is similar in design to the 
British No. 207 fuze. The base piece is not gradu¬ 
ated for setting and the dome, with its hand race, 
is inserted into the cap where it is held, to turn 
with the cap, by four lugs on its base flange which 
engage in stops formed in the base of the cap. The 
tensioning of the cup is approximately 400 
inch/ounce. 

The mechanism is assembled in a cylindrical unit 
of superimposed brass plates and consists of . 

The center arbor in the form of a tubular shaft 
with a pinion at its base end. The upper end of 
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the shaft is open and has two slots formed in the 
wall which engage the hand center. An external 
projection is formed near the base of the shaft 
to engage one end of the main spring. 

The main spring coiled under tension in a brass 
barrel or casing. One end of the spring engages 
the center arbor whilst the other engages the cas¬ 
ing. The cylindrical casing fits around the lower 
end of the center arbor and has ratchet teeth 
formed around its periphery. These teeth are 
engaged by a ratchet and provide the means of re¬ 
volving the case to wind the spring during the 
assembly of the fuze. 


An escapement engaging the base pinion of the 
center arbor comprising two spurs with pinions 
and a spur with the escapement wheel. The 
ratchet teeth of the. escapement wheel are engaged 
by two vertical arms on the pallet which is weighted 
at each end and controlled by a straight adjust¬ 
able hair spring. 

The hand assembly carried at the upper end of 
the center arbor consists of the hand center, the 
hand and the hand spring. The hand center con¬ 
sists of a short hollow cylinder, open at the base, 
fitted with two rectangular brass arms carrying 
a ring near the head. The hand is of aluminum 



Figure S93B—Depp. Z. S/90 
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Figur* 593C—Oopp. Z. S/760 Gab 


an<J is fixed to the ring of the hand center. The 
outer end of the hand is recessed at one side to 
engage the spring catch on the trigger. The 
spiral hand spring is inserted in the open base 
end of hollow cylinder in the hand center and is 
compressed when the hand assembly is inserted 
in the center arbor and depressed to engage the 
rectangular arms in the slots of the arbor. The 
hand is retained in this position by the hand race 
on the dome inset and is thus prevented from 
rising until it has been rotated into alinement with 
the cut-away portion of the hand race. 

The brass trigger, holding the outer end of the 
hand, consists of a brass arm pivoted at one end 
and stepped at the other to engage the hand. 
The step is slightly undercut. A small hole in 
the outer side of the trigger contains a minute 
spring-loaded plunger. The plunger is pressed 
into the hole by contact with the side of the slot 
m the top plate in which the trigger is located. 


A safety' bridge, fitted across the slot has a pro¬ 
jection which overlaps the hand and thus prevents 
the hand rising until it has been rotated clear of/' 
the projection. This movement takes appiuxi-v 
mately 1 second of time. 

The striker, located near the circumference of 
the cylindrical mechanism unit, is a steel spindle 
with a cam collar near the lower end and a pyra¬ 
mid shaped point at the base. Two flats are 
formed at the upper end of the spindle to engage 
with corresponding surfaces in the safety lever. 
The striker is held off the detonator by its cam 
collar resting on a conical headed steel pillar and 
on a step in the centrifugal safety catch. The 
spiral striker fits over the spindle nnd is com¬ 
pressed between the cam collar and the sleeve 
portion of the safety lever. 

The safety lever is of steel and consists of a 
sleeve, shaped infernally to fit the flat surfaces on 
the spindle of the striker, and carrying an arm 
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with an upturned end. The arm bears against 
the underside of the top plate and the upturned 
end is held adjacent to the center arbor by the 
ring of the hand center. A curved slot is cut in 
the top plate to permit a swinging movement of 
the arm. 

The centrifugal safety catch pivoted in the lower 
plate is of brass and has a step formed in one 
side to support the cam collar on the striker. The 
pivot pin is slotted to engage a coil spring which 
keeps the catch in the Shfe position. The swing¬ 
ing movement of the catch is limited by a steel 
pin fixed in the catch near the free end and a 
curved slot, through which the pin moves, in the 
lower plate. 

Two tapered steel locking plungers are carried 
in vertical slots formed down the side of the 
cylindrical mechanism unit. The slots are diame¬ 
trically opposed and each has a hemispherical 
recess in one side to receive a corresponding 
projection on the side of the tapered plunger. 
The plungers are comparatively weighty and 
consist of steel strips tapering towards the base 
on the inner side. On the outer side of each, 
approximately at the center, a projecting vertical 
knife edge is formed. The plungers project below 
the base of the mechanism unit into recesses 
formed in the platform of the fuze body. The 
recesses are sufficiently deep to permit the plungers 
to set back during acceleration. 

ACTION: The time of running is governed by 
the size of the arc extending counterclockwise be¬ 
tween the position of the hand when held by the 
trigger and the position of the cut away portion of 
the hand race. The fuze is set by turning the cap 
with the aid of a setting device. The dome inset, 
with the hand race formed in its upper part, is 
rotated with the cap to the set position. The 
turning of the cap is retarded by the waved wire 
tension spring between the screwed collar and the 
flange at the base of the cap. 

On acceleration, the two tapered plungers set 
back into the recesses in the platform. As their 
wider portions with the projecting knife edge 
move back through the slots, the knife edges cut 
into the wall of the dome and thus prevent rotation 
of the dome relative to the mechanism. At the 
same time, the trigger, hinging on its pivot, sets 
back and releases the hand. The spring-loaded 
plunger in the side of the trigger then emerges 
and prevents rebound of the trigger. The release 


of the hand enables the main spring to rotate the 
center arbor, under the control of the escapement. 
The rotating hand, moving clear of the safetv 
bridge, is pressed up against the hand race by the 
spiral spring in the hand center. 

During flight, the safety catch is swung clear 
of the striker which is then Supported only bv 
the pillar. When the hand reaches the part of 
the hand race which is cut away, it is forced up¬ 
wards and the ring on the hand center moves clear 
of the upturned end of the safety lever. The end 
of the safety lever is then swung outwards by 
centrifugal force. The striker is turned by the 
lever so that the cam collar loses the support of 
the pillar. The spring, bearing on the cam collar, 
then drives the striker away from the safety lever 
on to the detonator. 

t 

REMARKS : The Dopp Z. S/90 and Dopp Z. 
S/160 Geb fuzes are identical to the Zt. Z. S/30 
time fuze in construction and arrangement. The 
difference comes in the length of running time for 
the clock. (See figs. 593B and 593C.) 

In some instances a substitute material has been 
used in the construction of the fuze. 

FUZE, NOSE, MECHANICAL TIME, 

ZT. Z. S/30 FGL. 

EMPLOYMENT: Mechanical Time Nose Fuze 
used in 8.8-cm and 10.5-cm H. E. antiaircraft 
shells. (See tig. 594.) 

DATA: 

Overall length: 4.375 inches. 

Maximum diameter: 2.375 inches. 

Threaded length: 0.5 inch. 

Number of threads: 4 RH. 

CONSTRUCTION: The fuze shell resembles the 
Zt. Z. S/30 in external appearance but differs in the 
internal mechanism in which the motive power is 
derived from centrifugal force instead of from a 
clock spring. The type is identified by the stamp¬ 
ing “Zt. Z. S/30 Fgl" around the side of the body 
above the flange. The fuze is igniferous and has 
a maximum time of running of 30 seconds. The 
mechanism governing the setting is designed to 
prevent the fuze functioning at settings shorter 
than approximately 1 second. 

The fuze consists of the base piece or body, the 
cap, the screwed collar, and the mechanism. 
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Figure 594— Zt. Z, S/30 Fgl. 


The base piece is screw-threaded externally be¬ 
low the flange for insertion in the shell and has a 
large cylindrical recess in which the mechanism is 
located. The recess is screw-threaded internally 
for the assembly of the screwed collar retaining the 
cap and has a flash hole and a number of holes 
for the retaining bolts of the mechanism in the 
base. 

The cap is cone shaped with a rounded head and 
is screwed to a base ring with which it forms a 
groove to receive an internal rib on the screwed 
collar and the waved tensioning wire. Hie base 
ring carries the setting pin and the hammer spring 
and is secured by a fixing screw. The steel pin is 
let into the base and engages an upturned forked 
strip on the setting disk of the mechanism. The 
hammer spring is secured to the shoulder in the 
cap base by two screws at one end and extends 


diametrically across the interior of the cap. The f % 
unsupported end is forked to fit around the set¬ 
ting pin and is fitted with three brass hammer 
pieces on the underside. The two larger of these 
pieces are fitted one on each projection of the fork, 
i. e., each side of the setting pin, and the third 
smaller piece is nearer the center of the spring. 
These positions coincide respectively with the pro¬ 
jections on the fork end of the strip on the setting 
disk and a locking pin carried in the setting disk. 

The screwed collar fitting over the lower por¬ 
tion of the cap is attached to the cap but is fret* 
to turn for insertion in the base piece. 

The mechanism is assembled in a cylindrical unit 
of superimposed plates of brass and aluminum and 
consists of a central shaft with a spur near the 
lower end and a pinion at the base. The upper 
part of the shaft is reduced in diameter to receive 
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the bush carrying the setting and safety disk and 
is screw-threaded to receive the tensioning and 
locking nuts. The sloping shoulder formed by 
the reduction of the diameter is serrated to engage 
with similar serrations on the bush so that the bush 
is locked to the shaft. The pinion at the base of 
the shaft is fitted with a stop pin which limits its 
rotation. 

Two weighted centrifugal toothed segments 
pivot near the circumference of a circular plate 
and each enmesh with a spur. The spurs carry 
pinions at their base ends which enmesh with the 
spur on the central shaft. The plate carrying the 
centrifugal segments is cut away to provide clear¬ 
ance for the movement of the segments and the 
recesses thus formed are fitted with a spring strip 
which imparts the initial movement to the segment. 

An escapement engages the hase pinion of the 
central shaft and is comprised of three spurs with 
pinions and a spur with the escapement wheel. 
The wheel is engaged by two vertical arms on the 
pallet which is weighted at each end and controlled 
by a straight adjustable hair spring. The pallet 
is locked at one end by a centrifugal safety lever 
which is fitted with a weighting pin and held by a 
retaining spring. A step formed on the pivoted 
end of the lever is engaged by the end of the spring 
strip when the lever has swung to the armed 
position. 

A disk assembly fitted at the upper end of the 
central shaft consists of u bush carrying two disks 
and a tensioning arrangement. The bush is in the 
form of a sleeve with a hemispherical flange at the 
base. The sleeve portion fits over the head of the 
central shaft and is serrated at the lower end to 
engage a corresponding shoulder on the shaft. 
The lower of the two disks, the safety disk, is 
keyed to the flange of the bush and so must alwnys 
turn with the central shaft. The disk is smaller 
in diameter than the upper disk but has a project- 
ing leaf formed at one part of its circumference 
to close a slot in the upper disk and so prevent the 
operation of the firing mechanism. The upp.v 
disk is the setting disk and is held on the sleeve of 
the bush under the tension of a saucer-shaped 
spring compressed and locket! by two nuts on the 
central shaft. Before firing, the setting disk can 
be rotated relative to the bush and safety disk, but 
after firing, the disks are locked together when the 
locking pin carried in the setting disk is driven into 
the safety disk by the hammer spring. The setting 


disk has an upturned forked strip which engages 
the setting pin in the cap and, diametrically op¬ 
posite, a curved slot which when alined with a pro¬ 
jection of the firing arm releases the firing 
mechanism. 

The firing arm, operated by centrifugal force, 
consists of a shaft with a flat formed by a recess 
near its lower end and with a cross head at its 
upper end. The cross head has a weight attached 
to the underside at the end of one arm and a ver¬ 
tical strip projecting upwards from the end of the 
other arm. The strip bears against the edge of 
the setting disk and the lower end of the shaft ob¬ 
structs the rotation of the retaining bolt. 

The retaining bolt securing the retaining catch 
in contact with the detonator pellet is a centrifu¬ 
gal device held in the safe position by the shaft of 
the firing arm. The bolt consists of n short shaft 
with a radial arm attached at the head and a fiat 
formed near the base. The radial arm engages the 
firing arm and provides the weight for centrifugal 
action whilst the flat engages the end of the flat 
side of the retaining catch. 

The retaining catch in the form of a hook is 
pivoted at one end and hooked to engage the 
detonator pellet at the other. 

The detonator pellet contained in a transverse 
rectangular slot in the base of the mechanism unit 
is of brass and is rectangular in shape. A notch 
is cut in the two vertical sides and the detonator 
is contained in a recess at the inner end. A flash 
channel from this recess emerges at the underside 
of the pellet. A curved spring strip between the 
outer end of the. pellet and one end of the pellet 
slot is held under compression by the retaining 
catch engaging in one of the side recesses of the 
pellet. The striker is fixed in the opposite end of 
the slot. The detonator pellet is also held by a 
centrifugal safety catch, 

The safety catch, located in a channel cut in the 
side of the pellet slot, consists of a flat brass plate 
shaped at its inner end to engage the front end and 
one side of the detonator pellet. The catch is 
retained in the safe position by a spring-loaded 
plunger with a rounded base which enters a recess 
in its surface. 

ACTION: The time of running is governed by 
the size of the arc extending clockwise between 
the curved slot in the setting disk and the position 
of the vertical projection on the cross head of the 
firing arm. 
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The fuze is set by turning the cap with the aid of 
a setting device. The rotation of the cap is trans¬ 
mitted to the setting disk by the setting pin en¬ 
gaging in the forked strip of the setting disk 
whilst the safety disk is held keyed to the station¬ 
ary bush on. the central shaft. The curved slot 
in the setting disk is thus rotated clear of the pro¬ 
jecting leaf on the safety disk. The width of the 
leaf and its position relative to the vertical pro¬ 
jection on the firing arm are so arranged that the 
leaf still closes the slot at settings up to approxi¬ 
mately 1 second and so prevents the fuze function¬ 
ing dangerously near the gun. 

On acceleration, the hammer spring sets back, 
flattening permanently the forked strip on the set¬ 
ting disk and thus disengaging it from the setting 
pin. At the same time, the hammer spring strikes 
the small locking pin and drives it into an unsup¬ 
ported part of the safety disk. The setting disk is 
then locked to the safety disk. When the safety 
lever has been thrown clear of the pallet by centrif¬ 
ugal force, it is retained in this position by its 
spring engaging a step at its outer end. The 
toothed segments, operated initially by the springs 
fitted in the plate and subsequently by centrifugal 
force, then revolve the central shaft by means of 
the spur, and pinions. The disk assembly rotates 
with the shaft, the rate of rotation being con¬ 
trolled by the escapement. Whilst this move¬ 
ment is in progress, the weighted end of the cross 
head on the firing arm is tending to swing out¬ 
wards but is prevented from so doing by the up¬ 
turned end bearing against the edge of the rota¬ 
ting disk. Also, the spring-loaded plunger of the 
safety catch is eased from the catch by decelera¬ 
tion and the catch is thrown clear of the detonator 
pellet by centrifugal force. 

men the slot in the setting disk reaches aline- 
ment with the upturned end of the cross head, 
the firing arm is revolved to the extent permitted 
by the slot and the recess cut in its lower part is 
turned to provide clearance for the arm of the 
retaining bolt. The arm then moves outwards 
and the flat surface on its shaft is rotated through 
a right angle so that it clears the side and the 
curved end of the retaining catch. The catch is 
then thrown clear of the detonator pellet which 
is driven onto the striker by its spring. 
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NOSE FUZE DOPP. Z. S/90/45 

EMPLOYMENT: The fuze is presumably used 
as an alternative in the H. E. shell (K. Gr. 39) 
and the H. E. B. C. shell (K. Gr. 38 (Hb>) for 
the 17-cm K. Mrs. Laf. (See fig. 595A.) 

DATA: 

Over-all length : 4.812 inches. 

Maximum diameter: 2.25 inches. 

Threaded length: 0.5 inch. 

Number of threads: 4 KH. 

CONSTRUCTION: The fuze has a mechanical 
time action with a maximum time of running of 
90 seconds and a graze action of the normal Ger¬ 
man type. The time mechanism appears \- 
a 45-second mechanism modified by a change in 
the ratio of the gear train and an increase in the 
strength of the main spring. The weight of the 
fuze, is 1 pound 12 ounces. 

In external appearance the fuze consists of a 
flat-topped cone-shaped head of aluminum secured 
to a dull steel body near its base by a bright steel 
securing ring. The upper part of the body is 
coned above the flange to match the head. Below 
the flange if is screw-threaded for insertion in 
the shell and below the thread there is a plain 
cylindrical portion. 

The designation of the fuze. “Dopp. Z. S/90 
is stamped in the body above the flange. Rec¬ 
tangular key slots for setting are formed in the 
head and the body and a setting arrow for per¬ 
cussion action is engraved in the head adjacent 
to the slot. When inserted in the sheli the i 
protrudes to the extent of approximately 3 inctu-.v 
I he diameter of the screw-threaded part is 1.96 
inches. 

Body. The body is recessed at the base to ac¬ 
commodate the shutter assembly and, equally 
spuced around the recess, there are three vertical 
channels for the bolts securing the time mecha¬ 
nism unit. An additional vertical channel, closed 
at the base by a screwed plug, accommodates the 
holder of the detonator for the time action. A 
radial channel in the wall of the recess contains 
a brass centrifugal bolt and is closed at the outer 
end of a screwed plug. A portion of the top of 
the recess is cut away to permit movement of the 
bolt, and a flash channel in the center of the top 
connects with a recess in the upper part of the 
body. 
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Figur* 595A — Dopp. 1. S/90/45 

The upper recess contains the graze pellet of the the percussion striker holder. The coned flanged 

percussion mechanism and is connected to the top of the body is recessed to form a platform for 

channel containing the detonator for the time tlie time mechanism unit and is screw-threaded in¬ 
action bj an inclined channel which enters the ternally to receive the securing ring for the alum- 

recess near its base. Near the top, the recess is inum head. Two holes, diametrically opposite, 

enlarged to form a platform on which four cen- are formed in the platform to receive the locking 

trifuga! segments of brass are fitted on steel pivots. plungers of the time unit. There is also n locat- 

Above this the recess is screw-threaded to receive ing stud for the unit, und a circular seating -for 
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a fiber washer. Four small screws are inserted 
through the coned flange to lock the securing ring 
when the fuze is tensioned during assembly. 

Perccrrion Mechanism. The graze pellet, car¬ 
rying an igniferous detonator secured by a per¬ 
forated screwed plug, is of brass with a shoulder 
near the top which is engaged by the four cen¬ 
trifugal brass segments. The segments are re¬ 
tained in a position overlapping the pellet by an 
expanding spring ring. A spiral creep spring is 
fitted between the pellet ami a striker holder which 
consists of n steel disk screwed into the top of the 
recess containing the graze mechanism. The 
striker protruding from its underside has a pyra¬ 
mid shaped point. 

Shutter Assembly. The assembly contained in 
the lower recess in the body consists of a copper 
plate shutter moving in a guideway formed in the 
top of a cylindrical aluminum holder. The holder 
has a central flash hole and is recessed at one side 
of the centrifugal bolt which, under tlA* pressure 
of its spiral spring, bears against the outer end 
of the shutter and keeps the shutter in a position 
masking the flash hole in its aluminum holder. The 
centrifugal bolt is a cylindrical pellet of brass with 
a recess at its outer end to locate the inner end of 
its spiral spring. The outer end of the spring is 
held under the compression by the screwed plug 
closing the radial channel in the wall of the re¬ 
cess and located bv a circular grove in the inner 
face of the plug. A thin disk of tin. with a cen¬ 
tral flash hold and with part of its circumfer¬ 
ence cut nway for the centrifugal bolt, is placed 
on top of the shutter holder. The recess contain¬ 
ing the shutter assembly is closed at the base by 
a screwed plug which has a central flash hole. 
The flash hole is closed by a thick disk of tin 
fitted between the inner face of the plug and the 
base of the shutter bolder. 

Head Assembly. The flat topped aluminum 
head is in the shape of a cone with a cylindrical 
portion near the base. An external flange is 
formed at the base which supports the tensioning 
wire. The underside of the flange is cutaway at 
four places to receive corresponding projections 
at the base of the dome. The dome, fitted inside 
the head, is of thin aluminum and is in the form 
of nn inverted cup which fits over the time-mechan¬ 
ism unit and is keyed to the flange at the base of the 
aluminum head by four projections at its base. The 
inside of the top of the dome is shaped to form a 


race against which the hand on the top of the 
time unit bears when rotating. Part of the race 
is cut away so that the hand can be pushed up¬ 
wards by its spring when in alinemvnt with the 
slot so formed. The head of the fuze is secured 
to the body by a steel securing ring which screws 
into the internal screw-thread above the flange. 
Between the base of the securing ring and the 
flange a< the base of the head there is a length of 
waved spring wire which is compressed between 
the ring and the flange when the ring is screwed 
down. By this means the tensioning of the head 
is adjusted during the assembly so that it can be 
turned for setting but will not slip. 

Time Mechanism Unit. The time mechani^^ 
is assembled in a cylindrical unit of superilr 
posed brass plates with an aluminum hand on the 
top and two locking plungers in slots cut down 
diametrically opposite sides of the cylindrical 
assembly. The plungers are comparatively 
weighty and consist of steel strips tapering toward 
the base on the inner side. On the outer side of 
each, approximately at the center, a projecting 
vertical knife edge is formed. A spring-loaded 
ball protruding from one side of the plunger en¬ 
gaged a corresponding rece.s.s in the slots and thus 
supjKms the plungers which protrude below the 
base of the unit into recesses in the fuze body. The 
mechanism is similar to that in the S/30 and S/GOs 
fuzes; that is, it consists principally of a spring- 
loaded striker held off the detonator by an eccen¬ 
tric cam collar on the striker which is supported 
by a pillar and a centrifugal safety catch. The 
cam collar is kept in tins position by a safety 
which fits over flats formed on the forward end of 
the striker and is held by the ring shaped center 
of the hand. The hand, with a spiral spring be¬ 
neath it, is keyed to rotate with the center arbor 
under the control of a train of gear wheels and an 
escapement and, before firing is held by the pivoted 
trigger. Adjacent to the trigger a safety bridge 
is fitted which overlaps the hand to prevent func¬ 
tioning at settings of less than approximately 1 
second. The spring plunger supporting the trig¬ 
ger engages in the end of the trigger instead of the 
inner side as with the S/30 and S/60s fuzes. The 
use of a stronger main spring, which is of wider 
strip than the original, has resulted in the use of 
a thin steel disk insiead of the normal base of the 
spring barrel to support the spring. 
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ACTION’: Die time of running is governed by 
ilio size of tilt* arc extending counterclockwise 
between {lie position of die hand when lu*Ul by the 
trigger ami the position of the slot in the dome 
hand race. The fuze is set by turning the lie;id 
with the aid of a setting device which consists of 
<l graduated ring surrounding a movable ring on 
which there is a setting index and a handle. The 
device is placed over the fuze: and the outer ring, 
bearing the graduations, is damped by a key en¬ 
gaging in the key slot almve the flange ni the fuze 
body. A key in the inner ring, bearing the index, 
engages in the key slot in (he head of the fuze. 
The inner ring is then rotated by means of its 
handle until the index is alined with the required 
gi initiation and takes with it the head of the fuze. 
The dome inset, with the hand race formed in its 
uji|H‘i part, is rotated with the head to the set 
position. The turning of the head is retarded by 


the waved wire tension spring between the feint¬ 
ing ring and flange at the base of the head. 

Oil acceleration the two tapered locking piling 
ersset back into the recesses in the top of tin Imdy. 
As their wider portions with the protruding knife 
edges move back through the siots. [lie knife edges 
cut into the wall of the dome nml tint* prevent 
rotation of the dome relative to the mechanism 
unit. At the same time, the trigger hinging on its 
pivot, sets back and releases the hand. 

The small spring-loaded plunger in the trigger 
is (lien free to emerge and thus prevents the trig¬ 
ger rebounding. The release of the hand enables 
the main spring to rotate the center arU>r. moves 
dear of the safety bridge and is pressed up against 
the bund race in the top of the dome bv the spiral 
spring in the top of the arbor beneath the hand 
center. 
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During flight, the safety catch is swung clear 
of the cam collar on the striker by centrifugal 
force and the striker is then supported only by 
the pillar. When the rotating hand readies the. 
slot in the hand race, it is forced upwards by its 
spring and thus releases the safety lever keyed to 
the top of the striker. The striker, with the lever, 
is then rotated by the pressure of its spring com¬ 
bined with the effect of the inclined surface of the 
pillar. The striker is driven away from the safety 
lever by its spring and pierces the detonator. The 
flash from the detonator, directed by the shape 
of the detonator holder, passes into the lower part 
of the recess containing the graze pellet and fol¬ 
lows the same course as that described for the 
percussion action. 

Percussion Action. When set for percussion, 
the arrow on the head of the fuze coincides with 
the index line on the securing ring, and the key 
slots in the head and body are in alinement. At 
this setting, the slot in the hand race of the dome 


is masked by the safety bridge so that although 
the hand is released when acceleration occurs, it 
cannot rise through the slot to release the safety 
lever and the striker. 

During flight, the coil of the expanding spring 
ling, surrounding the segments engaging the 
shoulder of the graze pellet, is enlarged and the 
segments are swung clear of the pellet by centrif¬ 
ugal force. At the same time, the contrifugal 
bolt is thrown outwards, compressing its spring, 
and the shutter opens. 

On graze, the graze |>ellet overcomes the creep 
spring by its momentum and carries the detonator 
forward to be pierced by the striker. The flash 
from the detonator passes through the hole in tl"-. 
base of the recess, through the channel expo /.} 
by the open shutter, perforates the tin disk and 
emerges through the hole in the screwed plug at 
the base of the fuze. 

REMARKS: The Dopp. Z. 28 K is identical 
to the Dopp. Z. S/90/45 except for variations in 
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the gear train ratios used in the clockwork mcch 
anism. (See fig. 595P- ) 

The Dopp. Z. 28 K is employed in the 21-cm 
K. Gr. 38 and 28-cm Gr. 39 projectiles, 

DOPP. Z. S/60 FL. 

EMPLOYMENT: Mechanical time and/or im¬ 
pact nose fuse used in German 8.8-cm and 10.5-cm 
H. E. antiaircraft shells. (See fig. 596.) 

DATA: 

Over-all length: 4.375 inches. 

Maximum diameter: 2.375 inches. 

Threaded length: 0.500 inch. 

Number of threads: 4 RH. 

CONSTRUCTION: The body construction and 
clock mechanism are similar to the Zt. Z. S/30 
Egl. It differs in that the time can be set up to 
60 seconds and it has an impact firing pin. A 
firing pin rod passes through the hollow center of 
the fuze. This rod is kept in place by the fact 
that its diameter is larger than the hollow center 
hole. The whole diameter is enlarged, however, 
by the action of n gear train which is activated 
by centrifugal force. 

The firing pin is also released during flight by 
a centrifugal arm. 

ACTION: The clockwork delay actiun is the same 
as that in the Zt. Z. S/30 Fgl. 

When the fuze is set for impact, the firing pin 
rod is driven through the enlarged hole in the 
hollow shaft forcing the firing pin into the 
detonator. 

EL. ZT. Z. S/30 

DESCRIPTION: The electrical time fuze has 
been worked on in Germany for about 15 years and 
has been in standard service in bombs with the 
armed services for some time. All electrical time 
and influence fuzes have fundamentally the same 
firing circuit, and this has been standardized. 
(See fig. 597B.) The triggering voltage may then 
come from either the output of the influence de¬ 
vice or from the charging of a condenser network 
in the case of the electrical time fuze. Electrical 
firing is also used in some contact fuzes. This 
section will deal only with the electrical time fuze 
for projectiles. 

Before firing, the fuze is hand or machine 
charged by putting 300 to 500 volts across the 



Figure 597A —El. Zt. 2. S/30 

shell and an insulated contact, which puts volt¬ 
age on the annular storage condenser. This may 
also be accomplished by allowing the feeler wire, 
see figure 597A, to contact a muzzle charging ring 
as the projectile leaves the gun. This muzzle 
charging ring will be described at the end of this 
section. In various tyjjes of fuzes this condenser 
varies from 0.2 to 2.0 mfd. It may be charged as 
long as 30 minutes before firing. At set-back, by 
means of a switch, this energy is leaked onto the 
actual firing condenser through a charging resistor 
(rang 0.25 to 3.0 meg). The usual values for 
the firing condenser vary from 0.2 to 0.5 mfd. 
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Figure S97C —Aluzz/e Charging King 


Condenser values are kept fairly high to insure 
firing of the primer with a minimum of delay. 
The sketch shows the position of the set-bark 
switch before and during set-back, also its posi¬ 
tion during flight. The electrical connections to 
the set-hack switch are the same before and dur¬ 
ing set-back. On set-back the spring is depressed 
and a 4- to 5-mm ball is allowed to spin out, which, 
after the set-back forces are over and the projectile' 
is out of the muzzle, allows the switch to come back 
up 4 or 5 mm further than before, thus making 
new connections. This set-back switch. RC safety, 
and a spin operated plug under the squib are the 
only safety features except for the booster which 
is separate. 

The squib itself has a resistance of 5 to 10 ohms 
and is of bridge wire construction. It is packaged 
into a small capsule with explosive around it and 
sealed up. Formerly, they had used squibs with 
resistances of 1,000—5,000 ohms but the newer type 
had been much more reliable. The squibs can be 
fired 100 percent from an 0.35-mfd. condenser 
charged to 42-50 volts. 

Molded plastic blocks hold all the parts securely 
in individual holes, and are further potted in 
place with pitch, wax, or putty. The number 
and size of parts varies only slightly between 
models so standard molds may be used for all 
types of electrical fuzes. The outside metal parts 
used in influence fuzes also use standard electrical 
time fuze parts. 
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Electrical time fuzes usually receive an initial 
charge of, about 500 volts (on C2) some time be¬ 
fore firing and a “vernier'’ rharge from alrout 

120 to —00 volts (on C5), giving a range of 
about 3-30 seconds. If no vernier charge is ap¬ 
plied the time to burst is 16.0 seconds. This 
u vemier” charge is either applied before firing 
with the time interval to the gun very accurately 
controlled, or by use of a “feeler wire” from the 
nose contacting a metal charging ring at the 
muzzle of the gun and picking up the charge as 
it is fired. 

The control tube is of the cold cathode arc dis¬ 
charge type. \ arious tyjres are used anywhere 
from 2 to 4 elements. In the general types used- 
one has a 160-volt break-down and the other 10V. J 
volt for bomb and shell respectively. Two ele¬ 
ment tubes are used in electrical time fuzes and 
the 3- and 4-element types are used in the influence 
types. The 2-element tube is used with Id- to 10- 
volt control. The initial charge on the storage 
condenser determines the sensitivity. The cor¬ 
rect initial voltage has to be applied so that when 
this storage condenser voltuge is leaked through 
a resistor onto tire firing condenser a margin of 
safety is left, say 1ST volts for a 190-volt tube. 
The remaining 3 volts to trigger the fuze tIren 
comes from the control device. The control ele¬ 
ment is sometimes center-tapped on a 10.000- 
megohrn voltage divider in parallel with the firing 
condenser and the glow tube. This is done to give 
the control element the correct initial voltage. 
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Some of (he tubes are externally coated with 
graphite or a similar material to leak off any stray- 
charges. The glow tubes generally have iron or 
steel electrodes, nickel plated and then potassium 
or barium coated. They are argon or krypton 
filled to a 20- to 30-mm pressure. In manufac¬ 
ture the striking voltage cannot be held close 
enough by the spacing of the elements alone, so 
the gas pressure is controlled as well (over the 
above range), being regulated for each tube when 
it is made to get the striking voltage exact. When 
the tubes are finished they are supposed to stand 
12,000 g. 

MUZZLE CHARGING RING: The muzzle¬ 
loading device consists of a cylinder which fits 
around the barrel of the gun just behind the 
muzzle and the charging ring which is held out 
in front of the muzzle by means of three arms 
located 120° apart. (See fig. 597C.) The cyl¬ 
inder is connected by means of a cable to the bat¬ 
tery and voltage-control mechanism, at Ihe breech 
end of the gun. Direct connection is made be¬ 


tween the cylinder and the charging ring via the 
three arms welded to the charging ring. 

The hand charging device consists of a trun¬ 
cated cone so designed that it will fit snug on the 
fuze. The charging point inside the cone that 
contacts the insulated charging point on the fuze 
is connected to the switch on the handle. This 
enables the operator to charge the storage con¬ 
denser and govern the charging time to the exact 
second necessary. 


A. Z. 23 NB (PREBSTOFF) 


EMPLOYMENT: 

GUI* 

s.F.H. 18 
s. F. H. 3(5 
lg.s.F. H. 13 
lg. s. F. II. 13/02 
s.F.H. 15 (t) 
s.F. H. 25 (t) 
s. F. H.37 (t) 

(See fig. 598.) 


l'HO-irCTU* 

15-cni Gr. 19 Xh. 


15-cm Gr. 19 Xl>. (t J 
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Bd Z. 1513 

(NOMENCLATURE UNCERTAIN) 



Figure 599 — Bd. I. >5f J and Bd. 1. 1512 




DESCRIPTION: This fuze combines graze and 
direct action and carries a wooden hammer posi¬ 
tioned over a steel striker. The striker is held 
off the detonator by centrifugal segments which 
bear against a flat coil spring nnd which, in turn, 
are held in position by a safety bolt. 

ACTION : After the projectile is fired, the safety 
bolt moves back on its spring thereby allowing the 
centrifugal segments to pivot outwards against 
the flat coil spring due to the centrifugal force set 


up by the spin of the projectile in flight. The 
striker is now resting on the firing pin spring and 
on impact moves forward to fire the detonator. 
The flash from the detonator passes through the 
flash channel to the detonator in the gaine. 

BASE FUZES BD. Z. 1511 AND BD. Z. 
1512 

EMPLOYMENT: Base fuzes used in German 20- 
inm ammunition. (See fig. 599.) 
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CONSTRUCTION: The fuzes are threaded at the 
center of the body to engage the threads of the 
projectile. 

A fixed detonator is held in the central flash 
channel of the fuze body. A striker with a large 
circular head which tapers outward is retained by 
two spring strips which partially surround the 
head. One end of each spring is fixed to the fuze - 
body and the remainder follows the contours of 
the striker head fitting closely against it. 

ACTION: On impact, inertia forces the striker 
forward onto the detonator. As the striker is 
pulled free from the springs, the enlarged diameter 
of the tapered striker head spreads the springs 
apart. 

REMARKS: Both fuzes function in the same 
manner, but the 1511 has a tracer and the 1512 does 
not have a tracer. 

BASE FUZE BD. Z. 1513 (NOMENCLATURE 
UNCERTAIN) 

EMPLOYMENT: Base fuze used in German 20- 
mm ammunition. 


CONSTRUCTION: The fuze which screws into 
the base of 20-mm ammunition contains no tracer 
element. 

A movable detonator pellet is retained by two 
small locking balls in the base of the fuze body. 
A split ring holds the balls in the unarmed position. 

A fixed striker is housed in the top of the fuze. 
The nose is closed by a cap containing a central 
flash hole. 

ACTION: Centrifugal force opens the split ring 
releasing the locking balls. Upon impact, inertia 
causes the detonator pellet to set forward imping¬ 
ing upon the striker. 

REMARKS: It is believed that this fuze is being 
used extensively today, but the exact nomenclature 
is uncertain. 

Since it is used interchangeably with the Bd Z. 
1511 and Bd. Z. 1512 fuzes, it is assumed that the 
fuze is designated Bd. Z. 1513. 

FUZE BASE BD. Z. 5127 

DESC RTPHOX: This is a base fuze fitted with 
a tracer und is used in the A. P. C. B. C. shell for 
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Figure 600—Bd. Z. 5127 
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(he 8.8-cm Flak 41 multiple-purpose gun and for 
the 8.8-cm Pak. 43 antitank gun. The weight of 
the fuze with tracer is 11*4 ounces. The tracer 
alone weighs % ounce. The fuze body is ap¬ 
proximately 2.3 inches long, and screw-threaded 
externally at one end for insertion in the shell. 
The interior is divided into two compartments by 
a diaphragm forced into the body. The rear com¬ 
partment contains the tracer and is smaller than 
that in the front which is screw-threaded inter¬ 
nally and contains the fuze mechanism. 

The fuze mechanism consists mainly of a tubu¬ 
lar mechanism holder having at its rear end a 
fixed pellet containing a detonator and at its front 
end a striker with a compressed spiral spring, two 
steel balls and an inertia collar. (See fig. 600.) 

The tubular holder is screw-threaded externally 
for approximately two-thirds of its length from 
the base, its forward end is slightly less in di¬ 


ameter and is surrounded by a loose fitting inertia 
collar secured by a shear wire. The base of the 
holder is closed by a cup-shaped pellet containing 
an igniferous detonator. Nearer the forward end 
of the holder are two radial channels diametrically 
opposite, closed on the outside by the inertia collar. 

Two steel balls are held partially in the chan¬ 
nels and partially in two recesses in the body of 
the striker thereby holding the latter off the 
detonator. One end of the striker spring, which 
is held under compression bears against a shoulder 
in the channel at the forward end of the holder 
whilst the other end fits into the cup-shaped bodv 
of the striker. Two flash holes are formed in the 
base of the striker bod)' on diametrically oppoy'"^ 
sides of the striker. * V -j? 

The front end of the fuze body is closed by a 
gaine containing cyelonite over lead azide and lead 
stvphnate. 




(BASE MARKINGS IN WHITE > 
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Figure 601— Bd. Z. 5130 
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ACTION: On impact, th^ inertia collar sets for¬ 
ward and breaks the shear wire thereby allowing 
the steel balls, under centrifugal action, to move 
outwards and unlock the striker. The striker, 
under the action of its spring, is forced back on 
to the detonator. The flash from the detonator 
passes through the flash channels on either side of 
the striker to the gnine at the forward end of the 
fuze. 

BASE FUZE BD. Z. 5130 

EMPLOYMENT: Base fuze for the 3.7-cm Stick 
Bomb (3.7-cm Stiel Gr 41). (See fig. 601.). 

DATA: 

Over-all Length: 1.65 inches. 

Maximum Diameter: 1.0 inch. 

Threaded Length : 0.25 inch. 

Number of Threads: 5 RH. 

CONSTRUCTION: The fuze is used in the 3.7-cm 
Pak, hollow charge, muzzle stick bomb and is of the 
igniferous type with a graze action. The designa¬ 
tion of the fuze “Bd. Z. 5130" is stamped in the 
base. The weight of the fuze is 4 ounces 12 drams. 

The body of the fuze is cylindrical with a 
threaded portion of reduced diameter at the head 
for insertion in the bomb. A large recess formed 
from the head, contains the graze pellet and is 
closed at the top by the detonator holder. A 
smaller recess near the periphery is formed from 
the base and contains a detent supported by a 
spiral spring. This recess is closed at the base by 
a disk secured by the turned over metal of the body. 
A channel, with a downward incline towards the 
side, is drilled from the exterior of the body, 
through the recess containing the detent and into 
the recess containing the graze pellet. A ball which 
engages a shoulder on the graze pellet is held in 
this channel, between the two recesses, by the 
detent. Two key flats are formed near the base 
end of the body. 

The graze pellet consists of a solid cylindrical 
pellet fitted with a striker at the head. An in¬ 
clined shoulder, with which the ball engages, is 
formed below the head. A helical spring is held 
between the head of the pellet and the base of the 
detonator holder, the smaller end of the spring 
fitting around the striker. 

The detonator holder consists of a flanged cup 
with a flash hole in its base and contains an ignif¬ 
erous detonator stamped with the number “26.” 
The detonator is retained by the mouth of the cup 


being turned in to overlap a washer. The holder 
is supported at its flange by a step formed in the 
top of the recess and is secured by turned in metal 
of the body. 

The detent is a solid cylindrical |>eUet with a 
concave head and a short stem at the base around 
which the upper end of spiral supporting spring 
is positioned. 

ACTION: During transport the graze pellet is 
held away from the detonator by the ball which is 
held in contact with the shoulder on the }>ellet by 
the detent. 

On acceleration the detent, overcoming the 
spring, sets back and thus releases the ball which 
moves down the inclined channel and leaves the 
graze pellet held off the detonator only by the 
helical creep spring. The concave head of the 
detent is apparently designed to receive the ball 
when the detent rises again so as to push the ball 
up into the top of the recess. 

On graze, the pellet moves forward, compres¬ 
sing the creep spring and the striker pierces the 
detonator. 

FUZE, BASE, SKODA B. Z. 15-28-39 

DESCRIPTION: This fuze is screwed into the 
base of the shell on a copper washer and is secured 
by a fixing screw. 

It consists of a body, detonator holder, striker 
pellet, creep spring and game. (See fig. 602.) 

The body is of steel, varnished black, threaded 
externally and formed with two recesses at the 
base to take a key for screwing into the base of 
the shell. Internally it is recessed and threaded 
to take tlie gnine and detonator holder. Two in¬ 
clined grooves are cut in the body near the base, 
these lead into a lateral recess in the body into 
which the safety halls move after the shell has left 
the bore. 

The aluminum striker pellet with steel striker 
is housed inside the detonator holder. The pellet 
contains two polished nickel steel safety balls 
which are carried in a recess at the bottom of the 
pellet. The function of the safety balls together 
with the creep spring is to retain the pellet in a 
safe position before firing. 

Hie gaine is of steel, varnished black. It con¬ 
tains the detonator and exploder and is screwed 
into the upper end of the fuze body against the 
detonator holder. 
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AC.TLOX: Before firing the striker pellet is kept 
from the detonator by the creep spring and the two 
safety balls. The lntter, when the fuze is at rest, 
lock the pellet to the detonator holder. 

After firing, the effect of set-back keeps the 
pellet held against the fuze body. 

On deceleration, after the shell has left the bore, 
the pellet tends to creep forward overcoming the 
resistance of the creep spring. This movement is 
assisted by the safety balls which, acting under 
centrifugal force, are caused to ride up the in¬ 
clined planes in the detonator holder into the lat¬ 
eral recess in the body. The forward pressure of 
the safety balls on the pellet having ceased, the 
creep spring reasserts itself and returns the pel¬ 
let to its original position. This movement lock-, 
the safety balls in the recess in the body. The 
[>ellet is now held from the detonator only by the 
creep spring. On impact, the pellet is carried for- 
ward on to the detonator overcoming the spring. 
The flash ignites the detonator in the gaine which, 
in turn, detonates the bursting charge of the shell. 

BASE FUZE BD. Z. C 38 

EMPLOY MEN T: l sed in shells for heavy guns 
the ammunition for which is often of Naval de¬ 
sign. (See fig. 608.) 

CON'sTRl C TION : The fuze is an igniferous 
base fuze of the graze tv]* with n delay action. 

The body is of steel, brass pluted, and closed at 
the forward end by n screwed in brass head with a 
central cavity und flash hole sealed with a brass 
disk and varnish. The body is screw-threaded ex¬ 


ternally with a right-handeij thread for insertioi 
into the shell and recessed internally to take tie 
grazed mechanism. 

The brass head is internally screw-threaded t. 
take a brass plug which holds a screwed brass de 
lay unit at its forward end. 

The striker is of steel and is secured by a stee 
plug which screws into the striker holder. Tin 
point of the striker protrudes into the top of th< 
graze pellet. The recess in the fuze body houses i 
steel platform which carries five centifugal seg 
ments overlapping the top of the brass graze pellet 
The segments are encircled by an expanding ring 
of phosphor bronze which retains them in the over 
lapping position and thus prevents forward move 
ment of the graze pellet. 

The brass graze pellet, which is closed at"A m 
base by a screwed in steel plug, houses a detoihrcoi 
holder testing on a fibre washer. The detonator 
consists of a copper shell closed at the top by » 
copper disk and at the bottom by a copper disk 
with a square hole in the center covered by a pnpei 
disk. The filling consists of 1.2 grains <>f deto¬ 
nating composition over grains of gunpowder. 
The composition is made up of mercury fulminate 
21.15 percent, potassium chlorate 44.0 percent, anti¬ 
mony suphide 144.0 percent and grit 0.7 percent. 

The delay unit is in the form of a brass plug 
with a central flash hole in the base and a recess 
filled with O.K grain of pressed powder. An ec¬ 
centric flash hole leads to a larger recess in the 
forward end of the unit which contains 1.2 grains 
of pressed gunpowder. Above the delay unit is 
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a tilling of 23 grains of pressed gunpowder con¬ 
tained in ft recess in the brnss head of the fuze. 

OPERATION: Centrifugal force set up by the 
spin of the projectile in flight causes the spring 



ring to expand and permit the segments to rotate 
on their pivots thus freeing the graze pellet which, 
as there is no creep spring, tends to creep forward 
toward the striker. The detonator is pierced im¬ 
mediately on graze or impact and the flash pro- 
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Figure 603—Bd. Z. C/3B 
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duced pusses through the Hash holes in the striker 
holder to the delay unit. 

REMARKS: The Bd. Z. C/36 fuze is similar to 
B<1. Z. ('/38. except that it is of smaller gage. It 
is constructed largely of steel and is fitted with 
brass segments. It ojierates with a delay of 0.03 
second. Hie fuze is used in the 28-cm range of 
shell. 

I lie lid. Z. 4<' K base fuze is also similar to Bd. 
Z. 0/38 except that it has a larger gage and is fitted 
with a creep spring. The fuze is constructed 
largely of steel and the segments are of aluminum. 

FUZE, BASE, 27 34 W. Z. 36 

EMPLOYMENT: This base fuze is of the graze 
type ami used in German 3.7-om A. P. Shell of 
Polish origin. (See fig. <>04.) 

DESCRIPTION : The fuze consists principally of 


a steel body, steel inertia pellet containing detonat¬ 
ing composition, brass ferrule, t wo steel halls, brass 
arming sleeve, a small and a large stirrup spring, 
and a felt disk. 

The body is in two parts. The rear part is 
flanged, and screw-threaded externally for inser¬ 
tion in the shell. Internally, it is screw-threaded 
to receive the front portion, and bored in two 
diameters to accommodate the fuze mechanism. 
The front part is screw--threaded externally at one 
end for attachment to the real part, ami is tapered 
to the front to a tubular closed end. The tapered 
portion is bored radially to form two rows of three 
holes each. An internal striker is formed in tlie 
closed end and is integral with the body. 

The inertia pellet is cylindrical with a «£..) 
closed base end. Externally, near the base, it is 
recessed circumferentially, m/d above the recess 
are two indents, diametrically opposed, which 
partly accommodate the two balls. 
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The pellet contains 0.89 gram of C. E. and a 
capsule of detonating composition. The copper 
capsule is cup shaped with a hole in its base which 
is closed on its inside by a copper disk 0.003 inch 
thick. Above the disk is a composition weighing 
0.026 gram, and consisting of mercury fulminate 
22.0 percent, potassium chlorate 40.5 percent, 
antimony sulphide 33.6 percent and ground glass 
3.9 percent. Above this composition is a pellet of 
mercury fulminate weighing 0.57 gram with a thin 
layer of TNT weighing 0.04 gram on top. The 
capsule is inserted in the inertia pellet open end 
first, and secured by turning the end of the pellet 
over the base of the capsule and varnishing the 
join. 

A felt disk is inserted between the base of the 
inertia pellet and the fuze body. 

The ferrule is cylindrical with an external cir¬ 
cumferential recess about its center. 

Near its forward end are two holes, bored dia¬ 
metrically opposite, which partly accommodate 
the two steel balls. The ferrule surrounds the base 
end of the inertia pellet and is supported by the 
smaller of the two stirrup springs. 

The stirrup spring is cylindrical; its lower edge 
lias three external projections which fit under the 
ferrule and its upper edge has three internal pro 
jeetions which engage in the recess near the base 
of the inertia pellet. 

The arming sleeve is cylindrical with a circum¬ 
ferential internal recess nettr its base edge. It 
surrounds the forward part of the ferrule and 
retains the two steel balls lorking the inertia pel¬ 
let in the safe position. The sleeve is supported 
by the larger stirrup spring. 

The stirrup spring is cylindrical and split. 
Two lugs, cut diametrically opposite in its lower 
edge, project and fit under the arming sleeve. 
ACTION 

Beforf Firing. The inertia pellet is locked 
and held away from the striker by the two steel 
balls which are retained by the arming sleeve. 

After Firino. On Hoeeleration, thy arming 
sleeve sets back and is retained by the larger 
stirrup spring which engages the circumferential 
groove, thereby freeing the two balls which move 
outwards under centrifugal action. Creep action 
is prevented by the smaller of the two stirrup 
springs. 

On impact or graze, the inertia pellet moves 
forward onto the striker and detonates its filling. 


__ projectile fuzes 

BASE FUZE W. Z. 36 

EMPLOYMENT: Mechanical Impact Base Fuze 
for Polish 3.7-mm A. P. shell. (Sec fig. «<»5.) 

DATA: 

Over all length: 2.(1 inches. 

Maximum diameter: 1.0025 inches, 

Threaded length: 0.5 inch. 

Number of threads: 7 LH. 

CONSTRUCTION : The upper body, which ex¬ 
tends into the projectile, houses a fix'ed firing pin 
and a chamber into which is slipped a detonator 
pellet with a detonator on top of it. The lower 
body is threaded to engage the threads on the pro¬ 
jectile. The detonator pellet has two indentations 
on the side to hold locking balls ami a groove 
near the base which engages three ‘ vertical ex¬ 
tensions of a spring which surrounds the pellet. 
Compressed com|x>sition explosive beneath the 
pellet acts as a booster. Surrounding the base 
of the detonator and the small spring is an iron 
ling, on the outside of which is fitted a stirrup 
spring. Near the top of this ring, are two holes 
for holding the locking balls. The two locking 
balls engage the indentations in (lie detonator pel¬ 
let and are positioned by a brass ring which sur¬ 
rounds the whole assembly. 

ACTION: Set back causes the brass ring to bear 
against the stirrup spring located outside the iron 
ling. lien set-back has been overcome, the brass 
ling has been driven to the base of the fuze creat¬ 
ing a clearance into which the* locking balls are 
thrown by centrifugal force. The detonator pel- 
let is now held only by the three spring extensions 
at the base. On impact, iniertia forces the det¬ 
onator pellet to free itself from these spring ex¬ 
tensions and to move forward aguinst the fixed 
firing pin in the top of the fuze. 

BASE FUZE M. 35 

EMPLOYMENT: Base fuze used on German 
4.<-em A. P. ammunition. (See fig. MW.) 

DATA: 

Overall length: 2.G56 inches. 

Maximum diameter: 1.406 inches. 

Threaded length: 0.688 inch. 

Number of threads: II RH. 

CONSTRUCTION: The body is threaded exter- 
naliy at the middle to engage the threads of the 
projectile. A detonator is screwed into the top of 
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the fuze and a tracer is crimped into a recess at 
the base. 

A primer housing with a funnel-shaped hole 
through it and surrounded by a compressed spring 
is held in place by six steel balls. The onllar 
which retains these balls increases in diameter to¬ 
wards the top. 

ACTION : The primer housing is locked in place 
by the steel balls until the projectile strikes an ob¬ 
ject. Inertia causes the housing to move forward 


compressing its spring. The locking balls move 
forward also and are cammed out into the enlarged 
portion of the retaining ring. The primer then 
impinges upon the. striker and the flash passes 
through the funnel-shaped hole firing the det¬ 
onator. 

BASE FUZE FOR 7.5-CM (SMALL CAV1TY1 

EMPLOYMENT: Base fuze used on German 
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Figure 605 — W. 1. 36 
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Figure 606—M. 35 



Figure 607 — Fuze for 7.5-cm Projetlilet 1 Small Cavity) 
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7.5-cm H. E. projectiles and 5-cm A. P. shells. 
(See fig. 607.) 

DATA: 

Over-all length: 1.781 inches (with tracer). 
Over-all length; 1.563 inches (without tracer). 
Maximum diameter: 1.063 inches. 

Threaded length: 0.438 inch. 

Number of threads: 6 LH. 


CONSTRUCTION; The base of the steel body is 
threaded internally to receive a brass tracer con¬ 
tainer. The center of the body is threaded ex¬ 
ternally to engage the threads on the projectile. 
An aluminum adapter is screwed over the top of 
the fuze body. A booster, containing either pel¬ 
lets' of lead azide, calcium silicide, and PETN wax 
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or tetryl, is screwed into this adapter and is sealed 
by an aluminum cap. 

A funnel-shaped washer secures a firing pin in 
the body of the fuze. The flash from the primer 
passes through the washer and a channel in the 
firing pin. The washer is separated from the 
booster by a series of paper and gauze disks which 
delay the notion of the fuze. 

The primer holder is held away from the firing 
pin by a heavy brass shear wire. 

ACTION: Upon impact, the primer holder 
moves forward shearing the shear wire and im¬ 
pinging the primer on the firing pin. The flash 
passes through the firing pin, the funnel washer, 
the paper and gauze disks, and into the booster. 
The booster then fires the shell. 

BD. ZF. 7.5-CM PZGR. (LARGE CAVITY) 

EMPLOYMENT: Mechanical Impact Base Fuze 
used in German 7.5-cm A. P. C. shells. (See fig 
608.) B 

DATA: 

Over-all length: 3.875 inches. 

Maximum diameter: 2.188 inches. 

Threaded length: 0.875 inch. 

Number of threads: 6 RH. 

CONSTRUCTION: This fuze is similar in ex¬ 
terior construction to the 7.5-cm (small type) 
fuze. It has a fixed striker and an inertia pellet 
containing a primer in the top. It has the stand¬ 
ard German centrifugal arming mechanism. 
Four flash holes around the striker lead to a com¬ 
pression chamber which is closed by a brass disk 
"ith a pin-point hole in the center. The top of 
the fuze closing plug is threaded externally to 
accept an aluminum cap which has a center hole 
lining up with the hole in the disk. This hole 
leads to another detonator composed of lead styph- 
nate, lead azide, and PETN/wax. 

ACTION: Centrif ugal force causes the centrifugal 
segments to expand against the expanding spring 
ring thus releasing the inertia pellet. Upon im¬ 
pact the inertia pellet, containing the primer, goes 
forward impinging upon the fixed firing pin. 
The flash, after passing through the four holes 
tround the striker, enters the compression chamber. 
When the pressure has been built up sufficiently, 
the flash passes through the pin-point hole in the 
closing disk firing the detonator. 


_____ projectile fuzes 

REMARKS: The building up of pressure in the 
compression chamber determines the delay in the 
fuze. 

BD. Z. FOR 8.8-CM. PZGR. 

EMPLOYMENT: Small cavity fuze for 8.8-cm 

A. P. projectile. (See fig. 609.) 

DATA: 

Over-all length: 2.312 inches. 

Maximum diameter: 0.812 inch. 

Threaded length: 0.812 inch. 

Number of threads: 14 RH. 

CONSTRUCTION: This fuze contains a spring- 
loaded striker and is contained in a housing that 
fits into the base of the projectile. The detonator 
is fixed in the fuze. The firing pin is fitted with 
a spring under compression by two balls which are 
held stationary by a spring clip in a slight cannel¬ 
ure just forward of the collar. 

ACTION: Upon impact the collar moves forward 
due to inertia forcing the spring clip out of posi¬ 
tion. The balls are free to move out of position, 
releasing the spring-loaded striker which is forced 
on to the primer. 

REMARKS : Another version of this fuze has 
been identified in which there is no spring clip or 
cannelure hut in their place, a shear wire restrains 
the collar until impact. 

BD. ZF. 8.8-CM PZGR. (LARGE CAVITY) 

EMPLOYMENT: Mechanical Impact Base Fuze 
used on German 8.8-cm A. P. projectiles. (See 
fig. 610.) 

data : 

Over-all length: 2.50 inches. 

Maximum diameter: 2.563 inches. 

Threaded length: 0.75 inch. 

Number of threads: 6 RH. 

CONSTRUCTION: This fuze is similar in con¬ 
struction to the fuze used on the 7.5-cm A. P. C. 
shell. The centrifugal segments of the customary 
arming device are of light alloy rather than brass 
and a steel detonator holder replaces the brass 
type. A light creep spring is incorporated as an 
added safety feature between the detonator holder 
and the fixed firing pin. The flash is transmitted 
through four holes surrounding the striker to a 
compression chamber closed by a coned brass disk 
with a pin-point hole leuding to the booster. 
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ACTION: Centrifugal force causes the cen¬ 
trifugal segments to expand the copper ring re¬ 
leasing the inertia pellet containing the primer. 
Upon impact, the primer overcomes the creep 
spring and impinges upon the fixed striker. The 
flash, after passing through the four holes below 
the striker, builds up a pressure in the compres¬ 
sion chamber. When a great enough pressure is 
reached, it flashes through the pin-point hole in 
the coned disk firing the detonator. 

REMARKS: The building up of pressure in the 
chamber apparently is what determines the delay 
in this fuze. 

BASE FUZE BD. Z. (15-CM GR. 19 BE.) 

EMPLOYMENT: Base fuze for 15-em Granat 
19 anticoncrete shell. (See fig. fill.) 

DATA: 

FUZE: 

Over-all length : 3.0 inches. 


Maximum diameter: 2.0 inches. 

Threaded length: 1.0 inch. 

Number of threads: 12 RH. 

BOOSTER HOLDER: 

Over-all length : 6.125 inches. 

Maximum diameter: 3.0 inches. 

Threaded length: 1.062 inches. 

Number of threads: 8 RH. 

CONSTRUCTION: This steel fuze threads into 
a large steel booster adapter. A notched setting 
disk which gives choice of two delays or instan¬ 
taneous action is seated in the fuze head and held 
in the fuze by a locking ring on which are marked 
the setting indications G. V. {long delay). K. V. 
(short delay), O. V. (without delay). A second 
notch on the underside of the setting disk engages 
a ridged portion of the aluminum striker holder. 
This holder, to the bottom of which is affixed a 
felt disk, rides easily on an aluminum foil-covered 
steel plate towards the base of the fuze. Three 
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holes drilled in this plate give access to three holes 
in an aluminum disk below it Two of these con¬ 
tain black powder delays while, the third is empty. 
Thus, the turning of the holder which has a single 
flash hole, determines delay. A powder tray with 
one hole giving access to the gaine screws into the 
fuze base. 

The firing mechanism is standard and simple. 
The detonator in a brass holder is held from the 
fixed firing pin by means of five centrifugal de¬ 
tents in a spring ring. 

ACTION: Rotation of the projectile causes the 
centrifugal detents to swing out against the 
spring, arming the fuze. On impact, the detona¬ 
tor impinges on the striker and flashes through a 
flash hole beside the striker, to the aluminum disk 
containing the delays. 


FUZE, BASE, BD. Z. DOV 

EMPLOYMENT: 15-cm Rakaten Oranate. 
(See fig. 612.) 

DESCRIPTION: This is a direct action base 
fuze used in the 15-cm H. E. rocket. It may be 
identified by the stamping “Bd. Z. DOV in* the 
base. The over-all length of the fuze is 1.4 inches 
and its maximum diameter, over the threads, is 
1.75 inches. 

The fuze consists of a steel body, steel striker, 
five centrifugal segments of light alloy, expand¬ 
ing spring ring, creep spring, steel detonator 
holder, igniferous detonator and steel screwed 
plug. All steel components are rustproofed. 

The body is screw-threaded externally with a 
left-hand thread for insertion in the base of the 
rocket, and the forward end is reduced in diameter 
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and serewth reacted for the attachment of the deto¬ 
nator holder. It is bored centrally from the front 
in two diameters to form chambers to house the 
needle pellet and centrifugal segments. 

The needle is integral with the inertia pellet. 
The pellet is housed in the base of the body, and 
provided with two shoulders below the needle, 
which is located centrally in the larger chamber. 

The five centrifugal segments are pivoted on 
pins and are shiped so that one locks the other. 
In the unarmed position, the segments engage the 
larger shoulder of the striker pellet and hold the 
striker off the detonator. They are surrounded 
and retained in this position by an expanding 
spring ring. 

The spiral creep spring surrounding the striker 
is held between the smaller shoulder of the striker 
pellet and a seating in the detonator holder. 

The detonator holder is bored centrally to form 
two chambers, which are connected by a coned 
boring with a seating for one end of the creep 
spring. The larger chamber is screwthreaded to 
receive the forward end of the fuze body. The 
smaller chamber houses an igniferous detonator 
and is closed by a perforated screwed plug secured 
by stabbing. 

ACTION 

Before Firing. The striker is held off the 
detonator by the centrifugal segments which are 
retained in the closed position by the expanding 
spring ring. 

During Flight. On deceleration and when the 
necessary rotational velocity is reached, the seg¬ 
ments, overcoming the spring ring, swing out¬ 
wards under centrifugal force, clear of the striker 
pellet. Creep action by the striker pellet is pre¬ 
vented by the creep spring. 

On impact or graze, the pellet moves forward, 
compressing the creep spring and carries the 
striker on to the detonator. 

ELECTRIC FUZE ERZ 39 

EMPLOY MENT: This base fuze fits into one of 
the venturi of the German J5-cm and 2l-cm 
rockets. {See fig. 613.) 


DATA: 

Over-all length: 1.438 inches. 

Maximum diameter: 0.536 inch. 

No threads. 

CONSTRUCTION: The body is made of a black 
colored plastic with an aluminum band around 
the shoulder. 

Within the body is a igniter bridge from which 
runs two wires. One wire is connected to the 
aluminum band around the shoulder and the other 
to a metal disk in the base of the fuze. A black 
powder charge is located just above the igniter 
bridge. 

ACTION: An electric current is passed through 
the fuze firing the igniter bridge. This, in turn, 
fires the black powder charge which sets off the 
propellant. 

REMARKS: This fuze is to be replaced by the 
type ERZ39 (B) which is manufactured from heat 
resistant materials.’ The distinguishing feature 
of this new fuze is the grey color of the body. 
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